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93 
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96 
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23,  24 
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Electric  Sanders,  Portable  77,  80 
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Emergency  Jacks  88 
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Flashing-Oscillating  Lights, 
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Concrete .  1 

Floats — 

Bull .  100 

Concrete,  Hand  100 
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Fohling  Rules  114 

Forges — 

Blacksmiths’  .  123 

Rivet .  123 
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Globes,  L  antern  .  .  122 
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Gravel  and  Sand  Scoops  87 
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Concrete  .  4 

Electric, 

Bench .  77,  80 

Portable . 77,  81 
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Grout  Hose,  Hydraulic  63 


II 


Hack  Saw  Machines,  Electric  123 
Hammers — 
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Bush,  Hand  ......  94 
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Cant  Hook  .  51 

Peavy  31 
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Head  Lamps,  Electric  117 
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Concrete  Mixer  133 
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Heating  Kettles — Continued 

Rubberized  Asphalt  .  130 

Tar . 130 

Highway  or  Road  Torehes  .  .  122 

Hoes — 

Mortar .  87 

Mortar  Mixer .  87 

Railroad  Scuffle . 87 

Hoist  Hooks  . .  49 

Hoisting  Tower  Equipment, 

Wood  Tower .  34 

Hoisting  Towers, 

Tubular  Steel .  33 

Hoisting  Wheels .  27 

Hoists — 

Chain  . 39,  43 

Construction,  Portable  .  .  25,  28 

Diesel  28 

Differential .  40,  43 

Electric  .  .  .  26,  28,  40,  44 

Gasoline  .  28 

Lift  and  Pull .  40 

Roofers’,  Portable . 25 

Trolley  .  41 

Utility,  Gasoline  36 

Hollow  Drills  .  94 
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Cant  .  50 

Grab,  Chain . 45,  48,  51 

Hoist .  49 

Slip,  Chain . 45,  48,  51 

Swamp,  Logging . 51 

Hoppers — 

Concrete, 

Floor  32 

Receiving .  34 

Hose — 

Air  62 

Cement  Placing  .  .  66 

Discharge  .  64 

Fire  65 

Gasoline  and  Oil .  66 

Grout.  Hydraulic  .  63 

Hydraulic .  66 

Jetting,  Hydraulic  63 

Lacquer  Spray .  65 

Lawn  .  66 

Pile  Driver  65 

Propane  and  Butane  65,  66 

Road  Oil,  Hot . 66 

Sand  Blast  .  65 

Solvent  65 

Steam  65 

Suction  64 

Water . 63 

Welding  66 

Hose  Clamps  69,  70,  72 

Hose  Connections,  Swivel  70 

Hose  Couplings — 

Air  67-69 

Air  Hammer  71 

Compressed  Air  71 

High  Pressure  67,  71 

Hydraulic  67 

L.  P.  Gas  67 

Liquids  67 

Long  Shank  72 

Quick-Acting  69 

Safety  Locking  71 

Spray  and  Car  Wash  69 

Steam .  67,  71 

Suction  70,  72 

Universal  69,  71 
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Hydraulic  Hose . 65 

Hydraulic  Jacks — 

Industrial  89 

Remote  Control  .  89 

Hydraulic  Packing .  66 

Hydraulic  Pullers . 89 

I 

I-Beam  Trolleys . 42-44 

Impact  Drivers . 96 

Impact  Wrenches,  Electric  .  .  77 

Incline-Track  Lifting  Units  27 

Industrial  Steel  Bar  Clamps  111 

Information,  Wire  Rope  .  .  54-57 

Irons,  Branding,  Contractor’ 

Tools .  115 

Irrigation  Shovels  87 

J 

Jack  Supports .  90 

Jackets,  Waterproof . 125 

Jacks — 

Bridge .  90 

Builders’ . 21,  22 

Contractors’ . 21,  22 

Emergency .  88 

Geared  88 

Hydraulic, 

Industrial .  89 

Remote  Control  89 

Journal .  90 

Ladder  .  20 

Machinists’  .  88 

Planer  88 

Pole  Pulling  88 

Push  and  Pull .  90 

Push-Pull-Lift,  Util-A-Tool  90 

Ratchet  Lowering  88 

Reel  or  Drum  91 

Screw  88 

Shoring . 91 

Trip-Track .  90 

Jih  Cranes  44 

Joint  Runners — 

Asbestos  126 

Asbestos-Lead  126 

Journal  Jacks  90 

Jute  Packing  53 

K 

Kerosene  Lanterns  .  .  122 

Kettles - 

Cork  Dipping  .  132 

Heating, 

Asphalt  .  130 

Pitch  130 

Rubberized  Asphalt  130 

Tar .  130 

Melting,  Compound  .  134 

Kettles  and  Paving  Tool 
Heaters,  Asphalt  131 

Knockout  Cutters,  Electrical  107 
Knockout  Punch  Drivers, 

Hydraulic  . 107 

Knockout  Punches,  Electrical  107 
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Lanterns — Continued 

Flashing  Signal,  Electric  . 117 

Inspectors’,  Electric  ...  .117 

Kerosene  .  .  122 

Safety . 122 

Lawn  Hose  .  ......  65 

Lead  Melting  Furnaces  127,  129 
Leadite  Melting  Furnaces  .  .  129 

Lift  and  Pull  Hoists  .  .  40 

Lifting  Units,  Incline-Track  27 

Light  and  Power  Plants, 

Electric .  85 

Lights — 

Flashing,  Roof,  Colored  .  .119 

Flashing-Oscillating  Emergency  .119 
Search,  Portable  119 

Warning, 

Construction,  Battery  Type  .118 
Truck,  etc . 119 

Lines,  Tape  114 

Links — 

Chain  Repair  48 

Sling .  48 

Load  Binders  51 

Logging  Peavies  50 

Logging  Tools  50,  51 

M 

Machine  Bolts  146 

Machine  Screw  Anchors  112,  113 
Machines — 

Cleaning,  Sand  Blast 
Floating-Finishing,  Concrete  . 

Hack  Saw,  Electric . 

Sanding,  Concrete  ... 

Screeding,  Concrete  . 

Machinists’  Clamps 
Machinists’  Jacks 
Manifolds,  Compressed  Air 
Manila  Rope 

Marhle  Cutting  Saw  Blades 
Marine  Oakum 


143 

1 

123 
9 
3 

111 
88 
72 

52 
11 

53 

Masonry  Cutting  Saw  Blades  10,  11 
Masonry  Cutting  Saws  10 

Masonry  Drills,  Electric  Hammer  76 
Masonry  Handling  Conveyors  17 
Material  Elevator  Accessories  35 
Material  Elevators,  Portable  35 

Material  Handling  Conveyors  17 
Melting  Furnaces,  Lead  132 

Melting  Kettles,  Compound  134 

Melting  Pots,  Soft  Metal  128 

Metal  Cutting  Shears, 

Electric  Portable  81 

Metallic  Packing,  Flexible  66 

Mixing  Plants,  Concrete  29 

Moil  Points,  Chipping  Hammer  93 
Mortar  Hoes  87 

Mortar  Mixer  Hoes  87 

Mortisers,  Electric,  Portable  73 

Motor  Generators  6 


Nails,  Wire  147 

Neoprene  Work  Clothing  125 


JL 

Nuts — 

Lacquer  Spray  Hose 

65 

Castellated 

145 

Ladder  Jacks 

20 

Hexagon 

146 

Ladles,  Asphalt  . 

131 

Square 

146 

Lag  Screws  . 

146 

Thumb 

146 

Lamps,  Head,  Electric 

117 

Lantern  Globes 

122 

O 

Lanterns — 

Oakum — 

Contractors’ 

122 

53 

Electric 

117 

Plumbers’  .  . 

53 
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Oil  and  Gasoline  Hose . 65 

Oiled  Work  Clothing . 125 

Oily  Waste  Cans . 116 

Oscillating-Flashing  Lights, 

Emergency  . 119 

Overalls,  Waterproof  . 125 

P 

Packing — 

Asbestos,  Round .  66 

Asbestos,  Acid,  .  66 

Expansion  .  66 

Hydraulic  .  66 

Jute .  53 

Metallic,  Flexible .  66 

Pressure  Sealing  .  66 

Pump  .  66 

Rod  &  Plunger . 66 

Sheet  .  66 

Peavies,  Logging . 50 

Peavy  Handles  51 

Pike  Poles,  Aluminum . 51 

Pile  Driver  Hose  .  .  .  65 

Pipe  Benders .  106 

Pipe  Bits  108 

Pipe  Cutters . 126 

Pipe  Pusher  Pumps  .  105 

Pipe  Pushers,  Hydraulic  .  .  105 

Planer  Jacks  .  88 

Planers,  Push .  97 

Planes,  Electric,  Portable .  73 

Mixing,  Concrete .  29 

Plants — 

Electric  Light  and  Power  85 

Plugs  and  Feathers, 

Large  Hole  .  94 

Plumbers’  Oakum  53 

Pneumatic  Hammers,  Portable  81 

Points,  Moil,  Chipping  Hammer  93 

Pole  Pulling  Jacks .  88 

Polp^  P.Icp  ^  "I 

Portable  Heaters,  L.  P.  Gas  1 38 

Pots — 

Melting,  Soft  Metal  128 

Pouring,  Asphalt  .  131 

Pouring  Pots,  Asphalt . 131 

Power  and  Light  Plants, 

Electric  .  85 

Power  Buggies,  Gasoline  .  2 

Power  Buggy  Bodies .  2 

Power  Buggy  Chassis  .  .  .  2 

Power  Pumps,  Rotary,  Liquid  92 

Presses,  Drill,  Electric  123 

Pressure  Sealing  Packing  66 

Propane  and  Butane  Hose  65 

Pull  and  Lift  Hoists  .  .  .  .  .  .  40 

Pull  Brooms  100 

Pullers — 

Car,  Electric  .  26 

Form  and  Stake  .  .  .  99 

Hydraulic  89 

Pump  Packing  66 

Pump  Strainers  92 

Pumps — 

Barrel,  Rotary,  Liquid  92 

Centrifugal,  Portable  15,  141 

Diaphragm,  Portable  ....  14 

Pipe  Pusher .  105 

Rotary, 

Hand  .  92 

Power  92 

Self-Priming,  Centrifugal  15,  141 

Truck,  Rotary,  Power  Take-Off  92 

Punches,  Knockout,  Electrical  107 

Push  and  Pull  Jacks .  90 

Push  Planers  97 
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Push-Pull-Lift  Jacks, 

Util-A-Tool  .  90 

Pushers,  Pipe,  Hydraulic  .  .  105 


R 


1  Radial  Arm  Saws,  Electric  .  79 
I  Radial  Supports,  Electric  Hand 

Saw .  79 

Railroad  Crossing  Signs  .  .  120 

Railroad  Scuffle  Hoes  87 

Rakes — 

Asphalt  or  Tar . 87 

Road  or  Stone  .  87 

Ratchet  Lowering  Jacks  88 

Reel  or  Drum  Jacks .  91 

Reflector  Beads  .  120 

Reflector  Buttons . 120 

Reflector  Signs,  Beaded  120 

Rigs,  Saw,  Portable . 12,  13 

Rings,  Steel . 48 

Rippers,  Road,  Tractor  Type  98 

Rivet  Forges  123 

Road  Material  Scales,  Truck  30 

Road  Oil  Hose,  Hot .  65 

Road  or  Highway  Torches  ...  122 
Road  or  Stone  Rakes  87 

Road  Rippers,  Tractor  Type  .  .  98 

Rod  and  Plunger  Packing  66 

Rod  Cutters  96 

Rods,  Bit,  Detachable .  94 

Rollers,  Car  Door  51 

Roof  Searchlights,  Auto, 

,  Truck  etc .  119 

Roofers’  Hoists,  Portable  25 

Roofing  Brackets,  Adjustable  20 
Rooters,  Tractor  Type  98 

Rope — 

Manila  .  52 

Wire  . 54-57 

Rotary  Hand  Pumps,  Liquid  92 
Routers,  Electric,  Portable  .  74 

Rubber  Work  Clothing  125 

Rules — 

Engineers’,  Folding  . 114 

Extension,  Folding  . 114 

Folding  . 114 

Surveyors’,  Folding . 114 

Tape .  114 

Runners — 

Joint, 

Asbestos .  126 

Asbestos-Lead  126 
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Safety  Lanterns  1  22 

Salamanders, 

Contractors’ . 133,  137,  139 

Sand  and  Gravel  Scoops  87 

Sand  Blast  Cleaning  Machines  143 

Sand  Blast  Hose .  65 

Sander  Accessories,  Electric  .  80 

Sander  Belts  .  80 

j  Sanders,  Electric,  Portable  .  77,  80 

Sanding  Machines,  Concrete  .  9 

Saw  Blades — 

Concrete  Cutting .  11 

Marble  Cutting .  11 

Masonry  Cutting  10,  11 

Stone  Cutting  11 

Tile  Cutting  .  .  11 

Saw  Rigs,  Portable  12,  13 

Saw  Tracks,  Electric  75 

Saws — 

Band  .13 

Chain, 

Electric  142 
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Saws — Continued 

Gasoline . 140,  142 

Pneumatic  . 142 

Circular,  Portable  . 12,  13 

Hand,  Electric . 75,  76,  79 

Masonry  Cutting  .  10 

Radial  Arm,  Electric  .  79 

Scaffold  Brackets . 20 

Scaffold  Corner  Brackets  20 

Scaffolds,  Steel  .  38 

Seales,  Truck,  Road  Material  .  .  30 
Scoops - 

Breakdown  .  87 

Sand  and  Gravel .  87 

Scrapers,  Subgrade  .  98 

Screed  Caps,  Wood  Stake .  3 

Screed  Chairs,  Concrete . 104 

Screed  Stakes,  Metal  .  3 

Screeding  Machines,  Concrete  .  .  3 

Screw  Anchors,  Machine  112,  113 
Screw  Jacks  88 

Screws,  Lag  or  Coach . 146 

Searchlights — 

Portable  . 119 

Roof,  Auto,  Truck,  etc .  119 

Seizing  Bands,  Wire  Rope  .  .  .  60 

Self-Priming  Pumps, 

Portable  . 15,  141 

Shackles — 

Anchor  .  49 

Chain  49 

Shapers,  Electric,  Bench  Type  74 
Shears — 

Bar-Cutting  Reinforcing  .  95 

Electric,  Portable . 74,  75 

Metal  Cutting,  Electric,  Portable  81 

Steel-Cutting  .  95 

Sheet  Packing  .  .  66 

Shinglers,  Asphalt  Roof  .20 

Ship  Auger  Bits  . 108 

Shoreheads,  Contractors’  .  .  21,  22 

Shores — 

Adjustable . 109 

Builders’ . 21,  22 

Contractors’  . 21,  22 

Shoring  Jacks  91 

Shovels — 

Dirt  .  87 

Trrogating . 87 

Shuts,  Cold . 47,  51 

Sidewalk  Cleaners .  87 

Signs — 

Railroad  Crossing . 120 

Reflector,  Beaded  . 120 

Street  Name . 120 

Traffic . 120 

Warning . 120 

Skidding  Tongs  . 50 

Sleeves,  Dredging .  64 

Sling  Links  . 48 

Slings — 

Chain  .  47 

Wire  Rope  . 58,  59 

Slip  Hooks,  Chain  45,  48,  51 

Sockets,  Wedge .  49 

Soldering  Attachments, 

Branding  Iron  . 115 

Soldering  Iron  Torches  .  115 

Solvent  Hose  .  65 

Space  Heaters,  L.  P.  Gas  139 

Spanners  and  Wrenches, 

Hydrant . 128 

Spouting,  Concrete,  Flexible  34 

Spraying  Outfits, 

Concrete  Curing . 132 

Sprays  and  Hoists, 

Asphalt  Kettle  and  Barrel  132 

Stakes,  Screed,  Metal .  3 
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Stands — 

Drill, 

Bench  73 

Electric  Drill  77 

Star  Drills — 

Chipping  Hammer  93 

Electric  Hammer  76 

Star  Drills  and  Wrenches — 

Pneumatic  Hammer  93 

Steam  Cleaners  124 

Steam  Cleaning  Compounds  124 
Steam  Hose  65 

Steam  Thawers  133 

Steel-Cutting  Shears  95 

Steel  Rings  48 

Steel  Scaffolding  38 

Stone  Cutting  Saw  Blades  11 

Stone  or  Road  Rakes  87 

Stove  Bolts  146 

Straight  Edges,  Form  99 

Strainers,  Pump  92 

Street  Name  Signs  120 

Strike-Offs,  Concrete  99 

Structural  Wrenches  145 

Stud  Drivers, 

Cartridge-Powered  23,  24 

Studding  Brackets  20 

Subgrade  Scrapers  98 

Subgrade  Scratch  Templates  98 
Suction  Hose  64- 

Su  pports — 

Jack  90 

Radial.  Electric  Hand  Saw  79 

Surveyors’  Rules,  Folding  114 

Swamp  Hooks,  Logging  51 


T 


Tail  Chains,  Winch  Line  46 

Tampers — 

Form  99 

Grill,  Hand  3 

Tanks,  Drinking  Water,  Portable  121 
Tape  Lines  .  .  .  114 

Tape  Rules  .  .  .  114 

Tar  Melting  Furnaces  129 

Tar  or  Asphalt  Rakes  87 

Tarpaulins — 

Fire,  Water  and  Mildew 

Resistant .  135 

Water  and  Mildew  Resistant  136 
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Templates,  Scratch,  Subgrade  98 

Terazzo  Grinders  9 

Thawers,  Steam  133 

Thawing  and  Healing 

Torches  132,  138 

Throttle  and  Air  Line  Valves  72 

Thumb  Nuts  146 

Ties — 

Concrete  Form  101 

Wire  Rod  18,  19 

Tile  Cutting  Saw  Blades  11 

Timber  Braces  91 

Timber  Carriers  50 

Timber  Trucks  50 

Tongs,  Skidding  50 

Tool  Brands,  Branding  Iron  115 

Tools — 

Calking  1 13,  128 

Chipping  Hammer  93 

Logging  50,  51 

Stud  Fastening, 

Cartridge-Powdered  23,  24 

Wire  Twisting  18,  19 

Torches — 

Branding  Iron  115 

Highway  or  Road  122 

Soldering  Iron  115 

Thawing  and  Heating  132,  138 

Towers,  Hoisting,  Tubular  Steel  33 
Tracks,  Saw,  Electric  75 

Traffic  Signs  120 

Trailgraders  97 

Trench  Braces  91 

Trestles,  Steel  Adjustable  20 

Trip-Track  Jacks  90 

Tripod  Derricks  128 

Trolley  Hoists  41 

Trolleys,  I-Beam  42-44 

Truck  Chain  46 

Truck  Pumps,  Rotary,  Power 

Take-Off  .  92 

Truck  Scales,  Road  Material  30 

Trucks,  Timber  50 

Tubing  Benders  106 

Tuck  Pointers,  Electric, 

Portable  81 

Turnbuckles  .  ......  48 

Twisters,  Wire  Tie  18,  19 


Throttle  and  Air  Line  72 

Vibrators — 

Concrete, 

Electric  5,  7,  8 

Gasoline  .  7,  8 

Pneumatic  7,  8 

W 

Wall  Brackets,  Drill  73 

Warning  Beacons, 

Flashing,  Colored  119 

Warning  Lights — 

Construction,  Battery  Type  118 

Truck,  Etc.  119 

Warning  Signs  120 

Waste  Cans,  Oily  116 

Water  Heaters,  Construction  133 

Water  Hose  63 

Water  Tanks,  Drinking,  portable  121 
Waterproof  Work  Clothing  125 

Wedge  Sockets  49 

Welders’  Clamps  111 

Welding  Hose  65 

Wheels — 

Abrasive  9 

Hoisting  27 

W'inch  Line  Tail  Chains  46 

Wire,  Annealed,  Black  147 

Wire  Nails  . 147 

WTre  Rod  Ties  18,  19 

W  ire  Rope  54-57 

Wire  Rope  Clips  37,  49 

Wire  Rope  Cutters  60,  61,  95,  96 
Wire  Rope  Seizing  Bands  60 

Wire  Rope  Slings  58,  59 

Wire  Tie  Twisters  18,  19 

W  ood  Derricks  129 

W  ood  Tower  Equipment  32 

Wrenches — 

Construction  145 

Engineers’  .  145 

Impact,  Electric  77 

Structural  145 

Wrenches  and  Spanners, 

Hydrant  128 
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FLOATING  and  FINISHING 
MACHINES 


With  the  Exclusive  Whiteman  Patented  "In  Motion"  Trowel  Pitch  Control  and 


"Snap-On"  Floating 

The  New  Whiteman  Model  ”C-4" 
Floating  and  Finishing  Machine 

Designed  especially  for  the  contractor  specializing  in 
heavy-duty  slabs  and  patented  type  floors.  Also  excellent 
for  color  application. 

Greater  stability  and  smoother  operation  result  from  using 
four  trowels  instead  of  three.  This  causes  a  cutting  action 
over  the  high  spots,  rather  than  slipping  up  and  over,  and 
assures  a  more  level  slab. 

Many  new  improvements  on  this  machine  include  Timken 
and  ball  bearings  in  the  gear  box,  four  trowels,  easier 
trowel  control.  More  powerful  engine,  with  added  weight 
improves  the  performance. 

Model  "B"  Floating  and  Finishing 
Machine 

The  original  Whiteman  finishing  machine  and  still  the 
“old  reliable”  of  the  Whiteman  line  is  unequaled  for  floating 
and  finishing  operations  on  all  types  of  cement  slab  con¬ 
struction.  This  machine  utilizes  the  Snap-on  float  trowels 
and  has  other  late  improvements  such  as  the  lifting  bar 
and  wide  handle  bar. 

The  Model  ”J"  Lightweight  Small  Diameter 
Floating-Finishing  Machine 


Trowels 


Model  C-4  Finisher 


Model  B  Finisher 


The  smaller  trowel  diameter  permits  operation  in  small 
crowded  areas,  and  around  places  or  obstructions. 

The  light  weight  (only  105  lbs.)  provides  maximum  port¬ 
ability,  and  enables  even  inexperienced  operators  to  handle 
with  comparative  ease.  “Snap-On”  float  trowels  can  be 
attached. 

Model  "SF"  Whiteman  Disc  Float  and 
Model  "SC”  Combination  Disc  Floating  and 
Finishing  Machines 

This  unit  is  especially  recommended  for  floating  heavy 
duty  type  slabs  of  concrete  or  asphalt  mastic  such  as  the 
various  patented  types.  It  is  also  the  finest  method  of  work¬ 
ing  in  floor  coloring. 


WHITEMAN  FLOATING  AND  FINISHING  MACHINE  SPECIFICATIONS 


Model 

Trowel 

Diam. 

Trowel 

Speed 

Engine 

Motor 

Float 

Trowel 

Finish 

Trowel 

Net  Wt. 

Shipping 

Wt. 

C-4 

46" 

75-115 

Glad.  7.5  H.P. 

— 

#10"xl8" 

6"xl8" 

231  lbs. 

273  lbs. 

BG 

44" 

50-90 

Wise.  AKN 

— 

*10"xl8" 

6"xl8" 

166  lbs. 

208  lbs. 

BE 

44" 

95 

— 

2  H.P.  110/220  V. 

1  or  3  0 

*10"xl8" 

6"xl8" 

170  lbs. 

212  lbs. 

JG 

34" 

50-100 

B  &  S 

Mod.  8 

— 

*10"xl4" 

6"xl4" 

109  lbs. 

131  lbs. 

JE 

34" 

100 

— 

1  H.P.  110/220  V. 

1  or  3  0 

*10"xl4" 

6"xl4" 

117  lbs. 

140  lbs. 

SF 

24"  Disc. 

75-115 

Wise.  AKN 

— 

— 

— 

118  lbs. 

260  lbs. 

SC 

24"  Disc. 

44"  Trowel 

75-115 

Wise.  AKN 

— 

*10"xl8" 

6"xl8" 

254  lbs. 

318  lbs. 

The  No.  475  Whiteman  24"  Disc  is  available  as  a  standard  accessory  for  Models  B  and  C-4. 

*  Not  furnished  as  standard  equipment.  Must  be  ordered  separately  if  wanted. 

#Model  C-4  has  type  400-FC4  special  type  floating  trowels  as  standard  equipment. 

Grinding  discs  or  attachments  available  for  all  models.  Send  for  circular. 


625-1-53 
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POWER  BUGGY 


Model  DB-52  Power  Buggy 

This  new  Whiteman  product  is  a  man-hour  saver, 
therefore  a  money-maker  for  the  contractor  in  this  day 
of  high-priced  labor.  This  machine  is  speedy,  tough, 
versatile,  and  economical.  The  Power  Buggy  takes 
four  to  five  normal  wheelbarrow  loads  four  times 
faster  than  a  man  on  foot,  thus  will  easily  do  the 
heavy  work  of  four  to  six  men.  Full  360°  rotating 
drive  mounting  permits  tight  turns  and  complete 
reverse.  Suitable  for  any  industry  in  which  materials 
are  handled  and  moved. 

Available  with  12  cu.  ft.  dumping  bucket  body  or 
interchangeable  44"x48"  flat  dumping  body  on  a  42" 
WB  chassis. 

DB-52  Specifications 

Wheel  Base,  42".  Over-All  Length,  82".  Over-All  Width, 

with  single  wheels  for  narrow  passage,  36";  with  dual  wheels 
for  open  operations,  44".  Carrying  Capacity,  for  volume,  12 
Cu.  Ft.  For  weight,  with  single  wheels,  1200  lbs.,  dual 
wheels,  2000  lbs.  Height  of  Bucket  at  Front,  31".  Construc¬ 
tion,  Cast  alloy  and  pressed  steel  frame.  Heavy  duty  steel 
bucket.  Wheels,  Pressed  steel,  split  rim  for  single  or  dual 
mounting  (interchangeable  on  all  wheels).  Tires,  Standard 
400-8  industrial  (Wheelbarrow  size,  available  everywhere. 
Engine,  7%  h.p.,  4  cycle,  air  cooled.  Drive,  Automatic  clutch 
and  automatic  variable  speed  changer  through  worm  gear 
reducer  (Timken  bearing  equipped).  Steering,  full  rotating 
drive  mounting,  ball  bearing  support:  turns  360°  (the  Power 
Buggy  turns  in  its  own  radius).  Speed,  2  to  16  m.p.h.  (for¬ 
ward  or  reverse).  Brakes,  Contracting  on  load  wheels. 
Dumping  Mechanism,  full  control  of  dumping  and  return  with 
curved  rack  and  pinion. 


Model  FR-51 

Designed  for  industrial  use  this  unit  has  a  longer 
flat  rack  body,  44"x60"  mounted  on  a  54"  WB  chassis. 

This  versatile  machine  has  been  accepted  by  many 
plants  as  a  practical,  economical  and  efficient  method 
of  hauling  raw  materials,  parts,  crates,  cartons  and 
refuse  inside  and  out. 

FR-51  Specifications 

Wheelbase  54",  overall  length  94",  width  44",  station¬ 
ary  stake  flatbed,  44"x60",  capacity  2000  lbs.,  height  of 
bed  at  front  24*4".  Other  specifications  same  as  DB-52 
above. 


Weights 

Model  DB-52  with  12  cu.  ft.  dumping  body . 718  lbs. 

Model  F-52  flat  dumping  body,  40"x48" . 193  lbs. 

Model  CH-52  42"  wheelbase  chassis  only . 455  lbs. 

Model  B-52  dumping  bucket  body  only . 263  lbs. 

Model  FR-51  with  40"x60"  flat  rack  body- . 810  lbs. 

Model  F-51  40"x60"  FR  body  only _ _ _ 215  lbs. 

Model  CH-51  54"  wheelbase  chassis  only _ _ 585  lbs. 


Model  DB-52  Power  Buggy 


Whiteman  Power  Buggy  in  use  on  bridge  paving  job 


Model  FR-51  Power  Buggy 


FR-51  Power  Buggy  with  special  body  in  feed  mill 

625-2-58 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 
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Onnilemari  Concrete  Equipment 

The  New,  Improved  Whiteman  Screeding  Machines 


In  these  new  machines  the  principle  of  transverse  action  of 
the  screed  sticks  is  retained,  but  complete  redistribution  of 
weight  has  been  accomplished  by  mounting  the  engine  at  one 
end  of  the  frame  so  its  weight  is  borne  by  the  forms  rather 
than  in  the  center  of  the  frame.  This  prevents  sag  in  the  screed 
sticks.  The  frame  is  telescopic  and  can  be  extended  for  differ¬ 
ent  widths  of  slabs. 


Model  52-12  has  an  8'  frame  and  this  can  be  extended  out  to 
15'.  This  machine  is  recommended  for  slab  widths  up  to  20'. 


Specifications 

Frame,  length  8'.  Extends  to  15'.  Engine.  Wisconsin  Model  AKN. 
Automatic  clutch.  Transverse  screed  stroke  2%"  at  120  per  minute. 
Operating  weight  (less  the  screed  sticks  which  are  cut  to  length  for 
specific  jobs)  300  pounds.  Shipping  weight  520  pounds. 

(This  Model  is  not  equipped  with  rubber  tired  wheels  as  supplied  on 
the  old  Model  “44”  Machine.) 


Model  RS-11  has  a  6'  frame  which  can  be  extended  up  to  IT. 
It  is  recommended  for  use  on  a  maximum  12'  width  for  over¬ 
head  screeding  or  for  14'  maximum  width  for  screeding  on 
header  boards. 


The  Model  RS-11  can  be  equipped  with  an  attachment  having 
suspension  rollers  for  overhead  screeding  operations.  This 
attachment  provides  up  to  6"  vertical  adjustment  in  the  eleva¬ 
tion  of  the  screed  sticks. 


Specifications 

Frame,  length  6'.  Extends  to  11'.  Engine,  B.&S.  Model  8,  2  H.P. 
Automatic  mechanical  clutch.  Transverse  screed  stroke  2%"  at  120  per 
minute.  Driven  by  crank  and  pitman.  Weight  175  pounds,  without 
screed  sticks,  which  are  cut  to  length  required  for  specific  jobs.  Ship¬ 
ping  weight  200  pounds.  (This  Model  is  not  equipped  with  rubber  tired 
wheels  supplied  on  the  former  Model  “RS”  Rodding  Machine). 


Screed  Cap 
for  Wood  Stakes 

An  adjustable  screed  cap 
made  of  tough  malleable 
iron  for  long  service.  Cut 
your  own  2x2  wood  stakes 
right  on  the  job  to  suit 
actual  needs. 

Type  WC  Screed  Cap. 
weight  214  lbs.  each. 


All  Metal 
Screed  Stake 

Designed  for  use  with 
any  type  of  soil  condition. 

Available  in  9"  or  12" 
pin  length. 

Type  MS  Screed  Stake, 
weight  5  lbs.  each. 


Model  No.  52-15 

Showing  method  of  extending  frame 


Model  No.  RS-11 

Showing  overhead  screeding  attachment 


nr  }**' 


Model  No.  52-15 
Screeding  20'  slab 


Hand  Grill  Tamper 

This  tool  saves  cost  of  materials  a.id  labor 
of  dry  topping  on  slab  work.  5'x8",  weight 
19  lbs.,  steel  mesh  face,  levels  the  slab  and 
tamps  down  the  heavier  aggregate  leaving 
fines  on  the  surface  for  an  excellent  surface 
to  finish.  Adjustable.  Collapsible.  Type  HT. 

625-3-52 
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CONCRETE  MarVel  VIBRATORS 

x 


2,  3,  4  or  5  H.P.  Gasoline  Engine  Vibrator  on 
Wheelbarrow  Mounting. 


XVx  H.P.  Gasoline  Vibrator,  Pedestal  Mounting, 
Direct  Connected  Set — 4000  V.P.M. 


MARVEL  concrete  vibrators  will  save 
many  times  their  cost  in  labor  and  material 
by  placing  low-water-cement-ratio  concrete 
faster,  eliminating  air  pockets  and  producing 
stronger  concrete.  These  sturdy  machines 
are  low  in  cost  and  high  in  output,  and,  if 
necessary,  will  operate  around  the  clock. 

MARVEL  vibrators  contain  many  exclu¬ 
sive  features  for  long  life,  among  which  are 
an  exceptionally  strong  drive  and  the  MAR¬ 
VEL  trouble-free  head.  Every  drive  shaft 
is  interchangeable  with  any  other  at  any 
point  in  the  line  drive — no  special  sections 
are  needed. 


1,  2  or  3  H.P.  Electric  Motor  Vibrator  on 
Swivel  base  With  Carrying  Handles. 


Demand  These  Features 
in  Your  Vibrator 


★  Gasoline  or  electric  motor — 1  to  5  H.  P. 

★  Up  to  7400  V.  P.  M. 

★  Fool-proof  mechanical  clutch — no  plates 
to  wear  out. 

★  Double  V-belt  drive — no  power  loss. 

★  Easily  converted  for  grinding,  drilling, 
wire-brushing,  etc. 


Aluminum  Cast  Angle  Spindle. 


Operating  in  5  ball  bearings.  Combination  for  wet 
or  dry  grinding.  Right  or  left  hand  drive.  Weight 
3%  lbs.  Wheel  6"x2",  %"  arbor— weight  3 %  lbs. 
Total  7  lbs. 


586-2-47 
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HI  -  LECTRIC 

CONCRETE  VIBRATORS 


TOMORROW’S  ANSWER  TO 
TODAY’S  CONCRETE  PLACEMENT 
PROBLEMS 


The  motor  in  the  HI-LECTRIC  Concrete  Vibrator 
is  of  the  squirrel  cage,  induction  type  in  which 
speed  is  governed  by  frequency  (number  of  cycles) 
of  the  HI  -  LECTRIC  power  supply.  Thus  speed 
can  range  from  0  to  10,000  RPM,  depending  on 
throttle  setting  of  HI-LECTRIC  gasoline  engine 
driven  Generators,  or  pulley  ratio  of  belted  HI- 
LECTRIC  Motor  Generators.  When  operated  from 
direct  drive  3450  RPM  Motor  Generators,  the  motor 
speed  of  the  Vibrator  is  fixed,  approximately  10,000 
RPM. 


Maginniss  HI-LECTRIC  Concrete  Vibrators  incorporate  the  greatest  advances  in  design  and  construction 
of  concrete  placing  equipment  since  the  advent  of  internal  vibration.  No  longer  need  the  concrete  crew  toil 
with  cumbersome,  unwieldy,  always-in-the-way,  high  maintenance  tools  to  vibrate  concrete. 

No  flexible  shaft,  no  air  compressor,  no  hydraulic  pump  is  needed  to  power  the  HI-LECTRIC.  Just  a 
simple  but  sturdy  electric  motor  inside  the  Vibrator  head,  run  from  an  inexpensive  power  unit  set  off  the  job, 
out  of  the  way.  With  a  HI-LECTRIC  Vibrator,  concrete  placing  in  any  type  of  form  is  faster,  cheaper, 
effortless,  with  a  better  looking  job  after  the  forms  are  stripped. 


HI-LECTRIC  Concrete  Vibrators 


Specifications 


Model  No. 

Watts  Input 

Recommended 
Speed  VPM 

Size  of  Head 

W'eight  of  Head 

Weight  with  5'  Hose 
Switch  and  Plug 

Kind  of 
Power 
Required 

HCV-3 

1000 

9,000-10.000 

2%  x  18" 

14  lbs. 

22  lbs. 

120  volt 
180  cycle 

HCV-6 

2000 

8,500-  9,500 

3Va  x  18" 

27  lbs, 

35  lbs. 

3  phase 

Standard  length  operating  hose — 5.  10,  or  15  feet  as  specified.  Special  and  longer  lengths  can  be  ordered. 


HI-LECTRIC  Cables  to  connect  Concrete  Vibrators  and  other  tools  to  HI-LECTRIC  Generators  are  made 
up  of  highest  quality  neoprene  Type  S,  rubber  covered  Cable  with  male  and  female  plug  connectors  fitted  to 
each  end.  They  are  offered  in  standard  assemblies  as  shown;  others  available  to  fit  job  requirements. 

672-1-52 
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HI-LECTRIC  motor-driven  Generators  operate 
from  an  available  power  source  on  the  job,  to  supply 
the  180  cycle  current  required  for  HI-LECTRIC 
tools.  Where  the  operation  of  gasoline  engines  is 
objectionable  because  of  the  exhaust  fumes,  noise, 
fire  hazard,  etc.,  HI-LECTRIC  Motor  Generators 
answer  the  need  for  noiseless,  efficient,  inexpensive 
and  low  maintenance,  120  volt,  180  cycle  power. 


Ordinary 

HCV-3  Ht'V-6  110  Volt  Other  uses 
Vibrators  Vibrators  Lights 


HGG-1  2  1  2500  watts  6  volt  battery 

HGG-2  2  1  2500  watts  charging 


HGG-3  2  1  2500  watts  1000  watts  for 

Universal  tools 


HGG-4  3  Intermittent  3000  watts  1000  watts  for 

2  Universal  tools 


HGG  5  Jumbo 


This  unit  is  recommended  for  tough  or  continuous 
concrete  placing  operations  requiring  the  power  out¬ 
put  equivalent  of  2  Model  HGG-2’s.  Because  the 
engine  is  a  2  cylinder,  low  speed  type,  this  Generator 
is  very  economical  to  operate  and  maintain.  No 
attendant  is  necessary.  The  exciter  produces  1000 
watts,  115  volt  DC  power  to  operate  universal  tools, 

The  HGG-5  “Jumbo”  eliminates  any  need  to  run 
an  outside  powex-  line  into  the  job.  Use  it  for  Vibra¬ 
tors,  saws,  drills,  lights  and  other  requirements. 

Total  Net  Weight  650  lbs.;  Overall  Dimensions — 
41"  long  x  30"  wide  x  33"  high;  Number  of  Outlets 
— 4  for  HI-LECTRIC  Tools.  2  for  Universal  Tools; 
Equipped  with — Skid  base,  V-belt  (2)  Drive,  Lifting 
bail,  Safety  guard.  Belt  tightener;  Optional — Can  be 
trailer  mounted  to  order. 


Motor  Gene^a'c-s 


Here  are  two  extremely  low-priced,  yet  high 
quality  generators  manufactured  expressly  to  oper¬ 
ate  HI-LECTRIC  tools.  They  are  identical  except 
for  the  size  of  the  gasoline  engine. 

Excitation  is  obtained  from  a  commercial  auto¬ 
motive  Generator,  belt  driven  from  the  main  arma¬ 
ture  shaft.  Voltage  is  regulated  by  a  commercial 
automotive  voltage  regulator  in 
its  simplest  form.  Dual  brush 
rigging  assures  against  brush 
failure.  V-belt  adjustment  is  a 
simple  operation. 


HGG  1— HGG  2 


Here  are  two  units  that  will  pay  for  themselves 
many  times  over.  While  the  main  Generator  is 
making  120  volt — 180  cycle — 3  phase  power  to  oper¬ 
ate  HI-LECTRIC  Vibrators,  the  auxiliary  exciter 
Generator  is  making  115  volt  DC  power  to  operate 
other  portable  tools  such  as  drills,  grinders,  sanders, 
saws,  etc.  Use  floodlights  off  either  power,  or  both. 


Capacities  of  HI-LECTRIC 
Gasoline  Generators 


HGG  3— HGG  4 


AfCHtAtHfot 


HI-LECTRIC 


GENERATORS 


Hf-LFCTR/C 


572-2-52 
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Vibro  -  Plus 

ROLLGEAR  CONCRETE  VIRRATORS 


Gasoline  •  Electric  •  Pneumatic 


Vibro-Plus  ROLLGEAR  vibrator  shafts  are 
available  in  4  head  sizes:  RSB  45  (1%"  diameter), 
RSB  55  (2*") ,  RSB  70  (2%") ,  and  RSB  100  (4") . 
Standard  shafts  lengths  are  20'  and  30',  but  other 
lengths  are  available  on  request. 

The  MRSB  unit  is  used  with  a  gasoline  engine; 
the  ERSB  vibrator  unit  is  combined  with  an  elec¬ 
tric  motor;  the  PRSB  is  pneumatically  driven. 
The  vibrator  shafts  are  all  interchangeable  and 
can  be  used  on  any  of  the  power  units. 

The  vibrators  have  the  additional  unique  fea¬ 
tures  of  a  direct  snap  coupling  between  the 
power  unit  and  vibrator  shaft.  No  clutch  or 
V-belt  is  needed.  The  slow  moving  shaft  running 
at  only  3,600  R.P.M.  obtains  the  high  frequency 
of  11,000  V.P.M.-15,000  V.P.M.  without  the  use  of 
gears,  etc.,  due  to  the  Patented  ROLL-GEAR 
step-up  action  in  the  vibrator  head.  The  flexible  shaft  may  be  lubricated  in  less  than  15  sec¬ 
onds  even  while  the  unit  is  in  operation.  The  vibrator  head  is  never  stripped  for  lubrication 
as  it  runs  absolutely  dry. 


Type  MRSB 
ROLLGEAR  vi¬ 
brator  is  supplied 
with  either  Wis¬ 
consin  or  Briggs 
&  Stratton  4.5 
H.P.  or  2.5  H.P. 
gasoline  engines 
(see  specifica¬ 
tions)  mounted 

on  a  360°  swivel  base  with  wheelbarrow  available  as  optional  equipment. 

Type  ERSB  ROLLGEAR  vibrator  is  supplied  with  a  single  or  3  phase  110/220  volt  AC 
electric  motor  or  a  single  phase  110  volt  AC/DC  electric  motor.  360°  swivel,  or  sled-type 
bases  are  available. 


Type  MLSB  45  ROLLGEAR  vibrator  is  a  spe¬ 
cial  light-weight  unit,  for  use  where  a  larger  unit 
would  be  cumbersome.  It  is  composed  of  a  Briggs 
&  Stratton  1.9  H.P.  gasoline  engine  and  a  direct 
fixed  coupled  14'  shaft  with  an  1 %"  head,  mounted 
on  a  360°  swivel  base.  This  unit  has  a  frequency 
of  11,000  V.P.M.  and  can  be  used  efficiently  in 
even  the  stiffest  of  mixes.  Because  of  its  low 
price  it  is  widely  used  as  a  standby  vibrator  which 
will  give  excellent  service  when  needed. 


(Specifications  for  these  units  on  next  page) 


997-1 -53 
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Vibro  -  Plus 


PNEUMATIC  ROLLGEAR 
VIBRATORS 


Note:  the  type  PRSB  pneumatic  ROLLGEAR  vibra¬ 
tor,  pictured  at  the  top,  has  the  Vibro-Plus  standard 
guide  bushing,  so  that  all  RSB  vibrator  shafts  and 
heads  are  interchangeable  in  this  motor. 

Type  l'RSB  Type  PRV 

Type  PRSB  ROLLGEAR  vibrators  are 
supplied  with  either  a  5  or  2.5  H.P.  air 
motors  and  standard  shaft  lengths  of  8,  20, 
or  30  feet  with  either  a  134",  2i®«"  or  2%" 
head. 

Type  PRV  ROLLGEAR  vibrators  are 
identical  with  the  above  except  that  the  20' 
shaft  is  eliminated.  The  motor  is  connected 
to  the  vibrator  by  a  short  section  of  flexible 
hose  to  protect  both  operator  and  motor 
from  vibration.  In  addition  to  the  head 
sizes  mentioned  above,  the  PRV  100,  (4") 
vibrator  is  available. 


Specifications  for  the  Rollgear  Vibrators 


Shaft  and  Head 
Specifications 

KSB 

100 

RSB 

70 

RSB  RSB 
55  45 

Length  of  Vib.  Tube . 

..  30 

27 

19  18 

Diameter  of  Tube . 

..  4 

2% 

2  A  1% 

Frequency,  V.P.M . 

11.000 

15,000 

Weight  of  tube  and 

20'  shaft  . 

..  75 

55 

48  41 

Power  Unit  Specifications 

Net  Wt. 
Lbs. 

Horsepower 

Gasoline  Engines 

Wisconsin  type  ABN . 

.  90 

4.5 

Briggs  &  Stratton  types 

8  FB  . 

47 

2.5 

NP  . 

47 

1.9 

Electric  Motors 

1  Phase  110/220  Volts 

AC 

42 

1 

3  Phase  110/220  Volts 

AC 

56 

1.5 

1  Phase  110  volts  AC/DC . 

21 

1 

Pneumatic  Motors 

Air  Motor  . 

35 

5 

Air  Motor  . 

16 

2.5 

TOPDOG  EXTERNAL 
or  FORM  VIBRATORS 

This  vibrator  is  a  completely  enclosed, 
self-contained  unit  provided  with  a  built-in 
three-phase  motor  and  eccentrics.  Voltages 
110-550.  The  vibrator  is  supplied  complete 
with  electric  control  box,  fastening  bolt  or 
locking  lever  and  a  steel  bracket,  so  that  it 
can  be  securely  attached  to  the  object  to  be 
vibrated. 

These  units,  of  1000  uses,  are  the  prac¬ 
tical  solutions  to  almost  any  problems  in 
form  vibration.  The  50  lb.  type  ER  300 
TOPDOG  vibrator  attains  an  impact  of  up  to 
700  lbs.  or  more  than  the  impact  that  may  be 
obtained  from  a  700  lb.  electro-magnetic  type 
of  vibrator. 

The  36  lb.  type  ER  160  TOPDOG  vibrator 
attains  an  impact  of  up  to  400  lbs.  or  more 
than  10  times  its  own  weight. 


These  vibrators  are  also  ideal  for  use  al- 


ers,  chutes,  etc. 


A  full  line  of  light-weight  electro-mag¬ 
netic  vibrators  is  also  available  for  use 
where  a  linear  type  of  vibration  is  needed. 


Specifications 


ER  160 

ER  300 

Input  Watt  . 

.  160 

300 

Weight  vibrator  alone . 

.  36 

50 

Weight  vibrator  complete . 

.  45  y2 

60 

Height,  inches . 

.  6 

6y2 

Length,  inches . 

.  10% 

11 

Width,  inches . 

5% 

6  y2 

997-2-52 
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FLEXIBLE  SHAFT  CONCRETE  SANDING  MACHINES 


An  excellent  machine  for  dry  sanding  or  grinding  concrete 
ceilings,  beams,  and  walls,  speedily  removes  form  marks  and 
fins.  Machine  uses  long  wearing  Silicon  Carbide  flexible 
sanding  discs  or  cup  stones.  Mounting — Heavy  duty  yoke 
pedestal  with  3  legs,  each  with  double  3"  Casters  swiveling 
360°  ;  Motor — Jd  H.  P.  AC;  Sanding  Pad— 7"  or  9"  Diameter; 
Flexible  Drive- — 12  ft.  of  core  and  casing  with  Ball  Bearing 
Handpiece.  Gasoline  powered  units  may  be  furnished  upon 
request.  For  heavy  grinding  of  ceilings  and  walls  look  up 
the  Berg  Surfacer  in  this  catalog. 


CONCRETE  FLOOR  GRINDER 


(Terazzo  Grinder) 


Save  your  ruined  concrete  floors  with  this 
heavy  duty  floor  grinder.  6  H.  P.  Wisconsin 
Gas  Engine  Powered.  Capacity  100  sq.  ft.  per 
hr.  Weighs  only  240  lbs.  60  lb.  additional 
removable  plate,  double  spindle  tripoint  sus¬ 
pension  grinding  stone  holders,  universal 
joints,  self  lubrication.  Every  running  shaft 
on  ball  bearings.  Grind  path  24"  wide  finish 
to  ljd"  from  wall. 


ABRASIVES 


BAYFLEX  raised  hub  abrasive  wheels  are  unequalled  for 
fast,  safe,  economical  grinding  of  concrete  and  other  masonry 
surfaces.  Their  amazingly  long  life  and  speed  of  cut  make 
the  toughest  grinding  job  easier  and  more  profitable.  Metal 
Adaptors  are  available  for  most  grinders.  Sizes  7"  and  9", 
!/4"  thickness.  Arbor  hole,  %"• 
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VICTOR  MASONRY  CUTTING  EQUIPMENT 


Engineered  to  meet  the  demand  of  ever  changing  job  conditions,  Victor’s  1950  line  of  masonry 
cutting  equipment  is  the  Economical  answer  to  every  masonry  cutting  problem.  Included  in 
this  line  is  the  new  “VALOR”  Masonry  Saw,  the  famous  “FEEDMATIC,”  and  blades  for  every 
cutting  need. 


THE  VALOR  MASONRY  SAW 

The  Valor  cuts  all  types  of  masonry  materials 
quickly  and  accurately  yet  weighs  only  225  pounds 
for  real  portability.  The  iy2  H.P.  motor  drives 
both  water  pump  and  blade  to  make  an  efficient  dry 
and  wet  cutting  device.  The  saw  is  available  in 
dry-cut  models,  too.  The  “Feedmatic”  principle 
automatically  controls  blade  pressure.  Constant 
changing  of  head  positions  for  varying  material 
heights  is  no  longer  necessary  since  a  built-in  foot 
pedal  arrangement  allows  a  much  greater  head- 
throw  than  is  found  in  ordinary  saws.  However,  10 
additional  positions  are  available.  .  .  .  The  rugged 
tube  and  %"  angle  construction  is  backed  up  with 
dual  foot  pedal  springs,  wobble-proof  cart,  a  trou¬ 
ble  free  self-priming  pump,  and  cadmium  plated 
parts  .  .  .  and  it’s  priced  lower.  There’s  a  Valor 
for  every  purse  and  purpose. 

THE  VICTOR 
FEEDMATIC 
MASONRY  SAW 

The  famous  original  Vic¬ 
tor  Saw  which  introduced 
the  Feedmatic  principal  of 
controlled  blade  pressure 
contains  all  the  features  of 
the  Valor  and  is  recom¬ 
mended  to  those  who  re¬ 
quire  a  heavier  masonry 
saw.  The  Feedmatic  Ma¬ 
sonry  Saw  enjoys  a  reputation  for  excellent  per¬ 
formance  the  world  over. 


VALOR  MASONRY  BLADES 

Valor  Blades  are  precision  engineered  to  cut  any 
type  of  material  quickly  and  accurately  and  will  fit 
all  saws.  They  outlast  ordinary  blades  yet  are 
priced  lower.  .  .  Cup  wheels,  finishing  wheels,  rub¬ 
bing  brick  and  other  construction  abrasives  are 
also  regularly  supplied  by  Victor. 


DIA-MASONRY  .  .  .  This 
blade  has  an  exceedingly 
rough  edge  which  produces 
faster  cutting  through 
quicker  elimination  of  the 
chips  yet  leaves  no  rough 
edges  on  the  work.  The 
body  of  the  blade  is  steel 
with  slots  and  holes  worked 
into  the  periphery,  which 
produces  a  much  cooler 
running  blade.  .  .  .  Its  low 
initial  cost  and  long  life 
make  it  ideal  for  ALL 
DIAMOND  BLADE  CUT¬ 
TING. 


DRY-MASONRY: 

Styled  for  all  saws  cut¬ 
ting  dry.  Available  in 
various  sizes  and  speci¬ 
fications  for  most  mate¬ 
rials. 


DUSTLESS  -  MASON¬ 
RY  :  Engineered  for  wet 
cutting  operations  of  all 
types.  Available  in  va¬ 
rious  sizes  for  all  saws. 


VICTOR  DEALERS  ARE  EVERYWHERE 


Victor  maintains  the  largest  organization  of  ma¬ 
sonry  saw  dealers  in  the  world.  Service  for  all 
Victor  products  is  available  through  your  local 
dealer  whose  factory  trained  men  are  always  on 
hand  to  help  you  with  your  masonry  cutting  prob¬ 
lems.  .  .  .  Everything  handled  locally. 


517-1-5(1 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 
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TARGET  DIAMOND  DLADES 


TARGET  INTRODUCES  NEW 
BLADE  COLOR 
IDENTIFICATION  SYSTEM 

Now  you  can  know  instantly  the  exactly 
correct  Blade  to  use  for  each  group  of  ma¬ 
terials.  "Gold"  for  HARD — "Blue"  for  MEDI¬ 
UM— "Red"  for  SOFT. 


for  MASONRY  SAWS 
and  STONE  SAWS 

HIGH  DIAMOND  CONCENTRATION 
Segmented  Cutting  Rim 


You  can  enjoy  the  profit  making  performance  of  Target  Blades 
on  any  Masonry  Saw  equipped  with  a  wet  cutting  system  or  at¬ 
tachment. 

Three  distinctly  different  specifications  each  accurately  identi¬ 
fied  for  you  in  color!  Gold  for  Hard  Materials.  Blue  for  Medium 
and  Red  Blades  for  Soft. 

USE  GOLD  TARGET  BLADES  FOB  Glazed  Tile.  Glass,  Marble. 
Granite,  Slate.  Viterous  Clay  Products. 

USE  BLUE  TARGET  BLADES  FOR  Natural  Stone,  Manganese 
Spot  Tile,  Stiff  Mud  Brick.  Semi-Viterous  Clay  ware. 

USE  RED  TARGET  BLADES  FOR  Light  Aggregate  Concrete 
Products,  Soft  Sandstone,  Magnesite,  Non-Viterous  Clayware. 

for  CONCRETE  and 
ASPHALT  SAWS 

HEAVY  DIAMOND  CONCENTRATION 
Segmented  Cutting  Rim 


Developed  specially  for  outstandingly  rugged  performance  on 
Gasoline  or  Electric  powered  Concrete  and  Asphalt  Saws. 

Target  Diamond  Blades  are  manufactured  in  sizes  to  fit  any 
make  or  model  Saw. 

Thin  specifications  for  "Sawing  preparatory  to  breaking.” 
Extra  thick  Blades  for  sawing  contraction  joints. 

Targets’  Blade  Color  Identification  System  helps  you  guard 
against  using  the  wrong  Blade. 

USE  GOLD  TARGET  BLADES  FOR  Terrazzo,  Marble,  Trava- 
tine  and  Viterous  Tile  floors. 

USE  BLUE  TARGET  BLADES  FOR  well  cured  Hard  Concrete 
containing  Limestone,  Gravel.  Trap  or  Granite  Aggregate. 

USE  RED  TARGET  BLADES  FOR  Loosely  bonded  either 
"Green”  or  Old  Concrete.  Asphalt  and  Critical  Aggregates. 

for  HAND  POWER  SAWS  or 
LABORATORY  and  LAPIDARY 

LIGHT  DIAMOND  CONCENTRATION 
Sintered  Slot-Cutting  Rim 


Now  with  these  low  priced  Target  Diamond  Blades,  you  can 
use  Hand  Power  Saws  to  make  difficult  cuts  never  before  pos¬ 
sible!  Saw  openings  in  Concrete  walls,  columns  or  walls. 

Tile  Contractors  with  small  portable  Saws  for  accurately  cut¬ 
ting  thin  wall  tile,  will  praise  the  durability. 

Testing  Laboratories  and  Lapidaries,  with  every  conceivable 
kind  of  material,  find  Target  Blades  the  real  answer  for  speci¬ 
men  cutting. 

USE  GOLD  TARGET  BLADES  FOR  Fast  delicate  cuts  on  the 
hardest  materials.  Extremely  thin  for  rigidly  mounted  Saws. 

USE  BLUE  TARGET  BLADES  FOR  Sawing  materials  from 
Concrete  to  Tile  on  Hand  Power  Saws.  Medium  thickness  for  all 
around  use. 

USE  RED  TARGET  BLADES  FOR  Extra  heavy  duty  jobs 
which  require  resistance  to  abrasion  and  ability  to  withstand 
twisting. 


Genuine  Black  Diamonds  bonded  in  tough 
alloy  metal  bonds.  Choice  of  specifications 
made  in  Diameters  6"  to  30". 

for  MASONRY  SAWS 


GOLD  BLADES  FOR 
HARD  MATERIALS 

Glazed  tile,  Glass.  Marble, 
Granite,  Porcelain,  Acid  Brick, 
Quarry  tile,  viterous  Brick. 

BLUE  BLADES  FOR 
MEDIUM  MATERIALS 

Manganese  spot  tile.  Stiff 
Mud  Brick,  Backup  tile,  Com¬ 
mon  Brick,  Limestone,  Dense 
Sandstone. 

RED  BLADES  FOR 
SOFT.  ABRASIVE 
MATERIALS 

Coarse  Sandstone,  Magnesite 
Brick,  Soft  Clay  Tile,  Light 
weight  aggregate  concrete  prod¬ 
ucts,  Pumice,  Haydite,  etc. 


HIGH  DIAMOND 
CONCENTRATION 

Segmented- Cutting  Rim 


for  CONCRETE  SAWS 


GOLD  BLADES  FOR 
HARD  MATERIALS 

Terrazzo,  Marble,  Travatine, 
and  Viterous  Tile  floors. 

BLUE  BLADES  FOR 
MEDIUM  MATERIALS 

Well  cured  hard  Concrete  con¬ 
taining:  Limestone,  Trap  Rock. 
Quartzite  Gravel,  Granite  ag¬ 
gregate. 

RED  BLADES  FOR 
SOFT,  ABRASIVE  OR 
CRITICAL  AGGREGATES 

Freshly  poured  (green)  Con¬ 
crete.  Old  loosely  bonded  Con¬ 
crete.  Slag  aggregate.  Sta¬ 
bilized  Soil,  Asphalt,  Concrete 
containing  Critically  hard  rocks 
such  as.  Chert,  Flint,  Agate. 


HEAVY  DIAMOND 
CONCENTRATION 

Segmented  Cutting  Rim 


for  HAND  POWER  SAWS  OR 
LABORATORY  and  LAPIDARY 


GOLD  BLADES  FOR 

Delicate  slicing  cuts  on 
Quartz  or  Semi-Precious  stones. 


BLUE  BLADES  FOR 

Wall  Tile,  Miscellaneous  Lab¬ 
oratory  specimens,  Rock,  Con¬ 
crete,  etc. 


RED  BLADES  FOR 

Heavy  duty  use  on  Asphalt, 
Sandstone,  Concrete  products. 
Floors  and  Wall  sawing. 


LIGHT  DIAMOND 
CONCENTRATION 

Sintered  Slot  Cutting  Rim 


Target  Diamond  Blades  Have  Protective  Plastic 
Coated  Rims  and  are  individually  packaged  in 
sturdy  metal  containers  for  storage  when  not  in  use. 


639-1-53 
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CONTRACTORS  SUPPLY  CORP.  OF  NEW  JERSEY 


BEACH  ALL  STEEL,  BALL  BEARING,  TILTING  TABLE  SAW  RIGS 


Maximum 

Depth 

Machine  Table  Size  of  Cut  Engine  H.T.  Weight  Code 


No.  9 .  24"x34"  4"  5  500  Zetop 

No.  10 . 33"x46"  5"  6  875  Stoss 

No.  10A  .  33"x46"  6"  10-15  1090  Stulp 


Equipment:  Consists  of  engine  and  belt,  two  saw  blades,  combination  rip,  cut-off  and  mitre  gauge  and  wrenches.  Auto¬ 
matic  aluminum  saw  guard  can  be  furnished  as  an  extra. 


BEACH  ELECTRIC  PORTABLE  SAW  RIG 

With  5  H.P.  Built-in  Electric  Motor 


TABLE  OF  SPECIFICATIONS 


Machine 

Table  Size 

Maximum  Depth  of  Cut 

Weight 

Code 

No.  1 

33"  x  46" 

5" 

750 

Swico 

Equipment:  Consists  of  motor  and  switch, 
wrenches.  Automatic  aluminum  saw  guard  can 

combination  rip.  cut-off  and 
be  furnished  as  an  extra. 

mitre  gauge. 

two  16"  saw  blades  and 

272-1-50 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 
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PORTABLE  SAW  RIGS 


No.  31  SAW  RIG  A  compact  light  weight 

machine  for  medium  duty 
work  up  to  4"  ripping.  Steel  table  tilts  to  45  degree 
angle,  mounted  on  rigid  steel  frame.  Swinging 
saw  arbor  for  rapid  cross  cutting — can  be  set  sta¬ 
tionary  for  ripping.  Maximum  blade  is  14" — saw 
guard  is  transparent  plastic  giving  full  view  of  saw 
blade  to  determine  accurate  cuts. 

All  shafts  run  in  ball  or  roller  bearings. 

Power  is  transmitted  through  V-belt  drive — fur¬ 
nished  with  5  or  8  h.p.  air-cooled  engine  or  3  or  5 
h.p.  electric  motor — approximate  weight,  575  lbs. 

Rip  gauge  and  cut-off  gauge  are  standard  equip¬ 
ment — 14"  Band  Saw  and  6"  Jointer  attachments 
can  be  furnished. 


No.  32  SAW  RIG  ^  new  production  machine 

for  heavy  work.  Steel 
frame  and  steel  tilting  table.  Swinging  arbor  with 
foot  and  hand  control  for  rapid  cross  cutting — can 
be  set  in  a  stationary  position  for  ripping.  Stand¬ 
ard  blade,  18"  for  6"  cuts — maximum  blade,  20". 


All  shafts  run  in  ball  or  roller  bearings.  Saw 
blade  is  completely  guarded  below  and  above  table. 
Saw  guard  is  transparent  plastic  for  accurate  work. 

Power  is  transmitted  through  V-belt  drive — either 
four-cylinder  air  or  water  cooled  engine,  17  h.p.,  or 
7V2  to  10  h.p.  electric  motors.  Approximate  weight, 
1100  lbs. 


Rip  gauge  and  cut-off  gauge  are  standard  equip¬ 
ment.  20"  Band  Saw  and  6"  Jointer  attachments 
can  be  furnished. 


20-INCH  BAND  SAW 

A  quality  band  saw  designed  for  use  as  a  stationary  shop  tool,  portable 
construction  saw  or  as  an  attachment  for  C.  H.  &  E.  Saw  Rigs.  Rigid 
cast  iron  base  and  frame — complete  metal  guards  over  all. 

20"  table  tilts  to  45  degrees — wheels  run  on  ball  bearings. 

Blade  runs  on  ball-bearing  guides  above  and  below  table — horizontal 
distance  blade  to  frame  is  20" — vertical  capacity,  8%" — blade  widths  from 
%"  to  1". 

V  belt  drive — %  to  1  h.p.  electric  motors  or  1%  h.p.  gasoline  engine — 
approximate  weight,  375  to  475  lbs. 

We  invite  you  to  consult  us.  Send  for  Bulletin  SR47. 


453-1-49 
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CONTRACTORS  SUPPLY  CORP.  OF  NEW  JERSEY 


SINGLE  AND  DOUBLE  DIAPHRAGM  PUMPS 


C.  H.  <&  E.  Diaphragm  Pumps 

All  C.  H.  &  E.  diaphragm  pumps  incorporate  the  straight 
line  waterflow  feature — with  water  box  and  valves  in  a 
Straight  line — this  feature  causes  solid  materials  to  be  swept 
through  pump  with  flow  of  water.  The  contour  of  passages 
in  the  water  box  enables  these  pumps  to  operate  at  a  high 
suction  lift  and  produce  maximum  capacity. 

Valves  are  of  wide  opening,  rubber-faced  flap  type,  easily 
accessible. 

Diaphragms  are  held  in  place  by  a  clamp  ring  and  can  be 
changed  by  loosening  six  bolts. 

Suction  connection  on  No.  5-AW  Pump  is  arranged  for 
either  3"  or  4"  hose.  Suction  connection  on  Nos.  50  and  55 
Pumps  furnished  with  cleanout  opening  and  4"  flanged 
opening. 

Discharge  connections  on  all  pumps  are  4"  closed  type 
with  cleanout  opening. 

Pump  jacks  run  in  ball  or  roller  bearings. 

Pumps  have  standardized  A.  G.  C.  ratings. 

Capacity — Gals.  Per  Hour 

Model  10'  Lift  20'  Lift 

52AN  Pump  2,500  1.250 

5AW.  50AG,  50AL,  50AD  Pumps  6.000  3,000 

55AL  and  55AC  Pumps  9,000  5,000 


C.  H.  &  E.  Pump  Models 

No.  52-AN — Single  pump,  2"  or  2M>"  suction  and  discharge, 
1%  H  P.  single  cylinder,  air-cooled  engine.  Net  weight, 
185  lbs. 

No.  5-AW — Single  pump,  3"  or  4"  suction  and  discharge,  2% 
H.P.  single  cylinder,  air-cooled  engine.  Net  weight, 
440  lbs. 

No.  50-AG — Single  pump,  4"  suction  and  discharge,  2%  H.P. 
single  cylinder,  air-cooled  engine.  Net  weight.  600  lbs. 

No.  50-AL — Single  pump.  4"  suction  and  discharge.  6  H.P. 
single  cylinder,  air-cooled  engine.  Net  weight.  650  lbs. 

No.  50-AD — Single  pump.  4"  suction  and  discharge,  6  H.P. 
two-cylinder,  radiator-cooled  engine.  Net  weight,  900  lbs. 

No.  55-AL — Double  pump,  4"  suction  and  discharge,  6  H.P. 
single  cylinder,  air-cooled  engine.  Net  weight.  1075  lbs. 

No.  55-AC — Double  pump,  4"  suction  and  discharge.  6  H.P. 
two-cylinder,  radiator-cooled  engine.  Net  weight,  1350  lbs. 

WE  INVITE  YOU  TO  CONSULT  WITH  US 
Send  for  Hulletins 


153-2-49 
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Englewood,  New  Jersey  —  Call  Englewood  4-0600 

■gbm  SELF -PRIMING  CENTRIFUGAL  PUMPS 


C.  H.  &  E.  Sell-Priming  Centrifugal 
Pumps 

A  full  line  of  highly  efficient,  dependable,  and 
economical  pumps.  Large  symmetrical  pump  cases 
with  smoothly  rounded  water  passages  enable  the 
handling  of  a  high  percentage  of  solids. 

Swing  type  suction  check  valve  is  built  into  suc¬ 
tion  head — angle  seat  insures  positive  sealing. 

Priming  port  is  automatically  shut  off  after  pump 
is  primed  by  the  spring  tension  recirculation  cut¬ 
off  valve. 

Impellers  are  of  the  three-vane  open-trash  type 
with  a  heavy  shroud  for  added  strength.  Impellers 
are  adjustable  on  the  pump  shaft  so  as  to  com¬ 
pensate  for  wear  in  both  the  pump  volute  and 
impeller  without  the  need  for  wearing  plates. 

Pumps  are  offered  with  gasoline  engine  or  electria 
motor  power  or  without  power  for  belt  drive.  Avail¬ 
able  on  all  types  of  mountings — skid,  2-wheel  trailer 
or  4-wheel  truck. 


Model 

Pump  Models 

Net  Weight 
Size  Lbs. 

Horse 

Power 

Gallons 
Per  Hour 

No. 

40FN 

iy2" 

80 

1% 

3,000 

No. 

41DB 

2" 

200 

2% 

7,000 

No. 

42DA 

2" 

365 

4 

10,000 

No. 

423DA 

3" 

370 

5 

15.000 

No. 

43DH 

3" 

525 

8 

20,000 

No. 

44  DV 

4" 

800 

17 

30,000 

No. 

44  OV 

4" 

1200 

30 

40,000 

No. 

444D^ 

4" 

1400 

25 

40,000 

No. 

4iJD 

6" 

1850 

45 

90,000 

No. 

48DB 

8” 

2400 

60 

125,000 

All  pump  capacities  conform  to  the  Associated 
General  Contractors’  standards  as  set  up  by  the 
Pump  Manufacturers’  Bureau. 


WE  INVITE  YOU  TO  CONSULT  WITH  US 
Write  for  Bulletin  SPP-18 


153-3-49 
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CONTRACTORS  SUPPLY  CORP.  OF  NEW  JERSEY 


.gpHIj  3  To  4  TON  VARIABLE  WEIGHT  TANDEM  ROLLER 


The  new  model  3BA  Roller  offers  increased  weight  and 
compression,  greater  operator  comfort,  and  a  more  pleasing 
appearance. 

With  a  weight  range  up  to  four  tons,  the  3BA  Roller  is 
equally  well  suited  for  base  compaction,  blacktop  surfacing, 
maintenance  and  utility  work. 

Simple  operation  with  single  lever  control  of  forward  and 
reverse  motion.  Automotive  type  speed  accelerator. 

Internal  expanding  brake  operated  by  foot  pedal.  Brake 
is  mounted  on  compression  roll  independent  of  transmission. 

Automotive  type,  cam  and  lever  steering  with  large,  con¬ 
veniently  located  steering  wheel. 

Welded  steel  plate  compression  and  steering  rolls  revolv¬ 
ing  on  Timken  taper  roller  bearings.  Extra  wide  steering 
rolls  to  avoid  surface  cutting  when  turning. 

Heavy  steel  box  and  channel  section  yoke  carries  the 
steel  kingpin  which  is  supported  on  Timken  roller  bear¬ 
ings  to  provide  effortless  steering. 

Simple  spur  and  bevel  gear  transmission,  roller  bearing, 
running  in  oil.  Final  drive  by  means  of  pinion  to  bevel 
ring  gear  mounted  on  compression  roll. 

Separate  clutches  for  forward  and  reverse,  double  plate 
type.  Can  be  adjusted  without  dismantling  transmission. 

Roller  is  powered  by  a  4-cylinder  20  H.P.  air  cooled 


engine.  Engine  readily  accessible  for  adjustment  or 
repair. 

Standard  equipment  includes  scrapers  on  all  rollers,  75 
gallon  built  in  water  tank  and  spray  bars  and  comfortable 
leather  seat  with  back  rest.  Cocoa  mats  and  electric  start¬ 
ing  optional. 

Steering  rolls,  32".  Compression  roll,  36".  Side  overhang, 
214".  Ground  Clearance,  9".  Turning  radius,  15  ft.  Net 
and  shipping  weight,  6325  lbs.  Ballasted  weight,  8100  lbs. 
Maximum  compression,  165  lbs. 

C.  H.  &  E.  Tilting  Platform  Trailer 

A  general  purpose  trailer  of  three-ton  maximum  capacity 
for  moving  C.  H.  &  E.  rollers  as  well  as  other  equipment 
from  job  to  job. 

Heavy  welded  steel  frame  with  durable  wood  platform. 
Drawbar  hinged  to  enable  loading  without  detaching  from 
the  hauling  vehicle.  In  loading,  trailer  is  tilted  until  the 
platform  rests  on  ground — roller  can  be  loaded  under  own 
power. 

Trailer  is  mounted  on  two  heavy-duty,  high-speed,  truck- 
type  pneumatic  rubber-tired  dual  wheels.  Weight,  1350  lbs 

WE  INVITE  YOU  TO  CONSULT  US 
Write  for  Bulletin  RT-49 


153-7-49 
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BRIK-TOTER 


Cuts  Masonry  Handling  Costs  in  Half 


15' — 20' — 24'  Models 

BRIK-TOTER,  a  lightweight  belt  conveyor,  designed  to  meet  han¬ 
dling  problems  and  reduce  construction  costs,  is  available  in  basic 
lengths  of  15',  20'  and  24’.  BRIK-TOTER  hauls  materials  from  level 
to  level,  unloads  trucks  and  deposits  materials  at  desired  heights 
with  a  single  operation.  One  man  can  raise,  move  and  operate.  Elec¬ 
tric  or  gas  engine  (air-cooled)  drives  available.  All  units  equipped 
with  rough  surface  rubber  belts  to  provide  non-slip,  gripping  surface. 


Consider  the  saving  when  four  men  with  one  BRIK-TOTER  easily  supply  a  crew  of  18  or 
more  bricklayers. 


40' — 44'  Models 

Any  combination  of  two  basic  units  may 
be  connected  and  used  with  portable,  Model 
40  Trailer  Hoist  to  reach  greater  heights. 
Detached,  these  machines  complement  each 
other  on  the  same  job.  For  example;  one 
BRIK-TOTER  can  be  used  to  r  aise  material 
from  ground  as  the  other  transports  ma¬ 
terial  to  work  site  or  to  another  level.  With 
such  machines  operating  for  you,  no  han¬ 
dling  problem  is  too  difficult;  no  level  too 
high. 


BRIK-TOTER,  with  the  new  Trailer  Hoist,  is  a  complete  unit  ready  for  im¬ 
mediate  operation.  Mobile  and  compact,  can  be  towed  by  car  or  truck. 


Bulk  Material  Attachment 

Any  BRIK-TOTER  is  easily  converted  to  a 
“Bulk”  type  conveyor  with  the  Bulk  Material 
Attachment.  No  tools,  nuts  or  bolts  are  required. 
Installation  takes  only  90  seconds.  Depending 
upon  the  type  of  material,  bulk  can  be  elevated 
to  a  height  of  30°. 


Workmanship  and  materials  guaranteed. 


1071-1-53 
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CONTRACTORS  SUPPLY  CORP.  OF  NEW  JERSEY 


Bates 
Wire  Ties 

save  time ,  money 
in  tying  rods 


For  over  thirty-five  years,  the 
Bates  Method  of  tying  reinforcing 
rods  has  saved  contractors  money. 
It  has  also  enabled  them  to  meet 
exacting  requirements  and  speed  jobs 
along.  By  using  Bates  wire  ties  and 
hand  twisters  the  job  is  made  so  sim¬ 
ple  that  skilled  labor  is  unnecessary. 
If  you  want  more  uniformly  secure 
tying  results  at  less  cost,  try  this 
high  speed  tying  method  on  your  next 
job. 


“The  Pistol  Grip” 


Simple  and  Quick  to  Apply,  Plus  a  More 

Uniformly  Secure  Tying  Job  at  Low  Cost!  It-S  simple!  It's  quick! 


Bates  Wire  Ties 

Conveniently  Packed  in  Rolls 
of  5,000  —  One  Size  to  Roll 

Genuine  Bates  Ties  are  made  of 
a  specially  selected  dead  soft,  pot 
annealed  wire  drawn  to  rigid  specifi¬ 
cations  based  on  experience  and  the 
demands  of  our  customers  over  a 
period  of  thirty-five  years.  A  wide 
range  of  sizes  is  obtainable.  See  table 
for  proper  sizes  for  tying  rods  in  con¬ 
crete  construction  on  next  page. 


The  Bates  Method  is  so  simple  that 
better  tying  results  are  obtained  at 
once.  The  tie  of  the  proper  size  *  is 
placed  around  the  intersection  of  the 
rods,  the  hook  of  the  twister  engaged 
in  the  loops,  and  with  one  pull  or  a 
few  “cranking”  motions — depending 
on  the  type  of  twister  used — the  job 
is  done. 

*  See  convenient  table  on  next  page  for 
proper  size. 


SPECIFY  GENUINE  BATES  TIES! 


lf-1-49 
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Bates  Bar  Tie  Table* 

For  Various  Rod  Combinations 

Length  of  Tie 

to  Be 

Used 

Rod  Sizes 

>4 

% 

% 

% 

% 

% 

1 

m 

1% 

%  R 

3 

3% 

4 

4% 

5 

6 

6 

6y2 

6y2 

S 

3% 

4 

4% 

5% 

6 

7 

7 

7y2 

7y2 

%  R 

3% 

4 

4% 

4l/2 

5 

6 

6% 

7 

7 

s 

4 

4% 

5% 

5% 

6 

7 

7y2 

8 

8 

%  r 

4 

4y2 

4% 

5 

5% 

6 

7 

7 

7y2 

s 

4V2 

51/2 

5% 

6 

6  y2 

7 

8 

8 

8v2 

%  R 

4  y2 

4% 

5 

5% 

6 

6% 

7 

7% 

7% 

s 

5% 

5% 

6 

6  y2 

7 

7% 

8 

8  y2 

8y2 

%  R 

5 

5 

5% 

6 

6 

7 

7% 

7% 

8 

S 

6 

6 

6% 

7 

7 

8 

8V2 

8% 

9 

%  R 

6 

6 

6 

ey2 

7 

7 

7% 

8 

8% 

S 

7 

7 

7 

7% 

8 

8 

8% 

9 

91/2 

1  R 

6 

6  y2 

7 

7 

7% 

7% 

8 

8% 

9 

S 

7 

7% 

8 

8 

8% 

8V2 

9 

9y2 

10 

1%  R 

6y2 

7 

7 

71/2 

7  y2 

8 

8% 

9 

9  y2 

s 

7% 

8 

8 

8V2 

8% 

9 

9% 

10 

11 

1%  R 

6y2 

7 

7% 

7% 

8 

8% 

9 

9% 

10 

S 

7y2 

8 

8% 

8  V2 

9 

9% 

10 

11 

11 

R — Round  Deformed. 

S — Square  Deformed  or  Twisted. 

*A11  dimensions  in  inches;  wire  gauges  range  from  19 

to  12 

(16  gauge 

is  commonly 

used 

for 

tying  rods)  ; 

lengths  from 

2%" 

to  48"  overall. 

Bates  Twisters 

Bates  Twisters  were  designed  by 
Bates  engineers  after  many  years  of 
careful  analysis,  study  and  practical  ex¬ 
perience.  They  are  built  of  first-class 
material  throughout  and  guaranteed  to 
give  satisfaction. 


Pistol  Grip 

A  couple  of  cranking  motions  twists  tie 


Spring  Return 

One  short  pull  twists  tie.  Hook  automatically 
returns  to  original  position 


Spiral 

Pull  on  handle — spiral  rotates  and  twists  tie 


The  Bates  Method  for  Other  Tying  Purposes 


1.  Crimp  the  bag  in  usual 
manner. 


2.  Bend  tie  around  neck  of 
bag;  insert,  hook  of  tool  in 
both  loops  of  tie. 


3.  Now  one  short  pull  on 
tying  tool  closes  the  bag. 


4.  And  bend  loop  around 
neck  of  bag  —  out  of  the 
way. 


The  Bates  Method  satisfactorily  solves 
tying  problems  in  many  industries.  Bates 
Wire  Ties  can  be  furnished  from  24/o"  to 
48"  in  length,  from  wire  as  light  as  19  to 
as  heavy  as  12  gauge. 

Properly  applied,  Bates  Ties  effect  a  neater 
and  more  secure  closure.  The  tie  is  tamper¬ 
proof  because  it  can’t  be  tampered  with 
without  detection.  Efficiency  is  increased 
over  ordinary  tying.  One  pull  with  the 
spring  return  twister  and  the  correct  size 
tie — or  a  couple  of  cranking  motions  with 

SPECIFY  GEM 


the  pistol  grip — is  all  that  is  necessary  to 
assure  neatly  tied  packages  securely  closed. 
The  illustrations  show  the  ease  and  sim¬ 
plicity  of  the  Bates  Method  in  closing  bags. 
The  same  principle  is  readily  applied  to 
many  other  tying  problems. 

The  Bates  Method  is  successfully  being 
used  for  tying  bundles  of  pipe,  welding  rods, 
brake-rods,  tying  coils  of  wire  or  cable,  tying 
sleds  together,  tying  snow  fence  to  posts 
and  a  host  of  other  uses. 

BATES  TIES! 

13-2-49 
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"TROUBLE  SAVER"  STEEL  SCAFFOLDING 


“Trouble  Saver" 
Nail  Attached 
Scaffold  Brackets 

Attached  to  the  wall 
with  four  10D.  16D,  or 
20D  nails  driven  into 
the  studding  —  they  are 
tested  for  a  ton  weight. 
Made  of  rail  carbon  steel 
— strong  and  durable,  do 
not  bend.  Folded  for 
cartage  and  storage  and 
occupy  little  space. 

Weight 

Length  Doz. 

3  ft.  165  lbs. 

3*4  ft.  200  lbs. 

“Trouble  Saver" 
Studding  Brackets 

Leave  off  one  weather 
board  or  cut  square  hoi ^ 
in  sheathing  at  studding. 
Simply  hook  end  of 
bracket  around  studding. 
Available  i  n  2V»-foot. 
3-foot,  31/£>-foot  and  4- 
foot  lengths.  May  be 
equipped  with  guard  rail 
attachment. 


FOR  CARPENTERS  AND  STUCCOERS 


“Trouble  Saver" 
Comer  Brackets 

Fill  that  gap  around  the  corner  and  do 
ihe  work  of  two  brackets.  They  make  for 
safety  and  are  just  the  trick  for  wide 
cornices.  Attach  to  the  corner  post  by 
10,  16  and  20  penny  common  nails. 

Weight  of 
Brackets, 

Length  Each 

4  ft . 15  lbs. 

41/2  ft . 16%  lbs. 

Prevent  accidents.  Men  do  not  have  to 
jump  around  the  corner.  Safety  First. 


'Trouble  Saver"  Jiffy  Ladder  Jacks 


Used  and  moved  in  a  jiffy. 
Light  and  strong.  A  level 
platform  at  any  ladder 
pitch.  Folds  flat.  Can  be 
used  over  the  ladder  or 
under  the  ladder  for  close 
work.  Used  by  painters, 
roofers,  carpenters,  tinners, 
etc.  Weight  18  lbs.  per  pair. 


“Trouble  Saver"  One-Man 
Ladder  Jacks 

Can  be  used  for  over  or  under  ladder. 
Instantly  adjustable.  Absolutely  safe. 
Handiest  ladder  jack  on  the  market. 
Strongest  ladder  jack  made.  Takes  the 
weight  on  three  rungs  of  the  ladder. 
Weight,  17  lbs.  to  the  pair. 


“Trouble  Saver"  Adjustable  Steel  Trestles 


Rust  resisting  cadmium  plated  bolts  and  nuts  are  furnished  on 
all  trestles.  Trestles  fold  compactly  for  cartage  or  storage.  Used 
by  plasterers,  pipe-fitters,  and  painters  for  lathing,  plastering, 
overhead  pipe  and  ventilating  work,  also  for  painting.  In  in¬ 
dustrial  plants  for  maintenance  work  ;  electricians,  for  erecting 
electric  signs  and  other  jobs  ;  building  contractors  for  stripping 
forms,  for  porch  and  cornice  work  on  frame  dwellings. 

Use  any  size  timber  from  2x4  to  2x12. 

No.  2  Is  16  inches  high  at  lowest  point  and  22  inches  high 
at  highest,  point.  W'eight  16  pounds. 

No.  3 —  Is  2  feet  high  at  lowest  point  and  3  feet  high  at 
highest  point.  Weight  21  pounds. 

No.  3*4- — Is  2*4  feet  high  at  lowest  point  and  3*4  feet  high 
at  highest  point.  Weight  25  pounds. 

No.  4 — Is  3  feet  high  at  lowest  point  and  4%  feet  high  at 
highest  point.  Weight  31  pounds. 

No.  6 — 4  to  6  feet  high. 

No.  8  5%  to  8  feet  high. 

No.  10— 6*4  to  10  feet  high. 

No.  12  -7  to  12  feet  high. 


“Trouble  Saver" 

Asphalt  Roof  Shingler 

Held  by  two  nails.  Can  be  removed 
without  raising  the  shingle.  Made  of 
one-piece  steel;  17%  lbs.  to  the  dozen. 
No  tin  strips  or  2x4’s  left  on  the  roof 
to  make  weather  streaks. 


“Trouble  Saver"  Adjustable  Roofing  Brackets 


Provide 

A  Safe  Staging 
at  Any  Pitch 


For  All 
Jobs  and 
Any  Type 
of  Roofing 


Length,  open  . 30  inches 

Length,  closed  _ 17  inches 

Width  .  7  inches 

Weight,  each  . 5%  poundf 

Plank  space  for  2"  x  10" 

412-1-45 
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ELIS 

ADJUSTABLE  SHORES.  JACKS  AND  SHOREHEADS 


THE 

ELIS 

SHORE 


ELIS  (L.  S.) 


TRADEMARK 


Here  Is  What  Elis  Equipment  Will  Do  For 
The  Contractor  and  the  Builder: 

1.  GIVES  MAXIMUM  ECONOMY 

•  Low  initial  cost.  •  Low  shipping  rate. 

•  Long  life.  •  Speedy  one-man  erection. 

•  Low  up-keep.  •  Rapid  wrecking. 

•  Light  v/eight.  •  No  waste  of  material. 

VERSATILITY 

The  contractor’s  own  4x4s,  which  he  uses  for  Elis 
Shores,  can  be  standardized  in  length.  They  never 
have  to  be  cut  or  damaged,  last  for  years,  and  have 
many  uses  other  than  for  shores  such  as  for  joists, 
purlins,  whalers,  wall  studs,  towers,  mud  sills  for  stor¬ 
ing  materials,  etc. 


3.  SPEED 


Patents  Granted 
and  Pending 


Ten  Elis  Shores  can  be  erected  in  the  time  required 
for  one  erection  with  the  conventional  measuring,  cut¬ 
ting,  splicing,  and  wedging  4x4s  method. 

4.  SAFETY 

Elis  Shores  have  been  erected  hundreds  of  thou¬ 
sands  of  times  with  never  a  case  in  which  they  did  not 
carry  their  load  with  complete  satisfaction  to  the 
builder.  They  will  safely  support  3,000  pounds  per 
shore,  dead  load. 

5.  SIMPLICITY 

•  Only  three  items  to  rent  or  buy:  Elis  Shore  Clamp, 
Elis  Jack,  and  Elis  Shorehead  Clamp.  The  contractor 
furnishes  his  own  wood  members. 

•  No  threads,  nuts,  bolts,  springs,  pins,  slots,  links,  or 
trigger  work. 

•  Jack  has  an  open  side  so  it  can  be  easily  slipped  on  or 
off  with  one  hand. 

•  All  parts  are  malleable  iron  or  steel — no  cast  iron  or 
alloys  are  used. 

PLEASE  PHONE  OK  WRITE  FOR  ADDITIONAL  INFORMATION 

1030-1-52 
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ELIS 

ADJUSTABLE  SHORES,  JACKS  AND  SHOREHEADS 


ELIS 

SHOREHKAI)  CLAMP 


SO  SIMPLE 
TO  OPERATE! 


ELIS  (L.  S.) 


TRADEMARK 


Only  3  Parts 

for  You  to  Rent  or  Buy-— 

Contractor  Furnishes  Own  Wood  Members 


PHOTO  No.  2 


LIGHT 

WEIGHT 


PHOTO  No.  1 :  To  erect,  simply  raise  the  upper 
member  to  the  height  desired  where  it  auto¬ 
matically  catches  itself. 

PHOTO  No.  2:  Elis  Shore  Clamps  are  nailed 
onto  the  lower  4x4,  12  inches  center  to  center,  so 
that  a  hammer  as  used  in  the  picture  will  release 
both  clamps  at  once,  allowing  the  upper  member 
to  slide  down  to  its  collapsed  position. 

PHOTO  No.  3:  The  jack  is  not  needed  for 
erection,  but  only  for  adjusting  and  raising 
heavier  loads;  about  one  jack  for  every  200  shore 
clamps  is  needed.  It  has  an  open  side  and  is 
easily  slipped  on  or  off  with  one  hand. 

PHOTO  No.  4:  The  Elis  Shorehead  is  quickly 
attached  by  inserting  the  upper  shore  member 
into  the  shorehead  clamp  and  hammering  the 
wedge  tight.  The  shorehead  is  only  needed  for 
shores  under  beams. 


. . 


PHOTO  No.  X 


ELIS  SHORE  CLAMP 


ELIS  JACK 


PHOTO  No.  3 


PHOTO  No.  4 


ELIS  SHORES,  SHOREHEADS,  CLAMPS  AND  JACKS  SAVE  TIME,  LABOR.  LUMBER  AND  MONEY 

X030-2-52 
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Cut  the  Cost  of  Your  Fastening  into  Steel,  Brick,  Concrete  with 

THE  MODEL  450 

REMINGTON  STUD  DRIVER 

A  New  Cartridge-Powered  Tool 

The  self-contained  power  source  of  this  new  Remington 
fastening  tool  is  a  32  caliber  cartridge.  Five  varying  power 
charges,  identified  by  colored  plastic  heel  caps,  may  be 
instantly  hand  assembled  with  any  one  of  an  extensive  line 
of  studs  to  answer  your  most  difficult  fastening  problems. 

Studs  are  literally  “shot”  into  brick,  mortar,  concrete,  or 
steel,  requiring  a  force  as  high  as  two  tons  to  remove  them. 

Incorporating  three 
separate  safety  de¬ 
vices,  the  Remington 
Stud  Driver  cuts  time, 
effort  and  cost  of  fast¬ 
ening  into  hard  struc¬ 
tural  materials  to  a 
fraction  of  that  re¬ 
quired  by  older  meth¬ 
ods. 


Reminston. 

(STOP) 


Speediest  fastening  process  yet!  Up  to  a 
hundred  times  faster  than  old  hand  meth¬ 
ods  !  Ten  times  faster  than  other  types 
of  tools. 


How  the  Model  450  Remington  Stud  Driver  Operates 


1.  Open  Stud  Driver — insert  pre¬ 
assembled  stud  and  cartridge- 
close. 


2.  Hold  solidly  against  work — 
depress  safety  lever — then  fire. 


3.  Open  tool — eject  fired  cartridge 
— whole  job  takes  seconds. 


1068-1-52 
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1.  Fastening  electrical 
fixtures  to  brick,  con¬ 
crete. 


2.  Fastening  2x4s  to 
concrete. 


3.  Anchoring  threaded 
studs  in  concrete — erec¬ 
tion  of  pre-drilled  fix¬ 
tures. 


Any  stud  assembled  with  any  of  five 
powder  charges  to  give  you  best  pene¬ 
tration  for  varying  hardness  and  thick¬ 
ness  of  materials. 


Studs  for  Your  Remington  Stud  Driver 


RECOMMENDED 

INDEX  NO 

1/2  ACTUAL  SIZE 

SUGGESTED  TYPICAL  USE 

CARTRIDGE 

STANDARD  HEAD 

10SM  200 

Through  1/4"  steel  into  concrete. 

Through  1"  wood  into  3/8"  steel. 

RED 

YELLOW 

16SM  200 

Fp  •  - • 

Through  1/4"  steel  into  cement  block. 
Through  1"  wood  into  concrete. 

RED 

YELLOW 

655  200 

Through  1/8"  steel  into  3/8"  steel. 

PURPLE 

22SM  200 

Through  2x4's  into  concrete. 

Through  2x4's  into  3/8"  steel. 

YELLOW 

RED 

BREAK-OFF  HEAD 

10BM  200 

1 6BM  200 

r^T~lk  1-A=Z* 

Through  1/4"  steel  into  concrete. 

Through  1"  wood  into  3/8"  steel. 

Through  1/4"  steel  into  cement  block. 
Through  1"  wood  into  concrete. 

RED 

YELLOW 

RED 

YELLOW 

6BS  200 

Through  1/8"  steel  into  3/8"  steel. 

PURPLE 

INTERNAL  THREAD 

Into  1/2"  steel. 

PURPLE 

10IM  232 

7FM  232 

■10-24  N.C 

Into  very  hard  concrete. 

Into  concrete. 

Into  cement  block. 

YELLOW 

YELLOW 

YELLOW 

fly.  '*» 

M3-24  NC. 

EXTERNAL  THREAD 

10EM  243 

-.J*  )~K  -  ^ 

Into  concrete. 

YELLOW 

•H-20  N.C 

10EM  245 

■ninfnnii?  ' 1  *  ^ 

Into  concrete. 

YELLOW 

•'.-20  N.C 

10EM  2410 

Into  concrete. 

YELLOW 

•  v-20  N.C 

10IM  2416 

.-20  NC 

Into  concrete. 

Through  2x4's  into  concrete. 

YELLOW 

YELLOW 

5ES  245 

Into  solid  steel. 

PURPLE 

5ES  2410 

Into  1/2"  steel. 

-V.-20  N.C 

5ES  248(9) 

7EM  135 

RED 

RED 

Through  2x4's  into  solid  steel. 

Into  concrete. 

BROWN 

10EM  448 

— j 

Into  concrete.  (Especially  recommended  for 
heavy  loading  and  resistance  to  vibration.) 

RED 

’,-20  N  C 

A  complete  line  of  Rem¬ 
ington  studs  is  available 
in  standard  and  break-off 
head,  external  and  inter¬ 
nal  thread  and  flush  types. 
Knurled  shank  for  greater 
holding  power  in  steel. 
Studs  fit  snugly  into  plas¬ 
tic  heel  cap  for  speedy 
assembly  and  instant 
loading  on  the  job. 


Only  Remington  studs  are  iden¬ 
tified  by  this  target  trademark  on 
the  head — it’s  your  assurance  of 
safe,  dependable  fastening. 

Remington 


1068-2-52 
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KING  PORTABLE  HOISTS 


Built  in  Seven  Sizes  for  Every  Need 


Model  450 


Designed  to  reduce  time-wasting  hand 
hoisting.  Light  enough  in  weight  for  easy 
loading  or  unloading.  Handled  like  a 
wheelbarrow,  except  Model  520  which  is 
carried  by  two  men.  Ruggedly  con¬ 
structed.  Provision  for  weighting  down. 
Any  workman  can  operate.  Operate  so 
smoothly  hot  tar  can  be  safely  handled. 
Air  cooled  engine  cannot  freeze  in  winter 
— will  not  overheat  in  summer.  Minimum 
gasoline  consumption — about  1  gallon  per 
h.p.  for  10  hours’  continuous  running. 
Control  is  by  clutch  and  brake.  Hand 
throttle  on  brake  controls  engine  speed. 


Specifications 


Model 

tH.r. 

Length 

Spool 

Diameter  Center 

3Iodel  450 

Feet  of  Rope 

Maximum  Capacity* 

Weight,  Lbs. 

250 

2y2 

20" 

4" 

250* 

300  lbs. 

200  f.p.m.x 

240 

340 

5 

17" 

4" 

250* 

600  lbs. 

200  f.p.m.x 

320 

360 

8 

17" 

4" 

250* 

750  lbs. 

200  f.p.m.x 

360 

450 

8 

20" 

4%" 

1000* 

1000  lbs. 

150  f.p.m.x 

430 

520 

2y2 

12%" 

4" 

500* 

400  lbs. 

150  f.p.m.x 

225 

540 

5 

12%" 

7" 

1000** 

750  lbs. 

200  f.p.m.x 

360 

560 

8 

12%" 

7" 

1000** 

1000  lbs. 

200  f.p.m.x 

420 

xGear  ratio  can  be  changed  tor  greater  speed  and  smaller  loads. 
•Manila  rope.  ••Wire  rope,  A". 

tAt  3200  R.P.M.  Choice  of  Briggs  &  Stratton  or  Wisconsin  Engine. 


Spools  and  clutches  are  equipped 
with  Timken  bearings  for  smooth 
operation  and  a  long  service  life. 
Models  250,  340,  360  and  450  are 
ideal  for  roofers,  using  manila 
rope.  Can  be  used  with  wire  rope 
if  desired.  Models  520,  540  and 
560  are  ideal  for  plasterers  and 
light  construction  jobs.  Have  a 
large  diameter  drum  for  use  with 
wire  rope.  Spool  is  shorter  for 
compactness.  Handles  push  out  of 
way  when  not  in  use.  Can  be  used 
on  the  ground  or  above. 


Model  540 


623-1-51 
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KING  ELECTRIC  HOISTS 


Model  . 

Horsepower  . 

Feet  per  minute,  single  line 
Capacity,  single  line . 


702 

703 

705 

707 

710 

2 

3 

5 

7i 

10 

100 

100 

100 

100 

100 

600 

900 

1500 

2250 

3000 

All  models  are  220-440  volt  three  phase  60  cycle 
motors.  Other  voltages,  hoisting  speeds  and  capaci¬ 
ties  can  be  furnished  on  request.  No  starting  box  or 
other  outside  wiring  is  furnished  because  this  can  best 
be  done  by  the  electrician  making  the  installation. 
Anti-friction  ball  and  roller  beairngs  are  used  through¬ 
out. 

Series  800.  This  model  has  an  electric  brake  on  the 
motor  and  a  clutch  on  the  spool  which  will  slip  if  over¬ 
loaded.  These  features  make  it  ideal  for  operating 
merchandise  elevators  with  either  one  or  two  plat¬ 
forms.  Is  installed  for  push  button  automatic  con¬ 
trol.  Reversible  motor. 


Model  . . 

.  802 

803 

805 

807 

810 

Horsepower  . 

.  2 

3 

5 

71 

10 

Feet  per  minute,  single  line.. 

.  100 

100 

100 

100 

100 

Capacity,  single  line . 

.  600 

900 

1500 

2250 

3000 

Hoisting  capacity  can  be  increased  and  speed  decreased  by 
using  blocks  and  double,  or  more,  lines. 


Series 

800 


Series  700.  This  model  has 
manually  controlled  clutch  and 
brake.  The  spool  runs  free  on  ball 
bearings  so  the  empty  container 
can  be  returned  quickly.  By  using 
double  block  top  and  bottom  and 
four  lines,  the  capacity  can  be  in¬ 
creased  four  times,  but  the  hoist¬ 
ing  speed  will  be  decreased  to  25 
F.P.M.  Double  or  triple  line  can  be 
used  with  corresponding  results. 


KING  CAR  PULLER 


Series 

900 


Model  .  902  903  905  907  910 

Horsepower  .  2  3  5  7J  10 

Feet  per  minute .  40  48  48  48  48 

Line  pull  . 1500  1875  3000  4700  6250 


This  is  a  capstan.  Sometimes  called  a  niggerhead. 
It  can  be  furnished  vertical  (as  illustrated)  or  hori¬ 
zontal.  Useful  as  a  carpuller  and  for  many  hoisting 
and  pulling  requirements. 


Spool  sizes  available  are:  4",  5",  6"  or  8". 
%"  or  1"  manila  rope  should  be  used. 


AVAILABLE  WITH 
SPOOL  VERTICAL  OR 
HORIZONTAL 


623-2-fif 
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KING  INCLINE  TRACK 


The  King  Incline-Track  was  designed  to 
simplify  the  problem  of  lifting  materials  to 
workmen  on  buildings  under  construction. 
It  easily  carries  loads  of  bricks,  concrete 
blocks,  wheelbarrow  loads  of  concrete,  and 
other  materials. 

A  typical  installation  is  shown  at  left. 
Note  concrete  blocks  being  lifted  to  elevation 
where  men  are  working.  The  Incline-Track 
will  safely  carry  loads  up  to  1000  pounds. 

The  Incline-Track  is  very  simple  in  con¬ 
struction  and  any  contractor  or  roofer  can 
build  his  own  track  at  low  cost. 


Track  Easily  Assembled 


Contractor  is  furnished  parts  illustrated  above 
and  at  left.  With  these  and  2"x6"  pine  lumber,  for 
the  track  and  platform,  he  can  easily  build  a  com¬ 
plete  unit.  With  each  set  of  parts  complete  instruc¬ 
tions  and  bolts  are  given  for  simple  assembling. 

Sheaves  are  equipped  with  two  ball  bearings  each. 
Carrier  unit  (which  supports  platform)  shown  at 
left  is  made  from  rolled  carbon  steel  angles  and 
beams.  There  are  two  sets  of  rollers;  one  set 
inside  and  one  set  outside  of  the  track,  assuring  sta¬ 
bility. 

The  Incline-Track  has  a  pulley  arrangement  giv¬ 
ing  a  double  line  so  that  the  pull  at  the  hoist  will 
not  exceed  400  pounds.  Thus,  any  hoist  with  a 
single  line  pull  of  400  pounds  or  more  can  be  used. 

or  -fc"  (but  nothing  larger  than  &")  flexible 
hoisting  cable  is  used. 


Model  12A 


King  Hoisting  Wheels 
for  Hand  or  Machine  Hoisting 

Realizing  that  there  were  but  few  wheels  on  the  market 
that  afforded  ease  of  operation,  King  Manufacturing  Cor¬ 
poration  developed  these  two  models  to  give  the  contractor 
something  light,  yet  dependable  and  strong  offering  bal¬ 
anced,  easy,  action  whether  manila  or  wire  rope  were  used. 

Model  12A  at  left  is  a  shock-i’esisting  aluminum  alloy 
wheel  with  steel  frame  and  drop  forged  swivel  hook.  It  is 
equipped  with  high  grade  ball  bearings — is  double  grooved. 
Weight,  9 y2  pounds. 

Model  12C  at  right  has 
a  cast  iron  wheel  with  a 
steel  frame  and  drop 
forged  swivel  hook.  It  is 
equipped  with  high  grade 
roller  bearings.  Weight, 

14  pounds. 


Model  12A 
Wheel  runs  on 
high  grade  ball 
bearings 


Model  12C 
Wheel  runs  on 
high  grade 
roller  bearings 


Model  12C 

622-3-51 
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KING  HYDRAULICALLY  CONTROLLED  HOISTS 


All  units  can  be  furnished  with  gasoline,  diesel,  or  electric  power  units.  Oversize 
hydraulic  parts  are  used  throughout  to  insure  long  operating  life.  All  parts  easily 

accessible.  External  contracting  band 
brake  is  used.  Free  running  spool  when 
clutch  and  brake  are  released  so  that  rapid 
lowering  is  achieved.  Positive  locking 
safety  ratchet  to  hold  loads  in  any  posi¬ 
tion  comes  as  standard  equipment  on  all 
KING  hydraulic  units.  Direct  spur  gear 

driven  with  hy¬ 
draulically  operated 
controls.  Smooth, 
easy,  and  simple  for 
operator.  All  units 
equipped  with  anti- 
friction  ball  and 
roller  bearings 
which  reduce  fric¬ 
tion  loss  to  a  mini¬ 
mum.  Double  roller 
bearing  pillow 
blocks  used  with 
readily  accessible 
fittings  for  greas¬ 
ing.  Minimum  main¬ 
tenance  necessary. 


Additional  Equipment  Available 

Units  can  be  furnished  with  two  drums,  extending  niggerhead,  operator 
seat,  foot  brake  control,  or  self  starting  mechanism  at  additional  cost. 


Available  Without  Power 

All  King  chassis  can  be  furnished  without  power.  They  are  designed  so  that  about  any  gasoline, 
diesel  or  electric  motor  can  be  used,  provided  the  horsepower  is  within  the  limits  of  the  chasis.  State 
power  you  plan  to  use,  make  and  model  of  power  unit,  horsepower  and  shaft  speed  of  power  unit.  Also 
give  frame  number  and  shaft  size  if  electric  motor  is  to  be  used. 


Specifications 


Model  t 
1300-H 

Model  i 
2500-H 

Wise. 

Wise. 

Standard  Engine 

Model 

Model 

TF  Air 

VF4  Air 

Cooled 

Cooled 

Engine 

Specifications 

Bore  and  Stroke 
Cylinders 

Piston  Displace. 
H.P.  at  2400  RPM 
Gear  Reduction 

3  >4" 

2 

53.9  cu.  in. 
13 

3.84 

3y4" 

4 

107.7  cu.  in. 
25 

3.84 

Capacities  * 

At  100  F.P.M. 

3000 

6000 

in  Pounds 

At  150  F.P.M. 

2000 

4000 

At  200  F.P.M. 

1500 

3000 

*A11  Speeds  and  Capacities  in  the  accompanying 
table  are  figured  on  single  line  pull  on  second  wrap 
of  cable.  To  double  the  capacity  and  cut  the  speed 
in  half  use  a  double  line  pull. 

tModel  1300-H  can  be  powered  with  diesel  or  gaso¬ 
line  engines  up  to  20  H.P.  and  electric  motors  up  to 
10  H.P. 

{Model  2500-H  can  be  powered  with  Diesel  or 
gasoline  engines  up  to  40  H.P.  and  electric  motors 
up  to  20  H.P. 


Model  Model 

1300-H  2500-H 


Center  Tube 

Diam. 

7" 

7" 

Spool 

Length 

16" 

16" 

Dimensions 

Ends 

Diam. 

16" 

16" 

Width 

3" 

3" 

Clutch  and 

Diameter 

15" 

15" 

Brake 

Width 

3" 

3" 

%" 

1400 

1400 

Cable  Capacities 

860 

860 

in  Feet 

%" 

550 

550 

Overall  Length 

44" 

49" 

Size 

Overall  Width 

44" 

49" 

Overall  Height 

35" 

41" 

Net 

950# 

1050# 

Weight 

Domestic  Shipping 

1010# 

1145# 

Export  Shipping 

1200# 

1300# 

623-4-52 
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Use  a  Winslow  BINANBATGH 

Reduce  Your  Job  Cost 


Ideal  for  Bridges  and  Other  lobs  Using  Mixers  Up  to  and  Including  10S,  14S  and  16S 


Can  Be  Readily  Moved  From  One  lob  Location  to  the  Next  —  By  Dismantling  and 

Loading  on  One  Truck 


Weigh  Hopper  in  Position  to  Discharge  into  Mixer  Skip 


The  BINANBATCH  consists  of  either  two,  or 
three  storage  bins  with  a  weigh  hopper  and  batch¬ 
ing  scale  suspended  underneath  on  tracks  so  that 
weigh  hopper  may  be  loaded  under  each  bin  and 
discharge  material  into  mixer  skip. 

Bins  built  of  heavy  steel  plate,  reinforced  with 
angle  iron,  supported  by  heavy  angle  iron  on  steel 
plate  footings. 


Weigh  hopper  moves  easily  on  roller  bearing 
wheels.  Dump  gate  is  of  lever  type,  self-closing. 

LOADING  OF  BINS — Can  be  loaded  either  by 
clam  shell  or  by  bucket  conveyor — some  jobs  can  be 
set  up  so  that  trucks  can  directly  discharge  mate¬ 
rial  into  bins  by  ramp — or  by  setting  Binanbatch 
next  to  the  side  of  a  hill — or  dumping  from  bridge. 


Binanbatch  Specifications 


SCALE  EQUIPMENT — Consists  of  a  Winslow 
heavy  duty,  batching  scale. 

Two-Compartment  Bin  Plant — • 

1 — Tare  beam,  balance  empty  hopper. 

1 — Ingredient  beam,  1,700  lbs.  by  2  lbs. 

1 — Ingredient  beam,  1,200  lbs.  by  2  lbs. 

Three-Compartment  Bin  Plant — 

1 — Tare  beam,  balance  empty  hopper. 

1 — Ingredient  beam,  1,700  lbs.  by  2  lbs. 

1 — Ingredient  beam,  1,200  lbs.  by  2  lbs. 

1 — Ingredient  beam,  1,200  lbs.  by  2  lbs. 


Bin  Capacity — Two  or  three  bins,  total  capacity, 
23  tons. 

Dimensions — Over-all  height  adjustable  11',  11'6" 
or  12';  width,  7'11";  length,  14'. 

Dismantled  Dimensions  for  Moving  by  Truck — 
Height,  5'6";  width,  7'11";  length,  14'. 

Weigh  hopper  will  dump  material  to  either  side  or 
from  the  end,  as  job  set  up  may  require. 

Scale  equipped  with  sensitive,  springless,  over 
and  under  indicator  that  indicates  approach  of 
weigh-beam  to  proper  balance.  Illustrations  show 
beam  box  door  open.  Beams  may  be  set  for  pre¬ 
determined  weights  and  beam  box  locked. 


Write  for  Complete  Specifications  and  Prices 


67-3-F1 
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“Contractors’  Special”  Road  Material  Scale 

BUILT  TO  MEET  THE  NEEDS  OF  ROAD  CONTRACTORS  FOR  A  TRUCK 

SCALE  WITH  PORTABILITY 


A  Winslow  Scale — Manufacturers  of  Scales  Since  1896 


A  TRUCK  SCALE  THAT  CAN  BE  READILY  SET  UP  AND  PLACED  IN  USE  WITHIN  A  FEW  HOURS 


Suitable  for  weighing  road  material  at  job 
setups,  stock  piles,  and  crushing  plants, 
where  the  use  of  a  scale  is  needed  only  for 
a  few  hours  or  several  days. 

Scale  depth  only  19"  from  top  of  platform  to 
base  of  scale — on  15  and  18-ton  scales. 

Installation — Scale  can  be  set  on  top  of 
ground  with  footings  or  bases  under  each 
end  (slabs  or  large  timbers  are  frequently 
used)  so  scale  will  not  settle  into  ground — 
contractor  can  easily  build  inclines  or 
ramps  so  trucks  can  drive  on. 

Transported  Readily — W idth  of  scale 
slightly  less  than  8'  so  that  it  can  be 
hauled  on  truck. 

Quickly  Assembled — Scale  platform  or  run¬ 
ways  built  of  diamond  plate  steel  in  sec¬ 
tions  bolted  in  place,  so  that  runways  can 
be  quickly  torn  down,  easily  handled,  and 
reassembled  when  desired — no  bulky  tim¬ 
ber  platforms  to  haul  from  place  to  place. 
Steel  frame  is  composed  of  heavy  channels 


and  angle  sections,  are  bolted  together  and 
can  be  dismantled  for  easy  handling  on 
the  construction  job. 

Lever  System — Simply  designed  with  mini¬ 
mum  of  parts,  resulting  in  low  mainte¬ 
nance  cost  and  satisfactory  operation. 

Knife  edges  and  wearing  parts  protected  by 
roller  bearings — action  of  roller  bearings 
located  at  four  comers  of  scale  absorb  the 
shock  of  trucks  driving  on  and  off  the 
scale,  thus  protecting  the  knife  edges, 
whose  original  sharpness  and  position 
maintained  are  essential  to  the  accuracy 
of  any  scale. 

Lever  system  and  frame  finished  in  rust- 
resisting  aluminum  paint,  weigh  beam  of 
gray  enamel  and  with  face  plates  of  highly 
polished,  corrosion  and  tarnish  retarding 
stainless  steel,  on  which  are  located  gradu¬ 
ations  and  figures. — All  steel,  sturdy  beam 
box  with  drop  door  that  can  be  locked, 
furnished  in  black  enamel. 


3-t-V 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 


31 


THE43&MNE 

CONCRETE  HANDLING  EQUIPMENT 


ROUND-TYPE  BUCKET 


The  Insley  Round-Type  Bucket  is  designed  to 
control  the  flow  of  concrete  at  all  stages  of  dis¬ 
charge  for  either  restricted  form  or  open  founda¬ 
tion  work.  The  grout  tight,  radial  gates,  opening 
and  closing  in  the  center  of  the  bucket  permit  the 
concrete  to  drop  straight  into  the  forms  with  a 
minimum  of  spillage. 


ROCKER  DUMP  HAND  CART 

Equipped  with  pneumatic  tires  and  roller  bear¬ 
ings,  the  Insley  Rocker  Dump  Hand  Cart  is  surpris¬ 
ingly  easy  to  push.  The  dumping  rockers  provide 
for  this  pneumatic-tired  cart  the  clean  dumping 
feature  of  a  cart  equipped  with  larger  wheels  and 
no  rockers,  with  added  security  against  rolling 
while  in  a  dumping  position. 

The  tray  is  completely  welded  and  amply  rein¬ 
forced,  and  entirely  free  of  obstruction.  The  stub 
axles  are  carried  in  a  frame  welded  integrally  with 
the  tray. 

The  outside  of  the  wheel  hub  is  flush  with  out¬ 
side  of  the  tire. 


Specifications 


Item 

Number 

Code 

Rated 
Capacity, 
Cu.  Yds. 

Actual 
Capacity 
Level  Full, 
Cu.  Ft. 

Gate, 

Inches 

Top  Inside, 
Inches 

Height, 

Inches 

Outside 

Diameter, 

Inches 

Net  Weight, 
Lbs. 

Round  Type  Form  Buckets 

(Controllable  Center  Dump  with  Gate) 

670 

FADAX 

% 

15.0 

12x19 

34  diam. 

39.5 

35% 

430 

671 

FADIV 

% 

22.5 

12x22 

40  diam. 

45.0 

41% 

500 

672 

FADPY 

1 

35.5 

12x26 

48  diam. 

51.5 

49% 

850 

673 

FADSO 

1% 

47.0 

12x28 

54  diam. 

56.0 

56 

1030 

674 

FADUS 

2 

62.5 

14x32 

60  diam. 

60.0 

62 

1680 

Round  Type  Foundation  Buckets  (Controllable  Center  Dump  with  Square  Gate) 


682 

FADRU 

1 

35.0 

16x20 

48  diam. 

51.5 

49% 

850 

683 

FADTI 

1% 

47.5 

18x21 1/2 

54  diam. 

56.0 

55% 

1030 

684 

FADVE 

2 

62.0 

20x24 

60  diam. 

60.0 

62 

1680 

686 

FADYR 

3 

92.5 

22x28% 

66  diam. 

71.0 

68 

2400 

688 

FADWA 

4 

123.5 

26x32% 

74  diam. 

76.0 

76% 

3600 

Rocker 

Dump  Hand  Cart 

Item 

Number 

Code 

Rated 

Capacity 

Level  Full 
Capacity 

Height 
of  Top 

Width  Length 
Over  All  Over  All 

Inside 

Measurements 
Width  Length 

Pneumatic 

Tires 

Outside 
Diam.  Tires 

Net 

156 

CABRU 

6  cu.  ft. 

7  cu.  ft. 

27" 

35"  57" 

21"  40" 

4.00x18 

2-Ply 

26" 

225  lbs. 

50-5-51 
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READYMIX  RECEIVING  BUCKETS 

Especially  effective  for  either  form  or  mass  pouring. 
Easily  operated  discharge  gate  is  grout  tight.  Five 
sizes:  %  to  3  cu.  yds. 


FLOOR  HOPPERS 


The  slope  of  the  valley  is  at  45°  and  the  sides 
are  steep,  with  rounded  corners.  The  hopper  is 
supported  on  a  welded  frame  to  which  is  attached 
the  wooden  floor  furnished  by  the  customer. 
Capacities:  30.7  cu.  ft.  to  61.2  cu.  ft. 

WOOD  TOWER  EQUIPMENT 

Receiving  Hoppers 

Equipped  with  a  non-clog  12"  x  12"  gate — 
available  in  vertical  back  or  extended  gate 
models.  Capacities:  30.7  cu.  ft.  to  61.2  cu.  ft. 

Roller  Hoist  Buckets 

Steel  guide  angles  present  the  bucket  outside 
the  tower  at  the  bottom.  Capacities:  18  cu.  ft. 
to  36  cu.  ft. 


Specifications 


READYMIX  RECEIVING  BUCKETS 


Capacity 

Dimensions  in  Inches 

Rated  Actual 

Wfft.  in 

Hody 

Width 

Code 

Item 

Cu.  Yds.  Cu.  Ft. 

Lbs. 

Sht. 

Inside 

A 

B 

C  D 

E  Gate 

FAGUV 

690 

%  i7.o 

500 

12g. 

42 

21 

70 

80  3 

12-12 

FAGWI 

692 

1  33.0 

870 

y8" 

58 

25 

88 

97  3 

12-12 

FAGXE 

693 

1%  44.0 

1100 

i k  " 

58 

27 

98  y2 

104i/2  3 

12-12 

FAGYT 

694 

2  56.5 

1680 

%" 

70 

31 

106 

114  4 

12-12 

FAGZA 

696 

3  84.0 

2400 

70 

35 

120% 

133  4 

12-12 

FLOOR  HOPPER 

For  Export 

Height 

Net  Wt. 

Gross  Wt. 

Cu.  Ft. 

Item  No. 

Code 

Capacity  Cu.  Ft. 

Width 

Length 

Over-all 

Lbs. 

Lbs. 

Volume 

731 

HAPAH 

30.7 

48  *4  " 

56" 

92" 

750 

900 

94 

741 

HAPBU 

41.1 

53" 

62" 

97i/2" 

850 

1000 

120 

761 

HAPCO 

61.2 

60" 

72" 

106" 

1100 

1150 

170 

RECEIVING  HOPPERS 

AND  WOOD  TOWER  EQUIPMENT 

Height  Top 

For  Export 

Item 

Capacity 

to  Bottom 

Net  Wt. 

Gross 

Cu.  Ft. 

Number 

Code 

Cu.  Ft. 

Width 

Reach 

of  Gate 

Lbs. 

Wt.  Lbs. 

Volume 

732 

HANAG 

30.7 

48" 

56" 

56" 

600 

670 

66 

742 

HANBO 

41.1 

52i/2" 

62" 

62" 

705 

780 

90 

762 

HANCI 

61.2 

60" 

72" 

711/2" 

900 

1020 

141 

733 

HANID 

30.7 

48" 

56" 

56" 

655 

720 

74 

743 

HANOC 

41.7 

52  y> " 

62" 

62" 

770 

840 

99 

763 

HANUB 

61.2 

60" 

72" 

7iya" 

970 

1090 

154 

ROLLER  HOIST  BUCKETS 

Capacity,  Cu. 

Ft. 

Item 

Level  Mixed 

Inside 

Dimensions 

Net  Wt. 

Gross 

Cu.  Ft. 

No. 

Code 

Full  Concrete 

Height 

Length 

Width 

Lbs. 

Wt.  Lbs. 

Volume 

118c 

HAMOB 

18 

14 

29" 

60" 

30" 

650 

850 

63 

127c 

HAJMUZ 

27 

21 

37" 

72" 

30" 

740 

1000 

87 

136c 

HAMWY 

36 

28 

37" 

72" 

40" 

920 

1200 

109 

50-6-51 
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ARCHER  TOWER  EQUIPMENT 

includes  two  sizes  of  tubular  or  pipe  towers,  buckets  and  hoppers  for  wooden 
towers  which  the  contractor  builds  himself;  also  a  full  line  of  spouting  equip¬ 
ment. 


Archer  Tubular  Steel  Towers 

are  built  in  two  sizes:  Heavy  Duty  type 
and  Light  Duty  type.  Each  type  is  fur¬ 
nished  with  two  or  three-wheelbarrow 
capacity  cages  in  one  or  more  wells. 

Heavy  Duty  Towers  always  used  for 
heights  over  200  feet  and  when  concrete 
buckets  are  desired;  also  whenever  spout¬ 
ing  is  to  be  hung  off  from  the  tower.  Light 
Duty  Towers  are  used  up  to  200  feet  in 
height  and  can  be  furnished  with  two  or 
three-wheelbarrow  cages. 

Platforms  for  two  wheelbarrows  are 
6'-5y2"  x  5'-5i/2"  and  for  three  wheelbar¬ 
rows  are  6'-5y2"x7'-0". 

Illustration  shows  double  well  tower — 
one  well  equipped  with  concrete  apparatus 
and  the  other  well  equipped  with  material 
platform.  By  removing  two  bolts,  con¬ 
crete  bucket  can  be  removed  from  the 
cage  and  an  extra  material  platform  sub¬ 
stituted.  This  can  be  accomplished  in  five 
minutes’  time. 

Complete  catalogs  descriptive  of  Archer 
Tower  Equipment  can  be  had  on  request. 


449-1-47 


34 


CONTRACTORS  SUPPLY  CORP.  OF  NEW  JERSEY 


HOIST  TOWER  EQUIPMENT  FOR  WOOD  TOWERS 

This  page  contains  illustrations  and  information  about  Archer  Hoist  Tower  Equip¬ 
ment  and  includes  only  the  most  essential  accessories.  All  are  of  rugged  and  simple  con¬ 
struction,  which  make  certain  utmost  efficiency  and  long  life.  The  accessories  are  built  in 
sizes  to  conform  with  standard  hoist  tower  construction.  Complete  information  as  to 
specifications  and  construction  are  contained  in  our  catalog,  in  which  all  Archer  equipment 
is  included.  A  copy  will  gladly  be  sent  upon  request. 


Built  in  Five  Standard  Each  Tower  Outfit  Includes 


//< 
v  / 

'/?£CeiV/NG 

MOPPEP 


Sizes 

No.  107.  yard  capacity. 

No.  114.  y2  yard  capacity. 

No.  121.  %  yard  capacity. 

No.  128.  1  yard  capacity. 

No.  135.  114  yard  capacity. 


Two  Top  Sheave  Wheels  and  Boxes. 

One  Bucket  and  Bail  Complete. 

One  Receiving  Hopper  fitted  with 
Bucket  dumping  guides. 

One  Balanced  Swing  Chute  and  boxes 
for  fastening. 

One  Bottom  Swivel  Sheave  Wheel. 


No. 

Capac¬ 

ity 

Cu.  Ft. 

BUCKET 

Weight,  Lbs. 
Empty  Full 

H.P.  at 
100  Ft. 
per 

Min. 

Cable 

Sheaves 

Use 

with 

Hopper 

No. 

Receiving  Hopper 

Capacity  Empty 

Cu.  Ft.  Weight 

Weight 

Outfit 

Complete 

107 

7 

255 

1305 

5 

%" 

14" 

214 

14 

370 

800 

114 

14 

530 

2630 

10 

y2" 

18" 

228 

28 

590 

1340 

121 

21 

570 

3720 

15 

%" 

18" 

242 

42 

630 

1420 

128 

28 

700 

4750 

20 

%" 

18" 

256 

56 

810 

1730 

135 

35 

810 

6210 

25 

%" 

18" 

270 

70 

1120 

2170 

No.  26 — Hopper 


Flexible  Spouting  proves  itself  a  great 
convenience  and  time-saver  in  the  dis¬ 
tribution  of  concrete.  It  is  used  for 
conveying  the  concrete  from  either  the 
discharge  end  of  the  main  line  or  from 
a  linegate  directly  to  the  spot  desired. 
On  special  work  such  as  sewer,  tunnel 
or  conduit,  it  will  prove  an  efficient 
time-saver.  It  is  built  ruggedly,  of  14- 
gauge  steel  in  3-foot  lengths,  10  inches 
in  diameter  and  tapered  to  insure  ease 
of  handling. 


449-3 
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AMERICAN 

PORTABLE  MATERIAL  ELEVATOR 


Up  Fast!  .  .  .  Down  Fast! 
Works  Fast! 


That’s  why  the  self -erecting  AMERICAN  Port¬ 
able  Material  Elevator  now  replaces  clumsy,  costly 
wooden  towers  as  well  as  make-shift  towers  on  so 
many  building  construction  jobs.  It  is  dis-assembled 
quickly;  moves  anywhere  on  a  single  truck.  Lifts 
2500  lbs.  any  height  up  to  90  feet.  Up  to  46  feet, 
tower  needs  no  guying.  Speeds  up  your  work  .  .  . 
conserves  manpower  .  .  .  cuts  costs  amazingly.  Pow¬ 
ered  by  an  AMERICAN  Model  25B  Single  Drum 
Hoist.  Two  Drum  Hoist  for  elevators  with  boom 
attachments.  Hoist  easily  removed  for  other  uses. 
Ask  us  to  show  you  an  AMERICAN  Portable  Ma¬ 
terial  Elevator  “on  the  job.” 


BRIEF  SPECIFICATIONS 


Height — Standard,  46'  with  40'  platform  or  bucket 
lift.  Extra  10'  sections  can  be  added  for  maximum 
height  of  96'  with  90'  platform  or  bucket  lift. 

Weight— Elevator  (46')  4,000  lbs.,  hoist,  1,100  lbs. 


Capacity — With  platform.  2,500  lbs. —  %-yard 
with  bucket. 

Hoist — Model  25B,  18  h.p.  air-cooled,  with  single 
line  pull  of  2,500  lbs. 


ACCESSORIES 


Boom  Attachment — 9'  radius,  handles  bulky 
materials  with  crane  action.  Does  not  interfere 
with  platform  or  bucket  operation.  Two  drum 
hoists  required. 

Concrete  Bucket — All  steel  welded  self-cleaning 
bucket  of  %-yard  capacity.  Simple  tripping  device 


controls  dumping.  Dumping  position  changed  in  a 
matter  of  minutes. 

Trailer  Wheels — Permit  moving  from  job  to  job 
without  complete  dismantling.  Automotive  type 
pneumatic  tires  absorb  shock  and  make  for  easy 
towing. 


For  Complete  Information  and  Specifications  on  the  American  Portable  Material  Elevator,  Ask  for  Catalog  No.  250-E-l. 

421-10-53 
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AMERICAN  UTILITY  HOIST 


The  AMERICAN  Utility  Hoist  is  a 
compact,  portable,  self-contained 
hoisting  unit.  Weighing  only  410 
lbs.,  it  can  be  easily  transported 
from  one  job  to  another  on  any  light 
truck  or  trailer.  Once  there,  you 
merely  lift  it  up  like  a  wheelbarrow, 
roll  it  down  a  couple  of  planks,  and 
wheel  it  to  the  desired  location.  In¬ 
sert  a  heavy  plank  into  the  slotted 
frame,  weigh  down  the  ends  and  the 
Utility  Hoist  is  ready  to  use. 

Outstanding  features  include  — 
Finger-tip  throttle  control  on  the 
brake  lever;  large  14"  disc  clutch 
and  16"  external  band  brake;  gaso¬ 
line  engine  governor  controlled  at  all 
speeds. 

For  complete  information  and 
specifications  on  the  AMERICAN 
Utility  Hoist  ask  for  catalog  100- 
H-15C. 


SPECIFICATIONS 


Rating — 600  lbs.  single  line  pull  at  200'  per 
minute  with  100'  of  %"  manila  rope  on  the  drum. 
(Standard  gearing.) 

Weight  and  Size — 410  lbs.  including  motor.  42" 
wide,  40"  long,  overall  height  45". 

Rope  Capacity — 400'  of  %"  manila  rope,  free 
spooled,  uniformly  wound.  Considerable  increase 
in  capacity  if  wound  under  tension;  1,700'  or  more 


of  ti",  A"  or  %"  wire  rope  can  also  be  wound. 

Drum — 5"  diameter  x  15"  long,  flanges  16" 
diameter.  Fabricated  structural  steel,  ball  bearing 
mounted. 

Engine — 5.1  h.p.  at  2.600  r.p.m.;  4-cycle,  single¬ 
cylinder  L-head  air-cooled,  governor-controlled  to 
prevent  stalling.  Reduction  gear  unit  built  in  5.5:1 
ratio. 


421-11-53 
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GENUINE  CROSBY  WIRE  ROPE  CLIPS 


Why  the  "CROSBY  CLIP"  is  the  Accepted  Leader 


Simplicity  of  design,  ease  of  installation 
and  the  high  quality  of  skill  and  materials 
that  go  into  their  manufacture,  has  made 
“CROSBY  CLIPS”  the  finest  and  safest  wire 
rope  clip  available. 

The  base  or  saddle  is  of  special  high  quality 
DROP  FORGED  STEEL.  The  high  wings 
hold  one  rope  squarely  on  top  of  the  other. 
The  rope  channel  is  grooved  allowing  the  rope 
to  lie  snugly  in  its  cradle,  eliminating  any 
possible  damage  to  the  rope  and  insuring  a 
perfect,  non-slipping  union. 


The  U-Bolt  is  also  made  of  a  special  “high 
strength”  steel  in  which  the  threads  are  cut 
rather  than  pressed  to  insure  the  maximum 
possible  strength.  The  ends  of  the  U-Bolt 
are  made  to  give  easy  application  to  the  nut. 

All  nuts,  U-Bolt  and  bases  are  precision 
made  and  are  interchangeable.  CROSBY 
Clips  can  be  used  and  re-used.  There  is  no 
distortion.  Leading  contractors  insist  on 
safety — they  specify  “CROSBY.” 

For  complete  information  on  genuine 
CROSBY  Clips. 


CROSBY  CLIPS 

ARE  AVAILABLE  IN  THE  FOLLOWING 
SIZES: 


Rope 

Size 

Min.  No. 
of  Clips 
Required 

Rope 

Size 

Min.  No. 
of  Clips 
Required 

Rope 

Size 

Min.  No. 
of  Clips 
Required 

Vs  ” 

2 

%" 

3 

1%" 

6 

JL" 

1  G 

2 

%" 

4 

1%" 

6 

%" 

2 

%” 

4 

2" 

7 

ui" 

2 

1" 

4 

2y4" 

7 

%" 

2 

iy8" 

5 

2%" 

8 

7  " 

rs 

2 

i%" 

5 

2%" 

9 

%" 

3 

i%" 

6 

3" 

9 

A" 

3 

iy2" 

6 
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SAFWAY  STEEL  SCAFFOLDS 

BASIC  SCAFFOLDING  UNITS  ARE  EASILY  ASSEMBLED 
TO  MEET  ANY  SCAFFOLDING  REQUIREMENT 


The  assembly  of  basic  units  into  structures  of  any  required 
height  is  accomplished  with  the  same  simplicity  and  speed 
that  is  common  to  the  assembly  of  the  basic  units  themselves. 
Drawing  (right)  shows  assembly  in  progress.  One  basic  unit 
is  joined  to  the  other  by  merely  inserting  standard  coupling 
pins  into  the  upper  parts  of  the  tubular  legs  of  the  lower  unit 
and  into  the  lower  parts  of  the  legs  of  the  upper  unit. 


Rolling  towers  are  made  by  the 
simple  addition  of  casters  to  the 
basic  units  shown.  Many  other 
accessories  adapt  Safway  to 
meet  even  such  requirements  as 
are  met  in  shoring-up  operations. 


Safway  Steel  Scaffolds  are  rapidly  erected  from  basic  units 
consisting  of  end  frames,  cross  braces,  base  plates  and  coup¬ 
ling  pins  .  .  .  into  structures  of  length  and  height  desired.  At 
left  is  a  basic  unit  of  two  A-2  End  Frames,  5'x5',  tied  together 
by  cross  braces,  pivoted  at  the  center  to  give  added  rigidity, 
and  secured  to  studs  on  frames  through  use  of  wing  nuts. 
Base  plates  insert  into  hollow  legs  of  frames  to  provide  a 
stable  base.  Simple  coupling  pin  devices  (see  inset)  give  a 
solid,  dependable  joint  when  units  are  built  vertically.  Cross 
braces  of  various  sizes  provide  spans  of  2'  to  10'  between 
frames.  Frames,  available  in  sizes  from  3'  to  lO'-l"  high, 
are  fabricated  from  high  tensile  structural  steel  tubing. 
Tested  and  approved  by  Underwriters’  Laboratories,  Inc., 
Safway  Steel  Scaffolds  are  engineered  to  combine  maximum 
safety  with  maximum  portability  and  ease  of  erection. 


RENTALS - SALES - ENGINEERING  SERVICE 
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Harrington  Peerless 
Packet  Hand  Chain 
Hoists 

Compact  .  .  .  housing  is 
only  9%"x7 y2"  deep.  Light 
in  weight  ...  1  ton  hoist 
weighs  only  53  pounds  and 
2  ton  weighs  only  78  pounds. 
Highly  efficient  .  .  .  all 

rotating  parts  are  mounted 
on  pre-lubricated,  shielded 
ball  bearings.  Easy  to  lift 
capacity  load  ...  %  ton 
requires  only  42  pound  pull; 

1  ton  only  56  pound  pull;  and 

2  ton  only  60  pound  pull. 

Other  Packet  Features 

Steel  hooks  are  drop-forged 
and  heat-treated. 

Alloy  Steel  Gears,  with 
precision  cut  teeth,  are  heat- 
treated. 

Steel  Ratchet  Disc  has 
accurately  cut  teeth.  Bronze 
Bushing,  oil  impregnated,  re¬ 
quires  no  lubrication. 

Heavy  Gauge  Pressed  Steel 
Hand  Wheel  is  unbreakable. 
Hand  Chain,  with  large  links 
for  good  grip,  is  easy  to  pull. 

Unbreakable  Steel  Ratchet 
Pawl. 

Load  Chain,  electrically- 
welded,  heat-treated  steel 
with  oval  links,  has  great 
strength  and  full  flexibility. 

Woven  Asbestos,  Wire  Re¬ 
inforced  Friction  Washer. 

Hand  Wheel  completely 
enclosed.  Chain  Guides  are 
integral  part  of  cover.  Chain 
cannot  disengage  from 
pockets. 

Ball  bearing,  at  outboard 
end  of  handwheel  shaft,  eli¬ 
minates  overhang. 

Pre-lubricated  ball  bear¬ 
ings  have  long  life,  require 
no  maintainence. 

Malleable  Load  Chain 
Guide  and  Stripper.  Chain 
cannot  twist. 

Enclosed  steel  construction 
— housings  are  of  rugged 
pressed  steel — guards  against 
damage  due  to  rough  han¬ 
dling  and  keeps  out  dirt. 

All  Peerless  Packet  Hoists 
are  fully  tested,  under  oper¬ 
ating  conditions,  after  final 
assembly. 


Shortest 

Pull 

Weight 

Price 

Cap. 

Reg. 

Distance 

on 

Reg. 

Extra 

Net 

Lift 

Bet. 

Hand 

Lift 

Lift 

Tons 

In  Ft. 

Hook 

Chain 

Net 

Gross 

(Each) 

Per  Ft. 

% 

8 

13% 

42 

50 

54 

- - 

_ 

1 

8 

14% 

24% 

56 

53 

57 

2 

9 

60 

78 

82 

%  and  1  ton  Hoists  have  single  Load  Chain.  2  ton  Hoist 
has  double  Load  Chain. 


Peerless  Model  C 
Steel  Spur  Geared 
Hoists 

Each  detail  of  the  Peerless 
Hoist  is  the  result  of  years 
of  experience  backed  by  engi¬ 
neering  knowledge.  They 
are  strong,  safe,  dependable 
and  provide  long,  trouble- 
free  service. 

Peerless  Hoists,  backed  by 
more  than  75  years’  of  hoist 
manufacture,  have  the  fol¬ 
lowing  advantages: 

1.  Frames  of  heavy  steel 
plate. 

2.  Load  carried  entirely  on 
steel. 

3.  Load  wheel  runs  on  alloy 
steel  ball  bearings — for 
easy  operation. 

4.  Bottom  Hook  is  easily  rotated  because  it  oper¬ 
ates  on  a  thrust  ball  bearing. 

5.  Steel  plate  hand  wheel. 

6.  Guaranteed  heat-treated  steel  gears  with  ma¬ 
chine  cut  teeth. 

7.  Friction  mechanism  entirely  enclosed. 

8.  High  carbon  steel,  heat-treated  and  electrically- 
welded  load  chain  for  great  strength,  safety  and 
wearing  qualities. 

9.  Steel  gears,  frames  and  covers  that  are  stronger 
and  lighter  in  weight  than  cast  parts. 

10.  Tight  pressed  steel  covers  that  entirely  enclose 
friction  brake  and  gears. 

11.  All  Peerless  Model  C  Hoists  are  fully  tested, 
under  operating  conditions,  after  final  assem¬ 
bly. 

For  maximum  work  at  lowest  maintenance  cost, 
use  Peerless. 


Cap. 

gross 

tons 

Pull  on 

Short-  Chain  hand 
est  handled  chain 
distance  to  to  lift 

between  lift  full  W'eight,  lbs.  Reg.  lift, 

Reg.  hooks,  load  load,  regular  lift  price, 
lift,  ft.  in.  1ft.  lbs.  net  gross  each 

Extra 
lift, 
price 
per  ft. 

i 

8 

13i 

14.0 

45 

52 

56 

l 

8 

13  J 

20.3 

61 

53 

57 

1 

8 

17 

31.5 

78 

83 

87 

n 

8 

19 

34.5 

108 

115 

132 

2 

9 

21 

40.5 

123 

162 

183 

3S 

10 

24£ 

50.0 

127 

242 

288 

3D 

10 

27i 

69.0 

110 

170 

210 

4 

10 

34J 

81.0 

128 

244 

275 

5 

12 

38i 

118.0 

112 

355 

416 

6 

12 

40i 

118.0 

134 

357 

418 

8 

12 

46 

177.0 

125 

436 

563 

10 

12 

49J 

154.5 

181 

510 

637 

15 

12 

59 

*103.0 

*208 

960 

1300 

20 

12 

61J 

*154.5 

*186 

1225 

1600 

15] 

to  [• 

Models  D  &  E — Bulletin  P-11 

80  J 

*On  each  of  2  hand  chains. 
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Harrington  Bearcat  Electric  Hoists 


The  BEARCAT  HOIST  is  light  in  weight,  is  easily 
carried  from  place  to  place,  may  be  plugged  into  any 
ordinary  electrical  outlet,  can  be  used  in  every  in¬ 
dustry,  is  available  with  top  hook,  vertical  stud  or 
trolley  suspension.  Sturdy  construction,  fast,  eco¬ 
nomical,  dependable  operation,  high  safety  factor 
and  long,  trouble-free  service  life  assure  lower 
material  handling  costs. 

Main  housing  and  covers  of  high  tensile  aluminum 
alloy.  Gearing,  bearings  and  brake  mechanism  are 
fully  enclosed  and  carried  in  a  constant  bath  of 
lubricant.  High  efficiency,  multiple-thread,  initial 
worm  drive  and  secondary  spur  gears  for  speed  re¬ 
duction.  Interchangeability  of  spur  gears  to  obtain 
various  hook  speeds  and  load  capacities. 

Conventional  oval  link,  heat-treated,  welded  steel 
hoist  chain  is  completely  flexible.  Supplied  in  length 
of  lift  to  suit  requirements.  Chain  container  for 
slack  end  can  be  supplied. 

Operating  handle  marked  and  shaped  for  easy 
recognition  of  up  and  down  operation. 


Hook 
Speed  in 

Ft.  Per 
Minute 

Lifting  Capacity  in  Pounds  and  Motor  Size 

RA  R(  RD  RE  RFC  RG* 

14  HP.  1/4  HP.  %  HP.  1  HP.  %  HP.  1  HP. 

6 

4000 

8% 

3000 

41 II  in 

12 

700 

2000 

2800 

17 

500 

1000 

1500 

2000 

24 

350 

700 

1050 

1400 

34 

250 

500 

750 

1000 

43* 

200* 

400* 

600* 

50* 

170* 

340* 

500* 

Net  wt.  lbs. 

79 

82 

93 

97 

111 

115 

*  Not  suitable  for  all  applications — consult  factory, 
t  Models  RF  and  RG  have  2  strands  of  chain  and  bottom 
idler. 


Harrington  Differential  Hoists 

Harrington  Differential  Hoists  are  the 
simplest  type  that  it  is  possible  to  make 
consisting  of  only  nine  parts.  They  are 
easy  to  carry  from  one  job  to  another 
because  of  their  light  weight  and  will 
stand  exposure  to  weather  with  less 
damage  than  other  hoists. 

They  are  recommended  wherever  a 
sturdy  safe  portable  light  weight  hoist 
is  required  for  relatively  light  loads. 

The  Harrington  Differential  Hoist  now 
has  rolled  steel  frames  instead  of  the 
cast  frames  that  were  formerly  used 
thus  making  a  complete  line  of  steel  in 
tension  from  hook  to  hook.  This  new 
type  of  steel  frame  provides  additional 
strength  for  safety  and  eliminates 
breakage. 

The  utmost  care  is  taken  in  the 
manufacture  of  both  the  chain  and  the 
sheaves  so  that  they  fit  correctly. 


Least  Chain  Pull  on  Weight  Price  of 
Ca-  Ris-  Han-  Hand  (reg.  lift) 

pac-  lteg-  tance  died  to  Chain  in  pounds 
ity  ular  be-  Lift  to  Lift  Hoist  Extra 


in 

(iross 

Tons 

Lift 

Feet 

i  ween 
llooks 

Load 

1  Ft. 
Ft. 

Full 

Load 

Lbs. 

Net 

Reg.  Lift 
Gross  Lift  per  ft. 

% 

6 

17" 

18 

72 

25 

30  . 

% 

7 

21" 

24 

122 

34 

40  . 

i 

8 

26" 

30 

216 

54 

64  . 

VA 

814 

\Y2" 

36 

246 

84 

96  . 

Harrington  Cum  Along  Puller  and  Hoist 


An  extremely  useful  tool  for  erecting 
work,  loading  onto  trucks,  wire  stretch¬ 
ing.  hoisting  in  cramped  quarters  or 
wherever  something  heavy  has  to  be  pulled 
or  raised.  Practical  for  one  man  oper¬ 
ation  because  of  simplicity  and  efficiency 
and  is  so  light  that  it  can  be  easily  car¬ 
ried  anywhere.  It  operates  perfectly  in 
any  position  from  horizontal  to  vertical. 

Lifts  full  load  with  little  effort,  holds 
the  load  at  any  point  and  lowers  smoothly 
and  easily.  Can  be  operated  with  only  30 
degrees  handle  movement  and  telescope 
feature  reduces  handle  length  from  19%" 
to  1214".  Distance  between  hooks  is  very 
small. 

Chain  is  high  carbon  electrically  welded 
steel,  heat-treated  for  great  strength  and 
long  life  and  being  flexible  in  all  direc¬ 
tions  it  will  not  kink.  Load  wheel  and 
pinion  shaft  run  in  bronze  bearings  and 
mechanism  is  entirely  enclosed.  The  disc 
!  ype  holding  brake  has  a  release  latch  for 
"flee  wheeling”  for  rapid  adjustment  of 
hook  position. 


Cap.  - Price -  Min. 

in  Reg.  Kxtra  Distance  Effort  for 

Gross  Pull  Regular  Length  Net  Between  Full  Load 
Tons  in  Feet  Size  per  Foot  H  eight  Hooks  Movement 


%  5  .  20  lbs.  8%"  38  lbs. 

1%  5  .  32  lbs.  16  %"  40  lbs. 
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Harrington  Peerless  "Packet" 
Trolley  Hoist 


Harrington  Trolley  Hoists 
Types  H  and  CH 


COMPACT  .  .  .  simplicity  of  design 
makes  it  portable,  easy  to  handle. 

LIGHT  WEIGHT  .  .  .  for  one  man 
handling. 

HIGHLY  EFFICIENT  .  .  .  with  pre¬ 
cision  cut  heat-treated  alloy  steel 
spur  gears  and  "lubricated-for- 
life”,  shielded  ball  bearings. 

EASY  TO  LIFT  FULL  LOAD  .  .  . 
requires  only  a  56  lb.  pull  to  lift 
full  capacity  of  1  ton. 

LOW  PRICED  ...  the  lowest 
priced,  all  quality,  all  steel  con¬ 
structed  trolley  hoist. 

The  “Packet"  Trolley  Hoist  incor¬ 
porates  all  of  the  features  found  in 
the  standard  “Packet”  hook  suspen¬ 
sion  type.  The  unusual  feature  is 
the  adjustable  trolley  which  will 
accommodate  a  range  of  I  Beam 
sizes  without  dismantling.  Trolley 
wheels  are  pressed  from  high  carbon 
steel,  hardened  throughout,  and  fea¬ 
ture  large  diameter,  double  row  ball 
bearings.  Trolley  frames  are  de¬ 
signed  to  allow  the  wheel  treads  to 
bear  uniformly  on  the  tapered 
flanges  of  standard  beams. 


Cap. 

in 

Net 

Tons 

Reg. 

Lift 

in 

Feet 

Reg.  Size 

I  Beam 

Adjustable* 
for  Standard 

I  Beam  Size, 
In. 

Min. 
Distance 
Hook  to 
Bottom 
of  Beam 

Min. 

Radius 

Track 

Curve 

Inches 

Net 

Wt. 

Lbs., 

Reg. 

Lift 

Shipg. 

Wt., 

Lbs. 

Ms 

8 

5"  10  lb. 

5"- 10" 

12" 

20 

69 

77 

1 

8 

6"  12.5  lb. 

6"-10" 

12%" 

24 

78 

86 

2 

9 

8"  18.4  lb. 

8"- 12" 

20" 

36 

109 

118 

*  Hoists  for  Beams  wider  than  listed  can  be  made  to 
order. 


Harrington  Peerless  Trolley  Hoists 

Type  B 


An  efficient  unit  for  Service 
Trucks,  Shops,  Garages,  Ware¬ 
houses  where  ceilings  are  low. 

Four  straight  tread  wheels 
with  double  ball  bearings  allow 
easy  propulsion  along  a  beam. 

Gearing  mechanism  is  same  as 
Peerless  and  the  distance  be¬ 
tween  the  hook  and  beam  is  less 
than  between  the  hooks  on  regu¬ 
lar  hoist.  The  gears  in  the  back 
and  the  friction  mechanism  in 
the  front  are  protected  from  dirt 
by  tight  covers. 

Are  shipped  for  use  on  regular  I-beams  with  small 
wheels  and  ball  bearing  hook  and  swivel  unless  otherwise 
specified.  Small  wheels  permit  more  space  for  beam 
clamps  and  ball  bearing  hook  allows  easy  turning  of  the 
load  at  a  small  sacrifice  of  minimum  head  room.  Large 
trolley  wheels  and  shorter  plain  bearing  hook  are  optional. 

A  drag  handle  and  clamp  for  locking  the  trolley  hoist 
to  the  beam  can  be  supplied  as  an  extra  feature. 

An  extra  charge  is  added  when  the  beam  flange  is 
unusually  wide. 


Reg-  Hook  to  Beam  Extra 

Cap.  Reg-  ular  Extra  for 

in  ular  Size  Weight  Price  Lift  Handle 

Gross  Lift  I-  Reg-  Least  (Lbs.)  Each  per  and 

Tons  Ft.  Beam  ular  Possible,  Net  Reg.  Lift  Foot  Clamp 


% 

8 

5 

9% 

8% 

70  . 

Ms 

8 

5 

10 

8  Ms 

74  . 

1 

8 

6 

11% 

10 

128  . 

1% 

8 

7 

14Ms 

12% 

165  . . 

2 

9 

8 

15  Ms 

13*4 

210  . 

Type  H 


Type  CH 


Type  H  Trolley  Hoists  are  ideal  equipment  where 
moderately  close  minimum  distance  from  hook  to 
beam  is  desired.  Capacities  go  up  into  larger  sizes 
than  Type  B  Trolley  Hoists  and  both  geared  and 
plain  traverse  are  offered. 

Type  H  Trolley  Hoists  are  of  All  Steel  construc¬ 
tion,  using  the  same  internal  mechanism  as  the  reg¬ 
ular  Peerless  Hoist  with  ball  bearing  mounting  for 
the  load  wheel,  heat-treated  alloy  steel  gears,  and 
all  the  other  excellent  features. 

Heavy  side  frames  of  rolled  steel  plate  carry  four 
trolley  wheels,  each  equipped  with  double  ball  bear¬ 
ings.  Hoists  are  equipped  with  chilled  tread  trolley 
wheels  to  suit  Standard  I-Beams  or  flat  flange 
girders. 

Type  CH  Peerless  Trolley  Hoists  satisfy  the  most 
exacting  demands  for  extremely  CLOSE  HEAD- 
ROOM  conditions. 

Each  side  of  the  hoist  is  a  box  section  of  flat  rolled 
steel  plates  with  ample  spacing  blocks  and  tie 
bolts.  The  operating  mechanism  is  a  Peerless  All 
Steel  Hoist  with  alloy  steel  heat-treated  spur  gear¬ 
ing,  silent  friction  mechanism  in  a  dirt-proof  cover 
and  outer  support  bearing  for  the  pinion  shaft.  The 
main  shaft  is  carried  in  both  frames  on  alloy  steel 
ball  bearings  with  provision  for  alignment. 

Trolley  wheels  each  have  two  alloy  steel  ball  bear¬ 
ings.  Hoists  are  equipped  with  chilled  tread  trolley 
wheels  to  suit  Standard  I-Beams  or  flat  flange 
girders. 


Type  H 


Cap. 

in 

Gross 

Tons 

Reg¬ 

ular 

Lift 

in 

Feet 

Smallest 

1-Beam 

Greatest 

Flange 

Width 

Smallest 

Radius 

of 

Curve 

Minimum 

Hook  to  Beam 

Ball  Bg.  Plain 

Swivel  Swivel 

Strand 

of 

Load 

Chains 

% 

8 

5" 

15" 

24" 

9%" 

8%" 

1 

1 

8 

6" 

13" 

26" 

13  Ms" 

11%" 

1 

1V2 

8 

6" 

14" 

33" 

14  Ms" 

121/2" 

1 

2 

9 

7" 

13" 

42" 

16%" 

14" 

1 

3 

10 

8" 

8" 

48" 

19" 

16  %" 

1 

4 

10 

9" 

12" 

72" 

22" 

2 

5 

12 

10" 

10" 

84" 

25  V' 

2 

6 

12 

10" 

10" 

84" 

26" 

2 

8 

12 

15" 

8  Ms" 

144" 

29" 

3 

10 

12 

15" 

10" 

144" 

31Ms" 

3 

Type  CH 


Reg- 


Cap. 

in 

Gross 

Tons 

ular 

Lift 

in 

Feet 

Smallest 

I-Beam 

Greatest 

Flange 

Width 

Minimum 

Hook  to 

Beam 

Wheel 

Diameter 

Strands 

of 

Load 

Chain 

2 

9 

8" 

13" 

7" 

6Ms" 

2 

3 

10 

8" 

13" 

71/2" 

6  Ms" 

2 

4 

10 

9" 

13" 

91/4" 

7%" 

2 

5 

12 

10" 

13" 

103/j," 

8  Ms" 

2 

6 

12 

10" 

11" 

103/s" 

8  Vs" 

2 

8 

12 

10" 

15" 

12" 

8  Vs" 

4 

10 

12 

15" 

16Ms" 

13" 

11" 

4 

12 

12 

15" 

14" 

13" 

11" 

4 
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Harrington  Model  C  Trolley 

These  Model  C  Trolleys 
have  straight  side  frames 
of  rolled  steel  plate  and 
curved  tread  wheels  of 
large  diameter,  each 
equipped  with  two  high 
duty  ball  bearings  provid¬ 
ing  easy  operation. 
Straight  tread  wheels  are 
used  for  operation  on  flat 
flange  beams. 

Geared  trolleys  have 
two  wheels  driven  by  a 
pinion  which  is  operated  by  a  hand  wheel  and 
pendant  chain.  Trolleys  up  to  ten  tons  capacity 
inclusive,  are  furnished  with  adjustable  collars  so 
that  they  may  be  widened  for  beams  with  flanges 
one  inch  wider  than  standard. 


Ca-  Small-  Adjust-  Price  for 

pac-  est  able  Net  Extra 

ity  Size  for  Weight  Hand 

in  of  I-  Larger  Pounds  Price,  Chain 

Gross  Beam  Beams  Each  per  Foot 

Tons  Inches  Inches  Plain  Geared  Plain  Geared  Height 


% 

5 

6, 

7, 

8 

35 

55  . 

1 

6 

7, 

8. 

9 

44 

72  . 

1% 

7 

8. 

9, 

10 

68 

96  . 

2 

8 

9. 

10. 

12 

76 

105  . 

3 

9 

10, 

12. 

15 

115 

144  - 

. 

4 

10 

12, 

15, 

18 

124 

159  . 

5 

12 

15, 

18. 

20 

178 

215  . 

6 

15 

15, 

18,  20 

194 

234  . 

8 

20 

18 

354 

411  . 

10 

24 

18.  20 

354 

421  . 

15 

24 

t 

720 

760  . 

20 

24 

t 

760 

800  . 

tTo  order  only. 


Harrington  I  Beam  Trolleys 

Model  D 

A  trolley  for 
rapid  and  easy 
movement  of  ma¬ 
terial. 

Frame  is  cut 
from  rolled  steel 
plate  and  is 
shaped  to  support 
the  pin  without 
the  use  of  cast¬ 
ings. 

Wheels  have 
straight  chilled 
treads  and  revolve 
on  chrome-nickel  steel  ball  bearings  held  by  strong 
axles. 

Wheels  with  Timken  Tapered  Roller  Bearings  can 
b.e  furnished. 

Collars  are  provided  on  all  capacities  for  changing 
the  width  to  suit  several  different  beams. 

The  Model  D  Harrington  I-Beam  Trolley  can  be 
widened  for  use  on  even  larger  beams  by  equipping 
with  special  long  pins  and  spacing  collars  at  an 
extra  charge. 


Adj.  Min. 

Ca-  for  Radius 

pac-  Smallest  Size  Larger  of  Track  Weight 
ity  of  I-Beams  Beams  Curve  Pounds  Price 

Tons  Inches  Pounds  Inches  Inches  Net  Gross  Each 


% 

5 

10.0 

6,  7,  8 

21 

38 

48  . 

1 

6 

12.5 

7,  8,  9 

24 

46 

59  . 

1% 

6 

12.5 

7,  8,  9 

24 

46 

59  . 

2 

8 

18.4 

9,  10,  12 

36 

90 

114  . 

Harrington  I  Beam  Trolleys 

Model  F 

These  trolleys  are  made 
in  two  sizes,  with  all  parts 
of  steel.  They  move  with 
extreme  ease,  have  a  large 
factor  of  safety  and  are 
easily  lubricated.  They  are 
small  and  light  but  strong, 
and  are  designed  particu¬ 
larly  for  use  on  small 
sizes  of  I-beam  track. 

WHEELS  are  pressed 
from  high  carbon  steel, 
are  hardened,  have  double  row  bearings  with  large 
diameter  balls,  and  means  for  grease  lubrication. 
Each  wheel  takes  its  full  share  of  the  load. 

SPACING  COLLARS  are  provided  whose  posi¬ 
tion  can  be  changed  to  widen  the  trolleys  for  use  on 
beams  larger  than  the  minimum  sizes. 


Capac-  Adjust-  Minimum 

ity  in  Usual  able  for  Radius  of  W'eight  Price 

Gross  Size  of  Beam  Track  of 

Tons  I-Beam  Size  Curve  Net  Gross  Trolley 


V* 

4"—  7.7  lb. 

4"  to 

7" 

18" 

18 

29 

Ms 

5"— 10.0  lb. 

4"  to 

7" 

18" 

18 

29 

1 

6"— 12.5  lb. 

5"  to 

8" 

24" 

29 

41 

1V2 

7"— 15.3  lb. 

5"  to 

8" 

24" 

29 

41 

Harrington  I  Beam  Trolleys 

Model  J 

Made  with  steel  frame 
and  wheels.  Designed  par¬ 
ticularly  for  use  on  small 
sizes  of  I-Beam  track. 

Wheels  are  pressed  from 
high  carbon  steel,  are  hard¬ 
ened  throughout,  and  have 
single  row  bearings  with 
large  diameter  balls  pro¬ 
tected  against  entry  of  dirt. 
Flanges  are  large  to  insure 
proper  operation  on  curves. 

Bumpers  on  the  side 
frames  extend  beyond  the  wheels.  Side  frames  are 
cut  from  steel  plate  and  are  reinforced  at  the  bot¬ 
tom  with  strong  malleable  iron  castings.  They  carry 
the  full  loads  without  deflection,  and  are  free  to 
swivel  on  a  pin  of  large  diameter. 

Spacing  collars  are  provided  whose  position  can 
be  changed  to  widen  the  trolleys  for  use  on  beams 
larger  than  the  minimum  sizes.  Six  of  these  col¬ 
lars  permit  widening  by  small  steps  to  a  total  of 
one  inch.  Trolley  can  be  widened  for  use  on  even 
large  beams  by  using  special  long  pins. 


Adjust- 

Minimum 

Capac¬ 

ity 

able 

Radius 

Usual  Size  of 

for  Beam 

Track  Weights 

Price 

Tons 

I-Beam 

Sizes 

Curve  Pounds 

Each 

y* 

4"—  7.7  lb. 

4"  to  7" 

OO 

tH 

14  . 

% 

5"— 10.0  lb. 

4"  to  7" 

18" 

14  . 

1 

6"— 12.5  lb. 

6"  to  9" 

24" 

31 

iv2 

7"— 15.3  lb. 

6"  to  9" 

24" 

31 
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FORD  HOISTING  EQUIPMENT 


Tribloc  Ball  Bearing  Spur-Geared 
Hoist 

A  highly  efficient  hand-operated 
chain  hoist  of  the  spur-geared 
type.  It  is  recommended  for  gen¬ 
eral  use  where  loads  must  be 
raised  quickly,  easily  and  eco¬ 
nomically.  Being  made  from 
highest  grade  malleable  iron,  it  is 
extremely  durable  and  will  with¬ 
stand  considerable  abuse.  Ball¬ 
bearing  mounting  of  load  sheave 
adds  greatly  to  its  efficiency  and 
ease  of  operation. 

The  Ford  Tribloc  includes  many 
features  such  as  heat-treated  load 
chain,  drop-forged  hooks,  non¬ 
fouling  hand  chain,  non-fouling 
hand  chain  guide,  and  Ezeejoin 
shackle  connection  with  roller¬ 
bearing  collar. 

Each  hoist  is  thoroughly  tested 
before  shipment. 

For  use  in  locations  where  the 
headroom  is  limited,  the  Ford 
Tribloc  can  be  furnished  built  into 
trolleys  shown  on  following  page. 
Also  can  be  furnished  with  twin 
hooks,  triple  hooks  or  with  clevis 
attachment  to  trolley.  Data  on  any  of  these  types 
will  be  furnished  on  request. 


Ford  Lite-Bloc  Hoist 


Ford  Lite-Bloc  hoists  are 
sturdy,  more  compact,  and  have 
closer  headroom  .  .  .  advantages 
which  mean  top  production 
service. 

Construction  features — sim¬ 
plicity  of  design,  modern  gear 
drive,  Weston  type  brake,  steel 
load  chain,  steel  housing,  self 
lubrication  and  top  and  bottom 
hooks  which  are  alloy  steel, 
drop-forged  and  heat  treated. 
These  are  but  a  few  of  the  many 
features. 

Adaptable  for  many  varied 
uses,  the  Ford  Lite-Bloc  hoist 
has  a  high  safety  factor  against 
possible  impact  loadings. 


Chain  Pull  Feet  of  Chain 


Capacity 
In  Tons 

Eist  Price  Reg.  Stand- 
Reg.  Lift  Lift  In  ard 
Hoists  Feet  Reach 

To  Lift  Overhauled 
Full  Load  To  Lift  Load 
Lbs.  One  Foot 

% 

$118.00 

8 

9' 

56 

21 

1 

134.00 

8 

9' 

70 

33 

1% 

185.00 

8 

9' 3" 

104 

31  % 

2 

205.00 

9 

10'  4" 

106 

42% 

3 

277.00 

10 

11'  8" 

93 

77% 

4 

292.00 

10 

11' 9" 

113 

84 

Cap. 

in 

Tons 

List  Price, 
Regular 
Lift 

Regular 

Lift, 

Ft. 

Price 

per 

Foot. 

Extra 

Lift 

Chain 
Pull 
to  Lift 
Full  Load, 
Lbs. 

Net 

Weight 

5 

$  460.00 

12 

$  8.60 

94 

343 

**  5 

460.00 

12 

8.40 

85 

336 

6 

545.00 

12 

8.60 

112 

343 

**  6 

545.00 

12 

8.40 

103 

336 

8 

660.00 

12 

10.80 

114 

429 

10 

790.00 

12 

13.00 

117 

558 

12 

1 145.00 

12 

17.20 

112f 

822 

16 

1430.00 

12 

21.60 

1 14t 

1009 

20 

1800.00 

12 

26.00 

117f 

1178 

Price  for  extra  lift  includes  both  load  and  hand  chain. 


**  Double  Chain  Hoists, 
t  For  each  hand  chain. 


Differential  Hoist 

This  is  the  simplest  of  all  chain 
hoists.  It  is  recommended  where  a 
hoist  is  required  but  occasionally  for 
light  loads,  and  where  speed  and  effi¬ 
ciency  are  not  essential.  It  is  care¬ 
fully  made  from  high-grade  materials 
and  has  drop-forged  hooks  and  elec¬ 
trically  welded  steel  chain.  It  will 
hold  the  load  at  any  position. 


List  Prices  and  Data 


Cap., 

Tons 

List 

Prices 

Regular 
Lift,  Ft. 

Per  Foot, 
Extra 
Lift 

Net 

Wt. 

% 

$  24.00 

6 

$2.20 

21 

y2 

28.00 

7 

2.20 

27 

i 

44.00 

8 

2.60 

44 

1% 

56.00 

8% 

3.40 

75 

Port-o-Bloc  Trolley 


This  new  Ford  Port-O-Bloc 
trolley  is  a  light,  compact 
trolley.  There  are  many 
trolley  applications  that  do 
not  require  the  very  high 
efficiency  found  in  Ford  Tim¬ 
ken,  Hyatt  and  Self-aligning 
trolleys.  These  applications 
do  require  a  reasonably  effi¬ 
cient  unit  that  is  safe  and 
durable. 

The  Ford  Port-O-Bloc  trol¬ 
ley  is  made  to  answer  these 
particular  requirements.  Port- 
O-Bloc  trolleys  are  plain  (not 
geared)  and  are  built  only 
for  standard  I-beam  sizes 
shown  in  the  table  below. 

These  trolleys  are  made 
with  a  factor  of  safety  of 
:i  to  1  minimum  on  all  sizes. 
For  complete  details,  com¬ 
ponent  parts  and  specifica¬ 
tions.  check  the  table  below: 


PRICES  AND  SPECIFICATIONS 


Cap. 

in 

Tons 

List 

Price 

Adj.  for  Net  Wt. 
Std.  I-Beams  Lbs. 

Min. 

Rad. 

Curve 

Wheel 

Tread 

Dia. 

A  in 

Lbs. 

B  in 

Lbs. 

% 

$24.00 

4,  5,  6,  7,  8 

25 

20" 

3  Vs" 

20 

16 

i 

27.50 

5,  6,  7.  8 

30 

36" 

3  %" 

40 

32 

i% 

42.00 

6,  7,  8,  9,  10 

44 

36" 

4%" 

67 

54 

2 

48.50 

6,  7,  8,  9,  10 

50 

36" 

4%" 

89 

71 

3 

78.50 

8,  9,  10,  12,  15 

100 

36" 

6%" 

124 

99 

A.  Effort  to  start  fully  loaded  trolley  on  straight  level 
beam. 


B.  Effort  to  continue  movement  of  fully  loaded  trolley  on 
straight  level  beam. 
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FORD  HOISTING  EQUIPMENT 


Timken  Bearing  Trolley 


Ford  Whippet  Electric  Hoist 


I’liiin  Type 

Made  in  both  the  plain  and  geared  types  in 
capacities  from  ’4  to  40  ton.  Equipped  with  steel 
side  plates — heavy  steel  axles — chilled  tread, 
wheels,  and  cold  rolled  steel  equalizing  pins.  Each 
wheel  has  two  sets  of  Timken  tapered  roller  bear¬ 
ings,  making  it  possible  to  push  a  fully  loaded 
1-ton  trolley  by  exerting  a  pressure  of  only  12 
pounds. 

Ford  Trolleys  are  adjustable  to  various  sizes  of 
I-beams.  Orders  should  specify  size  and  type  of 
I-beam  on  which  trolley  is  to  be  used. 

Also  made  with  Self-Aligning  Roller  Bearings. 
Prices  on  application. 

List  Prices  and  Data 


Timken  Trolleys 


List 

List 

Adjustable 

Cap., 

Trice, 

Price, 

for  Standard 

Net  Wt., 

Tons 

Plain 

Geared 

1 -Beams 

Plain 

% 

$  52.00 

4,  5,  6.  7 

29 

V2 

54.00 

5,  6.  7,  8 

32 

1 

70.00 

$117.00 

6.  7,  8,  9 

45 

IV2 

08.00 

148.00 

7,  8,  9.  10 

85 

2 

110.00 

175.00 

8.  9,  10.  12 

98 

3 

140.00 

200.00 

9,  10.  12,  15 

135 

4 

104.00 

205.00 

10,  12.  15.  18 

175 

5 

230.00 

305.00 

12.  15,  18,  20 

290 

6 

300.00 

385.00 

12,  15,  18,  20 

290 

8 

470.00 

610.00 

15,  18,  20,  24 

400 

10 

515.00 

650.00 

15.  18.  20,  24 

475 

12 

675.00 

790.00 

15,  18.  20.  24 

550 

16 

760.00 

900.00 

On  Application 

800 

20 

1240.00 

1420.00 

On  Application 

1000 

25 

30 

1430.00 

1655.00 

1550.00 

1780.00 

On  Application 
On  Application 

1300 

1850 

40 

2595.00 

2790.00 

On  Application 

2400 

FORD  WHIPPET  Electric  Hoists  are  also  avail¬ 
able  in  Close  Headroom  and  Long  Lift  types.  In¬ 
formation  on  request. 


Nos. 

List 

Price  i 

Capacity 
in  Pounds 

Lift  in 

Feet* 

Hoisting 

Speed 

F.P.M. 

F  2411 

$415.00 

50C 

12  &  20 

17 

F  2112 

415.00 

500 

12  &  20 

17 

F  2132 

415.00 

500 

12  &  20 

17 

F  2134 

415.00 

500 

12  &  20 

17 

F  2211 

445.00 

500 

12  &  20 

32 

F  2212 

445.00 

500 

12  &  20 

32 

F  2232 

445.00 

500 

12  &  20 

32 

F  2234 

445.00 

500 

12  &  20 

32 

F  2311 

555.00 

500 

12  &  20 

47 

F  2312 

555.00 

500 

12  &  20 

47 

F  2332 

555.00 

500 

12  &  20 

47 

F  2334 

555.00 

500 

12  &  20 

47 

F  2432 

570.00 

500 

12  &  20 

63 

F  2434 

570.00 

500 

12  &  20 

63 

F  4211 

445.00 

1000 

12  &  20 

17 

F  4212 

445.00 

1000 

12  &  20 

17 

F  4232 

445.00 

1000 

12  &  20 

17 

F  4234 

445.00 

1000 

12  &  20 

17 

F  4311 

555.00 

1000 

12  &  20 

22 

F  4312 

555.00 

1000 

12  &  20 

22 

F  4332 

555.00 

1000 

12  &  20 

22 

F  4334 

555.00 

1000 

12  &  20 

22 

F  4432 

570.00 

1000 

12  &  20 

32 

F  4434 

570.00 

1000 

12  &  20 

32 

F  6311 

560.00 

1500 

12  &  20 

17 

F  6312 

560.00 

1500 

12  &  20 

17 

F  6332 

560.00 

1500 

12  &  20 

17 

F  6334 

560.00 

1500 

12  &  20 

17 

F  6432 

580.00 

1500 

12  &  20 

22 

F  6434 

580.00 

1500 

12  &  20 

22 

F  8432 

580.00 

2000 

12  &  20 

17 

F  8434 

580.00 

2000 

12  &  20 

17 

F  8632 

630.00 

2000 

12  &  20 

22 

F  8634 

630.00 

2000 

12  &  20 

22 

*  Specify 

when  20-ft.  lift  is 

required,  otherwise 

hoists  with 

12-ft.  lift  will  be 
lift,  add  $10.00  to 

furnished.  Hoists  furnished 
above  prices. 

with  20-ft. 

FORD  WHIPPET  is  a 
sleek,  smooth  running  wire 
rope  Electric  Hoist.  Rugged 
in  construction  and  low  in 
operating  costs,  it  is  de¬ 
signed  to  meet  the  demands 
of  modern  high  speed  pro¬ 
duction. 


Why  trifle  with  hoisting 
problems  when  a  FORD 
WHIPPET  fills  all-purpose 
hoisting  needs.  Use  it  on 
assembly  and  production 
lines;  in  warehouses,  ma¬ 
chine  shops,  load  platforms 
-anywhere  a  load  is  to  be  lifted.  LIFT  THAT 
LOAD  WITH  A  FORD  WHIPPET  ELECTRIC 
HOIST. 


Especially  suitable  for  supplementary  use  to  the 
regular  traveling  crane  or  monorail  track — or  for 
individual  use  in  bays  and  on  the  side  of  shops. 

Hinge  plates  are  fitted  with  Hyatt  Roller  Bear¬ 
ings  and  all  fittings  are  made  of  electric  steel 
properly  annealed  to  insure  safety  and  durability. 
Available  in  models  accommodating  a  range  of  load 
capacities  from  V2  to  3  tons. 
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ACCO  CHAIN 


Acco  Proof  Coil  Chain 


Acco  BBB  Coil  Chain 


ACCO  Proof  Grade  Coil  Chain  is  suitable  for  a 
host  of  ordinary  uses  where  the  chain  is  not  to  be 
used  for  lifting  purposes.  Made  from  open  hearth 
basic  steel.  Furnished  in  Self-Colored  or  Hot  Gal¬ 
vanized  finish. 


Trade 

Size 

Inches 

Size 

Material 

Inches 

Inside 

Length 

Inches 

Inside 

Width 

Inches 

Links 
Pei  Ft. 

Wgt.Per  Breaking 
100  Ft.  Test 
Pounds  Pounds 

Proof 

Test 

Pounds 

Safe 

Working 

Load 

Pounds 

%8 

%2 

«',&4 

]%2 

121,4 

40 

2090 

1045 

520 

y* 

%2 

1 

H 

12 

70 

3600 

1800 

900 

•Vie 

U/i2 

1%4 

103,  i 

105 

5440 

2720 

1360 

% 

'%2 

l'%l 

93,4 

158 

7440 

3720 

1860 

Via 

J%2 

1% 

% 

83,4 

210 

10000 

5000 

2500 

Va 

>%2 

n/2 

Hie 

8 

265 

13200 

6600 

3300 

>Kn 

1 

i% 

% 

6% 

335 

16400 

8200 

4100 

% 

% 

i% 

1 

6% 

410 

20000 

10000 

5000 

% 

21,6 

H/s 

5% 

580 

28300 

14150 

7075 

% 

-%2 

1% 

4% 

780 

38400 

19200 

9600 

1 

life 

2% 

n/2 

4% 

1000 

49600 

24800 

12400 

l'/s 

f%2 

3  Vs 

i% 

3% 

1270 

62400 

31200 

15600 

Hi 

Ihfc, 

3>,i 

i% 

33,4 

1560 

76800 

38400 

19200 

Acco  Slip  Hooks 

Drop-forged  and  shaped  to  per¬ 
mit  the  chain  to  slip  easily  through 
the  loop.  Order  by  number  or  size 
of  chain  on  which  they  are  to  be 
used.  Furnished  natural  finish,  un¬ 
less  otherwise  specified. 


Hook 

No. 

Chain 

Size 

Indies 

Reach 

Inches 

Hole 

in  Eye 
Inches 

Approximate 

Weight, 

Pounds 

21 

% 

2  A 

Tu 

.31 

22 

1% 

2% 

% 

.55 

23 

% 

3% 

% 

1.00 

24 

t7g 

3« 

% 

1.30 

25 

% 

4* 

7/s 

1.70 

26 

% 

5* 

1 

3.40 

27 

% 

5 % 

1% 

4.80 

Acco  Grab  Hooks 

For  use  on  log  and  other  general 
utility  chains.  Drop-forged  and  so 
shaped  that  when  hooked  over  a 
link  of  chain  they  will  not  slip. 
Order  by  number  or  size  of  chain. 
Furnished  natural  finish,  unless 
otherwise  specified. 


Hook 

No. 

Chain 

Size 

Inches 

Reach 

Inches 

Hole 
in  Eye 
Inches 

Approximate 

Weight 

Pounds 

41 

% 

2 

If. 

.25 

42 

To 

2% 

3  5 

6  3 

.467 

43 

% 

3 

n 

.825 

44 

7 

ir. 

3% 

49 

64 

1.26 

45 

V2 

4 

% 

1.85 

46 

% 

5 

1 3*2 

3.8 

47 

% 

6 

1* 

6.9 

48 

% 

7 

m 

10.4 

49 

1 

8 

1% 

15.0 

ACCO  BBB  Coil  Chain  is  a  close  link  chain  carefully 
made  and  tested.  Recommended  where  flexibility,  strength 
and  durability  are  required.  Furnished  in  Self-Colored 
or  Plot  Galvanized  finish.  May  be  used  for  ordinary 
lifting  but  where  the  safety  of  lives  or  property  is  at 
stake  Ajax,  HB  Dredge  Iron  or  ENDWELDUR  Chain 
should  be  used. 


Safe 


Trade 

Size 

Inches 

Size 

Material 

Inches 

Inside 

Length 

Inches 

Inside 

Width 

Inches 

Links 
Per  Ft. 

Wgt.  Per 
100  Ft. 
Pounds 

Breaking 

Test 

Pounds 

Proof 

Test 

Pounds 

Working 

Load 

Pounds 

■Tin 

7/32 

2%2 

% 

151,4 

43 

2600 

1300 

650 

% 

%2 

r'%4 

Vie 

14 

78 

4500 

2250 

1125 

•Vie 

1  Vf!2 

1 

1£> 

12 

115 

6800 

3400 

1700 

% 

>%2 

1  %, 

% 

11 

166 

9300 

4650 

2325 

Via 

1  %2 

Hie 

93,4 

220 

12500 

6250 

3125 

y2 

1  lh‘2 

!'%■> 

% 

9 

295 

16500 

8250 

4125 

!«b 

>%2 

1  %6 

% 

7% 

350 

20500 

10250 

5125 

% 

21/S2 

1  *  lie 

% 

7% 

430 

25000 

12500 

6250 

% 

2%2 

1  % 

1 

63£ 

615 

35400 

17700 

8850 

% 

2%2 

2  1,4 

Hi 

536 

820 

48000 

24000 

12000 

1 

l'/)2 

2  n/l6 

1% 

4% 

1045 

62000 

31000 

15500 

lVs 

1%2 

2  % 

1% 

416 

1310 

78000 

39000 

19500 

Hi 

1^32 

3  He 

1% 

3Tfc 

1600 

96000 

48000 

24000 

H.  C.  High  Test  Steel  Chain 


One  of  the  recent  outstanding  developments  of  our  com¬ 
pany  in  the  art  of  welded  chain  manufacture.  Made  from 
a  special  analysis  steel  which  is  heat  treated  to  impart  to 
the  chain  extraordinarily  high  tensile  strength  and  re¬ 
sistance  to  impact  loads.  This  chain  is  proof  tested  to  a 
load  in  excess  of  tensile  strength  of  ordinary  steel  chain. 
It  has  a  tensile  strength  of  approximately  double  that  of 
ordinary  steel  chain,  consequently,  it  is  practical  to  use 
a  much  smaller  and  less  weighty  chain  for  equal  services. 

Shipped  in  continuous  lengths  in  barrels  containing  ap¬ 
proximately  1,000  pounds,  or  in  short  lengths  with  attach¬ 
ments  if  required.  The  chain  is  tagged  every  twenty-five 
feet. 


Specifications 


Trade 

Size 

Inches 

Size 

Material 

Inches 

Inside 

Length 

Inches 

Inside 

Width 

Inches 

Links 
Per  Ft. 

Wgt.  Per 
100  Ft. 
Pounds 

% 

®%4 

”62 

13 

70 

He 

m-2 

1% 

3%4 

10% 

110 

% 

J%2 

n%4 

3 '6l 

9% 

155 

Vie 

D%4 

3%4 

8% 

210 

% 

]%2 

11%, 

2 ‘62 

7% 

265 

% 

% 

H%4 

Hie 

6V2 

420 

% 

=%2 

2He 

3162 

6 

600 

Dimensions  and  weights  are  approximate. 
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ACCO  CHAIN 


Ajax  Dredge  Chain 


Recommended  for  use  where  safety  is  paramount,  such  as  in 
slings,  on  cranes,  hoists  and  like  work.  A  long  fibered,  double 
refined,  all  puddled  pig  iron  chain,  lap  fire-welded  by  expert 
chain  makers.  Should  be  used  where  the  best  quality  iron  chain 
is  required.  Can  be  furnished  to  meet  ASTM  and  ARA  Specifi¬ 
cations  when  so  specified. 


Safe 


Trade 

Size 

Outside 

Outside 

Inside 

Inside 

Wgt.  Per  Breaking 

Proof 

Working 

Size 

Material 

Length 

Width 

Length 

Width 

Links 

100  Ft. 

Test 

Test 

Load 

Inches 

Inches 

Inches 

Inches 

1 nches 

Inches 

Per  Ft. 

Pounds 

Pounds 

Pounds 

Pounds 

% 

!%2 

IHio 

1% 

1 

91s 

12 

175 

9000 

3420 

2970 

Vz 

*%2 

2% 

1% 

Hio 

17U6 

Hie 

10 

295 

15000 

5690 

4950 

% 

% 

2% 

2'i 

Hie 

8% 

470 

23100 

8760 

7620 

% 

2%2 

3% 

2% 

H%0 

11/16 

6% 

650 

33800 

12830 

11160 

% 

=%2 

3Hie 

3 

2 

Hie 

6 

880 

46700 

17700 

15400 

1 

1  ifa 

41/16 

3'li6 

2% 

114 

5 

1130 

62000 

23550 

20460 

lVs 

H4 

1  %2 

41%6 

311/ie 

2% 

1% 

4% 

414 

1420 

78000 

29600 

25740 

1  %2 

5% 

4116 

21516 

1% 

1745 

96000 

36400 

31680 

1% 

1!%2 

61/16 

4% 

314 

lHie 

3% 

2100 

115000 

43600 

37950 

1H 

H%2 

6Vz 

41%6 

5116 

31/16 

1% 

31/2 

2500 

136000 

51600 

44900 

1% 

1-^2 

7% 

3'%6 

214 

314 

2950 

155000 

58900 

51200 

1% 

l2;)f)2 

7% 

51%6 

3'sln 

214 

3 

3400 

175000 

66500 

57800 

1% 

12%2 

8% 

6-Vi6 

4%n 

214 

2% 

3900 

195000 

74000 

64400 

2 

2  Ite 

9 

6Hle 

4Hie 

2% 

2  Ho 

4400  222000 

84300 

73300 

HB  Dredge  Chain 


A  single  refined,  all  puddled  pig  iron  chain,  lap  fire-welded  by 
expert  chain  makers.  Exceeded  in  quality  only  by  Ajax  Grade. 
Will  meet  all  requirements  of  an  all  puddled  pig  iron  chain.  Can 
be  furnished  to  meet  ASTM  and  ARA  Specifications  when  so 
specified. 


Trade 

Size 

Inches 

Size 

Material 

1 nches 

Outside 

Length 

Inches 

Outside 

Width 

Inches 

Inside 

Length 

Inches 

Inside 

Width 

Inches 

Links 
Per  Ft. 

Wgt.  Per  Breaking 
100  Ft.  Test 
Pounds  Pounds 

Proof 

Test 

Pounds 

Safe 

Working 

Load 

Pounds 

% 

1% 

1% 

Hie 

916 

11% 

167 

9000 

2970 

2700 

Vz 

H42 

2% 

1% 

15/16 

Hie 

9y8 

280 

15000 

4950 

4500 

% 

21/f)2 

22%2 

214 

H%2 

His 

7% 

430 

23100 

7620 

6930 

% 

2%2 

3y2 

2% 

11%6 

11/16 

6% 

625 

33800 

11160 

10140 

% 

2%2 

3Hie 

3 

214 

Hie 

5% 

830 

46700 

15400 

14000 

1 

1  142 

4%  6 

35/ie 

214 

lli 

4% 

1065 

62000 

20460 

18600 

114 

1  %2 

5116 

31116 

214 

1% 

4% 

1335 

78000 

25740 

23400 

lli 

1  %2 

5He 

4H6 

3 

H4 

4 

1625 

96000 

31680 

28800 

1% 

l'%2 

65/ie 

4% 

3i/2 

lHin 

314 

1960 

115000 

37950 

34500 

114 

H%2 

6Hie 

4Hie 

3% 

1% 

3% 

2335 

136000 

44900 

40800 

1% 

12142 

79,1a 

5%6 

414 

214 

2% 

2740 

155000 

51200 

46500 

1% 

12%2 

891e 

5Hl6 

4% 

214 

2  Vi 

3180 

175000 

57800 

52500 

1% 

12%2 

9116 

65/16 

614 

214 

214 

3650 

195000 

64400 

58500 

2 

2 

9i%8 

6Hi« 

5% 

2% 

214 

4100 

222000 

73300 

66600 

Winch  Line  Tail  Chains 


Primarily  intended  for 
use  on  truck  and  tractor 
winch  lines,  it  is  equally 
adaptable  for  use  on  any 
wire  rope  where  the  addi¬ 
tion  of  a  flexible  end- 
member  will  add  to  the 
usefulness  of  the  rope. 


Chain  is  electrically 
welded  from  high  carbon 
steel  and  has  machined- 
formed  short  links  to  pro¬ 
vide  strength  and  flexibil¬ 
ity.  The  ultimate  break¬ 
ing  strain  is  approxi¬ 
mately  twice  that  of  ordi¬ 
nary  chain. 


Link  joining  chain  to 
hook  is  welded  at  the  fac¬ 
tory  thereby  eliminating 
the  necessity  to  use  make¬ 
shift  methods  of  joining  in  the  field.  The 
ACCO  joining  link  is  as  strong  as  the  bal¬ 
ance  of  the  unit. 


Specifications 

Size  . inches  Vz  %  %  % 

Length  .  inches  18  18  18  24 

Approximate  weight 

per  100  pieces..pounds  610  1,025  1,300  2,400 
Average  breaking 

strength  .  pounds  26,000  36,900  50,400  67,500 

Proof  test  .  lbs.  13,700  19,500  27,000  33,750 

Length  is  exclusive  of  hook.  We  suggest 
using  same  size  chain  as  rope. 


Elwel  Truck  Chain 


Twist  Link  Chain  made  especially  for  use 
on  motor  trucks.  Suitable  in  emergencies 
for  such  uses  as  mud  chains,  stake  chains, 
end  gate  chains,  pull  out  chains. 

Made  from  steel — electrically  welded — 
smooth  welds — bright  finish. 

Shipped  in  bulk  in  100  ft.  pieces,  although 
longer  pieces  will  be  furnished  if  specified. 


Size 

Links  Per 
Foot 

Wt.  Per 
100  Ft. 
Pounds 

Tensile 

Strength 

Pounds 

No. 

7/0 

Vie" 

11 

94 

426Q 

No. 

8/0 

Ha-." 

10 

115 

5160 

No. 

9/0 

%" 

9% 

143 

6060 

No. 

10/0 

H42" 

9% 

175 

7060 

No. 

12/0 

H42" 

7% 

220 

9500 

Dimensions  and  weights  are  approximate. 
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COLD  SHUTS 


Sufficient  opening  is  provided  to  permit  inserting  the  size  chains  for  which  they  are  designed.  It  is 
advisable  to  use  a  Cold  Shut  at  least  one  size  larger  than  the  chain  with  which  it  is  to  be  used  so  as  to 
secure  an  extra  factor  of  safety.  Furnished  self-colored. 


Nii  I 


No.  1 


Size 

In. 

Inside 

Lgth. 

In. 

Approx. 
Weight 
Inside  Per  100 
Width  Pieces 
In.  Lbs. 

Size 

In. 

Inside 

Lgth. 

In. 

Approx. 
Weight 
Inside  Per  100 
Width  Pieces 
In.  Lbs. 

A 

% 

hh 

4 

% 

2 

% 

80 

44 

a 

7 

% 

2% 

1 

140 

1% 

1* 

7 

TU 

u 

% 

2% 

114 

225 

% 

i& 

O 

18 

1 

3 

1% 

340 

1% 

% 

27 

146 

3% 

1% 

460 

V2 

1* 

a 

38 

144 

3% 

1% 

655 

ACCO  REGISTERED  SLING  CHAINS 


Sling  Chains,  for  use  in  moving  materials  in 
foundries,  machine  shops,  steel  works,  quarries, 
shipyards  and  similar  places  where  safety  is  para¬ 
mount. 


We  are  prepared  to  furnish  all  standard  types 
and  any  special  types  of  Sling  Chains.  Send  for  a 
copy  of  our  catalog  which  illustrates  the  various 
types  of  Slings. 


Endweldur  85 

ENDWELDUR  85  are  welded  by  the  electric  end  weld  process  on 
automatic  temperature  controlled  machines  to  give  uniformity  and 
reliability  to  each  weld.  High  impact  resisting  qualities  and  moder¬ 
ate  resistance  to  abrasion  are  reasons  why  these  chains  are  recom¬ 
mended  where  high  tensiles  are  required.  All  chains  ar  self-colored 
but  other  standard  finishes  are  available  if  requested. 

Made  of  carbon  steel  heat  treated  to  a  material  tensile  strength 
of  85,000  lbs.  psi.  Average  Brinell  of  170  to  196;  elongation  25  per 
cent  average,  20  per  cent  minimum.  Useful  where  high  tensiles, 
resistance  to  abrasion,  hard  uses  are  encountered.  Has  excellent 
impact  resistance  under  normal  loading  conditions. 


Endweldur  125 

ENDWELDUR  125  Accalloy  sling  chains  are  made  from  accurately 
controlled  analysis  alloy  steel  which,  when  heat  treated,  has  a  tensile 
strength  of  125,000  lbs.  per  square  inch.  Heat  treatment,  tempering 
and  normalizing  of  the  chains  is  done  with  carefully  controlled 
equipment. 

These  chains  have  an  average  Brinell  hardness  of  241  to  269  and  a 
comparable  Rockwell  hardness  of  C-23  to  C-28  and  a  minimum 
elongation  at  break  of  15  per  cent.  Ideal  on  hot  line  applications 
where  chain  temperatures  do  not  exceed  1000°  F.  Furnished  self- 
colored  but  other  standard  finishes  can  be  had  upon  request. 


Ajax  and  Iron 


Ajax  iron  sling  or  crane  chains  have  shorter  links,  higher  proof 
test  and  safe  load  rating  than  those  of  the  HB  grade.  The  ductile 
characteristics  of  the  Wrought  Iron  in  both  these  grades  gives  a  high 
resistance  to  shock  loads  and  when  overloaded,  they  will  elongate 
before  failing. 


Made  in  two  grades:  Ajax  double  refined  all  puddled  Wrought 
Iron  chain  with  shorter  links  to  provide  greater  flexibility  and 
HB  single  refined  all  puddled  Wrought  Iron  with  a  high  degree 
of  weldability  and  ductility.  Both  grades  are  supplied  self- 
colored  unless  otherwise  ordered. 
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MISSING  LINKS” 

Reg.  U.  S.  Pat.  Off. 


Drop  Forged  Steel — Heat  Treated 

Made  to  same  dimensions  as  Proof  Coil  Chain 
but  stronger. 


Size 

Inches 

Inside 

Dimensions 

U.S.  Govt. 
Test  Tons 

Ultimate 

P.  C. 

Chain  Tons 

A 

1.2 

1.1 

y4 

%X  rs 

2.8 

1.8 

A 

l!  X  32 

4.2 

2.2 

% 

iy8x  a 

5.6 

3.7 

A 

x 

7. 

5. 

% 

Ufxfj 

8. 

6.6 

A 

l%x  % 

9.6 

8.2 

% 

1H  x  H 

11.5 

10. 

% 

2y8x  ** 

17. 

14.2 

% 

2%xl% 

19.2 

19.2 

i 

2%xl% 

26.5 

24.2 

3%xl% 

35. 

31.2 

114 

3i4xl% 

42. 

38.4 

1% 

31/2x1% 

56. 

46. 

1% 

3%x2 

64. 

54. 

1% 

4i/8x2A 

1% 

5%x2% 

%"  and  larger  have  interlocking  lugs. 


1"  and  larger  have  reinforced  rivet  holes. 


Pear  Shape  "Missing  Links" 

Drop  Forged — Heat  Treated 

Larger  inside  dimensions  for  attaching  end  fittings 
of  larger  size  to  chain. 


Size 

Inches 

Width 

Small  End 

Width 

Large  End 

Length 

Inside 

% 

H 

1 

21/2 

% 

2-3 

1  6 

1% 

2% 

% 

1 

iy4 

3% 

% 

ll/8 

1% 

3% 

1 

1V4 

iy2 

3% 

1% 

1% 

1% 

41/4 

Weldless  Steel  Rings 

Drop  Forged — Heat  Treated 


Dimensions  Inches 
Stock  Inside 

Diam.  Diam. 

Safe 

Working 
Load  in  Tons 

% 

4 

3 

1 

4 

4% 

1!4 

5 

6 

CLEVIS  GRAB  and  SLIP  HOOKS 


Drop  Forged  Steel — Heat 
Treated 

With  the  Laughlin  Clevis  Grab 
there  is  no  need  for  connecting 
fittings.  Remove  the  cotter,  slip 
the  pin  thru  the  last  link  of  your 
chain,  replace  the  cotter  and  the 
job  is  done. 

A  stronger  connection  made  in 
less  time. 

The  housing  on  one  jaw  pro¬ 
tects  the  pin  from  end  thrust 
and  covers  the  cotter. 

*Slip  Hook  sizes  available. 


Chain 

Size 

Jaw 

Opening 

Pin 

Diam. 

Over-all 

Length 

*% 

1/2 

% 

3% 

% 

A 

3% 

*% 

\h 

V2 

4% 

A 

% 

A 

5fj 

*1/2 

11 

% 

5% 

% 

% 

% 

7 

Drop  Forged  TlimbuckleS  Weldless 


Take-up 

Diam.  Available  Ultimate  Tensile  Strength 

Thread  Inches  Hook  Eye  and  Jaw 


%x6 

2290 

4000 

1/2x6,  9,  12 

3670 

7500 

%x6,  9,  12 

5400 

12000 

%x6,  9,  12,  18 

7530 

18000 

%xl2,  18 

10000 

25000 

1  xl2,  18,  24 

12820 

33000 

11/4x12,  18,  24 

20570 

53000 

11/2x12,  18,  24 

29280 

78000 

I%xl8,  24 

105000 

2  x24 

138000 

2%x24 

223000 

All  Laughlin  Turnbuckles  have  hex.  ends.  New 
style  eye  ends  will  take  a  shackle  or  thimble. 

All  above  sizes  and  6-inch  take-ups  furnished  with 
stub  ends. 


Pear  Shaped  Sling  Links 

Drop  Forged — Weldless — Heat  Treated 


Diam. 

Stock 

Length 

Inside 

Width 

Small 

End 

Width 

Large 

End 

% 

21/2 

% 

1  % 

1/2 

3 

y2 

1% 

*  % 

3% 

iy4 

21/2 

*  % 

41/2 

iy2 

3 

*  % 

5% 

1% 

31/2 

*1 

6 

2 

4 

11/4 

6 

114 

3% 

*1% 

8% 

2% 

51/2 

*  New 

sizes 

with  large 

inside 

dimensions. 


No  welds  to  worry  about.  A  strong,  wear  resisting 
forging.  Costs  no  more  than  welded  rings. 


841-1-F2 
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LAUGHLIN  SAFETY  "FIST  GRIP”  CLIP 


ANCHOR  AND  CHAIN  SHACKLES 


Drop  Forged — Hot  Dip 
Galvanized 

The  safe  and  economical 
wire  rope  clip. 

Protect  your  investment 
in  wire  rope,  equipment 
and  employees  by  using 
Safety  “Fist  Grip”  Clips. 


ADVANTAGES 


1.  Cheaper  per  installation. 

2.  Greater  holding  power  with  less  weight.  Fewer 
clips  needed. 

3.  Fool  proof.  Cannot  be  put  on  backwards. 

4.  Nuts  easier  to  tighten  with  any  style  wrench. 
Cuts  installation  time  in  half. 

5.  Larger  gripping  surfaces  hold  rope  in  original 
position  without  crimping. 

6.  No  long  bolt  ends  to  get  battered  or  bent.  Easy 
to  remove  and  use  again. 

7.  Will  consistently  deliver  a  rope  efficiency  never 
attained  from  other  wire  rope  clips. 


Recommended  Number  of  Clips 


Size 

Safety 

L-Bolt 

ft- 14 

2 

2  to  4 

Tis 

2 

2  to  4 

% 

2 

2  to  4 

T6 

2 

3  or  4 

% 

2 

3  or  4 

A 

2 

3  or  4 

% 

2 

3  or  4 

% 

3 

4  or  5 

Vs 

4 

4  or  5 

1 

4 

4  or  5 

1% 

4 

4  or  5 

1% 

5 

5  to  8 

1% 

5 

5  to  8 

1  % 

5 

5  to  8 

Wedge  Sockets 


Cast  Steel 

Pins  are  not  supplied 
unless  specified.  Wedges 
are  always  furnished. 


Hope 

Size 

l)i;t  ni. 

Pin  Hole 

Width 

Between 

Jaws 

Width 

Outside 

Jaws 

% 

1ft 

% 

iy8 

y2 

lie 

% 

iy8 

% 

i% 

1% 

2  Vs 

% 

i  % 

1% 

2  Vs 

% 

i% 

1% 

2% 

i 

i% 

1% 

2% 

i% 

i% 

iy2 

2% 

H4 

2  Vs 

i % 

314 

Screw  Pin  Anchor 


Round  Pin  Chain 


Size, 

Inches 

Breaking 

Load, 

Tons 

Safe 

Load, 

Tons 

Length  in  Clear, 
Anchor  Chain 

Opening 

Between 

Jaws 

Diam. 

Pin 

V2 

7.1 

1.5 

1% 

1% 

in 

16 

% 

% 

10. 

2.2 

2% 

2 

1ft 

% 

% 

16. 

3.2 

2  Vs 

2% 

iy4 

% 

% 

21.6 

4.3 

3ft 

2tf 

ift 

1 

1 

26. 

5.6 

3% 

3ft 

iy8 

iy8 

33.4 

6.7 

414 

3ft 

m 

1% 

1% 

41.3 

8.3 

4« 

QL5 

°  1  G 

2ft 

1% 

1% 

50. 

10. 

514 

4ft 

2ft 

1% 

iy2 

60. 

12. 

5?4 

4% 

21/4 

1% 

1% 

81. 

16.2 

7 

53/4 

234 

2 

2 

106. 

21.3 

7% 

634 

314 

214 

214 

135. 

27. 

914 

71/8 

3  3,4 

21/2 

2% 

169. 

33.8 

10y2 

8 

4% 

23,4 

*2% 

202.5 

40.5 

ny2 

8 

4% 

3 

*3 

242.5 

46.5 

13 

ny2 

5 

314 

All  drop  forged  steel.  Furnished  with  either 
style  pin  and  with  hex.  hd.  bolt,  nut  and  cotter. 
Galvanized  or  self  colored  finish.  *  Sizes  not  fur¬ 
nished  with  screw  pin. 


LAUGHLIN  HOIST  HOOKS 

Drop  Forged  Steel — Heat  Treated 


Safe 

Wire  Rope 

Hook 

Size 

Load 

Chain 

Plow 

Imp. 

Eye 

Swivel 

Pounds 

P.C 

B.B.B. 

Steel 

P.S. 

22 

2 

1200 

14 

J4 

14 

y4 

23 

3 

1400 

1C 

24 

4 

1700 

Tg 

5 

1G 

fc. 

25 

5 

3000 

% 

% 

% 

% 

26 

6 

4200 

y2 

% 

V2 

1G 

27 

7 

5200 

% 

9 

1  6 

9 

16 

y2 

28 

8 

6200 

% 

% 

9 

1  G 

29 

9 

7500 

% 

% 

30 

10 

10000 

% 

% 

% 

% 

31 

11 

11700 

Vs 

32 

12 

13700 

1 

Vs 

Vs 

33 

13 

17000 

iy8 

1 

1 

1 

34 

14 

21200 

iy4 

iy8 

iy8 

IVs 

34A 

25000 

1% 

114 

114 

iy4 

35 

15 

30000 

1% 

1% 

1% 

1% 

36 

40000 

iy2 

iy2 

1V2 

*  Also  furnished  in  SAFETY  TYPE. 

Above  chart  shows  proper  size  hook  to  use  with 
Proof  Coil,  BBB  Chain,  Plow  Steel  and  Improved 
Plow  Steel  Wire  Rope. 
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CONTRACTORS  SUPPLY  CORP.  OF  NEW  JERSEY 


AMERICAN  LOGGING  TOOLS 


Steel  Socket  Peavies 


Solid 

Socket 

Size 

Maple  Hdl. 
No. 

List 

Hickory  Hdl. 
No. 

List 

21/4x3  ft. 

344 

$69.00 

346 

$74.00 

3% 

345 

71.00 

347 

78.00 

4 

16 

73.00 

46 

86.00 

41/2 

17 

75.00 

47 

89.00 

5 

18 

77.00 

48 

95.00 

2i/2x4 

19 

76.00 

49 

87.00 

4i/o 

20 

78.00 

50 

92.00 

5 

21 

80.00 

51 

97.00 

51/2 

22 

82.00 

52 

102.00 

2%x4i/2 

23 

90.00 

53 

105.00 

5 

24 

92.00 

54 

108.00 

51/2 

25 

94.00 

55 

114.00 

6 

26 

96.00 

56 

121.00 

3x5 

28 

103.00 

58 

119.00 

5l/2 

29 

105.00 

59 

128.00 

6 

30 

107.00 

60 

135.00 

Timber  Carriers 

With  Duck  Bili  or  Chisel  Bill  Hook 

r .  A 


No. 


Size 

with 

D.  B.  Hooks 

List 

2%x4  ft.  Maple 

425 

$74.00 

4% 

il 

426 

76.00 

5 

H 

427 

78.00 

3x5 

“ 

488 

105.00 

6 

“ 

489 

114.00 

2%x4  Hickory 

762 

82.00 

41/2 

“ 

763 

85.00 

5 

it 

764 

87.00 

Skidding  Tone 

Size 

Grab 
Hook  No. 

Round 
Hook  No. 

List 

% 

547 

506 

$112.00 

% 

557 

499 

132.00 

1 

558 

500 

150.00 

1% 

588 

501 

167.00 

1  % 

589 

502 

213.00 

iy4x24 

589-24 

502-24 

213.00 

Size 

With  Ring  No. 

List 

% 

507 

$104.00 

% 

548 

124.00 

1 

508 

141.00 

1% 

509 

157.00 

1  y* 

510 

202.00 

1  *4x24 

510 

-24 

202.00 

List 

$69.00 

71.00 

73.00 

99.00 

107.00 

78.00 

80.00 

82.00 


Malleable  Clasp  Cant  Hooks 

With  Short  or  Long  Toe  Kings 


Size 

Maple  Hdl. 
No. 

List 

Hickory  Hdl. 
No. 

List 

2^x3  ft. 

453 

$54.00 

460 

$61.00 

31/2 

454 

55.00 

461 

62.00 

4 

455 

58.00 

462 

66.00 

41/2 

456 

60.00 

463 

68.00 

5 

457 

62.00 

464 

70.00 

21/0x31/2 

458 

56.00 

465 

63.00 

4 

459 

59.00 

466 

67.00 

4l/o 

222 

61.00 

233 

69.00 

5 

223 

63.00 

234 

74.00 

51/2 

224 

65.00 

235 

78.00 

2  3/4x4 1/2 

225 

71.00 

236 

80.00 

5 

226 

73.00 

237 

84.00 

51/2 

227 

75.00 

238 

91.00 

6 

228 

77.00 

239 

97.00 

3x5 

230 

90.00 

241 

100.00 

5/2 

231 

92.00 

242 

105.00 

6 

232 

94.00 

243 

110.00 

Steel  Clasp  Cant  Hooks 

With  Short  or  Long  Toe  Kings 


Size 

Maple  Hdl. 
No. 

List 

Hickory  Hdl. 

No.  List 

2i/4x3 

675 

$59.00 

682 

$64  00 

3/2 

676 

60.00 

683 

66.00 

4 

677 

64.00 

684 

72.00 

4/2 

678 

66.00 

685 

74.00 

5 

679 

67.00 

686 

76.00 

21/2x31/2 

680 

61.00 

687 

67.00 

4 

681 

64.00 

688 

74.00 

41/2 

288 

66.00 

299 

76.00 

5 

289 

68.00 

300 

80.00 

51/2 

290 

70.00 

301 

84.00 

23/4x4V2 

291 

76.00 

302 

86.00 

5 

292 

78.00 

303 

90.00 

51/2 

293 

80.00 

304 

100.00 

6 

294 

82.00 

305 

107.00 

3x5 

296 

96.00 

307 

104.00 

51/2 

297 

98.00 

308 

112.00 

6 

298 

100.00 

309 

120.00 

Timber  Trucks 


For  Handling  Timber,  Kails,  Eyebeams  and  Other  Such  Merchandise. 


Heavy-duty  Hardwood  Frame.  Cast  Iron  Roller. 


Nos. 

Size,  Frame 

Diameter  Roller 

Weight,  Each 

List  Each 

649 

i6y2"xi9y2" 

6" 

43  lbs. 

$22.00 

640 

21"  x26" 

7" 

73  lbs. 

31.00 

650 

21"  x26" 

8" 

80  lbs. 

38.00 

Price  on  Application. 
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AMERICAN  LOGGING  TOOLS 


Swamp  Hooks 


No. 

Size 

550 

1"  Oct, 

551 

iy8  “ 

552 

iy4  “ 

Cold 

Shuts 

List 

No. 

Size 

per  100 

615 

y4 

$  7.50 

616 

%« 

8.00 

617 

% 

9.00 

618 

7/l6 

10.00 

619 

y2 

13.00 

620 

% 

21.50 

621 

% 

43.00 

622 

y8 

78.00 

623 

i 

114.00 

Chain 


STYLE  “B” 


Grab  Hook 

Round  Hook 

Grab  Hook 

Round  Hook 

List 

No. 

No. 

Size 

per  100 

601 

608 

y4 

$16.00 

602 

609 

6/ie 

20.00 

603 

610 

% 

28.00 

604 

611 

%6 

37.00 

605 

612 

y2 

50.00 

606 

613 

% 

94.00 

607 

614 

3A 

144.00 

Car  Door 

Rollers 

r 

No. 

Length 

List 

659 

41/2  ft. 

$21.00 

872 

5 

22.00 

ft - 

No. 

Length 

List 

875 

41/2  ft. 

$30.00 

876 

5  ft. 

33.00 

878 

5  to  8 

ft. 

38.00 

All  Steel  Load  Binders 


No. 

Weight  each 

List  per  doz 

305 

5  lbs. 

$48.00 

306 

8  lbs. 

54.00 

651 

11  lbs. 

68.00 

652 

14  lbs. 

95.00 

Maple  and  Hickory 
Cant  Hook  &  Peavy  Handles 


m 


Size 

Maple 

Maple 

Hickory 

Hickory 

No. 

List 

No. 

List 

21,4x3  ft. 

966 

$18.00 

974 

$19.00 

31/2 

700 

19.00 

850 

22.00 

4 

701 

22.00 

851 

27.00 

41/2 

702 

24.00 

975 

30.00 

5 

27.00 

986 

33.00 

2i/ox3 

967 

18.00 

976 

20.00 

31/2 

968 

19.00 

977 

23.00 

4 

703 

22.00 

750 

28.00 

41/2 

704 

24.00 

751 

31.00 

5 

705 

27.00 

752 

35.00 

Aluminum  Pike  Poles — N/2” 

Dia. 

With  Pike 
And  Hook 

List  Per 

No. 

Dozen 

With 

10  foot 

Handles 

1110 

$  92.00 

With 

12  foot 

Handles 

1112 

105.00 

With 

14  foot 

Handles 

1114 

115.00 

With 

16  foot 

Handles 

1116 

145.00 

With 

18  foot 

Handles 

1118 

180.00 

With 

20  foot 

Handles 

1120 

215.00 

White  Ash  Pike  Poles — IVs"  Dia. 


Length 

Curved 
Pike  & 
Hook 
No. 

6 

351 

8 

352 

10 

400 

12 

401 

14 

402 

16 

403 

18 

404 

20 

405 

Straight 
Pike  & 
Hook 
No. 

List 

353 

$54.00 

354 

65.00 

406 

75.00 

407 

84.00 

408 

101.00 

409 

130.00 

410 

165.00 

411 

205.00 

Straight 

Pike 

No. 

List 

355 

$51.00 

356 

63.00 

412 

69.00 

413 

81.00 

414 

97.00 

415 

121.00 

416 

157.00 

417 

201.00 

33-2-51 
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CONTRACTORS  SUPPLY  CORP.  OF  NEW  JERSEY 


“American  Brand” 
PURE  MANILA  ROPE 


STANDARD  AND  SPECIAL  LAYS  IN  A  FULL  RANGE  OF  SIZES 


4-STRAND  TRANSMISSION 


WEIGHT  AND  STRENGTH  CHART 


Dia¬ 

meter 

Circ. 

Approx. 

Croat 

Weight 

Approx. 

Length 

Approx. 

Feet 

per 

Pound 

Approx. 

Weight 

root 

Min.  Tensile 
Strength  of 
“Ameri¬ 
can 

Brand” 

Manila  Rope 

Safe 

Working 

Strains 

ini. 

ins. 

Ibt. 

ft. 

ibt. 

ibt. 

Ibt. 

A 

Va 

45 

3000 

66.6 

.015 

450 

90 

*4 

% 

55 

2750 

50.0 

.020 

600 

120 

A 

1 

65 

2250 

34.5 

.029 

1000 

200 

Va 

P/s 

66 

1620 

24.4 

.041 

1350 

270 

A 

P/4 

63 

1200 

19.0 

.053 

1750 

350 

H 

P/a 

75 

1200 

16.0 

.063 

2250 

450 

Vi 

P/2 

90 

1200 

13.3 

.075 

2650 

530 

A 

P/4 

125 

1200 

9.61 

.104 

3450 

690 

5/s 

2 

160 

1200 

7.50 

.133 

4400 

880 

3/4 

2/4 

200 

1200 

6.00 

.167 

5400 

1080 

ii 

2/2 

234 

1200 

5.13 

.195 

6500 

1300 

7/s 

2/4 

270 

1200 

4.45 

.225 

7700 

1540 

1 

3 

324 

1200 

3.71 

.270 

9000 

1800 

1* 

3>/4 

375 

1200 

3.20 

.313 

10500 

2100 

P/s 

3/2 

432 

1200 

2.78 

.360 

12000 

2400 

l*/4 

35/4 

502 

1200 

2.40 

.418 

13500 

2700 

1 A 

4 

576 

1200 

2.09 

.480 

15000 

3000 

4'/2 

720 

1200 

1.67 

.600 

18500 

3700 

1% 

5 

893 

1200 

1.34 

.744 

22500 

4500 

1% 

5/2 

1073 

1200 

1.12 

.895 

26500 

5300 

2 

6 

1290 

1200 

.930 

1.08 

31000 

6200 

2  V8 

6/2 

1503 

1200 

.800 

1.25 

36000 

7200 

21/4 

7 

1752 

1200 

.685 

1.46 

41000 

8200 

21/2 

7'/2 

2004 

1200 

.600 

1.67 

46500 

9300 

25/8 

8 

2290 

1200 

.524 

1.91 

52000 

10400 

2  Vs 

81/2 

2580 

1200 

.465 

2.15 

58000 

11600 

3 

9 

2900 

1200 

.414 

2.42 

64000 

12800 

2  Vs 

9/2 

3225 

1200 

.372 

2.69 

71000 

14200 

3>/4 

10 

3590 

1200 

.335 

2.99 

77000 

15400 

35/8 

11 

4400 

1200 

.273 

3.67 

91000 

18200 

4 

12 

5225 

1200 

.230 

4.36 

105000 

21000 

4  Strand  wgts.  about  7 %  more  than  3  Strand 


This  is  the  very  best  Manila  rope.  It 
is  made  entirely  of  selected,  long-fibre, 
hemp  by  American  Manufacturing 
Company,  Brooklyn,  New  York,  one 
of  the  world’s  largest  cordage  mills. 
“AMERICAN  BRAND”  PURE 
MANILA  ROPE  reflects  its  quality 
in  its  appearance.  It  is  clean,  smooth 
and  flexible,  making  it  easy  to  rig  and 
handle.  It  is  always  dependably  uni¬ 
form  in  size  and  strength.  The  special 
cordage  solution  used  in  waterproofing 
“AMERICAN  BRAND”  PURE  MA¬ 
NILA  ROPE  imparts  a  stubborn  re¬ 
sistance  to  moisture  and  drying  out.  It 
gives  excellent  service  under  the  most 
difficult  conditions.  “AMERICAN 
BRAND”  PURE  MANILA  ROPE  is 
made  in  a  complete  range  of  sizes  for 
utility  and  industrial  uses. 

For  ready  identification  by  the  pur¬ 
chaser,  all  “AMERICAN  BRAND” 
PURE  MANILA  ROPE  %"  in  diameter 
and  larger  has  red  and  green  marker 
yarns.  “AMERICAN  BRAND” 
NYLON  ROPE  also  available  in  all 
sizes. 


Look  for  the  RED  and  GREEN  Markers 


282-1-53 
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"Royal''  Plumbers  Spun  Oakum 


This  excellent  oakum  is  made  from  top- 
grade  jute  fibre  treated  with  high  quality  tar. 
It  is  used  by  plumbing  contractors  for  caulk¬ 
ing  bell  and  spigot  joints,  soil  pipes  and  gas 
mains.  Also  used  for  log  cabins  and  other 
similar  work.  Made  in  both  spun  and  unspun 
forms — the  spun  form  being  the  most  gen¬ 
erally  used. 

SPUN — Fibres  are  loosely  twisted  to  form 
a  strand.  Packed  in  bulk  in  50-lb.  bales. 


Rapid 

Twisted 

Jute 

Packing 


MMWto 


In  quality,  this  product  is  the  equal  of 
EAGLE  TWISTED  JUTE  PACKING.  It  is 
made  for  jobs  smaller  than  those  for  which 
baled  plumbers  oakum  or  twisted  jute  pack¬ 
ing  are  used.  Construction  is  a  single  strand 
approximately  %"  in  diameter.  Put  up  in 
5-lb.  tubes  packed  in  individual  cardboard 
boxes,  10  boxes  to  a  50-lb.  carton.  Furnished 
in  tarred  or  untarred  form. 


American  No.  1  Best  Marine  Oakum 


American  No.  1  Best  Marine  Oakum  is 
manufactured  from  new,  clean,  pure  hemp 
fiber.  It  is  carefully  carded,  uniformly  spun 
and  thoroughly  impregnated  with  a  high 
quality  pine  tar.  This  special  treatment 
makes  it  impervious  to  water  and  protects 
the  fiber. 


"Eagle"  Twisted  Jute  Packing 


EAGLE  TWISTED  JUTE  PACKING  is 
similar  to  Plumbers  Oakum.  Principal  dif¬ 
ference  is  in  the  treatment  of  the  fibres  and 
in  the  put-up.  There  are  three  types — 
TARRED  — UNTARRED  (OILED)— DRY. 
Put  up  in  50-lb.  and  100-lb.  coils. 


Jute  Packing  Requirement  Chart 
Vitrified  Clay  Pipe 


Inside 

Diameter 

Weight, 

Jute 

Inside 

Diameter 

Weight, 

Jute 

4” 

.05 

21" 

.53 

6" 

.08 

24" 

.83 

8" 

.19 

27" 

1.11 

10" 

.23 

30" 

1.42 

12" 

.27 

33" 

1.58 

15" 

.33 

36" 

2.72 

18" 

.38 

Bell  and  Spigot  Pipe 


Diameter 
of  Pipe 

Pounds 
of  Jute 
Required 

Per  Joint 

Diameter 
of  Pipe 

Pounds 
of  Jute 
Required 
Per  Joint 

3" 

.18 

24" 

1.50 

4" 

.21 

30" 

2.06 

6" 

.31 

36" 

3.00 

8" 

.44 

42" 

3.62 

10" 

.53 

48" 

4.37 

12" 

.61 

54" 

6.25 

14" 

.81 

60" 

8.25 

16" 

.94 

72" 

12.50 

18" 

1.00 

84" 

15.00 

20" 

1.25 

These  specifications  will  vary  in  actual 
application,  but  represent  a  fair  approxima¬ 
tion  of  the  amount  of  jute  packing  required 
per  joint. 


"American"  Square  Braided  Jute 
Packing 

Available  in  y2",  %"  and  %"  diameter 
size. 
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YELLOW  STRAND  and  OTHER  GRADES  of  WIRE  ROPE 

-both  “FLEX-SET”  PREFORMED  and  STANDARD  CONSTRUCTION 

For  many  years  we  have  had  the  privilege  and  satisfaction  of  selling  Broderick  &  Bas- 
com’s  Wire  Ropes.  Year  by  year  we  have  seen  them  become  more  strongly  entrenched  in  the 
preferences  of  users  because  of  outstanding  performance  under  most  difficult  service  condi¬ 
tions. 

The  Broderick  &  Bascom  Rope  Company  has  made  wire  rope  exclusively  since  1875,  and 
operates  four  of  the  most  modern  wire  rope  factories  in  the  world,  in  point  of  size,  equipment, 
working  conditions  and  in  the  employment  of  expert  workmen. 

UNIFORMITY,  and  a  fine  BALANCE  of  elasticity,  flexibility,  toughness  and  tensile 
strength  result  from  carefully  testing  and  selecting  the  wire  for  Yellow  Strand  and  all  other 
Broderick  &  Bascom  Wire  Ropes. 


THE  DIFFERENCE  BETWEEN 
STANDARD  AND  "FLEX-SET"  PREFORMED  WIRE  ROPE 


There  are  two  ways  to  make  wire  rope — the  stand¬ 
ard  process  and  the  preforming  process.  The  wire 
used  in  both  processes  is  exactly  the  same;  but  in 
the  standard  process  the  wires  and  strands  are 
forcibly  twisted  to  the  helical  form  they  occupy  in 
the  rope. 

Released  by  snipping  the  wire  that  binds  them  to¬ 
gether  at  the  ends,  the  wires  instantly  spring  apart. 
Even  when  the  rope  is  not  in  use,  the  wires  and 
strands  are  always  under  the  stress  of  trying  to 
untwist  and  pull  apart.  Engineers  call  this  “internal 
stress.” 

In  the  preforming  process  the  wires  and  strands 
are  set  to  a  permanently  helical  form  before  they 
go  into  the  rope.  This  almost  entirely  eliminates 
“internal  stress.”  Snip  the  binding  wire  and  there 
is  not  the  slightest  tendency  to  fly  apart.  This 
means  that  there  is  practically  no  internal  stress. 

Without  internal  stress  the  rope  is  found  to  have 


many  qualities  not  found  in  rope  of  standard  con¬ 
struction.  In  fact,  there  are  twelve  outstanding 
advantages : 

1.  Is  easier  to  handle. 

2.  Is  installed  more  quickly. 

3.  Is  80%  pre-broken  in. 

4.  Withstands  severe  bending. 

5.  Is  less  subject  to  fatigue. 

6.  Is  less  apt  to  kink. 

7.  Spools  more  evenly — runs  more  smoothly. 

8.  Is  quickly,  easily,  perfectly  spliced  and  socketed. 

9.  Can  be  handled  more  safely. 

10.  Makes  Lang  Lay  more  practical. 

11.  Makes  Independent  Wire  Rope  Center  more 
practical. 

12.  Lasts  longer — saves  money. 

All  Grades  of  Broderick  &  Bascom  Wire  Rope  May 
Be  Had  PREFORMED.  Write  for  Prices. 


WIRE  ROPE  CONSTRUCTION 

Here  are  cross  sections  of  constructions  most  frequently  used.  We  can  furnish  promptly,  however,  ropes 
of  special  construction  having  almost  any  number  of  wires  in  the  strand,  for  conditions  where  ordinary  con¬ 
struction  ropes  are  not  adapted. 


6x7  Haulage  Rope 

Has  six  strands  of  seven  wires  each. 
Used  where  there  is  much  abrasion,  and 
flexibility  is  not  important,  as  for  mine 
haulage,  guys,  ships'  rigging,  sand  lines, 
etc. 


6x19  Seales  Construction 

Each  strand  has  nine  large  outer  wires, 
nine  small  inner  wires  and  one  large  cen¬ 
ter  wire.  Used  where  abrasion  is  a  gov¬ 
erning  factor.  Not  furnished  unless  speci¬ 
fied. 


6x19  Filler  Wire  Construction 

Each  strand  has  19  wires  approximately 
same  size,  and  six  small  filler  wires.  Used 
principally  on  mine  hoists,  elevators,  con¬ 
veyors,  stump  pullers  and  general  hoisting 
purposes,  where  pliability  and  strength  are 
desired. 


6x37  Special  Extra  Flexible 
Hoisting  Rope 

Six  strands  of  37  wires  each.  Used 
where  extreme  pliability  and  great 
strength  are  required.  While  its  break¬ 
ing  strength  is  greater  than  the  8x19  con¬ 
struction,  the  outer  wires  are  smaller 
and  will  not  stand  as  much  surface  wear. 

(Continued  on  next  page) 
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Extra  Flexible  Hoisting  Rope 
8x19  Construction 

Has  eight  strands  of  19  wires  each. 
More  flexible  than  6x19  construction,  but 
not  as  strong.  Should  not  be  used  on 
drums  where  there  is  much  over-winding 
as  it  tends  to  flatten  and  lose  shape. 


YELLOW  STRAND  WIRE  ROPE 


Tiller  Rope 

Composed  of  six  individual  ropes  laid 
about  a  hemp  core — each  rope  consists  of 
six  strands,  seven  wires  per  strand,  laid 
around  a  hemp  core. 

Used  on  steamboats  for  steering  ropes, 
and  almost  universally  as  Hand  Ropes  for 
starting  and  stopping  passenger  and 
freight  elevators. 


NOTE — The  substitution  of  either  a  wire  rope  center  or 
a  wire  strand  for  a  hemp  center  increases  the  rope’s 
ability  to  resist  crushing. 


Lays  of  Wire  Rope 


Regular  Lay  Rope — Preferred  for  general  hoisting. 


Lang  Lay  Rope,  with  independent  wire  rope  center — for 
very  severe  service,  such  as  dragline  excavators,  power 
shovels,  etc. 


How  to  Order  Wire  Rope 

In  ordering  wire  rope  be  sure  to  give  the  follow¬ 
ing  information: 

Length 
Diameter  * 

Number  of  strands 
Number  of  wires  per  strand 
Grade— YELLOW  STRAND,  Plow,  etc. 
State  whether  PREFORMED  or  standard 


Especially  recommended  for  use  in  deep 
shafts,  on  inclines,  log  skidders,  steam  and 
electric  shovels,  draglines,  heavy  duty 
cranes,  and  all  other  places  where  great 
strength  and  stamina  are  required. 


6  Strands,  19  Wires  Per  Strand,  Around  a 


l>iam. 

Hemp  Center 

Strength 

in 

Approx.  Weight 

Tons 

Inches 

Per  Foot 

2,000  Lbs. 

%  . 

. 10 

2.74 

TU  . 

. 16 

4.26 

%  . 

. 23 

6.10 

Vl6  . 

. 31 

8.27 

%  . 

. . . 40 

10.7 

9 

TU  . 

. 51 

13.5 

%  . 

. 63 

16.7 

%  . 

. .  .90 

23.8 

7/s  . 

.  1.23 

-32.2 

1  . 

.  1.60 

41.8 

iy8  . 

.  2.03 

52.6 

i  %  . 

.  2.50 

64.6 

i%  . 

.  3.03 

77.7 

iy2  . 

. .  3.60 

92.0 

-*■  /2  . 

6  Strands, 

7  Wires  Per  Strand, 

Around  a 

Hemp  Center 

y  . 

. 094 

2.64 

%6  . 

. 15 

4.10 

%  . 

. 21 

5.86 

. 29 

7.93 

%  . 

. 38 

10.3 

%0  . 

. 48 

13.0 

%  . 

%  . 

. 59 

15.9 

. 84 

22.7 

%  . 

. .  1.15 

30.7 

8  Strands, 

19  Wires  Per  Strand, 

Around  a 

Hemp  Center 

14  . 

. . 09 

2.35 

. . 14 

3.65 

%  . 

. 20 

5.24 

. 28 

7.09 

y> 

. 36 

9.23 

%« 

. 46 

11.6 

5/„ 

. 57 

14.3 

3/  . 

. 82 

20.5 

%  . 

. .  1.11 

27.7 

1 

.  1.45 

36.0 

1U 

.  1.84 

45.3 

iy  . 

.  2.27 

55.7 

Lay — Regular  or  lang  lay  (or  left  lay) 

Center — Hemp  or  wire 

It  is  generally  advisable  to  specify  use  for 

which  rope  is  intended 

♦Diameter — The  true  di¬ 
ameter  of  a  wire  rope  is  the 
diameter  of  a  circle  which 
will  enclose  it.  In  using  the 
caliper  be  careful  to  avoid 
measuring  across  two  adja¬ 
cent  strands.  (See  illustra¬ 
tion.) 


6  Strands,  37  Wires  Per  Strand,  Around  a 
Hemp  Center 


y  . 

.10 

2.59 

%6  . 

.  .16 

4.03 

%  . 

. . 22 

5.77 

%6  . 

. 30 

7.82 

y2  . 

. . 39 

10.2 

9/l6  . 

. 49 

12.9 

%  . 

.61 

15.8 

%  . 

. 87 

22.6 

7/s  . 

1.19 

30.6 

1  .  - 

.  1.55 

39.8 

iy«  . - . 

1.96 

50.1 

iy  . . . 

.  2.42 

61.5 

1%  . 

.  2.93 

74.1 

iy2  . 

.  3.49 

87.9 
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Plow  Steel  Wire  Rope 

Though  not  as  strong  as  Yellow  Strand, 
Plow  Steel  is  the  next  grade  to  it,  and  is  fre¬ 
quently  used  by  contractors,  quarrymen, 
miners,  and  in  any  work  that  does  not  require 
the  strength  of  Yellow  Strand. 

6  Strands,  19  Wires  Per  Strand,  Around  a 
Hemp  Center 


DUm.  Strength 

in  Approx.  Weight  Tons 

Inches  Per  Foot  2,000  Lbs. 

Vi  . 10  2.39 

%6  . 16  3.71 

%  . 23  5.31 

. 31  7.19 

%  . 40  9.35 

%6  . 51  11.8 

%  . 63  14.5 

%  . 90  20.7 

%  .  1.23  28.0 

1  1.60  36.4 

1%  .  2.03  45.7 

lVi  .  2.50  56.2 

1%  .  3.03  67.5 

1  %  .  3.60  80.0 


6  Strands,  7  Wires  Per  Strand,  Around  a 
Hemp  Center 

Vi  . . . 094  2.30 

% s  . 15  3.56 

%  . 21  5.10 

. 29  6.90 

%  . 38  8.96 

,%6  . 48  11.3 

%  . 59  13.9 

ai  . 84  19.8 

7/s  .  1.15  26.7 


8  Strands,  19  Wires  Per  Strand,  Around  a 
Hemp  Center 

Vi  . 09  2.04 

%6  . 14  3.18 

%  . 20  4.55 

. 28  6.17 

%  . 36  8.02 

,%s  . 46  10.1 

%  . 57  12.4 

%  . 82  17.8 

%  .  1.11  24.1 

1  1.45  31.3 

1%  .  1.84  39.4 

1%  .  2.27  48.4 


6  Strands,  37  Wires  Per  Strand,  Around  a 
Hemp  Center 

Vi  . 10  2.25 

Vie  . 16  3.50 

%  . 22  5.02 

7/is  . 30  6.80 

%  . 39  8.85 

Sis  . - . 49  11.2 

%  . 61  13.7 

%  . 87  19.6 

%  .  1.19  26.6 

1  1.55  34.6 

1 Vi  .  1.96  43.5 

1  Vi  .  2.42  53.5 

1%  .  2.93  64.5 

1  V4  .  3.49  76.4 


EXCAVATING  MACHINE  ROPES 

Tremendous  strides  have  been  made  in  the  past 
few  years  in  improvement  of  design  of  all  types  of 
excavating  equipment. 

Broderick  &  Bascom  Rope  Company  has  put 
forth  every  effort  to  keep  abreast  of  these  rapid 
changes,  by  constantly  improving  their  wire  rope 
making  machinery  and,  at  the  same  time,  offering 
to  the  excavating  machine  owner  an  efficient,  prac¬ 
tical  staff  of  field  representatives  who  are  always 
at  hand  to  offer  cost-lowering  suggestions. 

The  rapidly  increasing  use  of  Flex-Set  Preformed 
Yellow  Strand  Rope  is  one  of  the  greatest  factors 
in  lowering  operating  costs. 

In  the  following  paragraphs,  general  types  of 
excavating  machinery  are  shown.  It  would  be 
impossible  to  describe  every  model  of  machine  in 
use  today;  therefore,  we  suggest  that  you  talk  to 
our  nearest  representative  about  your  particular 
problem — or  write  us. 

DIPPER  SHOVEL 

Hoist  Lines 

For  sizes  up  to  and  including  1"  diameter  use 
6x19  Flex-Set  Preformed  Yellow  Strand,  Lang  Lay, 
with  Independent  Wire  Rope  Center.  In  sizes  1  %" 
and  larger  size  use  6x41  Flex-Set  Preformed  Yellow 
Strand,  Lang  Lay,  with  Independent  Wire  Rope 
Center. 

All  models  of  Northwest  shovels  require  6x41 
Flex-Set  Preformed  Yellow  Strand,  Lang  Lay,  with 
Independent  Wire  Rope  Center,  regardless  of  rope 
size. 

Boom  Lines 

Use  6x19  Yellow  Strand,  Regular  Lay,  with  Inde¬ 
pendent  Wire  Rope  Center.  If  boom  is  raised  and 
lowered  frequently  Flex-Set  Preformed  construction 
should  be  used. 

Trip  Lines 

A  6x19  or  6x37  Plow  Steel  rope  is  ordinarily  used 
for  a  hand  trip  line.  If  the  shovel  is  equipped  with 
a  power  trip,  Flex-Set  Preformed  Yellow  Strand 
should  be  specified. 

Rack  and  Crowd  Ropes 

For  sizes  up  to  and  including  1"  diameter  use 
6x19  Flex-Set  Preformed  Yellow  Strand,  Lang  Lay, 
with  Independent  Wire  Rope  Center. 

In  diameters  1  Vi"  and  larger  use  6x41  Flex-Set 
Preformed  Yellow  Strand,  Lang  Lay,  with  Inde¬ 
pendent  Wire  Rope  Center. 

DRAG  LINE  MACHINE 

Drag  Lines 

Drag  line  ropes  are  probably  subjected  to  more 
variable  service  than  any  other  rope,  since  the 
load  imposed  is,  in  many  cases  limited  only  by  the 
breaking  strength  of  the  rope.  Experience  has 
shown  that  a  6x19  Flex-Set  Preformed  Yellow 
Strand,  Lang  Lay,  Independent  Wire  Rope  Center 
Special  Dragline  rope  is  best  for  this  service. 

Hoist  Lines 

In  sizes  up  to  and  including  1"  diameter  use 
6x19  Flex-Set  Preformed  Yellow  Strand,  Lang 
Lay,  with  Independent  Wire  Rope  Center.  Larger 
sizes  require  6x41  Flex-Set  Preformed  Yellow 
Strand,  Lang  Lay,  with  Independent  Wire  Rope 
Center. 

Boom  Lines 

Boom  lines  are  usually  ordered  in  6x19  Yellow 
Strand,  Regular  Lay,  Hemp  Center  construction. 
In  cases  where  there  is  excessive  vibration  in  the 
boom,  Flex-Set  Preformed  Yellow  Strand  should  be 
specified.  Independent  Wire  Rope  Center  should  be 
used  if  overwinding  or  drum  crushing  occurs. 
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CLAM  SHELL 

Closing  Lines 

The  closing  line  is  replaced  most  frequently  on  a 
Clam  Shell  machine,  because  of  the  severe  reverse 
bending  in  the  closing  mechanism. 

For  average  or  light  service  use  6x19  Flex-Set 
Preformed  Yellow  Strand,  Regular  Lay,  Hemp  Cen¬ 
ter.  For  severe  service,  especially  in  sizes  1"  or 
larger,  use  6x19  Flex-Set  Preformed  Yellow  Strand, 
Lang  Lay,  with  Independent  Wire  Rope  Center. 

A  more  flexible  construction  is  occasionally  re¬ 
quired  on  a  bucket  with  multiple  reeving  through 
very  small  sheaves. 

Holding  Lines 

Use  6x19  Flex-Set  Preformed  Yellow  Strand, 
Regular  Lay,  Hemp  Center.  If  rope  tends  to  flatten 
or  crush  on  drum  use  Independent  Wire  Rope  Center. 

Tag  Lines 

The  tag  line  on  a  clamshell  is  not  subjected  to 
heavy  loads  and  may  be  6x19  Yellow  Strand  or 
Plow  Steel,  Regular  Lay,  Hemp  Center. 

Boom  Lines 

Use  6x19  Yellow  Strand,  Regular  Lay,  with  Inde¬ 
pendent  Wire  Rope  Center. 

SKIMMER 

Load  Lines  and  Pull  Back  Lines 

Because  of  the  variable  loads  and  many  bends  to 
which  load  lines  and  pull  back  lines  are  subjected 
in  skimming  operations,  we  recommend  6x19  Flex- 
Set  Preformed  Yellow  Strand,  Lang  Lay,  with  Inde¬ 
pendent  Wire  Rope  Center. 

Boom  Lines  and  Topping  Lines 

Boom  lines  on  skimmers  may  be  standard  Yellow 
Strand  in  6x19  Regular  Lay,  Hemp  Center,  but 
Flex-Set  Preformed  Yellow  Strand  is  preferred  if 
work  is  heavy. 

Trip  Line 

Use  6x19  Yellow  Strand  or  Plow  Steel  rope, 
Regular  Lay,  Hemp  Center. 


DIRT  MOVING  EQUIPMENT 

Although  all  of  the  excavating  machines  shown 
on  previous  pages  are  actually  dirt  moving  equip¬ 
ment,  it  seems  advisable  to  segregate  the  newer 
types  of  dirt  moving  machinery  such  as  scrapers, 
bulldozers,  etc.,  into  a  separate  category  inasmuch 
as  the  motive  force  for  moving  dirt  is  usually  a 
tractor  rather  than  the  machine  itself. 

There  are  so  many  new  types  of  portable  dirt 
moving  machinery  that  it  is  impossible  to  list  spe¬ 
cific  recommendations  for  each  rope  used.  Most 
of  these  machines,  however,  have  been  so  designed 
that  small  rope  is  used  on  them  and  from  our  expe¬ 
rience  we  find  that  and  6x19  Flex-Set 

Yellow  Strand,  Lang  Lay,  I.  W.  R.  C.  ropes  will  be 
found  very  satisfactory  in  almost  all  cases. 

For  recommendations  on  any  individual  machine 
we  suggest  that  you  write  us  for  further  infor¬ 
mation. 


TRENCH  HOE 

Digging  Line 

Since  a  Trench  Hoe  or  Pull  Shovel  is  a  combina¬ 
tion  of  dipper  and  dragline,  the  same  type  of  ropes 
are  furnished  on  all  three. 

The  digging  line  should  always  be  a  6x19  Flex-Set 
Preformed  Yellow  Strand,  Lang  Lay,  Independent 
Wire  Rope  Center. 

Boom  Hoist  Line 

The  boom  hoist  line  is  an  active  load  line  and 
should  be  6x19  Flex-Set  Preformed  Yellow  Strand, 
Lang  Lay,  with  Independent  Wire  Rope  Center. 

Shear  Leg  Cable 

The  same  specification  is  used  for  boom  and  shear 
leg  cables.  Other  ropes  such  as  driver  cables, 
gantry  lines,  etc.,  are  used  on  some  machines. 
When  ordering  rope,  specify  the  model  of  machine 
on  which  the  rope  is  to  be  used  and  we  will  give 
you  our  specific  recommendations. 

BACK  FILLER 

Drag  Line 

Use  6x19  Flex-Set  Preformed  Yellow  Strand,  Lang 
Lay,  with  Independent  Wire  Rope  Center. 

Hoist  Line 

Use  6x19  Flex-Set  Preformed  Yellow  Strand, 
Regular  Lay,  Hemp  Center.  If  drum  crushing 
occurs  use  6x19  Flex-Set  Preformed  Yellow  Strand, 
Lang  Lay,  with  Independent  Wire  Rope  Center. 

Boom  Suspension  and  Boom  Hoist  Lines 

6x19  Yellow  Strand  ropes  in  Regular  Lay,  Hemp 
Center  are  suitable  for  boom  suspension  and  boom 
hoist  lines.  If  drum  crushing  occurs  on  the  boom 
hoist  line  use  6x19  Flex-Set  Preformed  Yellow 
Strand,  Regular  Lay,  with  Independent  Wire  Rope 
Center. 

WINCH  LINES 

We  have  found  that  in  diameters  smaller  than  y2" 
6x19  Flex-Set  Preformed  YELLOW  STRAND, 
Regular  Lay,  Independent  Wire  Rope  Center  pro¬ 
vides  the  necessary  strength,  satisfactory  wearing 
quality,  and  reasonable  flexibility,  and  will  give  eco¬ 
nomical  service. 

In  sizes  y2"  through  %"  we  recommend  6x31 
Flex-Set  Preformed  YELLOW  STRAND,  Regular 
Lay,  Independent  Wire  Rope  Center;  and  in  sizes 
1"  and  larger,  in  order  to  secure  maximum  flexi¬ 
bility,  we  recommend  6x37  Flex-Set  Preformed 
YELLOW  STRAND,  Regular  Lay,  Independent 
Wire  Rope  Center. 


The  three  types  are  illustrated  below: 


6x19  I.W.B.C.  6x31  I.YV.R.C.  6x37  I.W.R.C. 


As  winch  lines  are  subject  to  severe  drum  crush¬ 
ing,  Independent  Wire  Rope  Center  is  always  rec¬ 
ommended.  Because  of  the  severe  spooling  conditions 
they  should  be  Preformed.  YELLOW  STRAND 
grade  is  necessary  to  provide  maximum  breaking 
strength. 

We  recommend  that  winch  lines  be  factory 
equipped  with  a  dirigo  hook  spliced  in.  If  the  line 
is  regularly  used  in  a  choker  hitch,  it  would  be 
preferable  to  use  a  choker  hook,  or  better  still  pro¬ 
vide  choker  slings  for  making  the  attachment  to 
the  load. 
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YELLOW  STRAND  WIRE  ROPE  RRAIDED  SAFETY  SLINGS* 
AND  STANDARD  WIRE  ROPE  SLINGS 


Making  a  sling  is  both  an  engineering  and 
a  manufacturing  problem — a  job  for  modern 
equipment  and  skilled  hands.  Broderick  & 
Bascom  maintain  a  separate  department  de¬ 
voted  exclusively  to  this  highly  specialized 
work.  Let  us  give  you  the  benefit  of  the 


69-year  experience  of  their  engineers  and 
splicers. 

Because  of  the  great  many  uses  for  slings 
and  the  wide  variety  of  sizes  and  kinds,  it  is 
possible  to  show  only  a  few  of  the  more 
general  types. 


YELLOW  STRAND  BRAIDED  SAFETY  SLINGS* 


Flexible,  light-weight  and  kink-proof,  this 
patented  sling  will  hoist  a  locomotive  or  a 
barrel  with  equal  security.  Each  sling  has 
the  stamina  of  Yellow  Strand  Wire  Rope. 
Braided  by  B  &  B’s  expert  splicers,  its  excep¬ 
tional  pliability  enables  it  to  grip  a  load 
softly,  snugly  and  without  damage  to  a 


TYPE  M-l 

Type  M-l  are  single  slings  of  braided  construction 
using  either  four  or  eight  parts  of  Yellow  Strand 
Wire  Rope.  The  eight-part  slings  are  highly  recom¬ 
mended  for  flexibility,  ease  of  handling  and  all- 
around  satisfactory  service.  Four-part  slings  may 
be  preferred  if  the  rope  itself  is  subject  to  abrasion. 

These  slings  may  be  furnished  in  any  length  with 
either  heavily  served  loop  ends  or  thimbles.  Hooks, 
rings,  shackles,  links  or  sockets  may  be  added. 

When  used  as  a  choker  hitch  thimbles  must 
be  used  to  prevent  chafing  the  rope.  Thimbles  are 
so  designed  that  either  will  pass  through  the  other, 
thus  permitting  choker  slings  to  be  changed  end 
for  end  to  equalize  wear  on  the  rope. 

•Patents:  U.  S.  1475859,  1524671,  2142641,  2142642,  2299568; 
Canadian,  252874,  258068. 


finished  surface. 

By  adding  hooks,  thimbles,  links,  shackles, 
turnbuckles  or  other  fittings,  Yellow  Strand 
Braided  Safety  Slings  are  adaptable  to  prod¬ 
ucts  of  varied  size  and  shape.  If  you  need 
a  special  sling  for  your  special  problem, 
B  &  B  engineers  will  design  one  promptly. 

TYPE  ML- 

One  of  the  most  popular 
bridle  slings,  Type  ML-2 
consists  of  a  sling  having 
two  legs  which  are  linked 
together  at  one  end  by 
means  of  a  pear-shaped 
link.  Type  ML-3  is  a  sim¬ 
ilar  sling  with  three  legs. 

Any  combination  of  fit¬ 
tings  may  be  selected. 


TYPE  ML-4 

Four- leg  braidec 
safety  slings  are  pre 
ferred  for  handling 
large  objects.  Gener 
ally  made  with  al 
four  legs  attached  di 
r  e  c  1 1  y  to  the  pea 
shaped  link,  but  ma; 
be  furnished  with  in 
termediate  links  i 
desired.  For  irregu 
larly  shaped  loads  th< 
lengths  of  individual 
legs  and  even  the  di¬ 
ameter  of  rope  usee 
may  be  varied. 
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TYPE  M-9 

Type  M-9  slings  are  used  for 
handling  crates  and  boxes — es¬ 
pecially  recommended  for  han¬ 
dling  crates  of  plate  glass.  To 
be  secure,  angle  between  lower 
sling  should  approximate  120°. 

Our  Sling  Engineers  will  be 
glad  to  make  recommendation 
for  your  use  if  you  will  advise 
us  details,  dimensions  and 
weights  of  both  the  largest  and 
smallest  crates  to  be  handled 
and  also  the  available  headroom. 


TYPE  MS-2 

Recommended  especially  for 
handling  pipe,  poles,  culvert 
sections  or  other  long  objects 
singly  or  in  bundles.  Lower  end 
of  each  leg  equipped  with  steel 
thimble  for  attaching  to  sliding 
choker  hook.  Hook  has  broad 
bearing  so  that  it  will  snub  up 
tight  to  load  without  injury  to 
rope  itself.  Will  work  satisfac¬ 
torily  on  irregular  loads  if  pro¬ 
tection  for  rope  is  provided. 


TYPE  MS-1 


A  single  sling  with  loop,  or 
preferably  thimble,  in  upper 
end,  small  thimble  in  lower  end 
and  a  sliding  choker  hook.  Es¬ 
pecially  designed  for  handling 
short  objects  in  a  choker  hitch. 
Holds  securely  even  when  load 
is  unbalanced. 


YELLOW  STRAND  STANDARD  WIRE  ROPE  SLINGS 


Standard  wire  rope  slings  are  those  made 
from  a  single  piece  of  wire  rope.  They  are 
available  in  any  length  and  in  any  rope  size. 


Combinations  of  end  fittings  may  be  fur¬ 
nished.  See  illustrations  and  descriptions 
below. 


CHOKER  SLINGS 

A  single  sling  that  lends  itself 
readily  for  use  in  a  basket  hitch, 
choker  hitch  or  as  a  straight  rope 
/or  moving  objects. 


ENDLESS  ROPE  SLINGS 

For  use  where  the  amount  and 
type  of  load  is  such  that  fittings 
are  not  needed.  Used  either  in  a 
basket  or  choker  hitch.  Also  used 
with  equalizing  thimbles  as  a  two- 
part  equalizing  sling. 


Two-leg  bridle  sling  available 
with  pear-shaped  link,  rings  or 
triangular  links.  Hooks  may  be 
replaced  with  other  fittings,  if 
desired. 
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WIRE  ROPE  CUTTER 


THE  MORSE-STARRETT  WIRE  ROPE  CUTTER  is  designed  for  the  one  purpose  of  cutting  wire 

rope  with  speed  and  safety. 

No  special  skill  is  required  in  the  easy  operation  of  this  perfect  cutting  tool.  Compact  design  and 
rugged  construction  assures  long  service  with  maximum  efficiency. 

Patented,  precision  engineered  cutting  blade  and  dies  are  made  of  the  finest  steel  and  designed  to  re¬ 
tain  the  original  roundness  of  the  wire  rope. 

The  fast  hammer  action  blade  cuts  clean  and  smooth,  leaving  the  cable  end  free  of  frayed  or  jagged 
wire,  safe  and  ready  for  threading  or  splicing. 


NOTE:  Each  size  rope  requires  a  band  of 
corresponding  size.  All  bands  packed  and 
sold  in  boxes  of  50  of  a  size,  only. 


MODEL  No.  2  —  Portable 
yet  designed  for  regular 
heavy  duty  and  constant 
usage.  With  a  wire  rope 
cutting  capacity  up  to  IV2” 
in  diameter. 


MODEL  No.  1  (Light  Kit 
Tool)  is  designed  to  be  car¬ 
ried  in  a  tool  kit  or  bag  for 
occasional  cutting  of  wire 
rope  on  the  job.  Not  recom¬ 
mended  for  continuous  cut¬ 
ting  of  wire  rope  over  %" 
in  diameter.  Used  as  stand¬ 
ard  accessory  equipment  by 
many  manufacturers  of 
cable  operated  earth  mov¬ 
ing  equipment. 


MODEL  No.  1A  is 

the  ideal  wire  rope 
cutting  tool  for  reg¬ 
ular  and  steady  us¬ 
age.  Will  cut  wire 
rope  up  to  It’s"  in 
diameter. 


FAST  —  Especially  designed  cutting  blade  and 
dies  assures  fast  cutting  action. 

CLEAN  —  Wire  rope  ends  are  cut  smooth  and 
clean  for  perfect  threading  or  splicing. 

EASY  —  The  hammer  principle  eliminates  any 
special  skill  requirements. 

SAFE  —  The  enclosed  cutting  blade  locked  in 
the  body  of  the  cutter  assures  perfect  safety. 

PORTABLE  Models  for  tool  kit  or  stationary 
operation.  With  cutting  capacities  up  to:  1  inch, 
1A  inch,  IV2  inch. 


WIRE  ROPE  SEIZING  RAND 


THE  CABLE  BAND  is  a  sheet 
of  pliable  but  very  tough  steel 
indented  with  a  groove  and 
lock  seam  at  one  edge  and  is 
made  in  lengths  and  sizes  to 
fit  the  various  sized  cable  up 
to  IV2"  in  diameter. 


The  MORSE-STARRETT 
CABLE  BAND  is  de¬ 
signed  for  use  with 
the  MORSE-STARRETT 
CUTTER.  Its  simple  ap¬ 
plication  before  cutting 
makes  a  perfect  seizing 
for  both  ends  of  the  sev¬ 
ered  wire  rope,  ready  for 
splicing  or  threading.  An 
ordinary  pliers  is  the 
only  tool  needed  for 
speedy  application.  With 
the  quickly  applied 
bands  and  the  cutter, 
Morse-Starrett  offers  an 
unexcelled  cable  cutting 
team. 


WIRE  ROPE  CUTTER  SPECIFICATIONS  CABLE  BANDS 

Model  Capacity  Height  Base  Weight  Packed  S t e M,' "la  lv a niz e d 

1  1"  GEL*  n  01///  rTTuY  "  3  "  1/  "  5  "  ft/  n 


1 

1" 

6%" 

3%" 

9  lbs. 

A"  -  -  A"  -  %"  -  A 

1A 

1A" 

7" 

6" 

20  lbs. 

V2"  -  A"  -  %"  -  ii" 

%"  -  r  -  7/s"  .  ft"  - 1 

1%"  -  ii4"  -  1%"  -  iy2 

2 

1  Vi" 

9" 

7%" 

38  lbs. 
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The  Model  W 

HYDRASHEAR  CABLE  CUTTER 

especially  designed  for  cable- 
controlled  equipment  such  as 
Bulldozers,  Cranes,  Derricks, 
Draglines,  Hoists,  etc. 

MODEL  W  weighs  only  18  lbs. 
and  will  cut  up  to  and  includ¬ 
ing  3/4"  wire  rope  in  10 
seconds. 


Operates  Anywhere 

A  self-contained,  hydraulic  unit  that  re¬ 
quires  no  outside  power.  Can  be  mounted 
directly  on  your  equipment  or  carried  in  your 
tool  box.  Saves  time,  because  always  on  the 
job.  Cuts  vertically  or  horizontally  ...  on 
the  job,  in  the  shop  .  .  .  even  under  water. 
Blade  sharpening  or  replacement  accom¬ 
plished  in  seconds. 


Safe  *  Portable  *  Dependable 

All  HYDRASHEAR  Models  operate  on  the 
same  simple  principle.  All  make  a  good, 
clean  cut  of  any  wire  rope,  up  to  rated  capa¬ 
city,  without  deforming.  Refer  to  chart  be¬ 
low  for  the  size  best  suited  to  your  particu¬ 
lar  needs. 


-  SPECIFICATIONS  - 

Model  Specifications  Weight  Capacity 

W  12"  long,  3V6"  wide,  6"  high  18  lbs.  Up  to  and  including  %" 

I*  14"  long,  4"  wide,  6"  high  28  lbs.  Up  to  and  including  lVs" 

C  19"  long,  5"  wide,  8"  high  58  lbs.  Up  to  and  including  1%" 


RECOMMENDED  APPLICATIONS 

MODEL  VV — Road  building  contractors,  equipment  manufacturers,  elevator  cable  repair  work. 

MODEL  P — General  purpose  wire  rope  cutting,  as  in  warehouses,  factories,  utilities,  etc. 

MODEL  C — Heavy  duty  cutting,  as  in  logging,  oil  drilling,  marine  rope  cutting,  tow  service,  etc. 
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WATER  HOSE 


U.  S.  MATCHLESS  HIGH  PRESSURE 
WATER  HOSE 

Style  P-G36 


U.  S.  Matchless  High  Pressure  Water  Hose  is  of 
the  highest  quality  known  for  this  service.  The 
rubber  tube  is  of  the  finest  rubber  and  very  resil¬ 
ient.  The  three  braided  plies  are  extra  strong  and 
produce  great  resistance  to  high  pressure.  The 
thick  red  cover  is  made  of  high-tensile  rubber,  tough 
and  rugged,  which  results  in  exceptional  resistance 
to  abrasion  caused  by  dragging  the  hose  over  rough 
stones  and  concrete. 


U.  S.  ROYAL  CORD  WATER  HOSE 


U.  S.  Royal  Cord  is  light  in  weight,  flexible,  and 
easy  to  handle.  The  outstanding  feature  of  U.  S. 
Royal  Cord  Water  Hose  is  the  special  carcass  con¬ 
structed  of  layers  of  strong,  tightly  twisted  cotton 
cords  laid  side  by  side  spirally  throughout  the 
length  of  the  hose.  These  cord  plies  are  placed  in 
reverse  spirals  to  better  distribute  the  strength 
and  flexibility  and  prevent  kinking. 

Furnished  in  double  cord  construction  with  a 
tough  brown  cover  in  attractive  design,  in  10-,  25-, 
50-,  500-foot  lengths.  Two  standard  sizes,  %" 
and  1". 


U.  S.  MATCHLESS  HYDRAULIC 
GROUT  AND  JETTING  HOSE 

Style  P-7117 


A  rugged,  dual  purpose  hose  for  construction 
work.  Made  with  multiple  plies  of  heavy  hose  duck 
with  the  cover  securely  anchored  to  the  carcass  by 
an  open  weave  breaker  ply.  A  perfectly  balanced 
hose  with  extreme  flexibility,  yet  having  the  ulti¬ 
mate  in  pressure  resistance. 

Construction — %"  thick  high-grade  rubber  water 
hose  tube.  Plies  of  heavy  duck.  Breaker  ply  (ex¬ 
cept  4")  5/64"  thick  black  rubber  cover.  Capped 
ends — maximum  length  50  feet.  Sizes  1  %"  to  4". 


U.  S.  RAINBOW  WATER  HOSE 

Style  P-340 


Braided  and  molded  type.  Carcass  contains  two 
stoutly  braided  rayon  plies  thoroughly  impreg¬ 
nated  with  rubber,  combining  strength  with  excep¬ 
tional  flexibility.  Both  the  tube  and  the  smooth 
black  cover  are  seamless  and  compounded  of  tough, 
durable  stock.  Furnished  in  continuous  lengths  in 
sizes  Vs"  to  \Vs". 


U.  S.  PEERLESS  WATER  HOSE 

Style  P-3G5 


U.  S.  BENGAL  WATER  HOSE 

Style  H-3400 


Our  finest  continuous-length  water  hose.  Con¬ 
sists  of  a  high-quality  thick  rubber  tube,  two 
braided  plies  of  strong  rayon,  and  a  thick,  tough, 
brown  rubber  cover  which  resists  abrasion  and 
abuse.  Recommended  for  any  heavy  duty  water 
service.  Available  in  sizes  Vs"  to  1  y2"  up  to  500- 
foot  lengths. 


A  wrapped  duck  hose  with  plies  of  sturdy  woven 
cotton  duck  expertly  applied  in  balanced  construc¬ 
tion  over  a  tough,  resilient  rubber  tube.  Outer  cover 
is  of  strongly  wear-resistant  rubber  compound.  For 
all  types  open  end  low  pressure  discharge  service. 
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AIR  HOSE 


U.  S.  ROYAL  CORD  AIR  HOSE 

Style  P-425 


1.  Two  plies  of  very  strong  cords  wound  spirally  in  alter¬ 
nating  directions — every  individual  cord  imbedded  in  a 
rubber  cushion  to  prevent  contact  with  neighboring  ply. 

2.  This  special  cord  carcass  construction  eliminates  all 
possibility  of  shearing  action  due  to  pulsation  or  ex¬ 
pansion. 

3.  Open-braid  breaker  ply  anchors  tube  to  spiral  cord 
carcass. 

4.  High-quality  Neoprene  tube. 

5.  Brown  cover  .  .  .  toughest  ever  put  on  molded  hose. 

U.  S.  Royal  Cord  Air  Hose  is  built  like  a  tire. 

Made  in  continuous  lengths  up  to  500  feet,  this  two- 
cord-ply  air  hose  is  recommended  where  long  air 
lines  are  necessary,  for  pavement  breakers,  rock 
crushers,  quarries,  mines,  road  paving,  riveting 
hammers,  etc. 

It  will  resist  bruising  blows  to  far  greater  extent 
than  air  hose  of  conventional  construction,  and 
will  resist  higher  working  pressures. 

Made  in  sizes  %"  to  1"  inside  diameter. 

U.  S.  4810  AIR  DRILL  HOSE 

Style  P-271 


Designed,  first,  to  handle  high  pressures,  second, 
to  withstand  the  most  severe  abrasion  and  abuse, 
it  has  the  extra  strength  necessary  for  service  on 
rock  drills  in  mines  and  quarries  and  in  general 
construction  operations.  Yet  it  is  easy  for  the 
worker  to  handle. 

Also  recommended  for  use  on  pneumatic  tools, 
riveters  and  chippers. 

Thick  cover  of  tough,  resilient  natural  rubber; 
tube  of  Neoprene.  Maximum  length — 50  feet.  Sizes 
%"  to  1"  in  2  braids,  and  1%"  to  2"  in  3  braids. 

U.  S.  RAINBOW  GENERAL 
PURPOSE  HOSE 

Style  P-290 


^ RAINBOW" " 

GENERAL  PURPOSE 

UNITED  STATES  RUBBERCO. 


As  a  general  utility  air  hose,  where  service  is 
average,  you  will  nearly  always  find  U.  S.  Rain¬ 
bow.  It  is  built  to  withstand  hard  usage — with 
rayon  braided  multiple  ply  construction,  high  qual¬ 
ity,  and  tough  red  cover.  In  continuous  lengths  up 
to  500  ft.;  made  with  Neoprene  tube  and  cover  for 
general  service;  recommended  pressure,  250  lbs. 
for  sizes  %"  and  1"  I.D.,  inclusive;  200 

lbs.  1%",  150  lbs.  iy2". 


U.  S.  BULL  LINE  AIR  HOSE 

Style  P-219 


U.  S.  Rubber  pioneered  the  use  of  high  pressure 
“Bull  Line”  Hose,  used  to  convey  air  from  the  com¬ 
pressor  to  branch  air  lines  in  Air  Tool  contract 
work.  Extra  high  pressure,  tough  conditions  re¬ 
quire  a  hose  made  especially  for  this  service. 

Construction — high  grade  Neoprene  tube,  plied 
duck  reinforcement  and  tough  black  rubber  cover. 

Maximum  W.  P.  2" — 200  lbs.,  sizes  21/£",  3",  4" — 
175  lbs. 


U.  S.  WELDING  HOSE 


U.  S.  Rubber  has  made  available  a  two-unit  weld¬ 
ing  hose  that  is  fabricated  into  a  smoothly  work¬ 
ing  entity.  The  abrasion-resistant  Neoprene  cover 
comes  in  a  combination  of  red  and  green  for  quick 
identification  of  the  two  lines  in  this  hose.  Made 
of  single  rayon  braid — tubes  made  of  Neoprene. 

If  necessary,  clamps  will  be  supplied  at  no  extra 
cost. 

This  welding  hose  comes  in  continuous  lengths 
in  sizes  3/16",  and  5/16". 


U.  S.  RAINBOW  SMALL  HOSE 
FOR  WELDING 

Style  P-283 


w?"i’T'rr'rT" ^ ^ 

RAINBOW 

Uhjteo  States  Company 


High  quality,  light  in  weight  and  flexible,  this 
hose  will  not  kink  or  stay  permanently  flat  if 
crushed.  It  is  rayon-reinforced  in  one-  or  two-braid 
construction,  depending  on  pressure  requirements. 
Tube  and  cover  are  of  oil-resistant  synthetic  com¬ 
pound. 

With  corrugated  surface,  covers  are  furnished 
in  black,  red  or  green.  Lengths  up  to  500  feet  in 
sizes  3/16",  y4",  5/16"  and  %". 
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SUCTION  HOSE 


PRODUCTS  OF 
U.  S.  RUBBER 


U.  S.  GIANT  CONTRACTORS  WATER 
SUCTION  AND  DISCHARGE  HOSE 

Style  P-5107 


This  improved  type  of  Water  Suction  Hose  is 
much  lighter  in  weight  than  the  conventional 
smooth  or  rough  bore  construction  containing  mul¬ 
tiple  plies  of  fabric  and  spiral  wire.  It  is  a  smooth 
bore  construction  with  a  high  grade  rubber  tube 
protecting  the  wire  from  rust  and  deterioration; 
a  woven  cotton  ply  interwoven  with  a  round  spiral 
wire;  and  a  tough  abrasive-resistant  long  aging 
cover. 

This  super-flexible  hose  can  be  rounded  out  if 
crushed  or  flattened  in  service. 

Furnished  with  straight  ends  only — never  with 
enlarged  ends.  Combination  nipples  recommended. 

Sizes  1%"  to  4",  inclusive. 

Maximum  lengths — 50  feet. 


U.  S.  PEERLESS  SUCTION  HOSE 

Style  P-8027 

Recommended  as  a  quality  product  for  building 
construction  and  trench  work.  The  round  wire 
reinforcement  in  smooth  bore  type  insures  maxi¬ 
mum  flexibility  without  collapse  and  the  quality 
of  rubber  and  fabric  insures  complete  satisfaction. 

Made  smooth  bore  only.  Straight  or  enlarged 
ends.  Sizes  2"  to  8"  inside  diameter,  inclusive. 


U.  S.  GIANT  SAND  SUCTION  HOSE 

Style  CH-3844 


U.  S.  Giant  Sand  Suction  Hose  is  the  result  of 
careful  study  and  long  experience  in  solving  widely 
varying  operating  problems.  Capacity  to  handle 
maximum  tonnage  is  the  practical  measure  of 
determining  final  results  and  ability  to  deliver 
the  required  service.  Giant  has  fully  met  these 
tests.  The  tough  abrasion-resisting  tube  will  meet 
the  most  exacting  requirements.  Sufficient  wire 
reinforcement  prevents  collapse  under  extreme  suc¬ 
tion  and  the  constant  movement  of  the  dredge 
barge. 

U.  S.  Giant  Sand  Suction  Hose  is  made  in  sizes 
from  4"  diameter  to  any  larger  diameter  required. 
Lengths  are  furnished  as  specified,  not  exceeding 
50  feet.  Sand  Suction  Hose  can  be  made  to  the 
outside  diameter  of  the  nipple,  but  this  construc¬ 
tion  does  not  present  a  smooth  waterway.  There¬ 
fore  enlarged  ends  are  recommended. 


U.  S.  GIANT  DREDGING  SLEEVES 

Style  P-267 


U.  S.  RAINBOW  SUCTION  HOSE 

Style  P-8029 — Smooth  Bore 
Style  P-8030 — Rough  Bore 

U.  S.  Rainbow  Suction  is  a  light  weight  hose 
made  to  meet  contractors'  requirements  for  dia¬ 
phragm  pumps  used  in  sewer  and  foundation  opera¬ 
tions.  Furnished  with  round  wire  in  Smooth  Bore 
and  flat  wire  in  Rough  Bore  construction,  with 
enlarged  or  straight  ends. 

Style  P-8029,  Smooth  Bore,  made  in  sizes  2"  to 
8",  inclusive. 

Style  P-8030,  Rough  Bore,  made  in  sizes  2"  to 
4",  inclusive. 


U.  S.  DEXTER  SUCTION  HOSE 

Style  P-5126 — Smooth  Bore 


U.  S.  Dexter  is  an  extremely  light  weight  Smooth 
Bore  Suction  Hose  for  light  duty,  or  intermittent 
service.  Popular  with  Sewer  and  Road  Contrac¬ 
tors.  A  better  quality  than  the  usual  competitive 
grades  offered  for  this  service.  Straight  or  enlarged 
ends.  Sizes  2"  to  8",  inclusive. 


U.  S.  Giant  Dredging  Sleeves  are  built  of  the 
finest  quality  rubber  compound  and  cotton  duck 
for  this  service.  Constant  motion  of  the  pontoons 
has  a  tendency  to  cut  the  wall  structure  at  point 
of  connection.  The  quality  of  tube  in  Giant  and 
the  high  tensile  duck  minimizes  this  unsatisfactory 
condition.  Modern  dredging  service  is  operating 
under  higher  discharge  pressures.  A  careful  study 
should  be  made  of  the  specific  operation,  and  if  it 
is  not  possible  to  specify  the  number  of  plies  re¬ 
quired,  state  the  maximum  load  and  we  will  quote 
on  the  proper  number  of  plies  to  meet  your  con¬ 
dition. 

U.  S.  Giant  Sleeves  are  furnished  in  all  sizes 
and  plies  and  any  desired  length  consistent  with 
good  practice.  The  inside  diameter  is  made  through¬ 
out  to  the  outside  diameter  of  the  nipples  or  pipe 
line.  Made  in  accordance  with  Specifications  of 
U.  S.  Engineers  for  Dredging  Sleeves. 


515-8-52 
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STEAM,  FIRE,  MISCELLANEOUS  HOSE 


U.  S.  MATCHLESS  HIGH  PRESSURE 
STEAM  AND  PILE  DRIVER  HOSE 

Style  P-559  for  Steam  Service. 

Burst  Proof — For  Safety 


/f/a  k  RttriBlR® 


The  result  of  exhaustive  laboratory  experiments 
to  develop  a  flexible  steam  line  that  would  insure 
against  injury  to  the  operator.  The  average  life 
of  cotton  plied  hose  is  approximately  300  working 
hours.  The  temperature  of  normal  pressures  will 
destroy  or  char  the  cotton  fibres  resulting  in  bursts 
which  in  many  instances  are  serious. 

U.  S.  Matchless  will  not  burst.  Carcass  of  Style 
P-559  consists  of  super  quality  steam-resistant  tube, 
braided  plies  of  steel  wire  not  affected  by  high 
temperatures,  spiral  asbestos  cord  ply  and  a  heat- 
resistant  rubber  cover. 

U.  S.  Matchless  holds  our  records  for  tough  river 
pile  driving  hours  in  service.  For  high  temper¬ 
ature  steam  to  200  pounds  pressure. 

Style  P-559  made  two-braid  size  x/2" ,  %  ",  1",  1 14  " ; 
3  braid,  1%"  and  2"  I.D.  in  50-foot  maximum 
lengths. 


U.  S.  GIANT  STEAM  HOSE 

Style  H-2400 


U.  S.  Giant  Steam  Hose  is  an  excellent  quality 
wrapped  duck  construction  hose.  The  heavy  rubber 
tube  is  specially  compounded  to  resist  the  tem¬ 
peratures  of  normal  steam  pressures.  The  wall 
structure  is  built  up  of  heavy  strong  cotton  duck 
plies,  and  our  best  heat-resistant  rubber  cover. 
Recommended  for  general  use.  Maximum  length- 
50  feet. 


U.  S.  PERFECTED  STEAM  HOSE 

Style  P-263 


Made  up  of  multiple  plies  of  cotton  duck  with 
an  additional  ply  of  cotton  braid  under  the  rubber 
cover  to  insure  against  separation  of  the  duck 
plies  when  the  rubber  cover  is  worn  down  from 
external  abrasion. 

U.  S.  Perfected  Steam  Hose,  while  slightly  lighter 
in  construction  than  Giant  has  an  enviable  record 
in  the  steam  hose  field  in  low  pressure  service. 
Maximum  length — 50  feet. 


U.  S.  UNDERWRITERS  FIRE  HOSE 

Single  Jacket — Double  Jacket 

U.  S.  Underwriters 
Fire  Hose  is  built  to 
specifications  of  the 
National  Board  of 
Fire  Underwriters 
and  Associated  Fac¬ 
tory  Mutual  Fire  In¬ 
surance  Companies. 
Can  also  be  made  single  jacket  with  oil-  and  acid- 
resisting  synthetic  rubber  cover.  For  high  pressure 
general  utility  service. 

50-ft.  lengths  in  sizes  iy2",  2",  2y3",  I.D. 

U.  S.  PEERLESS  LACQUER  SPRAY 
AND  SOLVENT  HOSE 

Style  P-243 


The  synthetic  rubber  lining  successfully  resists 
the  action  of  such  solvents  as  Butyl  and  Amyl 
Acetate,  Turpentine,  Oil  and  other  commonly  used 
paint  and  lacquer  solvents. 

The  body  consists  of  braided  reinforcing  plies  of 
cabled  rayon  yarn.  The  smooth  molded  cover 
is  made  of  an  oil-  and  abrasive-resisting  rubber 
stock.  Made  in  continuous  lengths  up  to  500  feet, 
from  !4"  to  3/4". 


U.  S.  RAINBOW  SAND  BLAST  HOSE 

P-7201 — Black  Non-Static  Tube — Rubber  Cover 
Mandrel  Made — Maximum  Lengths  50  Ft. 

Black  Cover — Wrapped  Finish 

U.  S.  Rainbow  Sand  Blast  Hose  is  made  with  a 
tube  of  best  quality  and  abrasion  value.  The  cover 
is  a  tough  black  stock  fa"  thick. 

Constructed  to  minimize  kinking  at  sharp  bends, 
thereby  relieving  severe  wear  on  the  tube. 

Under  certain  operating  conditions  static  elec¬ 
tricity  is  created  by  the  velocity  of  abrasives  pass¬ 
ing  through  the  hose.  Whenever  a  static  condi¬ 
tion  is  known  to  exist  it  can  be  definitely  dissipated 
by  the  use  of  our  Official  P-7201  Hose.  mini¬ 

mum  tube  thickness  is  recommended  except  on  %" 
size  where  A"  should  be  used. 


Size 

Approx. 

O.D. 

Recom¬ 

mended 

W.P. 

Approx. 
Weight, 
Per  100  Ft. 

% 

" — 4-Ply —  A" 

Tube 

lfa" 

90  lbs. 

60  lbs. 

1 

" — 4-Ply — M " 

Tube 

m" 

80  lbs. 

90  lbs. 

1 V4 

" — 4-Ply — M " 

Tube 

2fa" 

75  lbs. 

105  lbs. 

1% 

"—  4-Ply—  %" 

Tube 

2fa" 

70  lbs. 

121  lbs. 

2 

4-Ply— %" 

Tube 

2  W 

65  lbs. 

158  lbs. 

2% 

"-4-Ply— y4" 

Tube 

3A" 

55  lbs. 

183  lbs. 

3 

" — 4-Ply — %" 

Tube 

3H" 

45  lbs. 

225  lbs. 

MISCELLANEOUS  “U.  S."  HOSE 

The  following  are  additional  famous  “U.  S.” 
Brands  of  hose  used  in  the  Construction  Industry: 
U.  S.  Elephant  Trunk  Cement  Placing  Hose. 

U.  S.  Rainbow  Corrugated  Welding  Hose. 

U.  S.  Giant  Metallic  Lined  Hot  Oil  Road  Hose. 

U.  S.  Peerless  Gasoline  and  Oil  Hose. 

U.  S.  Giant  LPG  Propane  and  Butane  Hose. 

U.  S.  Rainbow  Lawn  Hose. 

U.  S.  Giant  Wire  Braid  Hydraulic  Hose. 

The  above  types  of  hose  (except  Elephant  Trunk) 
are  stocked  by  “U.  S.”  Branches  and  Distributors  In 
all  the  standard  sizes. 


515-9-53 
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U.  S.  PREFERRED  ELEVEN  PACKINGS 

Handle  90%  of  All  Normal  Requirements 
Reduce  Inventories  .  .  .  Save  Space  .  .  .  Lower  Costs 


U.  S.  RAINBOW  SHEET 
PACKING 


The  original  Red  Sheet  Pack¬ 
ing — Style  No.  9  Plain,  Style  No. 
19  Brass  Wire  Inserted — Famous 
everywhere  for  superior  service  on 
flanges  and  other  parallel  surfaces 
against  hot  and  cold  water,  air, 
saturated  steam  to  150  pounds. 


U.  S.  ROYAL  LONG  LINE 
FLAX  PACKING 


Gives  maximum,  trouble  -  free 
hydraulic  service  against  cold  oil, 
water  and  brine.  The  high-grade 
long  line  fine  flax  fibre  is  of  maxi¬ 
mum  tensile  strength,  braided  solid 
without  corners  or  centers. 


U.  S.  PEERLESS  CANVAS 
PUMP  PACKING 


and  oil  on  inside  packed  pumps. 
Fine  for  end  rings  in  hydraulic 
sets. 

U.  S.  RAINBESTO  ROD  AND 
PLUNGER  PACKING 


Does  a  real  job  on  reciprocating 
or  oscillating  rods  and  plungers 
against  high-pressure  steam,  air 
and  gas  up  to  500°F. 


U.  S.  PEERLESS  CROSS 
EXPANSION  PACKING 


Use  it  for  reciprocating  rods 
and  plungers  for  medium  or  low- 
pressure  steam,  hot  or  cold  water, 
ammonia,  alcohol,  light  and  min¬ 
eral  seal  oils. 


U.  S.  899  F.O.P.  COMPRESSED 
ASBESTOS  SHEET  PACKING 


Plain  or  graphited.  Most  effec¬ 
tive  gasket  material  for  super¬ 
heated  or  saturated  steam,  air, 
ammonia,  oil,  gasoline,  water,  some 
acids,  alkaline  solutions  and  other 
chemicals. 


U.  S.  MATCHLESS  PACKING 


Finest  pressure  sealing  packing 
on  reciprocating  rods  and  plungers, 
for  hot  and  cold  water,  brine,  low 
temperature  oils,  ammonia,  oil 
hydraulic  equipment,  steam,  hot 
oil  and  gasoline,  air,  gases,  vege¬ 
table  oils  and  some  chemicals.  The 
automatic,  self-adjusting  action  of 
Matchless  Packing  reduces  wear 
on  rods  and  plungers;  minimizes 
packing  costs.  Furnished  in  ring 
sets  to  fit  exact  measurements  of 
rod,  shaft  or  stuffing  box. 


U.  S.  CENTRIFUAL  PUMP 
PACKING 


For  long,  dependable  service  on 
centrifugal  pumps  and  other  ro¬ 
tating  or  oscillating  rods  or  shafts. 
Handles  hot  or  cold,  fresh  or  salt 
water;  oil,  brine,  weak  acids,  caus¬ 
tic  solutions  or  ammonia. 

U.  S.  FLEXIBLE  METALLIC 
PACKING 


Adaptable  to  all  conventional 
stuffing  boxes  without  distortion 
on  installation.  Made  to  afford 
maximum  resiliency,  longer  serv¬ 
ice.  Has  improved  lubrication 
features.  Requires  minimum  gland 
adjustment,  assures  lowest  main¬ 
tenance  cost. 

U.  S.  SPECIAL  BLUE 
ASBESTOS  ACID  PACKING 


Designed  for  use  on  centrifugal 
pumps  handling  hot  or  cold  acids, 
chemicals  and  strong  caustic  solu¬ 
tions.  Available  in  sizes  up, 
varying  by  sixteenths.  Thoroughly 
graphited  and  treated  with  spe¬ 
cial  “U.  S.”  acid-resisting  lubri¬ 
cant. 

U.  S.  WIZARD  ROUND 
BRAIDED  ASBESTOS 
PACKING 


For  preventing  leaks  on  valve 
stems,  reciprocating  rods,  plungers 
and  centrifugal  pumps  handling 
steam,  air,  hot  and  cold  water, 
ammonia,  oil,  chemicals  and  some 
acids. 


515-10-52 
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“BOSS”*  HOSE  COUPLINGS 

Cadmium  Plated — Rustproof 

“GJ-Boss"  Ground  Joint  Female  Coupling,  Style  X-34 


Copper  Insert  in  Spud — Perfect  Radius  on  Stem — Positive  Washerless  Seal 


A  strong  and  most  efficient  coupling  for  steam,  air  or  liquids — high  or 
low  pressure.  Ground  Joint  feature  eliminates  delays  due  to  replacing 
worn-out  or  mislaid  washers.  Copper  insert  in  spud  fits  rounded  head 
of  steel  stem,  forming  perfect  soft-to-hard  metal  seal  that  remains  leak- 
proof,  regardless  of  wear  or  the  presence  of  abrasive  particles.  Sizes  1" 
and  smaller  have  corrugated  steel  stems;  sizes  1%"  and  larger  have 
malleable  iron  “COR-O-ZIG”*  Stems — zig-zag  corrugations  for  half  the 
length,  regular  corrugations  for  other  half.  This  patented  arrangement 
insures  tighter  grip  under  clamp  pressure  and  prevents  twisting  of  shank 
in  hose. 


Patent  No.  2166524 


List  Each,  “GJ-BOSS”  Ground  Joint  Female  Coupling  and  Parts,  Style  X-34 


Hose  and  I.P.T.  Size 

14" 

%" 

14" 

■Vi" 

1" 

114" 

114" 

2" 

214" 

3" 

4" 

6" 

Coupling  Complete  . 

Separate  Parts — 

$1.56 

$1.56 

$1.83 

$3.16 

$3.45 

$5.94 

$6.36 

$9.90 

$19.02 

$24.32 

$48.75 

$108.00 

Stem  . 

.42 

.56 

.95 

1.06 

1.62 

1.68 

2.46 

4.98 

6.00 

10.00 

30.00 

Nut  . 

.36 

.36 

.42 

.72 

.72 

1.26 

1.20 

1.92 

3.60 

4.80 

9.25 

15.50 

Female  Spud  . 

.54 

.54 

.55 

.95 

.95 

1.68 

1.68 

3.00 

5.64 

7.02 

13.50 

30.00 

Clamp  . 

.24 

.36 

.54 

.78 

1.44 

1.80 

2.52 

4.80 

6.50 

16.00 

32.50 

Approx.  Wt.,  Coupling  Comp . 

.35 

.6 

1. 

2.8 

3.6 

6.7 

6.9 

11. 

18.7 

26.2 

49. 

58.5 

“BOSS"  Washer  Type  Female  Coupling — Style  W16 

“BOSS”  Washer  Type  Style  W-16  Couplings  are  well  known  for  their 
dependability  and  economy  in  every  type  of  service.  They  are  widely 
used  on  high  or  low  pressure  steam,  air  and  liquid  lines,  on  contract  jobs, 
in  industrial  plants,  oil  refineries,  mines,  steel  mills,  and  for  many 
other  applications.  Parts  are  steel  or  malleable  iron,  cadmium  plated 
to  prevent  rust.  Sizes  1"  and  smaller  have  corrugated  steel  stems; 
sizes  114"  and  larger  have  malleable  iron  “COR-O-ZIG”*  stems,  same 
as  described  for  “GJ-BOSS”  Couplings,  Style  X-34.  Patent  No.  2166524 


List  Each,  “BOSS”  Washer  Type  Female  Couplings  and  Parts,  Style  W-16 


Hose  and  I.P.T.  Size 

14" 

%" 

14" 

1" 

114" 

114" 

2" 

2V2" 

3" 

4" 

6" 

Coupling  Complete  . 

$1.14 

$1.32 

$1.65 

$  2.80 

$  3.10 

$  5.34 

$  5.76 

$  8.82 

$16.98 

$21.80 

$46.50 

$104.00 

Separate  Parts — 

Stem  . 

.30 

.36 

.45 

.85 

.91 

1.50 

1.56 

2.22 

4.50 

5.40 

9.00 

28.50 

Nut  . 

.30 

.36 

.42 

.72 

.72 

1.20 

1.20 

1.92 

3.60 

4.80 

9.25 

15.50 

Female  Spud  . 

.36 

.36 

.42 

.69 

.69 

1.20 

1.20 

2.16 

4.08 

5.10 

12.25 

27.50 

Clamp  . 

.18 

.24 

.36 

.54 

.78 

1.44 

1.80 

2.52 

4.80 

6.50 

16.00 

32.50 

Washers,  Asbestos,  per  C . 

.96 

1.20 

1.98 

3.00 

3.00 

3.42 

3.60 

5.28 

6.84 

7.56 

8.58 

18.00 

Washers,  Leather,  per  C . 

2.58 

3.12 

3.72 

10.08 

10.08 

10.32 

10.32 

17.10 

45.24 

72.90 

80.34 

130.00 

Approx.  Wt.  Coupling  Comp . 

.38 

.57 

1. 

2.8 

3.6 

6.3 

6.8 

10.7 

19. 

26. 

49. 

58. 

"BOSS”  Female  Coupling,  above,  consists  of  I.P.T.,  Spud,  Swivel,  Nut  Washer  (asbestos  regularly  furnished),  Stem  and  Clamp. 


“BOSS"  Male  Coupling— Style  MX- 16 

The  companion  coupling  to  the  “GJ-BOSS”  and  “BOSS”  Female  Couplings 
described  above — used  in  place  of  standard  iron  pipe  nipples,  they  eliminate  the 
need  of  oversize  hose.  Coupling  consists  of  I.P.T.  Male  Stem  and  Clamp.  Cad¬ 
mium  plated  rustproof.  Sizes  1"  and  smaller  have  corrugated  steel  stems;  sizes 
1  %"  and  larger  have  malleable  iron  “COR-O-ZIG”  Stems,  described  above. 


List  Each,  “BOSS”  Male  Coupling  and  Parts,  Style  MX-16 


Hose  and  I.P.T.  Size 

Vi" 

%" 

14" 

%" 

1" 

114" 

114" 

2" 

214" 

3" 

4" 

6" 

Male  Coupling  Complete . 

$0.75 

$0.91 

$  1.39 

$  1.73 

$  2.76 

$  3.36 

$  4.92 

$  9.60 

$13.90 

$29.00 

$  54.00 

Separate  Parts — 

Male  Stem  . 

.48 

.51 

.55 

.85 

.95 

1.32 

1.56 

2.40 

4.80 

7.40 

13.00 

21.50 

Clamp  . 

.18 

.24 

.36 

.54 

.78 

1.44 

1.80 

2.52 

4.80 

6.50 

16.00 

32.50 

Approx.  Wt..  Coupling  Comp . 

.23 

.37 

.65 

1.3 

2.6 

3.9 

4.7 

7.5 

12.7 

18. 

33. 

40. 

All  “BOSS”  Couplings  are  furnished  with  “BOSS”  Offset  Interlocking  clamps  on  sizes  1"  and  larger,  and  with  "BOSS”  interlocking 
clamps  on  sizes  Ys"  and  smaller.  4"  and  6"  Clamps  three  sections,  six  bolts. 


Patent  No.  2166524 


“DIXCO"  Compression  Grip  High  Pressure  Hose  Coupling 

For  Hydraulic,  L.  P.  Gas  and  other  high  pressure  hose.  A  reusable 
coupling  of  exceptional  strength  and  utility.  Boltless  design,  with  small, 
streamlined  O.  D.  Requires  no  alterations  to  hose  nor  special  tools  for 
attaching.  Easily  tightened-up  in  service.  Coupling  consists  of  two  parts 
— body  with  hose  shank  and  male  iron  pipe  thread,  and  hex  shaped  sleeve. 

Only  a  wrench  is  required  to  make  a  tight  connection.  Sizes 
1"  and  1  y4". 


Reg.  U  S.  Pat.  Off. 
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"GJ-Dixon"  Ground  Joint  Air 
Hammer  Coupling 

Compact  Type,  Style  XLD-41 
Heavy  Type,  Style  XHD-52 


Male  Spud  Female  Spud  Stem  Nut  Clamp 


Ground  Joint  Washerless  Leakproof 

Copper  Insert  in  Spud  Perfect  Radius  on  Stem 
Furnished  with  Male  or  Female  Spud 


“GJ-DIXON”  Ground  Joint  Air  Hammer  Couplings  meet  every 
condition  of  service  on  hand  hammer  and  rock  drills.  Copper 
Insert  in  spud  fits  rounded  head  of  stem,  forming  soft-to-hard 
metal  seal  that  remains  leakproof,  regardless  of  wear  or  pres¬ 
ence  of  abrasive  particles.  No  lost  or  worn-out  washers  to 
replace.  Cadmium  plated — rustproof. 


List,  Each 

Style  XLD-41 

Style  XHD-52 

Hose  and  I.P.T.  Size . 

Vi" 

94" 

%" 

1" 

Coupling  (Female  Spud . 

.$2.52 

$2.58 

$3.30 

$3.54 

Complete  I  Male  Spud . 

Separate  Parts: 

•  2.76 

2.82 

3.64 

3.88 

Stem  . . 

.72 

.72 

1.00 

1.00 

Female  Spud  . 

.90 

.90 

.98 

.98 

Male  Spud  . 

1.14 

1.14 

1.32 

1.32 

Nut  . 

.60 

.60 

.96 

.96 

Clamp  . 

.30 

.36 

.36 

.60 

Approx.  Wt.,  Coupling  Comp.. 

1.8 

2. 

2.6 

3. 

Style  XLD-41:  One  end  of  spud  has  taper  iron  pipe  thread, 
male  or  female;  other  end  fitting  nut  of  both  Vi"  and  %"  has 
coarse  thread  ljH"  diameter,  8  threads  per  inch.  Style  XHD-52: 
One  end  of  spud  has  taper  iron  pipe  thread,  male  or  female: 
other  end  fitting  nut  of  both  34"  and  1"  has  coarse  thread  1H" 
diameter,  8  threads  per  inch. 


"GJ-Boss"  Ground  Joint  Air  Hammer 
Coupling 

Compact  Type,  Style  XLB-81 
Heavy  Type,  Style  XHB-72 

Ground  Joint 
Washerless 
Leakproof 

Copper  Insert  in  Spud 
Perfect  Radius  on 
Stem 

Furnished  with  Male 
or  Female  Spud 

The  strongest  and  most  efficient  coupling  for  every  type  of 
air  and  pneumatic  service.  In  addition  to  the  ground  joint 
feature  embodied  in  the  “GJ-DIXON”  Coupling  described  above, 
the  “GJ-BOSS”  has  the  extra  strength  provided  by  the  strong 
malleable  iron  “BOSS”  Clamp.  This  clamp  has  heavily  rein¬ 
forced  extensions  which  engage  collar  on  coupling  stem,  securely 
anchoring  entire  coupling  to  hose  and  eliminating  all  possibility 
of  leaks,  pressure  losses  and  blow-offs.  Cadmium  plated — rust¬ 
proof. 


Female 

Spud  Nut  Stem  Clamp 


List,  Each 

Style  XLB-61 

Style  XHB-72 

Hose  and  I.P.T.  Size . 

Vi" 

•%" 

94" 

1" 

Coupling  (Female  Spud . 

.$2.58 

$2.76 

$3.48 

$3.72 

Complete  (Male  Spud . 

Separate  Parts: 

.  2.82 

3.00 

3.82 

4.06 

Stem  . 

-72 

.72 

1.00 

1.00 

Female  Spud  . 

.90 

.90 

.98 

.98 

Male  Spud  . 

1.14 

1.14 

1.32 

1.32 

Nut  . 

.00 

.60 

.96 

.96 

Clamp  . 

.36 

.54 

.54 

.78 

Approx.  Wt.,  Coupling  Comp.. 

1.7 

2.2 

3. 

3.7 

"Dixon"  Washer  Type  Air  Hammer 
Coupling 

Compact  Type,  Style  WLD-7 
Heavy  Type,  Style  WHD-9 


Male  Spud  Female  Spud  Stem  Nut  Clamp 


“DIXON”  Air  Hammer  Couplings  are  known  for  their  effi¬ 
ciency  and  economy  in  the  services  for  which  the  “GJ-DIXON” 
Coupling,  previously  described,  is  recommended.  They  are  of 
simple  construction,  yet  exceptionally  strong  and  durable,  to 
withstand  incessant  vibration.  Users  of  all  types  of  air  and 
pneumatic  equipment  will  find  the  “DIXON”  to  be  the  most 
inexpensive  air  hammer  couplings  they  can  buy. 


List,  Each 

Style  WLD-7 

Style  WHD-9 

Hose  and  I.P.T.  Size . 

Vi" 

Vi" 

Vi" 

1" 

Coupling  (Female  Spud . 

$2.16 

$2.22 

$2.94 

$3.18 

Complete  (Male  Spud . 

Separate  Parts: 

.  2.40 

2.46 

3.30 

3.54 

Stem  . 

.66 

.66 

.90 

.90 

Female  Spud . . 

.  .60 

.60 

.72 

.72 

Male  Spud  . 

.84 

.84 

1.08 

1.08 

Nut  . 

.  .60 

.60 

.96 

.96 

Clamp  . 

.36 

.36 

.60 

Washers,  Per  C . 

6.00 

6.00 

8.00 

8.00 

Approx.  Wt..  Coupling  Comp. 

,  1.61 

1,84 

3. 

3.35 

Style  WLD-7:  One  end  of  spud  has  taper  iron  pipe  thread, 
male  or  female;  other  end  fitting  nut  of  both  Vi"  and  3A"  has 
coarse  thread  ljtj"  diameter,  8  threads  per  inch.  Style  WHD-9: 
One  end  of  spud  has  taper  iron  pipe  thread,  male  or  female; 
other  end  fitting  nut  of  both  %"  and  1"  has  coarse  thread  liVi" 
diameter,  8  threads  per  inch. 


"Boss"  *  Air  Hammer  Coupling 


Compact  Type,  Style  WLB-21 
Heavy  Type,  Style  WHB-32 


Female 

Spud  Nut  Stem  Clamp 


Washer  Type 
Cadmium  Plated 
Rustproof 


Except  for  the  ground  joint  feature,  this  coupling  is  exactly 
the  same  as  the  “GJ-BOSS”  Ground  Joint  Air  Hammer  Coupling 
described  at  left,  and,  like  it,  should  be  used  for  exceptionally 
severe  service  involving  high  pressures  and  rough  handling. 

The  “BOSS”  is  interchangeable  with  the  “DIXON”  Coupling 
shown  above,  but  is  made  extra  strong  and  durable  by  applica¬ 
tion  of  sturdy  malleable  iron  “BOSS"  Clamp,  fingers  of  which 
engage  collar  on  coupling  stem.  This  results  in  securely  an¬ 
choring  entire  coupling  to  hose  eliminating  all  possibility  of 
leaks  or  blow-offs. 


List,  Each 

Style  WLB-21 

Style  WHB-32 

Hose  and  I.P.T.  Size . 

.  ti" 

Vi" 

Vi" 

1" 

Coupling  (Female  Spud . 

$2.22 

$2.40 

$3.12 

73.36 

Complete  (Male  Spud . 

.  2.46 

2.64 

3.48 

3.72 

Separate  Parts: 

Stem  . 

.  .66 

.66 

.90 

.90 

Female  Spud . 

.  .60 

.60 

.72 

.72 

Male  Spud . 

.  .84 

.84 

1.08 

1.08 

Nut  . 

.  .60 

.60 

.96 

.96 

Clamp  . 

.  .36 

.54 

.54 

.78 

Washers,  per  C . 

6.00 

6.00 

8.00 

8.00 

Approx.  Wt.,  Coupling  Comp. 

..  1.7 

2.2 

3.0 

3.8 

Style  XLB-61:  One  end  of  spud  has  taper  Iron  pipe  thread, 
male  or  female;  other  end  fitting  nut  of  both  Vi"  and  %"  has 
coarse  thread  1^"  diameter,  8  threads  per  inch.  Style  XHB-72: 
One  end  of  spud  has  taper  iron  pipe  thread,  male  or  female; 
other  end  fitting  nut  of  both  3/«"  and  1"  has  coarse  thread  1H" 
diameter,  8  threads  per  inch. 

•Reg.  U.  8.  Pat.  OH 


Style  WLB-21:  One  end  of  spud  has  taper  iron  pipe  thread, 
male  or  female;  other  end  fitting  nut  of  both  Vi"  and  34"  has 
coarse  thread  ljV}"  diameter,  8  threads  per  inch.  Style  WHB-32: 
One  end  of  spud  has  taper  iron  pipe  thread,  male  or  female; 
other  end  fitting  nut  of  both  %"  and  1"  has  coarse  thread  1H" 
diameter,  8  threads  per  inch. 
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Englewood,  New  Jersey  —  Call  Englewood  4-0600 


"Air  King"  Hose  Coupling 


"Dix-Lock"  *  Air  Hose  Coupling 


Quick  Acting — Universal  Type 


The  “AIR  KING"  will  reduce  operating  costs  on  every  job 
requiring  quick  connection.  In  addition  to  this  quick-acting 
feature,  a  patented  safety  device  may  be  used  to  lock  the  two 
heads  together  by  means  of  cotter  pin,  nail  or  wire.  The  heads 
or  locking  ends  are  identical  for  all  sizes  of  hose  or  threaded 
ends,  permitting  the  coupling  of  any  two  sizes  of  hose  within 
the  "AIR  KING”  hose  end  range,  or  coupling  to  any  pipe  up  to 
1"  by  use  of  threaded  connections. 

The  "AIR  KING"  is  made  to  the  established  standard  for 
couplings  of  this  type  and  is  interchangeable  with  other  similar 
makes.  Triple  connections  and  blank  ends  also  available.  Style 
AKB — Bronze.  Style  A  KM — Malleable  iron,  cadmium  plated. 


Style  AKM 

Style  AKB  Malleable  Iron 

List  Each,  Including  Washer  Bronze  Cadmium  Plated 

Hose  Ends,  Vi",  5/a",  %"  and  I"...  $1.20  $1.00 

Male  or  Female  Threaded  Ends  V »"  to  1"  1.20  1.00 

Blank  Ends  .  1.20  1.00 

Triple  Connections  .  2.50  2.20 

Extra  Washers  (Air)  . 08  .08 

Extra  Washers  (Steam  or  Oil) . 10  .16 

Special  Sizes:  IV*",  IV2"  and  2"  Four  Lug  "Air  King” 
Couplings — Prices  on  request. 


"Air  King"  Clamp 

Malleable  Iron 

— Cadmium  Plated 
— Rustproof 


The  “AIR  KING”  Clamp  has  been  especially  designed  for  the 
"AIR  KING"  Coupling.  It  is  heavily  reinforced  where  needed 
to  insure  a  compact  clamp  of  outstanding  strength,  yet  light  in 
- - -  weight.  Extended 


Fits  Hose  With  fingers  on  clamp 

Outside  Diameter  engage  collar  on 


Size  Hose 

From 

To 

Each 

coupling  stem, 
anchoring  securely  to 
hose  and  eliminating 

%" 

%" 

7/s" 

$0.24 

>/2" 

i" 

iiV'r 

.31 

all  possibility  of 

%" 

IVe" 

1A" 

.42 

leaks  or  blow-offs 

7/a" 

1A" 

lVi" 

.42 

under  highest  air 

1" 

IV2" 

m" 

.66 

pressures. 

No.  2500  Spray  Hose  Coupling 

For  Spray  and  Car  Wash  Hose 


Malleable  Iron 

An  all  steel,  cadmium  plated  coupling  machined  from  bar 
stock  and  provided  with  two  malleable  iron  clamps  that  anchor 
to  collars  on  the  coupling.  Designed  for  high  pressures,  two 
machine  bolts  on  each  clamp  provide  tremendous  gripping  power. 

Standard  garden  hose  thread  supplied  unless  otherwise  indi¬ 
cated.  Also  available  with  %"  I.P.T. 

Can  be  made  up  from  aluminum  bar  for  special  orders. 

Steel  nipples  with  Vi"  Male.  I.P.T.  are  also  available. 

LIST  PRICES— COUPLINGS  AND  PARTS 


Hose 

Size 

Coupling 
Complete 
Male- 
Female 
Washer 
&  Two 
Clamps 

Male 

Less 

Clamp 

Female 

Less 

Clamp 

Clamp 

Each 

Washer 

%" 

$1.78 

$0.60 

$0.70 

$0.24 

$0.05 

1.92 

.60 

.70 

.31 

.05 

Vi" 

1.92 

.60 

.70 

.31 

.05 

%" 

2.84 

1.00 

1.00 

.42 

.05 

V4" 

2.84 

1.00 

1.00 

.42 

.05 

l" 

4.57 

1.35 

1.90 

.66 

.08 

No.  2500  Steel  Nipples 

with  Vi" 

Male  Thread 

%" 

.45 

.24 

A" 

.45 

.31 

Vi" 

.45 

.31 

Quick  Acting — Renewable  Sleeve  and  Spring 


Male  Head  x  Hose  End  Female  Head  x  Hose  End 


Patent  No,  2155640 

Also  available  Female  Head  x  Female  I.P.T.,  Female  Head  x 
Male  I.P.T.,  Male  Head  x  Female  I.P.T.,  Male  Head  x  Male  I.P.T. 

The  “DIX-LOCK"  is  a  convenient,  modern  coupling,  light  in 
weight  but  exceptionally  strong  and  durable.  Its  quick-acting 
principle  makes  it  especially  efficient  and  economical  for  every 
kind  of  air  and  pneumatic  service.  Press  two  fittings  together, 
give  a  quarter  turn  and  the  connection  is  made:  and  it  can’t 
come  apart,  regardless  of  the  degree  of  hose  twist  or  vibration. 
To  uncouple,  pull  back  sleeve  manually  and  coupling  will  unlock 
by  a  quarter  turn.  Completely  streamlined — no  projections  of  any 
kind — smooth  exterior  approximates  outside  diameter  of  hose. 

An  exclusive  advantage  of  the  “DIX-LOCK"  Coupling  is  its 
renewable  sleeve  and  spring.  When  necessary  to  make  repairs, 
spring  can  quickly  be  replaced  and  coupling  returned  to  service. 

All  “DIX-LOCK"  Couplings  are  perfectly  interchangeable 
with  couplings  of  the  Bowes  type. 


Style  Style 
DKB  DKS 

List.  Each  Brass  Steel 


Female  Head  x  Hose  End:  Vi",  Vi" .  $2.00  $1.60 

Male  Head  x  Hose  End:  Vi",  Vi" .  2.70  2.20 

Female  Head  x  Female  I.P.T.:  Vi",  %" .  2.00  1.60 

Female  Head  x  Male  I.P.T.:  %",  Vi",  %" .  2.00  1.60 

Male  Head  x  Female  I.P.T.:  Vi",  3/i" .  2.70  2.20 

Male  Head  x  Male  I.P.T.:  %",  Vi",  %" .  2.70  2.20 


Extra  Gaskets,  per  hundred,  $6.00. 


No.  3500  Steel  Nipple 


"King"  Steel  Nipple 


These  nipples  are  machined  from  cold  drawn  steel  bar  with 
large  capacity  bore.  All  sizes  of  nipples  have  deeply  corrugated 
shanks  with  smoothly  rounded  ends. 

Carefully  annealed,  the  style  No.  3500  Nipple  has  a  collar  back 
of  hex  portion  to  engage  extended  fingers  of  “BOSS”  or  “AIR 
KING”  Clamp. 

The  “KING"  is  made  from  smaller  hex  bar  and  has  no  collar. 
The  “DIXON”  clamp  is  recommended  for  use  with  this  ninDle. 


Hose  Size 

Iron  Pipe  Thread 
Size 

KING 

List  Each 

No.  3500 

List  Each 

V*" 

■/e" 

$0.45 

V*" 

Vi" 

.45 

V*" 

%" 

.45 

%" 

V*" 

$0.55 

.45 

%" 

%" 

.55 

.45 

%" 

V2" 

.65 

.50 

V2" 

V*" 

.55 

.50 

V2" 

%" 

.55 

.50 

V2" 

Vi  " 

.65 

.50 

Vi" 

%" 

.85 

%" 

V2" 

i.io 

.85 

%" 

%" 

1.10 

.85 

1" 

%" 

1.25 

1" 

1" 

i.50 

1.35 

"Boss"  Self-Honing  Air  Valves 

Strong,  durable,  compact  valves  that  will 
take  plenty  of  punishment  in  service.  Self- 
adjusting,  quick-opening,  full-flow.  Bronze 
plug  automatically  honed  to  perfect  seal 
against  harder  metal  of  valve  body. 


Size 

List,  Each 
Male 

Both  Ends 

Female 
Both  Ends 

Vi" 

$  2.90 

%" 

2.90 

V2" 

$3.55 

3.55 

%" 

5.00 

5.00 

1" 

5.70 

5.70 

1% 

7.00 

IV2" 

8.50 

2" 

13.00 

•Reg.  U.  S.  Pat.  Off. 
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"King"  Single  Bolt  Clamp  "King"  Double  Bolt  Clamp 


Malleable  Iron — Cadmium  Plated — Rustproof 


Fits  Hose 

7k"  to  514" 

O.S.  Diam. 


Utility 

and 

Strength 


There  is  no  stronger  clamp  than  the  '  KING.”  The  tongue  is 
the  full  width  of  the  clamp,  preventing  buckling,  and  assuring 
a  perfect  seal.  The  ears  for  vise  jaws  are  also  full  width,  so 
designed  that  there  is  no  danger  of  bending,  shearing  off,  or 
vise  jaws  slipping  out  when  pulling  up.  It  handles,  with  equal 
facility,  hose  with  heavy  or  light  wall;  the  cost  is  so  low 
that  it  is  the  economical  clamp  wherever  shank  couplings  or 
nipples  are  used. 


No. 

Fits  Hose 

Outside  Diameter  List 
From  To  per  100 

No. 

Fits  Hose 

Outside  Diameter  List 
From  To  per  100 

2 

%" 

1" 

$12.80 

16 

2%" 

2y2" 

$35.05 

3 

U" 

IVe" 

15.20 

17 

2V2" 

2%" 

36.25 

4 

1A" 

1A" 

17.10 

18 

2%" 

2Va" 

38.20 

5 

l'A" 

19.00 

19 

27/a" 

3A" 

41.30 

6 

H4" 

1%" 

20.50 

20 

3  A" 

3  Vi" 

43.80 

7 

m" 

1A" 

21.20 

21 

3  Vi" 

3A" 

45.10 

8 

i*" 

1A" 

21.80 

22 

3A" 

35/a" 

51.80 

9 

i*r 

itr 

22.60 

23 

35/a" 

3ff" 

53.50 

10 

1H" 

1%" 

24.15 

24 

3tr 

4>/a" 

69.25 

11 

1%" 

l7/a" 

25.75 

25 

4Va" 

4A" 

79.30 

12 

V/a" 

2A" 

27.30 

26 

4V4" 

4>/2" 

89.35 

13 

2” 

2  fa" 

29.60 

27 

4A" 

4%" 

93.15 

14 

2  Vs" 

32.00 

27X 

.  45/a" 

47/a" 

100.70 

15 

2  Vt" 

2H" 

33.50 

28 

47/a" 

5  Vi" 

107.00 

"KING”  Clamps  can  be  reused  many  times. 


"King"  Combination  Nipple 

A  Pipe  Thread  Nipple  for  Straight  End  Hose 


The  "KING”  Combina¬ 
tion  Nipple  is  ideal  for  use 
where  an  iron  pipe  nipple 
is  required.  The  need  for 
enlarged  end  hose  is  elim¬ 
inated  because  the  shank 
of  this  nipple  will  fit 
straight  end  hose.  For 
example:  A  2"  "KING” 
Nipple  will  fit  2"  I.D.  hose 
and  will  provide  2"  I.P.T. 
Male  Thread. 


Style  "KS"  Nipples  give 
complete  freedom  from 
porosity.  A  tubular  steel 
product  of  our  own  swag¬ 
ing  process,  they  are  pre¬ 
cisely  threaded  and  cleanly 
corrugated. 

Style  “KC”  Nipples  are 
malleable  iron  castings 
with  patented  “Cor-O-Zig” 
shank.  This  provides  su¬ 
perior  gripping  power  un¬ 
der  clamp  pressure,  while 
the  zig-zag  corrugations 
also  prevent  the  nipple 
from  twisting  in  the  hose. 
The  spiral  form  of  the 
end  of  the  shank  permits 
easy  insertion. 


Size  Hose 
and 
I.P.T. 

Steel. 

Plain 

Steel,  Malleable  Malleable 

Cadmium  Iron,  Iron,  Cadmium 

Plated  Plain  Plated 

Brass 

V2" 

$  0.36 

$  0.41 

$  0.80 

Vi" 

.43 

.50 

.90 

1" 

.55 

.62 

1.00 

1V4" 

.65 

.75 

$  0.65 

$  0.75 

1.65 

1V2" 

.90 

1.05 

.85 

1.00 

2.30 

2" 

1.10 

1.30 

1.20 

1.40 

2.75 

2V2" 

1.90 

2.30 

2.00 

2.40 

5.40 

3" 

2.80 

3.25 

3.00 

3.45 

8.75 

4" 

4.45 

5.25 

4.85 

5.65 

14.50 

5" 

9.45 

10.50 

10.00 

11.00 

20.50 

6" 

12.20 

13.50 

12.75 

13.05 

39.00 

8" 

28.00 

30.50 

29.50 

32.00 

60.00 

10" 

38.00 

42.00 

78.00 

Steel 

Corrugated 

Positively  Non-Porous 
Style  KS 


Malleable  Iron 
With  Patented 
“Cor-O-Zig”*  Shank 
Style  KC 

Patent  No.  2139145 


Malleable  Iron — Cadmium  Plated — Rustproof 

For  Hose  from  3V2"  to  17*4"  O.D. 


The  "KING”  is  a  supreme  achievement  in  the  construction 
of  a  two-bolt,  super-strength  clamp  with  the  exclusive  feature 
of  a  quadruple  take-up.  No  other  clamp  is  so  easily  and  quickly 
attached;  it  effects  a  perfect  seal  on  hose,  whether  of  light  or 
heavy  wall. 

The  extra  long  double  tongue  saddles  hung  on  the  bolts  pro¬ 
vide  a  solid  surface  for  the  half  sections  of  clamp  to  slide  upon, 
with  absolutely  no  danger  of  bending  or  breaking  the  bolt  lugs 
or  buckling  saddles.  With  this  construction,  the  pressure  is 
more  evenly  distributed  over  the  entire  circumference  of  the 
hose. 

For  highly  inflammable  fluids,  the  "KING”  Double  Bolt  Clamp 
is  furnished  in  brass  (non-sparking),  with  brass  bolts  and  nuts. 


List  Each 

Fits  Hose  O.D.  Malleable  Iron  Brass  Weight 

No.  From  To  Style  KM3  Style  KB4  Each 


400 

3  V2" 

4" 

$  1.40 

$  2.80 

1.7 

463 

4A" 

4A" 

1.52 

3.04 

1.8 

525 

4A" 

5" 

2.10 

4.20 

2.6 

550 

5" 

5'/2" 

2.30 

4.60 

2.6 

600 

51/2" 

6A" 

2.45 

4.90 

2.7 

675 

6  Vs" 

67/e" 

2.80 

5.60 

3.1 

769 

6H" 

7%" 

3.35 

6.70 

3.5 

818 

m" 

8A" 

3.90 

7.80 

4.5 

875 

8Vi" 

87/a" 

4.40 

8.80 

5.7 

988 

m" 

97/a" 

4.90 

9.80 

6.5 

1125 

9j|" 

ll%" 

6.80 

13.60 

8.5 

1275 

11  A" 

13" 

8.40 

16.80 

12.0 

1450 

13A" 

15" 

11.65 

23.30 

14.7 

1700 

15A" 

17  Vi" 

14.25 

28.50 

20.5 

"King"  Shank  Couplings 
For  Suction  and  Water  Hose 


The  heavy  pin  lug  swivels  of  this  coupling  are  deeply  recessed 
to  hold  washer  in  place  when  disconnected.  The  shanks  are 
long  enough  for  two  band  type  clamps  and  have  deep  corruga¬ 
tions. 

"KING”  Couplings  are  made  for  hose  IV*"  to  8"  size.  They 
are  regularly  supplied  all  Brass,  all  Malleable  Iron  or  a  com¬ 
bination  of  both;  i.e.,  Malleable  Iron  shanks,  Brass  nut. 
Malleable  Iron  parts  can  be  furnished  black  or  cadmium 
plated.  Price  on  application. 


"Dixon"  Swivel  Connection 

A  practical  fitting  for  eliminating  kinks  and  twists  in 
air,  water  and  hydraulic  hose  lines.  Turns  freely  with 
the  hose  under  pressure  and  remains  leakproof  under 
all  normal  working  con¬ 
ditions.  For  end  or  inter¬ 
mediate  connections.  Plain 
design — no  parts  to  get 
out  of  order.  Cadmium 
plated  steel. 

Patent  No.  2338716 

List,  Each  “DIXON”  Swivel  Connection 


Male  x  Female  I.P.T .  %"  %"  %"  %" 

List.  Each  . . .  $1.50  $1.50  $2.00  $2.00 


Beg.  U.  S.  Pat.  Off. 


262-1-50 
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HOSE  COUPLINGS 


LE-HI  High  Pressure  Couplings 

Ground  Joint  and  Washer  Types 


Series  400-G  &  W 
Female,  I.P.T.  Spud 


Ideal  “all-purpose”  couplings 
for  heavy-duty,  high  pressure  in¬ 
dustrial  and  construction  service. 
Extra  heavy  malleable  iron. 
Clamps  grip  hose  securely  and 
prevent  leaks  or  “blow-offs.” 
Slightly  oversize  stem  shanks  for 
tight  fit  without  injury  to  tube. 
Series  400-G  (ground  joint  type) 
has  ground  joint  between  stem 
and  spud.  Series  400-W  is  washer 
type. 

Series  500  is  companion  male 
unit.  Sizes:  %"  to  4"  hose  and 
I.P.T. 


LE-HI  Air  Hammer  Couplings 


Series  300-G  and  W  (il¬ 
lustrated)  is  only  one  of 
many  types  of  air  ham¬ 
mer  hose  couplings  made 
by  LE-HI  for  every  pneu¬ 
matic  tool  and  rock  drill 
operation;  others  include: 
Series  200-G  and  W — 
ground  joint  and  washer 
types  for  light  services. 

Series  250-G  and  W — 
heavy  duty  coupling  in 
ground  joint  and  washer 
types. 


Series  350-G  and  W— Heavy  duty  for  the  toughest 
jobs — in  ground  joint  and  washer  types. 


LE-HI  High  Pressure  Nipples 


Series  1200 — Advanced  design,  with  improved 
serrations  on  hose  shanks,  makes  these  nipples, 
machined  from  steel  bar,  preferred. 

Sizes 


Hose 

Iron  Pipe 
Thread 

Hose 

Iron  Pipe 
Thread 

Size 

Size 

Size 

Size 

Vi" 

Vs" 

Vs" 

%" 

Vi" 

Vi" 

%" 

Vs" 

Vi" 

Vs" 

Vs" 

Vi" 

Vs" 

Vi" 

Vi" 

%" 

%" 

Vs" 

Vi" 

Vi” 

%" 

Vs" 

1" 

Vi" 

Vs" 

VP' 

1" 

1" 

LE-HI  Universal  Type  Hose  Couplings 


Female  Pipe 
Threaded  End 


Quickly  detachable  couplings 
for  compressed  air,  water  and 
(with  special  gaskets)  steam 
service.  Quick,  easy  coupling 
or  uncoupling  with  a  twist  of 
the  wrist.  Positive  engage¬ 
ment.  Air-tight  seal.  Made  of 
tough,  non-rusting  bronze  alloy 
(Series  100-B)  or  rust-proofed 
malleable  iron  (Series  100-M) 
for  long  economical  service. 
Locking  ends  identical  for  full 
interchangeability  of  all  sizes 
and  with  other  standard  makes. 
Gaskets  furnished  (special  gask¬ 
ets  furnished  (special  gaskets 
for  steam  or  oil  at  slight  extra 
cost).  Dead  ends,  3-ways  also 
available. 

Sizes:  Hose  ends,  Female 
ends,  Male  ends: 

%"  1", 


LE-HI  “Safety  Locking"  Universal 

Patented  lock¬ 
ing  device  built  into 
Series  150-B  hose 
couplings  employs 
positive-action  bronze 
alloy  springs  to  lock 
coupling  auto¬ 
matically  when  ends 
are  engaged.  Pre¬ 
vents  accidental  un¬ 
coupling  and  result¬ 
ing  injury  to  opera¬ 
tors  and  equipment. 
Fully  tested  in  serv¬ 
ice.  Easy  to  use.  No 
complicated  parts  to 
lose  or  get  out  of 
order. 


Patent  No. 
2132506 


Series  150-B  is  in¬ 
terchangeable  with 
LE-HI  Series  100  and 
other  universal  type 
couplings  made  to  ac¬ 
cepted  standards  and  will  lock  securely  with  such 
units.  Made  of  tough  bronze  alloy.  Ideal  for  com¬ 
pressed  air  service,  as  well  as  water  and  steam 
applications.  Units  regularly  supplied  complete 
with  gaskets  (same  as  used  with  Series  100).  Steam 
or  oil  applications  require  special  gaskets,  furnished 
at  slight  extra  cost. 

Sizes:  1"  hose  ends. 


513-5-50 
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HOSE  COUPLINGS 


LE-HI  Suction  and  Water 
Hose  Couplings 


Series  600  or  800 
Coupling,  Pin 
Lug  Type 


Tough,  economical  couplings  for 
suction,  water  or  water  discharge 
hose.  Designed  for  maximum  hose 
grip.  Sizes  3"  and  larger  are 
equipped  with  pin  lugs  on  male 
end  as  well  as  swivel  nuts.  Series 
600  (much  used  for  agricultural  or 
contractors’  suction  hose)  avail¬ 
able  in  all-malleable  (Type  M) ; 
malleable  plated  (Type  MP) ;  mal¬ 
leable,  brass  swivel  (MB) ;  malle¬ 
able,  plated,  brass  swivel  (Type 
MBP).  Series  800:  Brass. 


LE-HI  Long  Shank  Hose  Couplings 


Series  900  Long 
Shank  Hose 
Coupling 


Sizes:  to  3"  I.P.T. 


Series  900:  Serviceable  and 
economical  for  low  pressure 
steam,  spray  hose,  etc.  Non¬ 
sparking,  all-brass  construc¬ 
tion  ideal  for  petroleum  and 
other  inflammable  liquids. 
Recessed  hex  swivel  nuts  pre¬ 
vent  loss  of  washers.  Hex 
flanged  male  end  furnished 
with  standard  male  I.P.T. 
All  sizes  supplied  with  I.P.T. 
same  size  as  hose  I.D.  and 
complete  with  rubber  wash¬ 
ers.  (Leather  washers  avail¬ 
able  at  slight  extra  cost.) 

Series  635:  Malleable  iron. 


Sizes:  Series  600:  IV2"  to  6"  Hose  and  I.P.T. 


LE-HI  Hose  Clamps 


Series  800:  1"  to  6"  Hose  and  I.P.T. 


LE-HI  Combination  Hose  Nipples 


Series  650  Male 
Hose  Nipple 


Series  650:  Quick,  con¬ 
venient.  No  need  for  enlarged 
end  or  oversize  hose  necessary 
for  iron  pipe  nipples.  Facili¬ 
tates  field  repairs.  Standard 
taper  male  I.P.T.  same  size  as 
hose.  Available  in  all-malle¬ 
able  (Type  MC) ;  malleable, 
plated  (Type  MCP) ;  all  brass 
(Type  BC).  Type  BC  (brass) 
much  used  for  petroleum  prod¬ 
ucts,  salt  water  and  many 
corrosive  liquids. 

Nipple  Sizes:  1",  1%",  1 
2",  2 V2",  3",  4",  5",  6". 


LE-HI  Manifolds 


Series  2100 
(illustrated)  is 
ideal  for  any 
compressed  air 
applications 
where  two  or 
more  outlets  are 
required.  In¬ 
creases  useful¬ 
ness  to  gain  full 
power  of  the 
compressor.  This 
sturdy,  dependa¬ 
ble  manifold, 
made  of  grey 
iron,  is  designed 
for  high  efficiency.  Series  2000  “Y”  type  manifold 
also  available  in  various  metals  for  two-way  opera¬ 
tion. 


Series  750  Double 
Bolt  Iron  Hose 
Clamp  Rust- 
Protected 

Series  750:  Malleable 
iron  and  brass.  For 
large  diameter  suction 
and  water  hose.  Over¬ 
size  clamp  bolts  for 
extra  sealing  power 
against  leaks  and  seep¬ 
age.  Evenly  distributed 
compression  of  LE-HI’s 
four-way  take-up  means 
greater  efficiency  and 
longer  hose  life.  Com¬ 
plete  range  of  sizes. 


Series  700  Single 
Bolt  Hose 
Clamp 


Series  700:  Strong,  de¬ 
pendable  band  type 
clamps.  Low  first  cost. 
Long  life.  Can  be  re¬ 
used,  reset  or  tightened 
repeatedly.  Designed  for 
uniform  pressure  and 
leak-proof  seal.  Sturdy 
bolt  lugs  and  best  qual¬ 
ity  bolts.  All  parts  rust- 
protected.  Malleable 
iron.  Complete  range  of 
sizes. 


LE-HI 

Throttle  Valves 

Series  2500:  Positive  control 
action  for  maximum  effi¬ 
ciency — s  m  o  o  t  h  and  sure 
operation  with  a  reinforced 
handle  of  generous  propor¬ 
tions  that  provides  extra 
clearance  between  valve  body 
and  h  a  n  d  1  e — no  “skinned 
knuckles”.  1",  I.P.T. 

Double  Male  or  Female. 

Series  2250:  Extreme  simplicity  of  design,  only 
three  parts — the  body,  plug  and  handle — no  packing, 
springs,  discs,  etc.,  to  get  out  of  order. 

%"  x  V2"  I.P.T.;  1"  x  I.P.T.;  1%"  x  1"  I.P.T. 


613-6-50 
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STANLEY  ELECTRIC  DRILLS 
No.  782 — 1"  Heavy  Duty 

Rugged  design  and 
powerful  motor  in¬ 
sure  continuous  and 
satisfactory  service 
on  the  tough  jobs — 
heavy  construction, 
installation  of  heavy 
machinery,  railroad 
repairs,  etc.  Full  ball 
and  roller  bearing. 

Spindle  mounted  on 
two  taper  roller  bear¬ 
ings.  Heavy  duty 
automatic  release 
safety  switch  with 
locking  device.  Com¬ 
bination  spade  and 
breast  plate  handle. 

Spring  type  cord  pro- 
t  e  c  t  o  r  with  cord 
clamp.  Regularly  fur¬ 
nished  with  No.  2  External  Morse  Taper  Socket. 

AC-DC  motor.  Capacity  1"  in  steel,  2"  in  hardwood. 
Chuck  speed,  full  load,  250  rpm.  Length  overall,  24": 
19V2"  without  handle.  Net  weight.  33  lbs.  Shipping  weight, 
37  lbs.  Voltages— 115,  125,  150.  200,  230  or  250. 


STANLEY  ELECTRIC  POWER  PLANES 
No.  J38 — V2  h.p. — 20,000  rpm. 

Designed  to  dispose 
of  chips  in  a  manner 
which  eliminates  the 
possibility  of  parti- 
cles  becoming 
lodged  under  the 
plane  shoe  and  mar¬ 
ring  the  finished  sur¬ 
face.  Used  for  fit¬ 
ting  doors,  drawers, 
window  sash,  screens, 
shutters,  transoms 
and  inside  trim. 

Tilting  fence  allows 
angle  planing  to  45° 
inboard  and  15°  out¬ 
board:  front  shoe  ad¬ 
justable  from  0"  to 
ih"  depth;  cuts  up  to  lj|"  wide.  Furnished  with:  No.  8 
motor.  GA-142  plane  attachment,  GA-30  arbor.  No.  4158-S 
special  cutter  and  wrench.  Voltages— 115,  125,  150,  200, 
230  or  250.  as  specified.  Net  weight,  7%  lbs.  Shipping 
weight,  9  lbs. 

No.  J4A — %  h.p. — 18,000  rpm. 


No.  805 — N/4  Heavy  Duty 

A  powerful  tool 
for  heavy  drilling 
and  reaming.  Prac¬ 
tical  and  efficient 
for  production, 
maintenance  and 
construction  work. 

Furnished  with  an 
internal  No.  3 
Morse  taper  socket. 

Full  anti  -  friction 
bearing  motor  shaft 
and  gears.  Spindle 
mounted  on  two 
taper  roller  bear¬ 
ings.  Heavy  duty 
automatic  release 
safety  switch  with 
locking  device. 

Combination  spade 
and  breast  plate 
handle.  Spring  type 
cord  protector  with 
cord  clamp. 

AC-DC  motor.  Ca¬ 
pacity,  114"  in  steel, 

214"  in  hardwood. 

Chuck  speed,  full  load.  125  rpm.  Length  overall,  19%"; 
15"  without  handle.  Net  weight,  31  lbs.  Shipping  weight, 
41  lbs.  Voltages— 115,  125,  150.  200,  230  or  250. 


STANLEY  BENCH  STANDS 


No.  530 

Holds  Stanley 
Drills  Nos.  140,  142, 
114  and  562  for  buff¬ 
ing,  scratch  brush¬ 
ing  and  light  grind¬ 
ing.  With  Adaptor 
No.  547  it  will  hold 
Drill  No.  381.  Diam¬ 
eter  of  base,  4%". 
Weight,  5  lbs. 


WALL  BRACKETS 


Convert  Drill 
Stand  into  a  Post 
Stand.  Sold  in  pairs 
— one  for  top  and 
one  for  bottom  of 
column. 

No.  3  for  Stand 
No.  533.  No.  5  for 
Stands  Nos.  535  and 
536. 

Shipping  weight, 
10%  lbs.  per  pair. 


Planes  any  edge 
up  to  2A"  wide — 
either  straight  or 
bevel  cut  and  do  it 
many  times  faster 
than  by  hand.  Cuts 
up  to  A"  depth.  Can 
also  be  used  as  a 
bench  jointer  for 
small  work  by  set¬ 
ting  it  up  in  the 
bench  bracket  furnished.  It  sharpens  its  own  cutters. 
Ball  bearing  throughout.  Furnished  with:  plane  unit, 
cutter  grinding  attachment,  grinding  arbor  with  MS-198 
wheel,  cutter  No.  4176-S,  metal  carrying  case,  wrench, 
bench  bracket.  Voltages— 115.  125,  150,  200.  230  or  250, 
as  specified.  Net  weight.  11%  lbs.  Shipping  weight, 


No.  J5 — 1  h.p. — 18,000  rpm. 

The  heavy  duty 
J5  will  plane  sur¬ 
faces  up  to  2%" 
wide.  Mount  in  it 
the  bench  bracket 
furnished  and  it 
becomes  a  high 
speed  jointer.  Can 
make  straight  or 
bevel  cuts  up  to 
45° ;  depth  of  cut  can  be  adjusted  for  paper  thin  or  heavy 
cuts  up  to  ts"  either  before  or  during  the  cut;  grinds 
its  own  cutters:  ball  bearing  throughout.  Furnished  with: 
power  plane,  bench  bracket,  cutter  grinding  attachment, 
grinding  arbor  and  MS-203  wheel,  cutter  No.  4196-S, 
wrench,  grease  gun  and  metal  carrying  case.  Voltages — 
115,  125,  150,  200,  230  or  250,  as  specified.  Net  weight,  116 
lbs.  Shipping  weight,  47  lbs. 

DOOR  ELECTRIC  SET  EQUIPMENT 
No.  HB8A — V2  h.p. — 20,000  rpm. 

Mortises  at  least 
six  times  faster  than 
is  possible  by  hand. 

Leaves  a  smooth, 
perfectly  flat  surface 
that  gives  a  solid 
foundation  for  the 
butt  to  give  you  a 
perfect  fit  every  time. 

This  is  especially 
true  when  using 
Stanley  round  cor¬ 
nered  Butts.  Microm¬ 
eter  depth  adjust¬ 
ment;  strong  alumi¬ 
num  alloy  housing 
and  base,  highly  pol¬ 
ished.  Furnished 
with:  No.  8  motor, 

GA-197  router  base, 

GA-194  templet  guide, 

2—2016  bits,  MS-1254 
grinding  wheel,  GA- 
158  grinding  arbor, 
wrench.  Voltages  — 

115,  125,  150,  200,  230 
or  250,  as  specified. 

Net  weight,  7  lbs.  Shipping  weight,  8%  lbs. 
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STANLEY  ELECTRIC  UNISHEARS 
No.  U216 — Capacity  16  Gauge  Steel 

Cuts  16  gauge  hot 
rolled  steel  at 
speeds  up  to  20 
feet  per  minute. 

Cuts  %"  circles  left 
hand  and  114" 
circles  right  hand. 

Full  ball  and  roller 
bearing  construc¬ 
tion;  convenient 
slide  operated 
switch;  improved 
blade  motion  feeds 
in  the  work  so  that 
little  effort  is  re¬ 
quired  by  operator 

in  cutting;  for  in-  .  ,  .  ,  ... 

side  cuts,  simply  cut  a  214  hole  in  the  material  and  sup 
yoke  through  the  hole.  DC  or  AC  motor.  Voltages— 
115  125,  150.  200,  230  or  250,  as  specified.  Also  available 
in  180  cycles,  3  phase.  Net  weight.  914  lbs.  Shipping 
weight,  i4  lbs. 

No.  U214A — Capacity  14  Gauge  Steel 

Blade  action  feeds 
in  the  work  with 
little  effort  on  part 
of  operator  in 
cutting  straight 
lines,  curves,  angles 
and  notches  with 
hairline  accuracy. 

Full  ball  and  roller 
bearing  construc¬ 
tion;  slide  operated 
switch;  multi-grip 
handle;  furnished 
with  three  -  wire 
cord  with  ground 
connection, 
wrenches,  clearance 
gauge  and  supply  of 
ages- 


lubricant. 
115,  125,'  150,  200,  230  or  250, 


able  in  180  cycles, 
weight,  14  lbs. 


No.  U212 — Capacity  12  Gauge  Steel 


Cuts  up  to  12 
gauge  hot  rolled 
steel,  other  mate¬ 
rials  in  proportion, 
at  a  speed  up  to  12 
feet  per  minute. 

Cuts  straight  lines, 
curves  up  to  214" 
radius,  angles  and 
notches  with  hair¬ 
line  accuracy. 
Trigger  type  switch 
with  locking  de¬ 
vice;  full  ball  and 
roller  bearing  con¬ 
struction  ;  rubber 
covered  three-wire 
cord  with  ground 
connection.  DC  or 
AC  motor.  Volt¬ 
ages— 115,  125,  150, 
available  in  180  cycles. 
Shipping  weight,  25  lbs. 


200, 


DC  or  AC  motor.  Volt- 
as  specified.  Also  avail- 


3  phase.  Net  weight.  914  lbs.  Shipping 


230  or  250,  as  specified.  Also 
3  phase.  Net  weight,  20%  lbs. 


STANLEY  ELECTRIC  ROUTERS 
No.  R8A — V2  h.p. — 20,000  rpm. 

This  is  the  most  ver¬ 
satile  woodworking  tool 
on  the  market  today, 
There  are  dozens  of 
basic  routing  opera¬ 
tions,  and  thousands  of 
applications  for  these 
operations.  Sealed  ball 
bearings;  motor  and 
base  of  polished  alumi¬ 
num;  14"  collet  type 
precision  chuck;  push 
button  locking  device 
secures  shaft  for  rapid 
changing  of  bits;  fur¬ 
nished  with :  No.  8  mo¬ 
tor,  GA  -  197  router 
base,  and  wrench.  Volt¬ 
ages— 115,  125,  150,  200, 
230  or  250,  as  specified. 
Net  weight,  6%  lbs. 
Shipping  weight,  8  lbs. 

STANLEY  ELECTRIC 
ROUTER-SHAPER 

No.  RS80 — V2  h.p. — 20,000  rpm. 


Handles  an  amazing  number  of  operations;  beading, 
fluting,  veining  all  types  of  inlaying,  mortising,  dovetail¬ 
ing,  routing,  templet  routing,  shaping,  grooving  and  many 
other  cuts.  All  specifications  the  same  as  the  R8A.  Fur¬ 
nished  with :  No.  8  motor.  GA-197  router  base,  GA-2  arbor, 
208  router  bit,  GA-39  straight  and  circular  gauge,  GA- 
192  templet  guide  and  wrench.  Net  weight,  6%  lbs.  Ship¬ 
ping  weight,  9  lbs. 


STANLEY  ELECTRIC  SHAPERS 


No.  U208— Cap.  8  Gauge  (.171")  Steel 
No.  U206 — Cap.  6  Gauge  (.203")  Steel 

Steel  and  brass 
mills,  heavy  sheet 
fabricating  shops, 
tank  shops,  rail¬ 
road  shops  and 
others  use  Stanley 
Unishears  on  the 
heavy  production 
jobs  as  well  as  for 
maintenance  and 
repair  work.  Uni¬ 
versal  type  motor 
with  full  ball  bear- 
i  n  g  construction. 

Heavy  capacity 
switch  in  handle. 

Speed  up  to  five 
feet  per  minute  in 
heaviest  materials. 

Operates  on  either  AC  or  DC,  60  cycles  or  less.  Voltages— 
115.  125,  150.  200,  230  or  250.  Length  overall.  18".  Net 
weight,  36  lbs.  U208,  U206— 38  lbs.  Extra  yoke— FG433B 
for  U208,  FG466  for  U206. 


No.  S80 — V2  h.p. — 20,000  rpm. 


With  this  bench 
shaper  you  can  con¬ 
vert  a  section  of 
your  work  bench  to 
a  shaper  table,  and 
make  a  wide  vari-  - 
ety  of  light  mould¬ 
ing  cuts,  tongue, 
groove,  chamfer, 
cove,  rabbet,  and 
many  other  straight 
and  irregular 
shapes  in  either 
wood  or  plastics. 

The  motor  unit  can 
be  tilted  in  its 
holder  up  to  45°. 

Provided  with  No. 

43  straight  fence  and  guard  which  also  acts  as  a  light 
holddown.  Right  shoe  of  fence  adjustable  for  depth  of 
cut.  The  No.  44  circular  guide  is  used  for  shaping  circu¬ 
lar  and  irregular  work.  Furnished  with:  No.  8  motor.  No. 
62  shaper  plate,  No.  43  straight  fence,  No.  44  circular 
guide,  GA-2  arbor,  and  wrench.  Shipping  weight,  14V4  lbs. 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 
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STANLEY  ELECTRIC  SAFETY  SAWS 
No.  W65 — Cutting  Capacity  Full  2" 


STANLEY  ELECTRIC  SAFETY  SAWS 
No.  W9 — Cutting  Capacity  0  up  to  3V4" 


Lightweight  6"  saw 
which  is  designed  for 


cross-cutting  and 
ripping.  Combines 
high  speed  and  sturdy 
construction.  Supplied 
with  combination  rip 
and  crosscut  blade, 
wrenches,  lubricant 
and  packed  in  metal 
carrying  case.  Full 
ball  and  roller  bearing 
construction  ;  steel 
base  extends  on  both 
sides  of  blade  to  sup¬ 
port  saw  for  right  or 
left  handed  cut;  blade 
flanges  protect  motor 
from  shock  loads. 

AC-DC  motor,  no  load 
speed  5,600  rpm.  Net  weight  11%  lbs.  Shipping  weight, 
27  lbs.  Voltages — 115,  125.  150,  200,  230  or  250,  as  specified. 
Saw  Blades  (%"  Arbor  hole),  P-6474  (Combination  rip  and 
cross-cut),  P-6492  (Rip),  P-6493  (Cross-cut),  P-6494  (Mitre). 


No.  W7 — Cutting  Capacity  0  up  to  2V2” 


Heavy  duty  Safety 
Saw,  light  in  weight, 
practical,  powerful  and 
rugged.  Cutting  ca¬ 
pacity,  0  up  to  214". 

Tilting  base  for  bevel 
cuts  up  to  1%"  at  45°. 

Duplex  handle  has  two 
gripping  positions, 
makes  saw  easy  to 
handle  in  any  position. 

Simple  wing  nut  ad¬ 
justment  for  depth  of 
cut.  Safety  guards 

cover  cutting  edge  of  blade  at  all  times. 

AC-DC  motor.  No  load  speed,  3,700  rpm.  Furnished 
with  combination  rip  and  cross-cut  blade,  cable,  ripping 
gauge,  wrench,  lubricant  and  metal  carrying  case.  Net 
weight,  18  lbs.  Voltages— 115,  125,  150,  200,  230  or  250, 
as  specified.  Saw  Blades  (%"  Arbor  hole),  P-5792  (Com¬ 
bination  rip  and  cross-cut),  P-5789  (Rip),  P-5787  (Cross¬ 
cut),  P-5788  (Mitre),  P-5786  (Nail  cutting). 


Balanced  design 
for  ease  of  opera¬ 
tion.  High  powered 
AC-DC  motor  for 
fast  cutting  and 
years  of  service  on 
heavy  work. 

Cutting  capacity  0 
up  to  314".  Tilting 
base  for  bevel  cuts 
up  to  214"  at  45°. 

Double  Pole  switch, 
bakelite  enclosed. 

Simple  wing  nut 
adjustment  for 
depth  of  cut. 

Safety  stationary 
and  swinging  guards  keep  cutting  edge  of  blade  covered 
at  all  times.  No  load  speed,  3,300  rpm.  Furnished  with 
combination  rip  and  cross-cut  blade,  ripping  gauge, 
wrench,  lubricant,  cable  and  metal  carrying  case.  Net 
weight,  26  lbs.  Shipping  weight,  62  lbs.  Voltages — 115, 
125,  150,  200,  230  or  250,  as  specified.  Saw  Blades 
Arbor  hole),  P-5790  (Rip  and  cross-cut),  P-5785  (Rip), 
P-5783  (Cross-cut),  P-5784  (Mitre),  P-5810  (Nail  cutting), 
P-5782  (Metal  cutting) — 8"  diameter. 


STANLEY  ELECTRIC  SAW  TRACKS 
No.  158 — Adjustable 


Structural  steel  welded  track,  readily  adjustable  for  use 
with  Stanley  Safety  Saws  Nos.  W7,  W8  and  W9  for 
square,  bevel  and  bevel  mitre  cuts.  Pivot  pin  in  front 
drops  into  bored  holes  in  bench  at  any  angle  for  other 
than  straight  cuts. 

With  this  accessory,  the  user  can  eliminate  laying  out 
and  marking  each  piece  of  lumber  and  will  find  it  a  real 
time  saver  as  a  guide  in  cutting  lumber  to  exact  size 
desired.  Shipping  weight,  13  lbs. 


No.  W8 — Cutting  Capacity  0  up  to  23/4" 


Compact,  heavy 
duty  portable  electric 
Saw,  powered  and 
cooled  for  continuous 
operation.  Cutting 
capacity,  0  up  to 
2%".  Tilting  base  for 
bevel  cuts  up  to  2A" 
at  45°.  Duplex 
handle,  with  two 
gripping  positions, 
permits  easy 
handling  of  saw  in 
any  position.  Simple 
wing  nut  adjustment 
for  depth  of  cut.  Safety  guards  keep  cutting  edge  of 
blade  covered  at  all  times.  AC-DC  motor.  No  load  speed, 
3,500  rpm.  Furnished  wtih  combination  rip  and  cross¬ 
cut  blade,  cable,  ripping  gauge,  lubricant  and  metal  carry¬ 
ing  case.  Voltages — 115.  125,  150,  200,  230  or  250,  as 
specified.  Saw  Blades  (%"  Arbor  hole),  P-5849  (Rip  and 
cross-cut),  P-5848  (Rip),  P-5846  (Cross-cut),  P-5847  (Mitre), 
P-5786  (Nail  cutting). 


STANLEY  ELECTRIC  UNISHEARS 
No.  U218 — Capacity  18  Gauge  Steel 


Cuts  18  gauge  hot 
rolled  steel  at  speeds 
up  to  15  feet  per 
minute  and  weighs 
only  4%  lbs.  High 
speed  alloy  steel 
blades  feed  in  the 
work  by  improved 
blade  action.  Full 
ball  and  roller  bear¬ 
ing  construction; 
convenient  slide 
operated  switch  with 
multi-grip  handle; 
furnished  with : 
rubber  covered  three  wire  cord  with  ground  connection, 
wrenches,  clearance  gauge  and  a  supply  of  lubricant. 
Shipping  weight,  5%  lbs.  Voltages — 115,  125,  150,  200, 

230  or  250,  as  specified. 
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ELECTRIC  TOOLS 

A.C.-D.C.  Universal  Motors.  Standard  Voltages:  115  or  220  Volts. 
Also  Available  in  Other  Voltages  When  Specified. 


U-IOO  HAMMER 

With  "Sling-Shot"  Shock  Absorber  Drive 


MOST  POWERFUL  U/s"  ELECTRIC 
HAMMER  YOU  CAN  BUY! 


BEST  BUY  TODAY  FOR  17  REASONS! 


1.  LONG-SHAFT  BLADE 
MOUNTING— full  ball¬ 
bearing  support  where 
it's  needed  most. 

2.  DIRECT  GEAR  DRIVE. 

3.  Safety  lock  switch. 

4.  Protected  depth  and 
bevel  scales. 

5.  Finger  tip  adjustments. 

6.  Convenient  handles. 

7.  Accessible  brush 
holders. 


8.  Ample  ventilation. 

9.  Wide  safety  base. 

10.  Unique  rip  guide. 

11.  Sawdust  blower. 

12.  Reinforced  aluminum 
housings. 

13.  Extra  powerful  motor. 

14.  Automatic  blade  guard. 

15.  Easy  blade  change. 

16.  Positive  90°  stop. 

17.  Oversize  switches. 


Specifications 


Code 

Blade 

Size 

Max. 

Cut 

45° 

Cut 

Speed 

R.P.M. 

Wt., 

Lbs. 

T6C 

614" 

2A" 

1%" 

3600 

1314 

T7 

714" 

2%" 

1%" 

4200 

i7y4 

T8 

814" 

m" 

2&" 

4200 

18 

T10 

10" 

3%" 

2%" 

2750 

35 

T12 

12" 

4A" 

314" 

2750 

3614 

EQUIPMENT  includes  combination  blade,  10'  of  3-con¬ 
ductor  cable  with  2-prong  plug  and  grounding  wire, 
lubricant,  steel  carrying  case. 


Shock-proof  rubber  connection  drives 
tlie  piston  in  powerful  hammer  action 
acting  as  a  power  accumulator 
on  the  forward  stroke  .  .  .  then 

as  a  shock  absorber  on  the  recoil. 
There’s  no  metal  connection  between 
the  piston  and  the  gear  train  and 
motor.  And  thus  no  shock  to  gear, 
motor  or  operator! 


TAPER 

SHANK 

STAR 

DRILLS 

Point 

Diameter 

DRILLING 

DEPTH 

5" 

9" 

12" 

18" 

24" 

14" 

70336 

A" 

70337 

70445 

%" 

70338 

70345 

70446 

tV7 

70339 

78645 

70353 

78646 

14" 

70340 

70346 

70354 

70359 

70364 

t h* 

70447 

70347 

%" 

70341 

70348 

70355 

70360 

70365 

H" 

70349 

%" 

70342 

70350 

70356 

70361 

70366 

%" 

70343 

70351 

70357 

70362 

70367 

l" 

70344 

70352 

70358 

70363 

70368 

iy8" 

74842 

74843 

74844 

74845 

74846 

Other  Type  Chisels  Also  Available 


Specifications 

Code  . .  U-100 

Capacity  in  Concrete . lVs"  Star  Drill 

Type  Nozzle: 

Standard  .  . 497"  dia.  x  1.75" 

Optional  . 432"  hex.  x  1.75" 

Blows  per  Minute . 1600 

Length  Overall . 13%" 

Weight  . .  . 14  lbs. 

EQUIPMENT  includes  carrying  case,  1  No.  61076  Holder 
for  Taper  Shank  Tools;  1  extra  sling-shot  connector;  dust 
shield.  3-conductor  cable  with  2-prong  plug  and  ground 
ing  wire. 


221-7-a. 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 
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ELECTRIC  TOOLS 


A.C.-D.C.  UNIVERSAL  MOTORS— STANDARD  VOLTAGES— 115  OR  220  VOLTS 
ALSO  AVAILABLE  IN  OTHER  VOLTAGES  WHEN  SPECIFIED 


SILVER  LINE  IMPACT  WRENCHES  SILVER  LINE  DRILLS 


Rotary  Impact  Wrench  applies  and  removes  nuts, 
drives  and  removes  screws,  drills  in  steel,  wood  and 
masonry,  taps,  drives  hole  saws,  etc. — the  UNIVER¬ 
SAL  TOOL  for  the  repair  shop,  especially  where 
there  is  a  good  deal  of  tear-down  and  reassembly 
work  on  machines  and  equipment. 

Available  in  two  sizes  to  handle  bolt  sizes  up  to 
%"  and  up  to 


Specifications 


Size  No . 

Capacity,  bolt  size... 
Freed  Speed,  R.P.M, 
Impacts  per  minute. 

Weight,  lbs . 

Length  overall 


EW6 


2150 

2000 

6% 

10" 


EW10 

%" 

2000 

1850 

1214 


IMPACT  WRENCH  KITS 


EW6K  consists  of  %"  Impact  Wrench,  collet  chuck, 
No.  2  M.T.  Socket,  M.T.  Reducer  Sleever  (to  No.  1). 
6  hexagon  sockets  in  popular  sizes. 

EW6KC  KIT  consists  of  CARRYING  CASE,  %"  Impact 
Wrench,  6  hexagon  sockets. 

EW10K  KIT  consists  of  %"  Impact  Wrench,  collet 
chuck,  No.  3  M.T.  Socket,  M.T.  Reducer  Sleeve  (to  No.  2). 
4  hexagon  sockets,  2  socket  wrench  adaptors  (%"  to  14" 
drive  and  %"  to  %"  drive)  and  drift  pin. 

EW10KC  consists  of  CARRYING  CASE.  %"  Impact 
Wrench,  4  hexagon  sockets. 


EJ  and  EL 
Side  Handle  Type 


EF  Side 
Handle  Type 


Size 


Capacity 

Size 

Handle 

Speed 

Wt.  Lbs 

14" 

ED2 

Pistol 

1800* 

3 

14" 

U14F 

Pistolf 

2500* 

3% 

14" 

EJ0 

Grip 

2000 

6y2 

A" 

EJ1 

Gript 

1500* 

6% 

%" 

EJ2 

Gript 

1000* 

7% 

y2" 

EJ9 

Side 

500 

8 

%" 

EL5 

Side 

525 

15 

%" 

EL6 

Side 

425 

1514 

%" 

UFD 

Side 

430 

24% 

%" 

EL7 

Side 

350 

15% 

%" 

UFH 

Side 

350 

25% 

7/s" 

UFS 

Side 

350 

2514 

1" 

UFZ 

Side 

300 

29 

114" 

U3Z 

Side 

350 

4914 

114" 

U3S 

Side 

78 

93 

*  Additional  speeds  available. 
tAdditional  handle  styles  available. 


Copper  Line  Drills 

14"  4CLJ  Pistol  2000  2% 

14"  C8  Side  420  914 


SILVER  LINE  ELECTRIC 
GRINDERS 


SILVER  LINE  SANDERS 


BENCH  GRINDERS 


4",  6000  R.P.M. ,  Code  EL60. 

5",  4500  R.P.M.,  Code  EL62 
6",  4000  R.P.M.,  Code  EN62. 

6"  Cup,  4000  R.P.M.,  Code  EN72. 
8"  Tuck  Pointing,  Code  EN64. 


7"  Standard  Duty,  Code  EL82. 
7"  Heavy  Duty,  Code  EN82. 

9"  Heavy  Duty,  Code  EN87. 


6"  14  H.P.,  Code  B634. 
6”  14  H.P.,  Code  B6S. 
7"  14  H.P.,  Code  B7S. 
8"  14  H.P.,  Code  B8S. 
10"  1  H.P.,  Code  B10. 


COPPER  LINE  DRILL 


DRILL  STANDS  available  to 
convert  portable  drills  to  sta¬ 
tionary  use  as  Drill  Press. 


221-8-53 
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CONTRACTORS  SUPPLY  CORP.  OF  NEW  JERSEY 


SKIL  PORTABLE  ELECTRIC  DRILLS 

26  Models  With  Capacities  to  1"  in  Steel,  2"  in  Hardwood 


Model  45 — V4-Inch  Compact  Standard  Duty 


For  fastest  drilling  even 
in  tight  spots.  Built  for  day¬ 
long  operation  on  all  pro¬ 
duction,  assembly  and  in¬ 
stallation  woi’k.  SKIL  Drill 
has  100  per  cent  anti¬ 
friction  ball  and  needle- 
roller  bearings.  Lighter, 
more  compact,  perfectly 
balanced.  Only  6%  inches 
long,  2%  inches  wide. 
Specify  voltage.  Shipping 
weight,  4  %  lbs. 

Model  Capacity  No-Load  Full-Load  Length  Wt.  Lbs.  Price 
No.  in  Steel  Speed  Speed  Inches  Each  Each 

45  %"  1800*  1050  6%  3  $41.00 

*2500,  3500,  5000  r.p.m.  optional.  Slow  speeds  of 
550,  750,  1000  r.p.m.  $6.00  extra. 

Keyless  chuck,  $3.00  extra. 


Model  80 — V2-Inch  Standard  Duty 


Powered  for  production  work.  Its  light  weight, 
perfect  balance  makes  it  easy  to  use  in  any  position, 
just  right  for  plant  maintenance  drilling.  Compact, 
streamlined  design  enables  it  to  get  in  spots  where 
the  usual  %-inch  drill  won’t  fit.  100  per  cent  anti¬ 
friction  bearing  construction.  Specify  voltage.  Ship¬ 
ping  weight,  10%  lbs. 

Model  Capacity  No-Load  Full-Load  Length  Wt.  Lbs.  Price 
No.  in  Steel  Speed  Speed  Inches  Each  Each 

80  %"  450  300  11 V2"  814  $60.00 


Model  250 — 5 /16-Inch  Special  Duty 


A  rugged,  practical,  general  purpose  tool  for  use 
in  all  types  of  service  jobs  and  plant  maintenance. 
Ideal  for  drilling  %G-inch  holes  in  structural  mem¬ 
bers  of  all  types.  Also  recommended  as  an  all¬ 
purpose  production  tool.  Specify  voltage.  Shipping 
weight,  7%  lbs. 


Model 

Capacity 

No-Load 

Full-Load 

Length 

Wt.  Lbs. 

Price 

No. 

in  Steel 

Speed 

Speed 

Inches 

Each 

Each 

250 

%6" 

1000 

600 

11% 

5%  $47.50 

Keyless  chuck.  $3.00  extra. 


Model  283 — V2-Inch  Heavy  Duty 


Bridge  builders, 
general  contrac¬ 
tors,  railroads, 
machine  shops, 
plumbers  and 
steel  fabricators 
usually  select  this 
drill.  Motor  is 
capable  of  driving  a  tool 
of  greater  drilling  capac¬ 
ity — assures  ample  power 
under  toughest  drilling 
conditions.  No.  1  or  No.  2 
Morse  Taper  Socket  in¬ 
stead  of  3-jaw  geared 
chuck,  if  desired.  Specify  voltage.  Shipping  weight. 


17  lbs. 


Model  Capacity 

No.  in  Steel 

No-Load 

Speed 

Full-Load 

Speed 

Length 

Inches 

Wt.  Lbs. 
Each 

Price 

Each 

283  %" 

550* 

360 

15" 

13 

$80.50 

351  (Same  as  Model  283  above,  but  with 

reversing  switch  .  92.50 


*1000  r.p.m.,  $5.00  extra. 


Model  163 — 1-Inch  Heavy  Duty 


Completely  new 
throughout.  The  out¬ 
standing  achieve¬ 
ment  in  powerful 
drill  construction. 
Meets  every  require¬ 
ment  in  toughest 
drilling  and  reaming 
work.  Handles  twist 
drills  with  No.  3 
Morse  taper  shanks. 
Shipping  wt.,  31  lbs. 


Model 

Capacity 

No-Load 

Full -Load 

Length 

Wt.  Lbs.  Price 

No. 

in  Steel 

Speed 

Speed 

Inches 

Each  Each 

163 

1" 

375* 

225 

18% 

25%  $130.00 

443 

(Same  as  Model  163  above,  but  with 

reversing  motor  and  switch) .  141.00 


*550,  300  r.p.m.,  optional. 


Special  Note 

There  are  26  models  of  SKIL  drills  with 
different  capacities  and  speeds.  SKIL  Drills 
range  from  200  r.p.m.  to  5000  r.p.m.  and  offer 
capacities  to  1"  in  steel,  2"  in  hardwood;  for 
any  type  of  service — intermittent,  standards 
or  heavy  duty.  Accessories  for  SKIL  Drills 
include  Hacksaw  Attachment,  Oscillating 
Sander  attachment,  Drill  Stands,  Hole  Saws, 
Pressure  Handle  and  Wire  Brushes.  See  the 
new  SKIL  General  Catalog  for  detailed  in¬ 
formation  on  all  SKIL  products. 
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SKIL  SAWS 


10  Models  for  Cutting,  Scoring, 
Grooving 

Model  67 — Cuts  1%  Inches 


A  compact,  powerful  heavy-duty  saw — ideal  for 
the  carpenter-builder  on  small  homes,  garages  and 
general  remodeling.  Rips  and  cross-cuts  hard  wood 
up  to  1  inch,  cross-cuts  dressed  pine  up  to  2  inches, 
bevel-cuts  l^-inch  lumber  at  45  degrees.  Cutting 
capacity,  1%  inches.  Blade,  6  inches.  Length,  15% 
inches.  Weight  11%  lbs.  Shipping  weight,  25%  lbs. 

Price,  Model  67  (specify  voltage) . each  $90.50 


Model  825 — Cuts  25/s  Inches 


Lighter,  easier-to-use  on  2-inch  rough  lumber  for 
sawing  studs,  rafters,  joists.  Bevel-cuts  lumber  up 
to  2  %  inches  thick  at  45  degrees.  Cuts  aluminum 
and  copper  up  to  %  inch  thick.  Cutting  capacity,  2% 
inches.  Blade,  8%  inches.  Length,  18  inches.  Weight, 
17%  lbs.  Shipping  weight,  37  %  lbs. 

Price,  Model  825  (specify  voltage) . each  $144.00 


SKIL  Radial  Saw  Model  450 

With  Every  Advanced  Feature  Demanded 
By  Skilled  Craftsmen 


Years  ahead  in  design,  SKIL  Radial  Saw  permits 
faster,  more  accurate  cutting,  easier  control  and 
quicker  job  changes  because  only  SKIL  Radial  Saw 
has  all  these  outstanding  advancements: 

Saw  Head  slides  on  retractable  arm  for  finger-tip  opera¬ 
tion. 

Supporting  Arm  Bearings  are  adjustable  for  constant 
alignment. 

All  controls  are  adjustable  from  the  operator’s  position. 

Retractable  elevator  handle  is  in  front. 

One-Piece  saw  guard  is  quickly  removable. 

Layout  marks  are  always  within  vision. 

Large,  easy-to-read  scales  for  quick  adjustments. 

Sturdy  construction  throughout  for  years  of  hard  use. 

With  SKIL  Radial  Saw,  these  cuts,  and  more,  are 
made  with  ease,  speed  and  accuracy  never  known  be¬ 
fore:  Cross-cut,  bevel  cross-cut,  rip,  bevel  rip, 
miter,  bevel  miter,  dado,  plough,  rabbet,  bevel 
rabbet. 

For  complete  information  on  the  SKIL  Radial 
Saw  write  for  the  SKIL  general  catalog. 


Model  800 — Cuts  25/g  Inches 

The  super-high 
speed  of  this  saw 
takes  full  advan¬ 
tage  of  SKI  L 
Cut  -  off  Wheels 
which  perform 
best  in  stone, 
masonry  and 
hard  metals  a  t 
speeds  of  5  to 
6000  R.  P.  M.  Is 
also  used  for  cut¬ 
ting  lumber  and 
composition  ma¬ 
terials.  Small 
knob  mounted  in  front  of  handle  permits  two-hand 
operation  for  difficult  cuts.  Motor  drives  through 
precision  ground,  helical  gearing.  Bevel  cuts  up  to 
2%  inches  at  45  degrees.  Cutting  capacity  2% 
inches.  Blade,  8%  inches.  Length,  12%  inches.  Net 
Weight,  17%  lbs.  Shipping  weight,  38  lbs. 

Price,  Model  800  (specify  voltage) . each  $144.00 


SKIL  Blades 

A  complete  line  of  metal  blades,  cut-off  wheels 
and  diamond  grit  blades  are  available  to  cut  wood, 
metal,  composition,  stone,  granite,  tile  and  brick. 
See  the  SKIL  General  Catalog  for  detailed  informa¬ 
tion  on  complete  line  of  saws  and  blades. 


Model  464  SKIL  Radial  Support 

For  SKIL  Saw  Models  77,  825  or  87 
Model  467  For  SKIL  Saw  Model  800 


Quickly  converts  portable  SKIL  Saw  into  an  effi¬ 
cient  radial  saw. 

Greatly  speeds  production  jobs  .  .  .  the  first  piece 
cut  serves  as  a  pattern  for  thousands.  Can  make 
the  following  cuts:  cut-off,  bevel  cut-off,  rip,  bevel 
rip,  miter,  bevel  miter,  dado  and  plough. 

Is  easily  carried  by  two  men  from  job-site  to  job- 
site.  Equipped  with  cast  bracket  to  fit  SKIL  Saw 
Models  77,  825  and  87.  Special  bracket  for  Model 
800. 

Price,  Model  464  (less  legs) . $159.00 

Price,  Model  467  for  Model  800  Saw 

(less  legs)  . 159.00 

Extha  Equipment  No.  3949:  4  steel  legs  with  12 
bolts,  nuts  and  washers.  Net  weight,  18  pounds. 

Price  . $12.00 
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SKIL  Oscillating  Sander 


Model  438 


Speeds  final  sand- 
ing  and  rubbing 
operations  on  wood, 
metal  or  composi¬ 
tion.  Oversize  mo¬ 
tor  gives  this  tool 
exceptional  cutting 
power.  All  gearing  is  eliminated  through  SKIL 
Sander’s  exclusive  design.  This  assures  near-silent 
operation  and  negligible  maintenance. 

Sandpaper  is  applied  either  by  cementing  to  vi¬ 
brating  head  or  by  metal  holder  as  shown  in  picture. 
Comes  equipped  with  three  assorted  sheets  of 
4%"x5%"  sandpaper  to  be  applied  with  cement; 
one  4-ounce  bottle  of  sandpaper  cement;  three  as¬ 
sorted  sheets  of  sandpaper  6%"x4y2"  (three  may 
be  cut  from  standard  9"xll”  sheet)  to  be  applied 
with  metal  clamp  device;  one  metal  clamp;  neces¬ 
sary  instructions  for  both  methods  of  applying 
paper.  Also  equipped  with  10  ft.  of  rubber  covered 
cord.  Motor  is  Universal  for  DC  or  AC  up  to  60 
cycles.  Weight  7  %  lbs.  Shipping  weight,  10  lbs. 


Price,  Model  438 


each  $87.50 


SKIL  Belt  Sander 

5  Models  for  Finest  Finishing 


Model  448—3-Inch  Wide  Belt 

Developed  especially  for  boat  builders,  small 
woodworking  and  cabinet  shops,  manual  training 
classrooms  and  general  maintenance  shops  in  indus¬ 
trial  plants.  Perfectly  balanced  to  exert  uniform 
pressure  over  entire  sanding  surface.  “Touch-con¬ 
trol”  lever  for  quick,  easy  belt  changing.  Knob 
handle  can  be  moved  from  top  to  nose  of  sander  for 
easy  vertical  sanding.  Belt  speed,  1200  ft.  per  min. 
Safety  switch  prevents  accidental  starting.  Right 
side  flush  for  sanding  to  upright  objects.  Size, 
4% "xl5% "X8V2"  high.  Weight,  15%  lbs.  Shipping 
weight,  20  lbs. 

Price,  Model  448  (3”  wide  belt) . each  $115.00 


SKIL  Sander  Belts 

These  belts  are  made  by  the  famous  "Grits- 
on-Edge”  process  which  sets  abrasives  with 
sharpest  edges  at  cutting  surface.  Each  belt 
is  precisely  cut,  bonded  and  gauged  to  insure 
an  exact  fit.  See  the  new  SKIL  General 
Catalog,  for  detailed  listing  and  further  in¬ 
formation  on  SKIL  Belt  Sanders. 


SKIL  Bench  Grinders 

7  Models  From  6".  V4  H.P.  to  10",  1  H.P. 

SKIL  Bench  Grinders  incorporate  the  latest  in 
motor  consti’uction  for  best  performance  under 
heavy  loads.  The  %  and  %  h.p.  models  feature 
totally  enclosed,  split  phase  motors.  The  %  and  1 
h.p.  bench  grinders  have  totally  enclosed,  capacitor- 
start,  induction-run,  low  starting  current  type 
motors. 

All  models  equipped  with  one  fine  and  one  medi¬ 
um  grade  wheel;  3-conductor  cord  (except  3-phase) ; 
“on”  and  “off”  type,  heavy-duty  switch. 


Model  564 


10-inch,  1  Horsepower 


No-load  speed  1750  r.p.m.  at  60  cycles  AC.  Wheels 
10-inch  diam.  x  1-inch  thick  x  %-inch  bore.  High 
grade  abrasives.  Blue  crackle  finish.  Weight  88 
lbs.  Shipping  weight,  108  lbs. 

Model  564  with  motor  110  volts  AC  50/60 

cycle,  single  phase . $139.50 

220,  50/60  cycle,  1-phase  and  3-phase,  also  avail¬ 
able  at  no  extra  cost. 


SKIL  Disc  Sanders 

5  Models  for  Special  and  Heavy  Duty 


Model  540 — Heavy  Duty  Sander-Grinder 

Powerfully  built  for  the  toughest  sanding,  grind¬ 
ing  and  surfacing  work.  Large  9"  sanding  discs 
may  be  trimmed  for  re-use  with  7"  sanding  pad. 
No-load  speed  of  4200  r.p.m.  Universal  115-volt 
motor  for  DC  or  AC  up  to  60  cycles.  Equipped  with 
10  ft.  of  3-conductor  rubber-covered  cord;  right  or 
left  side  handle;  suspension  eye  bolt;  tool  rest; 
9”  sanding  pad,  three  assorted  grit  sanding  discs; 
wrench.  Length,  18".  Weight,  14%  lbs.  Shipping 
weight,  20  lbs.  Specify  voltage. 

Price,  Model  540 . each  $97.50 

Price,  Model  13  same  as  Model  540  above,  but 
without  sanding  pad  and  discs.  Power  unit 
only  . each  $92.50 


SKIL  Disc  Sander  Accessories 

Sanding  discs,  cup  grinding  wheels,  wire 
cup  brushes,  grinding  wheel  guards  and  many 
other  accessories  are  available.  See  the  new 
SKIL  General  Catalog  for  detailed  informa¬ 
tion. 
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SKIL  Portable  Grinders 

4  Models 


For  grinding,  wire  brushing,  buffing  and  polishing 
operations.  High  grade  ball  bearings  throughout. 
Rubber  sleeve  on  rear  grip  handle.  Equipped  with 
10  ft.  of  3-conductor  cord  and  connector;  adjustable 
steel  wheel  guard;  one  medium  grade  wheel;  sus¬ 
pension  eye  bolt.  Specify  voltage  when  ordering. 


Model 

Wheel 

No-Load 

Lgth. 

Wt. 

Shpng. 

Price 

No. 

Size,  In. 

Speed 

In. 

Ibs. 

Wt.,  Lbs. 

Each 

15 

4 

"x%"x%" 

5250 

22 

14% 

19 

$  76.00 

16 

5 

"x%"xy2" 

4500 

22% 

16% 

221/4 

87.00 

142 

6 

"X  l"x%" 

3800 

231/2 

191/2 

25 

100.00 

SKIL  Tuck  Pointer 

Model  465 


One  of  the  most  practical  tuck  pointing  machines 
available.  Exhaustive  tests  prove  the  superiority 
of  SKIL  Tuck  Pointer  for  fast,  economical  comple¬ 
tion  of  tuck  pointing  jobs.  Model  465  is  light,  easy 
to  handle  and  has  a  surplus  of  power  that  cuts  days 
off  many  tuckpointing  jobs  and  insures  greater  prof¬ 
its  from  lower  bids.  Uses  8"  SKIL  cut-off  wheels. 
Equipment:  10  ft.  of  3-conductor  cord  with  con¬ 
nector;  adjustable  steel  wheel  guard;  suspension 
eye  bolt;  wrench. 

Specifications 

Motor:  Universal,  operates  on  either  DC  or  AC  up 
to  60  cycle. 

No-Load  Speed:  5000  r.p.m. 

Bearings:  High  grade  ball  mounted  in  steel  inserts 
on  all  shafts. 

Molded  Rubber  Sleeve:  Covers  rear  grip  handle, 
insures  cool  comfort  and  positive  tool  control. 
Length  Overall:  22".  Net  Wt.,  14%  lbs.  Shipping 
Wt.,  19  lbs. 

Voltages:  Standard  voltage,  115.  Also  furnished  for 
220,  250  and  odd  voltages — no  extra  cost.  Specify 
voltage  desired. 

Model  465  . $81.50 


SKIL  Shear 


For  easy,  ac¬ 
curate  cutting 
of  hot  rolled 
steel  or  galva¬ 
nized  iron  up  to 
16  gauge,  soft¬ 
er  materials  in 
proportion. 
Lighter,  more  compact  than  any 
other  shear  of  equal  capacity. 
Equipped  with  3-conductor  cord 
with  connector;  set  of  SKIL  Shear 
blades;  wrenches.  Min.  Cutting 
Radius  1  inch.  Universal  motor 
for  AC  or  DC.  Die-cast  aluminum  frame.  Length 
overall  9".  Weight,  5%  lbs.  Shipping  weight,  7% 
lbs. 


Price  Model  17 


each  $89.00 


SKIL  Electric  Hammer 

Model  437 


Will  handle  the  toughest  job — drilling  in  concrete; 
demolition  of  stone  or  brick  walls  and  floors;  chip¬ 
ping,  scaling  and  cleaning  of  many  materials.  Used 
with  star  drill  and  other  special  edged  tools  as 
listed  below  which  require  rapid  hammer  blows  to 
perform  at  top  efficiency. 

A  specially  designed  power  unit  consisting  of  two 
alternately  energized  magnetic  fields  eliminates 
gears,  cranks  and  connecting  rods.  Equipped  with 
drift  pin;  dust  shield;  tool  retainer;  2  star  drill 
chucks  and  handles;  carrying  case  with  built-in 
selenium  rectifier;  15  ft.  of  3-conductor  rubber-cov¬ 
ered  cord  from  tool  to  carrying  case,  15  ft.  of  ex¬ 
tension  cord  from  carrying  case  to  power  outlet. 

Specifications 

Capacity:  fo"  differential  or  hexagon  shanks. 
Efficient  Operating  Range:  %"  to  1%"  diameter 
star  drills. 

Extreme  Operating  Limits:  %"  to  1%"  diameter 
star  drills. 

Speed:  3600  blows  per  minute. 

Net  Weight:  20  lbs.  (tool  only). 

Shipping  Weight:  40  lbs.  (complete). 

Voltages:  115  volts,  AC  only.  Odd  voltages  on  spe¬ 


cial  order,  $25.00  extra. 

Model  437,  115  volts  AC  only . . . $166.00 

Model  437,  with  transformer  for  voltages 

from  200  to  250 .  . $186.00 


SKIL  Pneumatic  Hammers 


3  Sizes — 4  Models  in  Each  Size 


For  many  jobs,  including,  riveting,  light-chipping, 
and  Star  drilling.  Each  size  available  with  offset  or 
grip  handles,  Parker  Taper  or  Hexagon  nozzles. 
These  tools  feature  perfect  balance,  ease  of  control, 
specially  designed  valve  block  for  longer  life,  and 
tapered  clearance  in  the  throttle  valve  seat  to  pro¬ 
vide  accurate  metering  of  air  for  controlled  blows. 
Standard  equipment  includes  air  regulator  and  bee¬ 
hive  spring  retainer. 

Price  all  12  Models . $80.00 


For  accessories  and  detailed  information  for 
all  pneumatic  tools,  consult  the  SKIL  Pneu¬ 
matic  Catalog. 
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WISCONSIN  Heavy-Duty  Air-Cooled  ENGINES 


Models  T  K,  TF  standard  two- 
cylinder  engines 


Models  TE,  TF  two-cylinder 
power  unit  with  clutch  assembly. 


Models  TE,  TF  two-cylinder  en¬ 
gines  with  side  mount  fuel  tank 
and  clutch  reduction  assembly. 


Models  VE4,  VF4  four-cylinder 
with  clutch  assembly. 


Model  VP4D  V-type  four-cylin¬ 
der  standard  engine  with  side- 
mount  fuel  tank. 


Model  VP4D,  VG4D  four-cylinder 
power  unit  with  clutch-reduction 
assembly. 


SPECIFICATIONS — Single  Cylinder  Wisconsin  Air-Cooled  Engines 

MODEL 

ABN 

AKN  AEN  AEH  AFH 

AGH 

AHH 

BORE  . . . 

2%," 

2%" 

3"  3"  314" 

314" 

3%" 

STROKE  . 

2%" 

2%"  3 

14"  314"  1" 

4" 

4" 

NO.  OF  CYLINDERS  . 

1 

1 

1  1  1 

1 

1 

DISPL.  CU.  INCHES . 

13.5 

17.8  23  23  33.2 

38.5 

41.3 

HP.  RANGE . 

2. 2-4. 6 

3. 2-6. 2  4.5-8.25  3. 9-6.1  6. 0-7.2 

7. 2-8.4 

7. 7-9.2 

SPEED  RANGE— RPM . 

1600-3600 

1600-3600  1600-3600  1600-3200  1600-2200 

1600-2200 

1600-2200 

NET  WT  IN  LBS. 

Standard  Engine . 

76 

76  110  130  180 

180 

180 

Added  Wt.  for  Clutch . 

26 

26 

35  35  35 

35 

35 

Added  Wt.  for  Reduction . 

18 

18 

25  25  60 

60 

60 

Added  Wt.  Clutch  Reduction . 

80  80  80 

80 

80 

SPECIFICATIONS 

— Two  and 

Four-Cylinder  Engines 

MODEL 

TE 

TF 

VE4  VF4 

VP4D 

VG4D 

BORE  . 

3" 

314" 

3"  314" 

314" 

314" 

STROKE  . 

...  3'4" 

3V+" 

314"  314" 

4" 

4"  i 

NO.  OF  CYLINDERS . 

2 

2 

4  4 

4 

4 

DISPL.  CU.  INCHES . . . 

45.9 

53.9 

91.9  107.7 

154 

154 

HP.  RANGE . . 

...  7.2-11.2 

8.7-14.6 

13-21.5  15-25 

23.5-31 

25-36 

SPEED  RANGE— RPM . 

...  1400-2600 

1400-2600 

1400-2400  1400-2400  1400-2200 

1400-2200 

NET  WT.  IN  LBS . 

Standard  Engine . 

210 

210 

295  295 

400 

410 

Standard  Engine  with  Side 

Mount  Tank . . . 

220 

220 

315  315 

430 

440 

Standard  Power  Unit . 

255 

255 

355  355 

485 

495 

Added  Wt.  for  Cluch . 

35 

35 

40  40 

100 

100 

Added  Wt.  for  Clutch  Reduction 

85 

85 

90  90 

150 

150 
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WISCONSIN  Heavy-Duty  Air-Cooled  ENGINES 


Wisconsin  Heavy-Duty  Air-Cooled  Engines  offer  the 
cumulative  benefits  of  many  years  of  exclusive  specializa¬ 
tion  in  the  manufacture  of  four-cycle  carburetor-type  air¬ 
cooled  engines,  in  a  complete  power  range  from  3  to  36  Hp. 
The  Wisconsin  Motor  Corporation  manufacturers  ONLY 
Air-Cooled  Engines.  There  is  nothing  to  divert  progressive 
thought  and  effort  from  this  specialized  operation. 

Every  Wisconsin  Engine  from  the  smallest  to  the  largest, 
is  of  heavy-duty  design  and  construction,  built  to  the 


highest  quality  and  service  standards — to  deliver  "Most 
Hp.  Hours"  of  on-the-job  service. 

Every  Wisconsin  Engine  is  equipped  with  tapered  roller 
bearings  at  BOTH  ends  of  the  rugged,  drop-forged  crank¬ 
shaft  to  take  up  end  thrusts  and  radial  loads  and  provide 
the  greatest  protection  against  bearing  failure — also  per¬ 
mitting  safe  mounting  of  drive  pulley,  gear  or  sprocket 
directly  on  the  extended  crankshaft.  This  is  a  typical 
heavy-duty  feature  that  adds  to  long  life  and  serviceability 
assuring  the  most  service  with  the  least  servicing. 


MECHANICAL  SPECIFICATIONS 


Rotation  : 

Counter-clockwise  facing  power  take-off  shaft. 

Cooling : 

Positive  air-cooling  is  obtained  from  large  fan  cast 
in  fly-wheel  which  forces  blast  of  air  across  and 
around  cylinder  and  head. 

Carburetor: 

Concentric  float  feed  type  assures  efficient  and 
economical  operation. 

Air  Cleaner: 

Efficient  oil  bath  type. 

Ignition : 

High  tension  rotary  type  outside  magneto  with 
impulse  coupling  assures  easy  starting. 

Governor: 

Built-in  mechanical  flyball  type. 

Lubrication : 

Single-cylinder  models  (except  Model  AEN)  have 
pump-circulated  constant  level  splash  system. 
Multi-cylinder  models  and  Model  AEN  pump  indi¬ 
vidual  oil  stream  to  each  connecting  rod.  Other 
parts  lubricated  by  oil  spray. 

Main  Bearings: 

Tapered  roller  at  both  ends  of  crankshaft. 


Crankshaft : 

Balanced  heat  treated  drop  forging. 

Connecting  Rods: 

Aluminum  in  Models  ABN  and  AKN.  All  other 
models  have  steel  forged  rods. 

Connecting  Rod  Bearings: 

Highest  quality  S.A.E.  tin  base  babbitt  die-cast 
directly  in  rod. 

Pistons : 

Aluminum  alloy. 

Valves : 

Heat  resistant  alloy  steel  forging,  single  cyl. 
models.  Stellite-faced  steel  exhaust  on  Models 
VP4D  and  VG4D. 

Valve  Rotators : 

Positive  type  exhaust  valve  rotators  standard 
equipment  on  Model  VG4D. 

Valve  Seat  Inserts  (Exhaust)  : 

Moly  iron,  single  and  2-cylinder  models  and 
Models  VE4.  VF4.  Stellite-faced  steel,  Models 
VP4D  and  VG4D. 

Cylinder  Heads: 

Aluminum  alloy  all  single  cyl.  and  2-cyl.  models. 
Cast  iron  all  4-cylinder  models. 


SPECIAL  EQUIPMENT:  Variable  speed  controls,  Stellite-faced  exhaust  valves  and  Stellite 
valve  seat  inserts,  clutch  take-off  assemblies  and  reduction  assemblies  can  be  furnished  on 
all  models.  Clutch  reduction  assemblies  and  electric  starting  available  for  larger  single 
cylinder  and  all  two-  and  four-cylinder  models.  Special  equipment  must  be  specified  at 
time  engine  is  built. 


Models  ABN,  AKN  standard 
Single-cylinder  engines. 


Models  ABN,  AKN  single¬ 
cylinder  engines  with  clutch 
assembly. 


Models  ABN,  AKN  single¬ 
cylinder  engine  with  reduc¬ 
tion  assembly. 


Model  AEN  single-cylinder 
standard  engine. 


Models  A  EH,  AFH,  AGH, 
AHII  standard  single¬ 
cylinder  engines. 


Models  A  EH,  AFH,  AGH, 
AHII  single-cylinder  with 
clutch  assembly. 


Models  AEH,  AFH,  AGI1 
AHII  single-cylinder  with 
clutch  reduction  assembly. 


Models  AEH,  AFH,  AGH, 
AHII  single-cylinder  with 
electric  starting  equipment, 
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X  CYCLE 

[Briggs&Stratton] 


AIR-COOLED  GASOLINE  ENGINES 


•Horsepower- 


Model 

Bore  and  Stroke 

2600 

RPM 

3100 

RPM 

3600 

RPM 

Net  Wt. 
Lbs. 

6 

2"x2" 

1.58 

1.87 

2.00 

33 

8 

214"x2" 

1.87 

2.27 

2.50 

36 

2200 

RPM 

2700 

RPM 

3200 

RPM 

9 

2y4"x2y4" 

2.17 

2.71 

3.10 

61 

14 

2%"x2%" 

3.55 

4.50 

5.10 

76 

23 

3"x3  y4" 

6.50 

7.70 

8.25 

98 

Standard  Equipment 

Gasoline  filter — oil-bath  air  cleaner — rope  starter 
— dust-pi’oof  magneto — muffler — black  finish.  Direc¬ 
tion  of  rotation  is  counter-clockwise  (viewed  from 
power  take-off  side.) 

Special  Types  Available 

Special  types  incorporating  the  following  features 
are  also  available: 

SHIELDED  BALL  MAIN  BEARING  TYPE: 

Models  9B,  14B,  23B. 

DIRECT  MOUNTING  CRANKCASE  TYPE: 
Models  6FB,  8FB,  9FB.  14FB,  23FB.  The  crankcase 
has  a  machined  mounting  face  with  tapped  holes  for 
direct  mounting  of  pumps,  generators,  etc.  The 
drive  end  of  the  crankshaft  of  Models  6FB  and  8FB 
is  carried  in  a  ballbearing.  Both  ends  of  the  crank¬ 
shaft  of  Models  9FB,  14FB  and  23FB  are  carried  in 
ball  bearings. 

6-TO-l  GEAR  REDUCTION  TYPE:  Models 
6R-6,  8R-6,  9R-6,  14R-6,  23R-6.  For  equipment 
requiring  drive  speeds  slower  than  obtained  from 
standard  models. 

Power  Data 


Only  Briggs  &  Stratton 
Has  the  Modern 

MAGNEMATIC  IGNITION  SYSTEM 

(Patented) 

Standard  Equipment  on  Models  9-14-23 

A  DEPENDABLE  SPARK  FOR  BETTER 
ENGINE  PERFORMANCE  AT  ALL  SPEEDS 

•  LONG  SPARK  PLUG  LIFE— magneto  output 
tailored  to  engine  requirements — sparks  only  on 
firing  stroke — voltage  decreases  as  speed  in¬ 
creases,  substantially  lengthening  spark  plug  life. 

•  AUTOMATIC  SPARK  ADVANCE— Spark  is  re¬ 
tarded  at  starting  speed  and  automatically  ad¬ 
vanced  as  engine  speed  increases. 

•  QUICK,  EASY  STARTING— Pull-up  cranking 
with  no  danger  of  a  “kick”  during  rope  or  hand 
cranking. 

•  SEALED,  WATERPROOF  COII^-One  piece, 
plastic  insulated  coil,  fully  sealed  and  water¬ 
proofed  with  molded-in  high  tension  lead. 

•  SIMPLE  AND  DEPENDABLE 
No  extra  gears,  bearings  or 
lubrication  system. 

•  EASY  TO  S  E  R  V  I  C  E— Only 
parts  ever  requiring  service  or 
adjustment  accessible  by  remov¬ 
ing  breaker-box  cover  con¬ 
veniently  mounted  outside 
crankcase. 

MAGNEMATIC  IGNITION  IS  ANOTHER  EX¬ 
CLUSIVE  BRIGGS  &  STRATTON  DEVELOP¬ 
MENT  WHICH  IS  SETTING  NEW  STANDARDS 

OF  PERFORMANCE  FOR  SINGLE-CYLINDER, 

AIR-COOLED  ENGINES. 


The  horsepower  ratings  listed  above  are  estab¬ 
lished  by  standai’d  Internal  Combustion  Engine  In¬ 
stitute  procedures.  For  practical  operation,  the 
horsepower  loading  should  not  exceed  85  per  cent  of 
these  ratings.  Engine  power  will  decrease  3  per 
cent  for  each  1,000  feet  above  sea  level,  and  1  per 
cent  for  each  10°  above  60°  F. 


World-Wide  Service  Organization 

Wherever  Briggs  &  Stratton  gasoline  engines  are 
used,  there  is  a  factoi'y-appointed  service  oi’gani- 
zation  nearby.  These  service  oi’ganizations,  operat¬ 
ing  under  factory  supervision,  are  equipped  to  pro- 
vide  parts  and  expert  repair  service. 


879-1-53 
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110-Volt  A.C.  Current  Anywhere  With  Kntolight  Power  Plnnts 


PORTABLE  ECONOMICAL  DEPENDABLE  RUGGEDLY  CONSTRUCTED 


KATOLIGHT  PLANTS  are  complete  ready  to  put  into  operation  by  simply  hooking  up  to  the  line,  adding  water, 
gasoline  and  oil. 

There  is  a  KATOLIGHT  PLANT  that  will  supply  the  same  type  of  current  as  the  highlines  to  operate  those  port¬ 
able  power  tools,  floodlights,  camp  lights,  radios,  etc.,  “on  the  spot".  There  is  no  need  to  delay  the  job  waiting  for 
commercial  powerline  hookup! 

Available  with  carrying  handles,  trailers,  dollies  and  housing  upon  request,  which  makes  KATOLIGHT  PLANTS 
adaptable  for  portable  use  in  all  types  of  weather! 


MODEL  27HAB4,  1200  watt  (aircooled) 
115-volt,  60-cycle,  single  phase,  A.C. 
KATOLIGHT  PLANT  shown  with  special 
carrying  handles  and  special  panel  includ¬ 
ing  ammeter,  push  button  start  and  stop, 
and  4  plug-in  receptacles.  This  equipment 
is  optional. 


MODEL  45MGW4,  5000  Watt  (aircooled) 

115/230  volt,  60  cycle,  1  or  3  phase 
KATOLIGHT  PLANT.  Housing,  dolley  and 
panels  are  optional.  Regardless  of  location 
KATOLIGHT  PLANTS  will  give  you  de¬ 
pendable  and  economical  electric  service. 


MODEL  49MGL4,  10,000  watt  (watercooled) 
115/230-volt,  60-cycle,  single  phase  A.C. 
KATOLIGHT  PLANT.  This  heavy  duty 
plant  is  especially  built  for  use  as  an  emer¬ 
gency  or  regular  power  source.  This  is 
illustrated  with  instrument  panel  mounted 
on  generator  (optional). 


MODEL  55MGK4,  25,000  watt  (watercooled) 
115/230-volt,  60-cycle,  single  phase  A.C. 
KATOLIGHT  PLANT  with  housed  unit  to 
withstand  all  climatic  conditions  (op¬ 
tional)  . 


GENERATOR  ENGINE* 


PLANT 


Dis¬ 

Net 

Capac¬ 

Cylin¬ 

place¬ 

Alt. 

Model 

ity 

Speed 

ders 

ment 

Overall 

App. 

<115/ 

AAatts 

r.p.m. 

Type  No. 

Cu.  In. 

H.p.  LxAVxH  Inches 

Lb. 

230  v.) 

AA’ith  Air-Cooled  Engines 

500 

1800  1 

1 

6.28 

1.0 

24 

13% 

17 

135 

23HAB4 

700 

1800 

revolv- 

1 

8.95 

1.5 

24% 

16  V8 

17 

172 

17HAB4 

1200 

1800 

ing 

1 

14.21 

2.6 

25  y2 

18% 

19% 

265 

27HAB4 

2000 

1800 

arm  a- 

1 

22.97 

5.0 

30% 

20 

22% 

350 

30HAB4 

2500 

1800 

turet 

1 

22.97 

5.0 

24 

20 

20 

360 

41HAB4 

3500 

1800 

1 

41.30 

7.8 

32 

22  y2 

30 

590 

43HAW4 

4000 

1800 

2 

45.9 

9.3 

42 

26 

30% 

700 

44MGW4 

5000 

1800 

revolv- 

2 

53.9 

11.1 

42 

26 

30% 

750 

45MGW4 

7500 

1800 

in  g 

4 

91.9 

17.0 

50 

22 

33 

875 

47MGW4 

10000 

1800 

field 

4 

107.7 

19.5 

50 

22 

33 

1050 

49MGW4 

12500 

1800 

t 

4 

154.0 

29.0 

56  V, 

24 

33% 

1250 

50MGW4 

15000 

1800 

4 

154.0 

29.0 

56% 

24 

33% 

1430 

51MGW4 

AA'ith 

AA’ater 

-Cooled 

Engines 

5000 

1800 

4 

64.9 

14.0 

55 

23 

32% 

835 

45MGH4 

10000 

1800 

revolv- 

4 

140.0 

32.4 

68 

28 

43 

1500 

49MGL4 

15000 

1800 

ing 

6 

236.6 

50.0 

80 

30% 

51 

1675 

51MGK4 

25000 

1800 

field 

6 

236.6 

50.0 

83 

30  y2 

51 

2055 

55MGK4 

35000 

1800 

8 

331.1 

100.0 

86 

34 

52 

2600 

57MGK4 

3500 

1200 

r  4 

64.9 

8.75 

55 

23 

32% 

700 

43MGH6 

5000 

1200 

revolv- 

4 

140.0 

22.5 

66 

28 

43 

1100 

45MGL6 

10000 

1200 

r  inS 

6 

236.6 

35.0 

69 

28 

43 

2000 

49MGK6 

15000 

1200 

field 

6 

236.6 

35.0 

83 

34 

55 

2060 

51MGK6 

25000 

1200 

8 

331.1 

56.0 

86 

34 

66 

2500 

55MGK6 

All  above  based  on  60  cycles,  1  phase.  Watts  rating  at  100%  power  factor 
(lamp  load). 

For  3-phase,  substitute  letter  P  for  G. 

For  220/440  volt,  substitute  letter  S  for  G  in  water-cooled  model  numbers. 

For  220  volt,  substitute  letter  B  for  A  in  air-cooled  model  numbers. 

*  Last  letter  of  model  number:  B^Briggs  &  Stratton:  H  =  Hercules; 

K  =  Chrysler ;  L  — Le  Roi;  W  =  Wisconsin. 

t  These  six  are  115  volt. 

t  These  six  are  110/220  volt,  60  cycle,  3  wire  service. 

Standard  Equipment 

Units  of  500  to  3500  watts  are  manually  started  but  controls  are  available 
that  can  utilize  windings  on  armature  and  field  coils  for  electric  cranking 
from  storage  batteries  (batteries  and  housings  not  included). 

Units  of  4KW  and  larger,  have  6-volt  automotive  type  ignition,  starter  and 
generator,  manual  controls  and  standard  engine  accessories  but  no  batteries 
nor  housings. 


Optional  Equipment 

On  air-cooled  “HA''  series  (500  to  3500  watt),  start  and  stop  station  with 
hand  carburetor  choking,  40'  or  500'  remote  control  with  automatic  carburetor 
choking,  full  automatic  control.  Muffler,  Electric  or  non-electric  fuel  pumps. 
Carrying  handles  for  air-cooled  500  to  2500-watt  sizes. 

Panel  equipment  (available  in  metal  cabinet  on  rubber  vibration  dampers) 
can  include  necessary  ammeters,  voltmeters,  frequency  meters,  circuit 
breakers,  current  transformers,  selector  switches,  etc. 

Circuit  breakers,  15  to  225  amperes  for  250  or  600  v.  AC.  Manual  transfer 
switches  30  to  600  amperes  for  2  or  3-pole  230  v.  AC  or  250  v.  DC.  Automatic 
transfer  switches — electrically  operated,  mechanically  held,  enclosed  type — 
for  all  classes  of  loads.  550  v.  AC  or  250  v.  DC.  75  to  1000  amperes;  for 
non-inductive  loads,  250  v.  30  to  200  amperes. 

Natural  and  propane  gas  conversion  carburetors.  (Trickle)  charger.  High 
water  temperature  safety  ignition  shut-off.  Housings.  Trailers.  Dollies. 
Carrying  brackets.  Fuel  tanks. 

For  information  on  larger  sizes,  write  for  complete  specifications  and  liter¬ 
ature. 


588-1-53 
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LINDSAY  PORTABLE  AIR  COMPRESSORS 


Compact  —  Powerful  —  Inexpensive 


The  Lindsay  Model  55  Air  Compressor  has  an 
actual  air  delivery  of  55  C.F.M.  and  is  recom¬ 
mended  for  operating  medium  size  breakers  and 
rock  drills.  The  Model  T-55,  pictured  here,  is 
mounted  on  a  torsion  spring  axle  which  enables  it 
to  be  towed  at  regular  highway  speeds.  One  man 
can  move  it  about  on  the  job.  This  compressor  is 
also  available  as  the  Model  55  Stand¬ 
ard  Portable  (without  tool  box  or 
springs)  and  as  the  Model  S-55  Skid 
Mounted.  All  Lindsay  Model  55  Com¬ 
pressors  are  equipped  with  electric 
starting  and  an  automatic  unloader 
with  engine  slow-down. 


FOR  DIGGING — Runs  a  paving  breaker  in  the 
60  lb.  class  for  breaking  concrete,  frozen  ground, 
hard  pan  and  shale.  Popular  with  municipalities, 
contractors  and  cemeteries. 

FOR  SPRAY  PAINTING  —  Ideal  for  spray 
painters  who  run  several  guns  at  one  time.  Oper¬ 
ates  a  pump  for  the  efficient  application  of  heavy 
fibrated  waterproofings  or  roof  coatings. 


FOR  ROC'K  DRILLING — Maintains  full  pressure 
when  operating  a  rotating  rock  drill  in  the  30  lb. 
class  for  drilling  holes  in  rock,  ledge,  masonry  or 
concrete. 

FOR  SANDBLASTING— The  Lindsay  Model  55 
Compressor  will  operate  a  sandblast  with  3/16" 
nozzles  for  cleaning  masonry  or  for  stripping  metal 
surfaces  preparatory  to  painting. 


For  average  digging  conditions  such  as  water  department  service  trench  operations,  the  Lindsay  Model 
33  Air  Compressor  (not  shown)  is  especially  popular  and  will  operate  paving  breakers  in  the  30  lb.  class 
for  breaking  pavement,  deep  frost,  clay,  shale  or  hard  pan.  Other  uses  are  spray  painting,  sandblasting, 
routing  mortar  joints,  stump  reducing,  water-proofing  and  tree  feeding.  This  compressor  is  available 
in  three  models:  the  Model  33  Standard  Portable,  the  Model  T-33  with  tool  box  and  spring  mounting  and 
as  the  Model  S-33  Skid  Mounted.  All  Model  33  Compressors  are  equipped  with  an  automatic  unloader  to 
insure  economical  operation  and  long  life.  Electric  starting  is  optional. 


Specifications 


Model  T-55 

Model  T-33 

Dimensions : 
Height 

58" 

48" 

Width 

58" 

38" 

Total  Length 

84" 

83" 

Box 

30"xl5  V2  "x8 12  " 

28"x22%"xl7%" 

Weight 

975  lbs. 

600  lbs. 

Other  Lindsay  Air  Compressors  have  actual 
air  deliveries  of  5,  9  and  15  C.F.M.  Lindsay 
Compressors  are  designed  and  manufactured  to 
give  the  maximum  amount  of  air  for  their  weight 
and  size  and  all  retain  the  real  portability  for 
which  the  Lindsay  Line  is  well  known. 


621-1-52 
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"BANTAM"  Lightweight  Dirt  Shovels 


Taper  forged  blades  and  sockets.  Solid  shank.  Northern 
white  ash  handles.  27"  Sturd-E  steel  D  handles  or  47" 
long  knob  end  handles.  Size  2. 


No.  Handle  Blade  Wt.  Doz.  Repair  Handle 

BLR  Long  8%"xll%"  50  lbs.  T4414 


BR  Dee  8%"xliy2"  51  lbs.  TE24L 


BLS  Long  9%"xl2"  51  lbs.  T4414 


BS  Dee  9"  xl2"  52  lbs.  TE24L 


"BANTAM"  Irrigating  Shovels 


Taper  forged  blades  and  sockets.  Solid  shank.  Standard 
pattern.  Blade  lift  414".  Blade  size  8%"xll%".  Northern 
white  ash  handles  47"  long. 


No.  Size  Wt.  Dnz.  Repair  Handle 

IB-2  2  50  lbs.  T4414 


/rue  !em per  Breakdown  Scoops 


15  Gauge  blade  of  high  carbon  steel  Diamond  point. 
Turned  steps.  Black  finish.  Blade  size  ll:!4"xl6".  North¬ 
ern  white  ash  handle  27".  Sturd-E  steel  D. 


No.  Size  AVt.  Doz.  Repair  Handle 

BDT5  5  72  lbs.  TEH 


/ rue  / em pe r  Sand  and  Gravel  Scoops 

16  Gauge  blade  of  high  carbon  steel.  Round  bottom. 
Deep  bowl.  Turned  steps.  Blade  finish.  Blade  size 
ll"xl4".  Northern  white  ash  handle  27". 


TrTje  Temper  H.  D.  Road  or  Stone  Rakes 


Forged  steel  head  with  314"  heavy  straight  teeth.  5% 
ft.  ash  handle,  fire  hardened.  Long  plain  ferrule. 


/rue  Temper  Steel  Asphalt  or  Tar  Rakes 


Forged  head  with  18"  square  forged  shank.  Drop  shank 
pattern.  5  ft.  ash  handle.  Fourteen  straight  teeth.  Tubular 
ferrule. 


TrTTe  Temper  Mortar  Mixer  Hoe 

Two  hole  hoe.  Bright  finish  blade.  Shank  pattern.  514 
ft.  ash  handle,  fire  hardened.  Blade  10"  wide  6"  deep. 
Tubular  ferrule. 


TrTje  Temper  Mortar  Hoe 

Plain  blade,  bright  finish.  Shank  pattern  Blade  10"  wide, 
6"  deep.  5%  ft.  ash  handle,  fire  hardened. 


/rue  Temper  Railroad  Scuffle  Hoe 

Heavy  forged  steel  blade  and  shank.  Blade  814"  wide, 
4"  deep.  5  ft.  ash  handle,  fire  hardened. 


1  rue  /emper  Heavy  Sidewalk  Cleaner 

Socket  pattern.  Heavy  weight  blade  forged  from  high 
carbon  steel.  Half  polished  blade  7"  wide,  6"  deep.  414  ft. 
fire  hardened  handle. 


No. 

OSC 


Repair  Handle 

TPS414 


405-1-53 


No. 

ST2 


Al  t.  Doz. 

48  lbs. 
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Ratchet  Lowering  Jacks 

Single  Acting — Standard  Type 


No.  24A  No.  22  No.  84A 

15  Tons  10  Tons  5  Tons 

These  are  the  most  versatile  general  purpose  Jacks  on 
the  market.  Rugged  construction  permits  safe  lifting, 
lowering,  skidding,  moving  and  leveling  with  the  im¬ 
portant  Simplex  feature  that  these  Jacks  will  lift  full 
capacity  on  the  toe  as  well  as  on  the  cap. 

Double  lever  sockets  permit  operation  in  close  quarters 
and  angular  lifting.  Other  important  features  are  best 
material — precision  machined  and  heat-treated,  adjustable 
cadmium  plated  springs  and  links,  shorter  fulcrum  centers, 
larger  toe  lifts,  lubricated  trunnion  bearings,  multiple 
toothed  pawls,  and  reinforced  inner-ribbed  housings. 


No.  A1022  Has  An  Aluminum  Alloy  Housing 


No. 

Ca¬ 

pacity 

Tons 

Hgt. 

In. 

Lift 

In. 

Lever 

In. 

Stand¬ 

ard 

Lever 

Socket 

Toe 

Lift 

Min. 

In. 

Wat. 

Lbs. 

84A 

5 

14 

7 

30 

2-Wav 

28 

85A 

5 

17 

10 

30 

2-Way 

\x 

30 

86A 

5 

20 

13 

36 

2-Way 

ix 

35 

22 

10 

21M 

1214 

60 

2-Way 

214 

58 

1017 

10 

17 

914 

60 

2- Way 

1% 

40 

A1022 

10 

2014 

12 

60 

2-Way 

2 

42 

24A 

15 

231* 

13 

60 

2 -Wav* 

214 

90 

29 

15 

28  X 

19 

60 

2-Way* 

214 

96 

2029 

20 

281* 

18 

70 

2-Way* 

214 

104 

♦Oval,  large  round  or  square  lever  sockets. 


Geared  Type 

Simplex  Geared  Jacks  are 
especially  designed  for  heavy 
duty  lifting  in  construction,  rig¬ 
ging,  structural  and  railroad 
work.  Nos.  126  and  127  have 
large  (3"  x  3%")  right  and  left 
hand  toe  lifts,  respectively,  for 
operation  in  pairs.  All  models 
furnished  with  oval  sockets  and 
hickory  lever  poles — the  strong¬ 
est  type  of  pole  because  it  can¬ 
not  be  inserted  across  the  grain. 


No.  126 
25  Tons 


No. 

Cap. 

Ton 

Height 

Inches 

Lift 

Inches 

Min.  Toe 
Lift,  In. 

Weight 

Lbs. 

125 

25 

2614 

1514 

168 

126 

25 

2714 

1214 

3 

192 

127 

25 

2714 

1214 

3 

192 

135 

35 

27 

16 

— 

228 

and  Pole  Pulling  Jacks 

No,  310A  lifts  full  capacity  on  cap, 
machine  corrugated  toe  lift,  aux. 
cap  shoe  or  any  point  by  using 
chain  as  sling.  No.  325  has  4'  steel 
pinch  bar  lever;  5'  chain;  8"xl5" 
steel  channel  base;  8'  pike  pole  with 
forked  cap.  Nos.  329  and  A1538 
have  8'  welded  BBB  steel  chain 
fitted  with  pear  shaped  link;  10"x20" 
1-beam  base  with  hand  hole;  5' 
steel  lever  bar.  No.  310A  for  emer¬ 
gency  and  general  purpose;  Nos. 
325.  329  and  A1538  for  pole  pulling 
and  straightening.  A1538  has  an 
aluminum  alloy  housing  and  base — 
30  lbs.  lighter. 


No. 

Ca¬ 

pacity 

Tons 

Height 

Inches 

Lift 

In. 

Jack 

Wgt. 

Lbs. 

Min. 

Toe 

Lift 

In. 

Wgt. 

Com¬ 

plete 

Lbs. 

*31 0A 

15 

22 

14 

74 

21* 

109 

325 

5 

50 

36 

34 

98 

329 

15 

31 X 

22 

93 

— 

185 

A 1538 

15 

31 X 

22 

63 

— 

155 

♦Complete  with  5'  chain,  auxiliary  cap  shoe  and  lever. 


Emergency 


Built  with  a  single  chrome-moly  steel  ball,  nested  in  a 
hardened  nickel  steel  ball  seat — ball  won't  flatten  and 
drop-forged  cap  can’t  slip.  Friction  is  reduced  88%  for 
more  power  and  easier  lifting.  Heat-treated  and  chisel 
pointed  high  carbon  steel  lever  bars  are  40%  stronger  than 
ordinary  levers.  Safety  peephole  prevents  over  extending 
screw  and  eliminates  measuring.  Jack  color  indicates 
capacity.  Ratchet  head  type  recommended  for  close- 
quarter  operation.  Nos.  1.  2.  3  and  4  are  Planer  or  Ma¬ 
chinists  Jacks.  Note  swivel  head  and  lock  screw. 

Sizes  Based  on  Housing  Height 

4-Way  Head  Type 


Size 

Inches 

Height 

when 

Closed 

Inches 

Operable 
Rise  of 
Screw 
Inches 

Lifting 
Capacity 
Tons  * 

Weight 

of 

Jack 

Lbs. 

No.  1 

2?* 

i 

2 

1)4 

No.  2 

3X 

1)4 

4 

3 

No.  3 

51* 

21* 

6 

6 

No.  4 

714 

4 14 

8 

12 

114x4 

1% 

2 

12 

9 

114x6 

101* 

31* 

12 

10 

114x8 

125* 

5X 

12 

12 

114x10 

141* 

IX 

12 

14 

114x12 

161* 

9J* 

12 

16 

lj*x8 

12>* 

51* 

16 

15 

l)*xlO 

141* 

71* 

16 

18 

l?*xl2 

161* 

91* 

16 

20 

2x6 

1014 

3 

20 

15 

2x8 

121* 

5 

20 

17 

2x10 

141* 

7 

20 

20 

2x12 

161* 

9 

20 

23 

2x14 

181* 

11 

20 

26 

214x8 

13 

41* 

24 

30 

214x12 

17 

81* 

24 

37 

214x14 

19 

101* 

24 

40 

214x16 

21 

121* 

24 

48 

2}4xl8 

23 

141* 

24 

52 

Ratchet  Head  Type 


2x6 

10)* 

3 

20 

20 

2x8 

12 

5 

20 

22 

2x10 

14 

7 

20 

25 

2x12 

16 

9 

20 

28 

2x14 

18 

11 

20 

31 

214x8 

12)4 

41* 

24 

34 

2)4x12 

1614 

81* 

24 

41 

2)4x14 

18)4 

101* 

24 

46 

2)4x16 

2014 

121* 

24 

51 

2)4x18 

2214 

141* 

24 

55 

♦The  lifting  capacities  are  guaranteed. 


227-1-53 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 


89 


Hydraulic  Push-Pull-Lift  Equipment 


Hydraulic  Jacks —  3  to  100  Ton  Capacities 


o.  12HJ 


Neoprene  Seals 

Pressure  Tested 
Bases 

Spring  Controlled 
Ball  Valves 


No.  100HJ 


All  Simplex  Hydraulic  Jacks  will  operate  in  a  horizontal 
or  vertical  position — every  model  ruggedly  designed  for 
heavy-duty  use,  for  safe,  easy  jacking  on  tough  jobs.  Ball 
valves,  other  interior  parts  readily  accessible  for  cleaning. 
The  30,  50  and  100  ton  models  have  high  and  low  speed 
pumps  which  can  be  operated  singly  or  in  unison,  double 
lever  sockets  and  solid  steel  bases. 


No. 

Hated 

Capac¬ 

ity 

Tons 

Low 

Height 

Inches 

Hyd. 

Lift 

Inches 

Ex  ten. 
Screw 
Inches 

Total 

Height 

Inches 

‘Net 

Weight 

Lbs. 

Each 

3HJ 

3 

9 

6*4 

2 

1714 

15 

5HJ 

5 

9 

6% 

3 

18% 

18 

8HJ 

8 

9 

6% 

4% 

19% 

21% 

12HJ 

12 

9 

fit* 

3 

IS  >4 

29% 

20HJ 

20 

10 

67-4 

— 

1614 

32% 

30HJ 

30 

11 

7 

— 

18 

65 

50HJ 

50 

12 

7 

— 

19 

115 

100HJ 

100 

12 

6% 

— 

18% 

203 

‘Includes  operating  pipe  handle  %"x20"  long  on  5  smaller 
models — operating  handle  for  30,  50  and  100-ton  models  is 
fil"  solid  20"  long.  Jacks  drilled  and  tapped  for  gauges — 
gauge  prices  on  application. 


Simplex-Ienny  Hydraulic  Pullers 

Center  -  hole 
principle  elimi¬ 
nates  torque,  in¬ 
creases  power 
and  speed  for 
pulling  and 
pushing  jobs. 

Operates  verti¬ 
cally  or  horizon¬ 
tally,  is  its  own 
back-up  and  is 
self  supporting. 

Ram  is  self  re¬ 
tracting  when 
release  valve  is 
opened.  One- 
half  the  weight 
of  conventional 
Jacks. 

Nos.  J330  and  J630 — 30-Ton,  Single  Pump  —  Pull  or 
install  cylinder  liners;  form  ship  and  boiler  plates; 
straighten  bulges.  Pulls  structural  members  or  double 
bottoms  for  welding,  riveting. 

No.  606A — 60-Ton,  Double  Pump — Heavy  duty  pulling 
jobs  in  ship-building,  mines,  railroads,  oil  fields  and  indus¬ 
try. 

Nos.  803A — 80-Ton,  Single  Pump,  and  1003A — 100-Ton, 
Single  Pump  for  pulling  bushings,  bearings,  cylinder 
liners,  pistons,  wrist  pins,  valve  seats,  keys,  wheels,  gears, 
etc. 

No.  10010A — 100-Ton,  Double  Pump — Especially  designed 
for  pulling  stern  tubes  on  ships,  also  for  heavy-duty  bush¬ 
ing  jobs  and  pulling  valve  seats. 


Right:  No.  10010A 
Simplex-Jenny,  100- 
Tons  Capacity. 
“Look-down”  view 
at  left  shows  center 
hole  construction. 


No. 

Cap¬ 

acity 

Tons 

IMam. 

Center 

Hole 

Inches 

Out¬ 

side 

Dia. 

In. 

Hat. 

In. 

Travel 

In. 

Wt. 

Lbs. 

*Oil 

Pts. 

J330 

30 

1% 

4% 

9% 

3% 

32 

i  % 

J630 

30 

1% 

4% 

13 

6 

46 

2 

606A 

60 

2% 

6% 

14 

6 

92 

4 

803A 

80 

3% 

7% 

10 

3% 

74 

2 

i003A 

100 

2% 

7  % 

10 

3% 

72 

3 

flOOlOA 

100 

2% 

8 

19% 

10 

220 

10 

‘Use  only  Simplex  Hydraulic  Jack  Oil. 
tEquipped  with  direct  reading  pressure  gauge.  Gauges 
available  for  other  models  at  extra  charge. 


Simplex  Re-Mo-Trol  Hydraulic 
Pumps  and  P.ams — Remote  Controlled 


Lift  Pull  ot 

Push  in  any  direction 
and  in  complete 
safety 

from  a  distance 

7  Complete  Units 
10  to  100  Tons 
Capacities 


A  Simplex  Re-Mo-Trol  Unit  consists  basically  of  a  power¬ 
ful  pump  and  a  remotely  controlled  hydraulic  ram,  con¬ 
nected  by  a  high  pressure  hose.  It  offers  extremely  simple 
operation  for  a  thousand  and  one  applications,  that  it  does 
better. 

Re-Mo-Trol  can  be  used  where  cramped  space  or  other 
difficulties  make  the  use  of  self-contained  jacks  or  pullers 
impossible.  One  outstanding  advantage  is  the  famous 
Simplex  “Center  Hole”  tubular  ram  (on  4  models).  It  is 
only  necessary  to  insert  a  pull  rod  or  screw  through  the 
tubular  ram  plunger.  Rod  is  drawn  through  in  a  direct- 
line  pull. 


Ram  Specifications 


No. 

Cap. 

Tons 

Min. 

Ht. 

In. 

Plunger 

Travel 

In. 

Center 

Hole 

Dia. 

In. 

Wt. 

Lbs. 

R102 

10 

4?4 

2 

— 

5 

R106 

10 

12 

5% 

— 

11 

R302 

30 

5 

2 

1% 

13% 

R306 

30 

9  % 

6 

1% 

24% 

R603 

60 

9  5 16 

3 

2  }/8 

60 

R1003 

100 

10^6 

3 

3% 

95 

R2012 

20 

10% 

12% 

— 

45 

Note:  All  Rams  have  %"  female  pipe  thread  inlet. 


Pumps 

RP-3 — Overall  length  16x5%"  wide:  handle  20"  long. 
Single  speed  A"  diameter  piston  has  1"  stroke.  Full  54 
cubic  inch  oil  capacity  provides  ample  quantity  to  serve 
R102,  R106.  and  R302.  RP3  Pump  complete  with  hose  and 
coupling. 

RP-5 — Overall  length  19%x6"  wide;  handle  19"  long. 
Has  two  speed  pump  with  automatic  change-over  from  high 
to  low  speed  with  pressure  increase.  Stepped  piston  has 
diameters  of  %"  and  and  1"  stroke.  Oil  capacity  is 
126  cubic  inches,  more  than  sufficient  to  serve  any  Re-Mo- 
Trol  Ram.  RP5  Pump  complete  with  hose  and  coupling. 


"Rol-Toe"  Foot  Lift  Hydraulic  Jacks 

10  and  25  Ton  Capacities. 
The  lifting  toe  rides  on  a  bear¬ 
ing  roller  .  TOE  and  CAP 
HAVE  SAME  CAPACITY 


The  bearing  roller  in  the  toe 
of  the  Rol-Toe  Hydraulic  Jack 
offers  multiple  benefits.  It  car¬ 
ries  the  radial  load  against  the 
stationary  ram’s  flat-milled  sur¬ 
face:  the  lifting  capacity  of  the 
toe  is  the  same  as  that  of  the 
cap.  The  heavy,  sturdy  body  of 
the  Rol-Toe  Jack  lifts  the  load. 
The  oil  reservoir  is  independent  of  the  load-lifting  housing. 
Double  pumps  provide  extremely  quick  operation.  A  high 
speed  pump  positions  and  lifts  lighter  loads  and  a  high 
pressure  pump  handles  the  heavy  lifting. 


TOE 

No. 

Ca¬ 

pacity 

Tons 

Lbs. 

Closed 

Hgt. 

In. 

Travel 

In. 

Min. 

Hgt. 

In. 

Width 

In. 

Base 

In. 

IJ 10 

10 

54 

11% 

6 

1% 

3 

9%x8 

TJ25 

25 

110 

14 

7 

2% 

4% 

9x12 

227-2-53 
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Util-A-Tool  "The  Tool  of  a  Thousand  Uses'' 


Pushes,  Pulls,  Spreads,  Lifts  and  Pulls  W  heels  and  Gears 

Complete  Util-A-Tool  set  includes  Simplex  Push-Pull 
Jack,  10-ton  capacity  (5  models — see  below) ;  two  drop 
forged  sky  hooks,  3-way  base  and  wheel  puller;  No.  3A 
Spreader  jack  using  1"  pipe  in  base  or  V2"  pipe  in  cap  for 
wider  spreads;  three  Vz"  x  40"  chains  with  grab  hooks  and 
claws;  forged  lever  bar  %"  x  18";  Heavy  Duty  Tool  Box. 
Stud  Links  are  optional  equipment  at  additional  charge. 


No. 

Length 

Screw 

Inches 

Screw 

Travel 

Inches 

Weight 

Lbs. 

Each 

610 

10 

4% 

11 

612 

12 

6  % 

12 

614 

14 

m 

13 

616 

16 

1034 

14 

618 

18 

12M 

15 

Util-A-Tool  set  No.  610  weighs  78  lbs.  complete. 

Add  1  lb.  for  each  size  larger  (with  612,  79  lbs.,  etc.). 


Journal  and  Bridge  Jacks 


Each  Jack  furnished  with  a  grease  plug  and  a 
heat-treated  steel  lever  bar 
JOURNAL  JACKS— LOW 
HEIGHT— HIGH  CAPACITY 

Alloy  steel  forgings, 
special  bronze  nuts,  greater 
gear  ratio.  Ratchet  mech¬ 
anism  fully  enclosed  ex¬ 
cept  on  No.  1510A.  A2510 
and  A3510  have  aluminum 
housings. 

25-TON  BRIDGE  AND  INDUSTRIAL 
JACKS 

The  Simplex  No.  2522  excels  in  ease 
and  safety  on  heavy  duty  jobs.  The 
mechanism  is  at  the  top  rather  than  the 
base  of  the  Jack.  The  broad  toe  lift  of 
10  sq.  in.  is  4%"  from  ground  level  at 
minimum  position.  The  new  No.  A2515 
has  an  aluminum  housing,  weighs  only 
40  lbs.  It  has  a  lift  of  9"  which  eliminates  resetting  in 
bridge  work.  Design  similar  to  the  2510  Journal  Jack. 


No. 

Capacity 

Tons 

Height 

Inches 

Lift 

Inches 

Weight 

Lbs. 

1510A 

15 

10 

5 

31 

2510 

25 

10 

5 

35 

A2510 

25 

10 

5 

26 

3510 

35 

10 

5 

41 

A3510 

35 

10 

5 

32 

5010 

50 

10 

4 

65 

A2515 

25 

15 

9 

40 

25 22 

25 

22 

10M 

140 

Push  and  Pull  Jacks 

8  Ton  Puller  lack 

For  pulling  to¬ 
gether  structural 
members,  for 
bridge,  piling  and 
dock  work,  also 
general  wrecking. 

Easily  rigged,  made  to  stand  abusive  service. 


10  Ton  Push  and  Pull  Jack 


No.  1040 


For  pushing, 
pulling  s  t  r  u  c- 
tural  members, 
car  repairs, 
bridge,  piling 
and  dock  work 
and  wrecking.  Hinged  end  hooks  swing  180  degrees. 


12  Ton  Push  and  Pull  Jacks 


The  machined  v-edged  nut 
protrusions  give  secure  grip  for 
pushing;  lugs  offer  firm  hold 
for  chain  on  pulling  jobs. 
Especially  recommended  for 
heavy  timber  structures. 


10  Ton  Push  and  Pull  Jacks 

For  erection  of  bridges, 
tanks,  forms,  pulling  or 
pushing  heavy  members, 
straightening  sills,  pil¬ 
ing,  guard  rails. 


No.  1524 


No. 

Ca¬ 

pacity 

Tons 

Diameter 
of  Screw 
Inches 

Length 

Closed 

Inches 

Travel 

1  nches 

Weight 

Lbs. 

825 

8 

Wz 

25 

12 

38 

1040 

10 

1% 

40 

19 

70 

5 

12 

1  x 

11 

7 

34 

6 

12 

1 H 

18 

13 

42 

1524 

10 

2 

24 

18 

41 

1528 

10 

2 

28 

22 

44 

1536 

10 

2 

36 

30 

50 

Jack  Supports  of  Aluminum 
Alloy 

Scientifically  designed  to  be  used  as 
illustrated  or  inverted  with  proper  chain. 
For  timber  construction,  bridge  work, 
pulling  poles,  etc.  Far  stronger  than 
ordinary  wooden  wedge.  Use  with  Sim¬ 
plex  Journal,  Hydraulic  and  Bridge  Jacks. 


Platform 

Weight 

No. 

Height 

Size 

Lbs. 

JS-1 

15" 

7"xl0" 

9i4 

Manually  operated  safety  trip  controls  tripping  the  load.  Malleable 
Jack  housing  where  toe  lift  bears  is  hardened  by  "Electriding”  to 
reduce  wear.  No.  101  and  106  are  double  acting;  others  are  single 
acting.  For  track  maintenance  and  construction,  not  recommended 
for  industrial  purposes.  No.  A5  is  the  most  modern  type  of  Track 
Jack  on  the  market — can  be  used  for  SURFACING,  LINING,  or 
BALLASTING. 


No. 

Ca¬ 

pacity 

Tons 

Height 

Inches 

Lift 

Inches 

Min. 

Toe 

Lift, 

Inches 

Wgt. 

Lbs. 

*A5 

15 

11 

5 

234 

28 

15A 

15 

11 

5 

2  <4 

41 

16A 

15 

12 

6 

1H 

48 

216A 

15 

17  H 

8 

2H 

51 

*A17 

15 

22H 

13 

2M 

41)4 

217A 

15 

22 % 

13 

2  Vs 

60 

218 

15 

29 

19  '4 

2H 

76 

101 

15 

22 % 

13 

2)4 

60 

106 

15 

29 

18 

2  <4 

80 

•Same  as  15A  and  217A.  respectively,  but  with  aluminum  alloy 
housings  and  large  toe  lifts.  Square  lever  sockets  are  standard. 
Oval  or  round  sockets  with  oval  or  round  hickory  poles  are  avail¬ 
able  at  additional  cost. 


Track  Jacks 


No.  A -5 
15  TONS 


No.  All 
15  TONS 


227-3-53 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 


91 


Reel  or  Drum  Jacks 


Drop-Forged  Steel  Trench  Braces 


for  Cable,  Rope  or  Belting 


All  Ratchet  Lowering  Simplex  Reel  Jacks  have  laminated, 
oil  treated  oak  bases  for  protection  against  splitting  and 
warping. 


No.  320A — 5  Tons,  Single  Acting — For  warehouse  and 
shop  service.  Handles  20  to  60-inch  diameter  reels;  has 
one  2K"  lifting  hook  and  2  for  2"  spindles. 

No.  321 — 10  Tons,  Single  Acting — Handles  20  to  96-inch 
diameter  reels.  Has  5  lifting  hooks;  1  for  3%";  1  for  3" 
and  3  for  2K"  spindles. 

No.  A1029 — Single  acting,  reels  from  36"  to  84"  dia.  Rec- 
comended  for  field  work.  Because  of  aluminum-alloy 
housing,  weight  is  reduced  21  lbs. 

Screw  Type  Reel  Jack 

“A”  frame  type.  Spindle  cap  for  2lA"  spindle.  No.  ICR 
for  reels  40  to  60  inches  diameter  and  No.  2CR  for  reels 
60  to  92  inches  in  diameter.  3-Way  Nut  for  speed. 


No. 

Ca¬ 

pacity 

Tons 

Height 

Inches 

Lift 

Inches 

Weight 

Pounds 

Length  of 
Lever, 
Inches 

ICR 

5 

19M 

13  M 

60 

— 

2CR 

5 

ioy2 

18 

88 

— 

320A 

5 

21 

10 

48 

30 

321 

10 

34M 

15 

108 

60 

A 1029 

10 

29  K 

13M 

83 

60 

Steel  Shoring  Jacks 


Tough,  forged-steel,  ma¬ 
chine-cut  screw,  cast  iron 
nut  and  steel  bearing  plate 
provide  maximum  safety  in 
shoring,  tunnel  roof  support, 
timbering,  aqueduct  work. 
Also  for  use  as  temporary 
columns.  Furnished  with 
nuts  and  bearing  plates. 
Special  nuts  and  plates  can 
be  made  to  your  specifica¬ 
tions. 


Screw 

Diameter 

Inches 

Threaded 

Length 

Inches 

Sustaining 

Capacity 

Tons 

Overall 

Height 

Inches 

Weight 

Lbs. 

Code 

2 

10  „ 

25 

12 

24 

Eoafn 

2 

12 

25 

14 

26 

Eoafp 

2 

14 

25 

16 

28 

Eoafr 

214 

8 

35 

10K 

52 

Eobhi 

2K 

12 

35 

14  K 

56 

Eobhp 

2  K 

14 

35 

16K 

58 

Eobhr 

2  k 

16 

35 

18K 

60 

Eobht 

2K 

18 

35 

20  K 

62 

Eobhv 

The  only  trench  and  timber  braces  constructed  entirely 
of  steel  drop  forgings.  Blunt  safety  lever  nut  prevents 
injuries  and  damage;  ball  and  socket  joints  at  each  end 
permit  quick  adjustment,  tight  gripping.  Three-way  nuts 
furnished  in  place  of  lever  nuts  if  specified. 

SIMPLEX  DROP-FORGED  BRACE  COMPLETE 
WITH  PIPE 


C — Length  of  Pipe  Required.  B — Overall  Length  Closed. 


COMPLETE  WITH  PIPE 


No. 

Pipe 

and 

Screw 

Diam. 

Inches 

“A” 

Length 

of 

Screw 

Inches 

“B” 

Length 

of 

Brace 

Closed 

Inches 

“C” 

Length 

of 

Pipe 

Inches 

Safe 
Exten¬ 
sion  of 
Screw 
Inches 

Weight 

with 

Pipe 

per 

Dozen 

Pounds 

2 

ik 

12 

18 

io  k 

7 

193 

3 

i  k 

14 

21 

13  « 

9 

210 

4 

1 34 

14 

24 

16K 

9 

218 

5 

IK 

16 

27 

19K 

10 

235 

6 

1 K 

16 

30 

22^ 

10 

243 

10 

2 

18 

36 

26 

10 

480 

11 

2 

18 

42 

32 

10 

502 

12 

2 

18 

48 

38 

10 

524 

13 

2 

18 

54 

44 

10 

545 

14 

2 

18 

60 

50 

10 

567 

WITHOUT  PIPE 
Trench  Brace  Fittings — Without  Pipe. 


No. 

Screw 

Diam. 

Inches 

Length 

of 

Screw 

Inches 

Safe 
Exten¬ 
sion  of 
Screw 
Inches 

Weight 

Pounds 

Dozen 

16 

ik 

12 

7 

164 

17 

IK 

14 

9 

173 

18 

IK 

16 

10 

182 

20 

2 

18 

10 

385 

Screw  ends  only  and  butt  end  only  can  be  furnished. 


Simplex  Drop-Forged  Timber  Braces 


Especially  practical  for 
wide  and  deep  trenches, 
foundation  and  subway 
work.  Screw  ends  are  same 
as  Simplex  Trench  Braces. 
Timbers  not  furnished. 
Three-way  nuts  in  place  of 
lever  nuts  at  no  extra  cost 
if  desired.  Specify  type 
wanted. 


No. 

Diam.  of 
Screw 
Inches 

"A” 

Length 

of 

Screw 

Inches 

Size  of 
Timber 
Caps 

Weight 

per 

Dozen 

Pounds 

21 

IK 

14 

4x4 

133 

22 

IK 

14 

6x6 

169 

24 

2 

18 

6x6 

343 

25 

2 

18 

8x8 

353 

227-4-63 
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BLACKMER  PUMPS 

Blackmer  “all-weather”  rotary  hand  and  power  pumps  are  furnished  as  “standard”  from  stock.  Black- 
mer  Pumps  are  also  available  to  engineered  specifications  for  “special”  applications  in  capacities  to  1500 
g.p.m.  For  45  years  Blackmer’s  sustained  discharge  efficiency,  low  power  requirements  and  low  mainte¬ 
nance  have  cut  owners’  operating  costs.  Specify  Blackmer  and  you  get  the  RIGHT  PUMP  for  every  rotary 
pump  job. 


Blackmer  Rotary  Hand  Pumps 


These  pumps  handle  gaso¬ 
line,  fuel  oils,  solvents, 
paint  thinners.  alcohols  and 
similar  liquids.  Available 
in  standard,  all-iron  and 
all-bronze  construction  for 
every  purpose. 


PA  Series  Specifications 

Fig.  Pipe  Shipping 

No.  G.P.M.  Size  Weight 


PA404  10 

PA414  14 

PA828  28 
PA807  7 


1"  20  Lbs. 

1"  21  Lbs. 

1"  33  Lbs. 

114"  33  Lbs. 


Pump  only.  Complete  with 
crank.  Suction  lift  20  feet. 
No  foot  valve  needed. 
Capacities  shown  are  at 
easy-cranking  speed. 


AT  Series  Specifications 

Fig.  Pipe  Shipping 

No.  G.P.M.  Size  Weight 


AT 

Series 


As  barrel  pump  with  suc¬ 
tion  pipe  and  spout 


As  dispensing  pump  with 
shut-off  spout  and  drip  pan 


Blackmer  Weatherproof,  Power- 
Driven  Pumps 
Capacities,  5  to  750  G.P.M. 
Pressures  to  150  p.s.i. 


Blackmer  Rotary  Power  Pumps 

Blackmer  "self-adjusting  for  wear”  Rotary  Power 
Pumps  in  "swinging  vane”  and  "sliding  vane”  construc¬ 
tions  are  described  in  detail  in  Bulletin  307,  available  on 
request.  Blackmer  Pumps  economically  handle  volatile 
and  viscous  liquids  "from  alcohol  to  asphalt.” 


Blackmer  “Ezy-Kleen"  Strainers 


Available  in  pipe  sizes  to 
6  inches.  Extra-size,  heavy- 
gauge,  perforated  rolled  brass 
cleanout  baskets.  For  heavy- 
duty  service.  Easy  to  clean. 


AT404  10 

AT  414  14 

AT828  28 
AT807  7 


1"  28  Lbs. 

1"  30  Lbs. 

1"  42  Lbs. 

l!i"  42  Lbs. 


Barrel  pump.  Complete 
with  40"  suction  pipe,  bung 
attachment,  pump,  crank 
and  delivery  spout. 


SD  Series  Specifications 

Fig.  Pipe  Shipping 

No.  G.P.M.  Size  Weight 


SD404  10  1"  34  Lbs. 

SD414  14  1"  36  Lbs. 

Dispensing  unit.  Com¬ 
plete  with  40"  suction  pipe, 
pump,  crank,  shut-off  spout 
and  drip  pan.  Available 
only  with  404  and  414 
pump. 


As  portable  tank  or  barrel 
delivery  system  with  hose, 
nozzle,  hose  hanger  and 
vacuum  breaker 


BR  Series  Specifications 

Fig.  Pipe  Shipping 

No.  G.P.M.  Size  Weight 


CAPACITIES 

Fuels,  lube  oils,  paints, 
thinners,  and  commercial 
and  industrial  liquids  are 
handled  at  10,  14  and  28 
GPM  with  Series  404.  414 
and  828  pumps.  For  highly 
viscous  liquids,  back- 
geared  Series  807  pumps 
deliver  7  or  more  GPM. 
All  pumps  are  swinging 
vane  design  and  self- 
adjusting  for  wear. 


IIR404  10  1"  36  Lbs. 

BR414  14  1"  35  Lbs. 

BR828  28  1"  48  Lbs. 

Hose  delivery  system. 
Complete  with  40"  suction 
pipe,  bung  attachment, 
pump,  crank,  8'  or  10'  deliv¬ 
ery  hose,  vacuum  breaker 
and  nozzle. 


For  complete  details  ask  for  folder  “HP6”  which  illus¬ 
trates  the  complete  Blackmer  line  of  rotary  hand  pumps. 
Blackmer  hand  pumps  are  self-adjusting  for  wear  for 
trouble-free,  lifetime  service. 


\\ 


»J1// 


Strainers 


Especially  suited  for  tank 
truck  installation  and  wherever 
space  is  limited. 


Dual 

Truck 

Pump 


Also 

Available 

As 

Single 

Truck 

Pump 


Blackmer  Rotary  Truck  Pumps 

Ball-bearing  equipped.  Positive  pressure  control.  Single, 
stainless  steel  shaft  with  cartridge  separator  seal.  Pro¬ 
vides  positive  protection  against  contamination  with  “split 
loads”  on  compartmented  tank  trucks.  Operates  from 
single  power  take-off.  Also  furnished  in  “single”  pump 
construction.  Ask  for  truck  pump  Bulletin  “TP3.” 


Blackmer  Parts  Service 

Sturdy  construction  with  the  “self-adjusting  for  wear’ 
feature  accounts  for  unusually  low  maintenance  require¬ 
ments  with  Blackmer  Pumps.  After  long  use  under  severe 
conditions,  replacement  of  “vanes”  restores  pumps  to  new 
efficiency.  Prompt  service  on  parts  prevents  long  "down¬ 
time”  losses. 


673-1-52 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 
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Brunner  &  Lay,  Inc. 

RETAINER  TYPE  CHIPPING  HAMMER  TOOLS 

STAR  DRILLS 


Round  and  Oval  Collared 
Pneumatic  Chisel  Blanks 

BRUNNER  4  LAY 

- - - —  ... . . 

Oval  Collar — Round  Shank 


Round  Collar — Hexagon  Shank 

Round  or  hexagon  shank  furnished  with  either 
oval  or  round  collar. 

Oval  collar  for  Arrow  and  Thor  type  retainers — 
round  collar  for  I.R.  type  retainer. 

When  ordering  please  specify  type  of  collar  and 
shank  desired. 


Length  Over-all  Catalog  No. 

9"  .  422-C 

12"  .  423-C 


Round  and  Oval  Collared 
Moil  Points  and  Flat  Chisels 


Length  Over-all  Catalog  No.  Points  Catalog  No.  Chisels 


9"  436-C  438-C 

12"  437-C  439-C 


Round  and  Oval  Collared 
Pneumatic  Star  Drills 


When  ordering  please  specify  bit  size,  length, 
type  of  collar  and  shank. 


Bit  Size 

Length 

Over-all 

Catalog 

No. 

Bit  Size 

Length 

Over-all 

Catalog 

No. 

%" 

9" 

266-C 

1" 

9" 

288-C 

%" 

12" 

267-C 

1" 

12" 

289-C 

1/  " 
72 

9" 

268-C 

iy8" 

9" 

292-C 

%" 

12" 

269-C 

iy8" 

12" 

293-C 

%" 

9" 

276-C 

i%" 

9" 

296-C 

%" 

12" 

277-C 

iy4" 

12" 

297-C 

%" 

9" 

280-C 

i%" 

9" 

300-C 

%" 

12" 

281-C 

i%" 

12" 

301-C 

%" 

9" 

284-C 

iy2" 

9" 

304-C 

%" 

12" 

285-C 

iy2" 

12" 

305-C 

Pneumatic  Star  Drill  and  Wrench 


Furnished  in  Navy  Standard  Round  or 
shank. 

Please  specify  size  of  bit,  and  type 
desired. 

R — For  Round.  H — For  Hexagon. 

Hexagon 

of  shank 

Size  of  Bit 

Length  Over-all 

Item  No. 

% 

8" 

266-RH 

y2" 

8" 

268-RH 

y2" 

12" 

269-RH 

y2 

18" 

270-RH 

y2w 

24" 

271-RH 

%" 

8" 

276-RH 

%" 

12" 

277-RH 

%" 

18" 

278-RH 

%" 

24" 

279-RH 

%" 

8" 

280-RH 

%" 

12" 

281-RH 

%" 

18" 

282-RH 

% 

24" 

283-RH 

%" 

8" 

284-RH 

% 

12" 

285-RH 

%" 

18" 

286-RH 

%" 

24" 

287-RH 

i" 

8" 

288-RH 

i" 

12" 

289-RH 

i" 

18" 

290-RH 

i" 

24" 

291-RH 

iy8" 

8" 

292-RH 

iy8" 

12" 

293-RH 

iy8" 

18" 

294-RH 

iy8" 

24" 

295-RH 

iy4" 

8" 

296-RH 

iy4" 

12" 

297-RH 

114" 

18" 

298-RH 

1 14  " 

24" 

299-RH 

l%" 

8" 

300-RH 

l%" 

12" 

301-RH 

l%" 

18" 

302-RH 

l%" 

24" 

303-RH 

iy2" 

8" 

304-RH 

iy2" 

12" 

305-RH 

iy2" 

18" 

306-RH 

iy2" 

24" 

307-RH 

— —  i 

$10-7-60  ‘ 
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CONTRACTORS  SUPPLY  CORP.  OF  NEW  JERSEY 


Brunner  &  Lay,  Inc. 
DETACHABLE-BIT-RODS 


Timken  Rods 

%"  hex.  x  314"  long  shank  and 
1"  hex.  x  41/4"  long  shank  fur¬ 
nished  in  lengths  from  1'  to  20' 
long. 

114"  round  drill  steel  with  lug 
shank  furnished  in  lengths  from 
2’  to  30'  long. 

Please  specify  length  when  or¬ 
dering. 


Ingersoll-Rand  Jack  Bit 
Rods 

%"  hex.  x  3^"  long  shank  and 
1"  hex.  x  4V4"  long  shank  fur¬ 
nished  in  lengths  from  1'  to  20' 
long. 

1  % "  round  drill  steel  with  lug 
shank  furnished  in  lengths  from 
2'  to  30'  long. 

Please  specify  length  when  or¬ 
dering. 


Also 

Furnish  Rods 

For 

Sullivan  or  Liddicoat 

Bits 

Size  of  Steel 

Size  of  Shank 

Type 
of  Thread 

Cat. 

No. 

Size  of  Steel 

Size  of  Shank 

Type 
of  Thread 

Cat. 

No. 

%"  hex. 

%"  hex.  x  3^4  " 

A 

235 

Vs  "  hex. 

%"  hex.  x  314" 

0 

242 

%  "  hex. 

%"  hex.  x  3%'' 

H 

236 

Vs"  hex. 

%"  hex.  x  314" 

1 

243 

1"  Round 

%  "  hex.  x3y4" 

H 

237 

1"  Round 

Vs  "  hex.  x  314" 

1 

244 

1"  hex. 

1"  hex.  x41/4" 

H 

238 

1"  hex.  1 

"  hex.  x  4  !4  " 

245 

1  Vs  "  Round 

1"  hex.  x  414" 

H 

239 

1  Vs  "  Round  1 

"  hex.  x  4%" 

246 

1%  "  Round 

1"  hex.  x  4%  " 

D 

240 

1 

1 1/4  "  Round 

Lug 

D 

241 

1  %  "  Round 

Lug 

2  or  3 

247 

Repairs  or  conversion  work  on  shanks  and  threads  given  our  prompt  attention. 


Hollow  Conventional  Type  Drill 
(With  Turned  Body) 


Large  Hole  Plugs  and  Feathers 


Used  to  drill  holes  %"  to  lVs".  This  tool  is  use¬ 
ful  for  making  holes  for  Expansion  Bolt  Shells. 


Size  of  Shank 


Drilling 

Depth 


Length 

Bit  Size  Under  Collar 


Cat. 

No. 


%"x3!4"  hex. 

6" 

%" 

M 

00 

308 

vl 

8'' 

Vs" 

1" 

18" 

309 

8" 

18" 

310 

Size  of  Hole 

Length 

Cat.  No. 

1"  x4t4  "  hex. 

6" 

18" 

311 

1" 

6" 

370 

00  00 

Vs" 

1" 

18" 

18" 

312 

313 

1%" 

10" 

371 

1V2" 

12" 

372 

Bush  Hammer 


Size  of  Stock 

Length 
of  Hammer 

Weight,  Lbs. 

Cat. 

No. 

2"  x2" 

8  >4" 

00 

373 

l%"xl%" 

8" 

6 

374 

1  1/  "v-*  1/  ft 

1  72  Xi'/2 

7" 

4 

375 

Brick  Hammer 


610-5-50 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 
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EDWARDS  No.  20  ALLOY  STEEL  SHEAR 


This  shear  is  built  entirely  of  steel,  carefully  machined,  and  has 
a  capacity  range  sufficient  to  meet  all  needs  of  the  general  contractor. 

The  main  frame  is  of  one  piece,  which  eliminates  bolts  or  rivets 
working  loose.  There  are  no  springs  or  latches  to  break  or  get  out 
of  order.  The  working  parts  are  heat-treated  to  develop  only  the 
minimum  amount  of  wear. 

Without  changing  knives,  this  shear  will  cut  the  following  sizes 
and  smaller:  1 14"  square,  twisted  or  deformed  reinforcing  bars;  1%" 
round;  3x%"  flat.  Knives,  3%"  long.  Weight  with  handle,  245  lbs. 


EDWARDS  No.  15  ALLOY  STEEL  SHEAR 


An  all-steel  shear  especially  designed  for  construction  contractors 
who  cut  bars  and  reinforcing  steel  on  the  job. 

This  is  a  simple,  powerful,  compact,  light  weight  shear  easily 
handled  from  one  location  to  the  other,  and  will  soon  pay  for  itself 
on  construction  work.  It  is  carefully  machined  and  made  for  hard 
use  and  rough  handling.  Working  parts  are  heat-treated. 

Cuts  1"  round;  %"  square;  3 x%"  flat.  Knives,  3%"  long.  Weight 
with  handle,  127  lbs. 


EDWARDS  No.  10  SHEAR 

A  simple,  powerful,  semi-steel  shear  backed  by  the  reputation 
of  more  than  fifty  years  of  continuous  manufacture. 

The  jaw  is  closed  by  one  revolution  of  a  small  diameter  pinion 
on  which  are  cast  three  lever  sockets  standing  at  different  posi¬ 
tions.  For  cutting  either  round  or  narrow  flat  bars  only  a  partial 
revolution  is  necessary. 

Cuts  mild  steel  4x%"  and  6 xV2"  flat  and  1"  round.  Knives,  7" 
long.  Weight  with  handle,  496  lbs. 


EDWARDS  No.  5  SHEAR 


This  semi-steel  shear  is  built  on  the  same  principle  as  the  No.  10, 
Che  difference  being  in  type  of  pinion,  weight  and  size.  Used  by  con¬ 
tractors,  repair,  forging  and  body  shops.  Ideal  for  cutting  small 
reinforcing  bars. 

With  Edwards  Shears  no  time  is  lost  getting  the  material  in 
position  to  cut,  as  it  is  placed  between  the  knives  and  not  passed 
through  the  machine. 

Cuts  mild  steel  4xi/2"  and  6x5/16"  flat  and  %"  round.  Knives,  7" 
long.  Weight  with  handle,  222  lbs. 


EDWARDS  No.  2  CABLE  CUTTER 


Designed  only  for  cutting  wire  rope  and  makes  a  clean  cut  without  flatten¬ 
ing  or  displacing  the  strands.  Ends  of  the  cable  can  be  either  wired  or  banded. 
Made  entirely  of  steel,  carefully  machined  and  unbreakable.  No  adjustments 
necessary  for  cutting  the  various  sizes  of  cable. 

Parts  subject  to  wear  are  heat-treated  and  the  tool  steel  knives  are  of  the 
grade  best  suited  for  the  severe  use  to  which  they  are  put. 

Quickly  cuts  all  types  and  grades  of  wire  rope  1%"  diameter  and  smaller. 
Weight  with  handle,  80  lbs. 


4-1-* 
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CONTRACTORS  SUPPLY  CORP.  OF  NEW  JERSEY 


PORTER  HKP  HAND  POWER 


CUTTERS 


Heavy  Duty  Cutters 


For  continuous  use  in  the  cutting  of  concrete  reinforcing 
rods  and  other  hard  metals.  The  most  rugged  tool  in  the 
Porter  line,  the  cutterhead  has  heat-treated  heavy  forged 
straps  for  extra  support,  ground  and  recessed  with  grease 
pockets  to  minimize  friction.  Also  equipped  with  special 
alloy  jaw  bolts.  Furnished  with  center  cut  round  edge 
jaws.  The  No.  4-HD  can  be  supplied  with  POWERPULL, 
a  device  attached  to  the  cutter  for  exceptionally  heavy  and 
continuous  cutting.  (See  below.) 

CAPACITIES-*  ”?ire  Con- 

Approx.  Soft  Rope  erete  App. 

Lgth.  List  of  Bolts  Stranded  Rein-  Wght. 

Tool  of  Complete  in  Guy  forcing  in 

No.  Tool  Tool  Thread  Wire  Rods  Lbs. 


2 

HD 

30" 

$22.50 

7  " 

%" 

111/4 

3 

HD 

36" 

27.60 

5/  " 

78 

%" 

16 

4 

HD 

42" 

33.00 

%" 

%" 

%" 

19% 

4 

HDP 

42" 

106.90 

%" 

%" 

%" 

28 

Powerpull  Attachment 


The  POWERPULL  is  a  device  which 
can  be  easily  attached  to  the  No.  4  Heavy- 
Duty  Cutter  for  heavy  or  continuous 
cutting.  Since  the  capacity  of  the  No.  4 
Heavy-Duty  Cutter  goes  beyond  the 
ordinary  limit  of  man  power  the  POWER¬ 
PULL  is  needed  at  times  to  get  full  serv¬ 
ice  from  this  tool.  It  increases  the  applied 
force  by  means  of  a  reduction  gear  box 
and  chain  sprocket.  When  attached  to  the 
4-HD — the  POWERPULL  means  more  cuts  in  less  time 
and  with  less  effort.  Cuts  are  quickly  and  easily  made 
(from  10  to  15  seconds  per  cut)  without  taxing  the  strength 
of  the  operator.  Cuts  faster  and  cheaper  than  a  torch 
and  reduces  fire  hazard.  Weight,  8%  lbs. 

Designation  List  Approx.  Wt.  in  Lbs. 


Powerpull 


$88.10 


8% 


Angular  Cutter 

Rigid  and  Swivel  Types 


For  CLOSE  cutting  against  large  surfaces,  such  as 
floors,  walls  or  ceilings:  hence,  particularly  useful  in  cut¬ 
ting  concrete  form  wires.  Also  used  for  trimming  splice 
ends  in  wire  rope  or  stranded  wire.  Handles  are  at  a 
30°  angle  to  the  cutting  edges  of  the  jaws.  No  interfer¬ 
ence  to  cutting  edges  from  the  head  assembly  straps. 
Temper  equal  to  clipper  cut  jaws  and  usable  on  all  classes 
of  soft  material  up  to  200  Brinell  hardness  or  15  Rockwell 
C  Scale,  Swivel  type  is  available  only  in  No.  1  size. 


Tool 

CAPACITIES-* 

Soft 

Approx. 

Desig- 

Approx. 

Bolts 

Soft, 

Weight, 

nation 

Lent;  tli 

List 

in  Thread 

Rods 

Lbs. 

6A 

9" 

$  5.50 

%" 

A" 

% 

14A 

14" 

11.20 

-S_" 

Va” 

3% 

1A 

24" 

15.10 

JL" 

%" 

7 

3A 

36" 

25.20 

%" 

fa  ” 

15 

1SH  A 

25" 

18.50 

7  " 

T5 

8% 

Impakdriver 


A  sensational  new  tool  for  loosening 
or  tightening  nuts,  bolts  or  screws. 
Saves  hours  and  dollars  .  .  .  needed  by 
everyone  who  works  with  screwdriver 
or  wrench.  Constructed  on 
an  ingenious  cam  prin¬ 
ciple  that  translates  the 
impact  from  a  hammer's 
blow  into  an  amazing 
amount  of  torque. 


8JVI 

NoTtiM  IMPAKDRIVER  %"  drive 

No.  8M  IMPAKDRIVER  %"  drive 


List  $  5.95 
List  12.50 


Center  Cut  Clippers 

Rigid  and  Swivel  Types 


For  all  general  purpose  FREE  cutting  of  wire,  rods  and 
similar  material  up  to  300  Brinell  hardness  or  31  on  the 
Rockwell  C  Scale.  Not  suited  for  flush  cutting,  but  AL¬ 
WAYS  RECOMMENDED  WHERE  CLOSE  CUTS  ARE 
NOT  REQUIRED. 

The  universal  tool  for  such  material  as  cold  drawn 
spring  wire,  stranded  guy  wire,  alloy  wire  and  rods  not 
heat-treated,  wire  wheel  spokes,  other  medium  hard  steel. 


Tool 

CAPACITIES 

->Soft 

Medium 

Approx. 

Desig- 

Length 

Holts  in 

Hard 

Weight, 

nation 

Tool 

List 

Thread 

Rods 

Lbs. 

14CC 

14" 

$  9.40 

A” 

Va” 

2% 

occ 

18" 

10.50 

%" 

A" 

4U 

ICC 

24" 

12.60 

%" 

6% 

2CC 

30" 

16.20 

ft" 

%" 

10% 

3CC 

36" 

20.90 

%" 

14% 

4CC 

42" 

27.00 

%" 

%" 

17% 

No.  5  Cutters 


All  steel  handles  and  sections.  Handles  won’t  bend  or 
break.  Designed  for  cutting  large  size  bolts,  rods  and  wire. 

CAPACITIES-»Soft  Medium  Approx. 


Tool  Length  Bolts  in  Hard  Hard  Weight 

No.  Tool  List  Threads  Rods  Rods  Lbs. 

5CC  42"  $33.00  %"  %"  .  19% 

5CCRE  42"  33.00  . .  V2"  19V2 

5HD  42"  38.70  .  %"  21% 


Center  Cut  Round  Edge  Cutters 

For  cutting  concrete  reinforcing  rods  and  similar  hard 
material.  Commonly  used  in  general  construction  and 
wrecking  work  and  in  alloy  steel  and  wire  mills.  Cutting 
edges  of  jaws  rounded  for  greater  durability  and  tem¬ 
pered  to  cut  material  up  to  400  Brinell  or  42  Rockwell  C  in 
hardness.  The  most  durable  type  of  standard  cutting 
jaws  for  all-around  work  with  the  harder  materials.  Avail¬ 
able  in  Rigid  style  only.  If  in  doubt,  send  samples  of 
material  to  be  cut. 


Tool 

Desig¬ 

nation 

Approx. 

Length 

of 

Tool 

List 

Complete 

Tool 

Capacity 
Concrete 
Reinforc¬ 
ing  Rods 

Approx. 

Weight 

In 

Pounds 

14  CCRE 

14" 

$  9.70 

fa” 

2% 

1  CCRE 

24" 

13.00 

fa” 

6% 

3  CCRE 

36" 

21.40 

fa” 

14% 

4  CCRE 

42" 

27.50 

%" 

17% 

Cable  Cutters 


For  cutting  soft  wire  rope  and  cable.  The  cutting  edges 
of  the  jaws  in  this  type  of  cutter  pass  each  other  in  the 
manner  of  scissors,  thus  making  a  complete  shear  cut. 
Not  recommended  for  cutting  rods,  wire  or  bolts.  Have 
notched  jaws  to  minimize  crushing  or  deforming  the  cable. 
Available  only  in  Rigid  type. 


Tool 

No. 

Length 

Tool 

List 

Capacity 

Wire 

Rope  &  Cable 

Approx. 

Weight 

Lbs. 

I4TN 

14" 

$15.50 

%" 

3 

1TN 

24" 

18.90 

%" 

6% 

3TN 

36" 

26.70 

%" 

14% 

Cable  Cutters 

For  Copper  and  Aluminum  Only 


Capacity  Approx. 

Tool 

Length 

Stranded  Copper  Weight 

No. 

Tool 

List 

or  Aluminum  Cable  Lbs. 

2CN 

30" 

$24.00 

1%"  9% 

225-1-53 

Englewood,  New  Jersey  —  Call  Englewood  4-0600 
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CLEVELAND-FORMGRADEKt  EQUIPMENT 


THE  CLEVELAND  FORMGRADER 

The  Cleveland  Formgrader  is  a  heavy 
duty  machine  weighing  6500  pounds, 
powered  by  a  63  Horse  power  Governor 
controlled  Gas  engine. 

This  machine  cuts  a  form  TRENCH  18" 
wide  giving  ample  width  for  properly  set¬ 
ting  the  widest  base  forms. 

Due  to  the  power  driven  revolving  blade 
cutter,  (which  is  vertically  controlled  by 
the  operator),  the  FORM  TRENCH  can 
be  cut  true  to  line  and  grade. 

As  there  is  a  pendulum  controlled  line 
gauge  on  the  revolving  blade  cutter  frame 
the  FORM  TRENCH  can  be  cut  correct  regardless  of  the  ground  surface. 

The  accuracy  of  the  FORM  TRENCH  is  produced  by  following  the  MARK  on  the  hair  spring 
line  gauge  and  holding  it  against  the  grade  line. 

Breakage  is  prevented  by  a  spring  loaded  safety  clutch  which  will  slip  when  the  revolving 
blade  cutter  strikes  a  buried  obstruction. 

The  traction  wheel  is  12"  wide  tread  and  a  heavy  counter  weight  added  for  roller  action. 
This  leaves  the  FORM  TRENCH  rolled  and  ready  for  placing  the  forms. 

For  accurate  and  speedy  FORM  TRENCH  CUTTING  you  need  but  one  operator  and  a 
Cleveland  Formgrader. 

THE  CLEVELAND  PUSH  PLANER 

The  push  Planer  is  equipped  with  diagonally 
arranged  high  carbon  single  edge  curved  cut¬ 
ting  blades  mounted  on  a  heavy  structural  steel 
frame. 

Fine  grade  accuracy  is  assured  because  of 
ample  weight,  sharp  cutting  edge  blades,  and 
machined  form  wheels. 

All  the  following  features  are  incorporated 
in  these  machines:  Vertical  adjustments  on 
form  wheel  supports  for  different  form  heights, 
eccentric  axles  in  all  form  wheels  for  soil  irreg¬ 
ularities,  vertical  adjustments  on  all  cutting  blades  for  crown  setting. 

Made  in  combination  widths,  furnished  with  or  without  transportation  wheels.  Adjustable 
push  bars  or  pulling  cable  optional. 

CLEVELAND  TRAILGRADERS 

The  Cleveland  Heavy  Duty  Trailgrader  is 
rugged  in  construction,  low  enough  to  go  under 
the  distributing  bucket  when  pulled  by  paving 
mixer.  Its  purpose  is  to  finish  the  subgrade  to 
exact  contour  just  before  the  concrete  is  placed. 

The  Trailgrader  is  equipped  with  blades  straight 
across,  has  double  edge  disc  shaped  high  carbon 
steel  cutting  edge  blades  mounted  on  vertical 
adjustable  supports  for  setting  various  sub¬ 
grade  crowns. 

Axle  supports  on  end  of  machine  have  ver¬ 
tical  adjustments  for  different  form  heights. 

Form  wheels  are  machined  with  one  straight  and  one  eccentric  axle  on  each  end  of  machine. 
Transportation  wheel  mounted  on  straight  axle.  Made  in  combination  widths,  with  2'  adjust¬ 
ments  on  standard  sizes. 

These  machines  are  made  in  combination  of  sizes  from  9  to  30'. 

Junior  Trailgraders  are  available  for  light  duty  service.  They  have  single  edge  blades 
and  machined  form  wheels  but  are  not  furnished  with  transportation  wheels.  Made  in  com¬ 
bination  road  widths  varying  from  9  to  22  feet. 
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SUBGRADE  SCRAPER 

This  machine  is  a  money-saver  on  fine  grading 
and  is  made  in  adjustable  widths  of  9  to  12  feet, 
15  to  20  feet,  18  to  22  feet  and  20  to  26  feet.  Other 
sizes  are  built  to  order. 

Hand  levers  working  over  notched  quadrants  con¬ 
trol  the  working  adjustments.  Stops  are  provided 
in  the  quadrants  which  can  be  set  to  exact  cutting 
depth,  causing  the  grade  to  be  planed  to  exact  depth 
only.  Blades  are  easily  adjusted  to  the  crown  be¬ 
cause  they  are  carried  on  firmly  anchored  upright 
standards.  This  piece  of  equipment  is  equipped  with 
an  80-foot  pulling  cable. 

SUBGRADE  SCRATCH  TEMPLATE 


The  accuracy  of  this  machine  is  unusual  because 
of  its  rugged,  sagless  construction  and  weight.  The 
pins  are  strong  and  bend-proof  and  are  easily 
adjusted  to  crown.  The  side  trucks  allow  the 
Template  to  roll  easily  and  the  wheels  have  ma¬ 
chined  treads  for  accuracy.  The  beam  can  be 
adjusted  vertically  on  the  side  trucks  to  meet  all 
conditions  of  pavement  thicknesses  and  cross  sec¬ 
tion.  Made  in  combination  widths  for  roads  8'  to 
30'  wide. 


SEVEN-TOOTH  ROOTER 

This  rooter  does  the  work  of  a  rooter  plow  but 
does  it  faster  and  better  because  it  has  seven  teeth 
and  can  root  48"  wide  and  to  a  maximum  depth  of 
12".  It  can  be  easily  handled  by  small  tractors  yet 
it  is  built  to  stand  the  heaviest  pull. 

Cast  disc  wheels  can  be  provided  to  increase  the 
weight  necessary  for  unusually  tough  digging. 


CLEVELAND 

RIPPERS 

There  is  an  all- 
w  e  1  d  construction 
ripper  for  every 
need.  They  are 
equipped  with  five 
removable  teeth 
standards  with  self- 
sharpening  replace¬ 
able  alloy  steel 
points. 

This  machine  is 
manually  controlled 
with  cables  which 
are  operated  by  the 
tractor  operator. 

Separate  levers 
control  the  lowering 
and  lifting  mecha¬ 
nisms.  Made  in  sev¬ 
eral  weights. 
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ALUMINUM  STRAIGHTEDGES 

This  all  aluminum  tool  is  furnished  with  either 
flat  or  round  bottom.  The  blade  weighs  but  four 
pounds  and  is  10'  long.  Twelve  foot  handle  is 
standard;  longer  handles  available. 

STEEL  straight  edges  are  made  of  oblong  steel 
tubing  10  feet  long  with  either  flat  or  round  bot¬ 
toms.  The  handle  is  the  standard  12-foot  length, 
but  longer  lengths  are  available.  We  also  manu¬ 
facture  steel  lutes  in  sizes  varying  from  4  to  10 
feet  in  length. 


FORM  PULLERS 

Lift  forms  and  stakes  without  damage.  They  pull 
straight  up — no  bending.  Furnished  with  12"  diameter 
solid  rubber  tired  wheels  or  18"  pneumatic  tires;  stake 
puller  attachment  can  be  furnished. 


FORM  TAMPER 

The  New  Form  Tamper  is  now  made  in  right 
or  left  hand  models  to  operate  on  each  form 
operating  in  the  same  direction.  Each  machine 
will  clear  keys  on  the  forms  where  dual  slabs 
are  made  and  will  perform  the  same  operations. 
The  incline  tampers  contact  the  earth  under  both 
sides  of  the  forms  at  the  same  moment,  they 
also  oil  the  inside  of  the  form  as  the  machine 
progresses.  Travel  speed  on  form  25'  per  minute 
forward.  They  require  one  man  operation  only 
and  does  its  job  with  y3  less  settlement  than 
with  hand  tampers  and  much  faster. 


CONCRETE  STRIKE-OFFS 


Where  reinforcing  mesh 
is  to  be  placed  this  concrete 
strike-off  enables  you  to 
strike  the  bottom  course  of 
concrete  quickly  and  accu¬ 
rately. 

Vertical  adjustment  on 
each  side  truck  allows 
greater  depth  variation.  The 
wheels  are  machined  and 
carried  on  eccentric  axles 
for  lifting  machine  over  ex¬ 
pansion  joints  and  minor  ver¬ 
tical  adjustments,  assuring 
you  that  when  the  top 
course  is  finally  placed  the 
reinforcing  will  be  in  the 
right  position  in  the  slab. 
Made  in  combination  widths 
for  roads  9'  to  30'  wide. 
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FLOAT  BRIDGES 


traction  and  belting  mechanism.  We  also 
manufacture  bridges  for  carrying  burlap.  This  type  of  bridge  has  a  6'  wide  tongue-grooved 
deck. 


Single  float  bridges  are  made  with  16" 
plank-ways.  The  longitudinal  bridges  are 
made  of  two  single  bridges  spaced  apart  by 
means  of  pipes  clamped  at  the  side  of  the 
trucks  which  are  sufficiently  long  to  accom¬ 
modate  floats  10  to  14  feet  in  length. 

All  bridges  are  built  with  2'  adjustment 
and  can  be  furnished  with  or  without  hand 


PULL  BROOMS 

These  are  light  weight  Bass  and  Bassine  pull  brooms, 
24"  wide  with  4^"  fiber  projections.  The  head  block  is  of 
hard  wood.  The  Bass  has  2  rows  of  fiber  and  the  Bassine 
has  3  rows.  Adjustable  aluminum  holder  and  pole  or 
malleable  holder  with  steel  pole  available. 


ALL-STEEL  BULL  FLOATS 

Channel  formed  from  steel  plate,  cross 
braced  for  stiffness.  Vertical  adjustment 
for  correcting  alignment.  Plow  handles  fur¬ 
nished  with  vertical  and  width  adjustment. 
Lighter  than  ordinary  wood  float,  will  not 
warp  or  lose  shape.  Furnished  in  the  fol¬ 
lowing  sizes:  8,  10  and  12-inch  widths.  All 


LONG  HANDLED  TOGGLE  ACTION  FLOATS 

These  floats  have  a  beveled  face  and  give  a  double 
action  performance.  They  are  made  of  1/16"  thick 
steel  and  furnished  in  sizes  from  18"x5"  to  36"x6". 
Also  flat  trowels  of  same  sizes  available.  Furnished 
with  6'  handles,  longer  handles  furnished  on  request. 
We  also  have  sheet  metal  floats  in  sizes  6"  wide  by 
4',  5',  and  6'  long  with  12'  steel  tubing  handles. 


375-4-50 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 


101 


RICHMOND 


FORM  TIES  AND  ACCESSORIES 
FOR  CONCRETE  CONSTRUCTION 


RICHMOND  SNAP-TY  SYSTEM 


End 

r-r 


(w«  2T  •  ?S-'A')  End 


.  End . 


APO— AC  Pull  Out  Form-Tv 
(W-2T*  2S-'A") 


End  . 


ABR — AC  1  Vs  in.  Break  Back  Form-Ty 

Overpll  (  IMSIQC  or  HC»Q  WASHER 


TO  INSIDE  or  NOT) 


ANO— No  Spreader  Form-Ty 


T 


W 


SBR  1  in  Break  Snap-Ty 
W 


n- 


T 


SWC-  Wood  Cone  Snap-Ty 
E  W  ,  E 


SC— %  irv.  Cone  Snap-Ty 


E  w 

UJ 

J  i 

1 

SWS  Waterseal  Snap-Ty 


The  RICHMOND  SNAP-TY 

SYSTEM  is  a  fast,  accurate  and 
economical  method  for  form  erec¬ 
tion  and  stripping  for  light  con¬ 
crete  formwork.  Exact  wall  thick¬ 
nesses  are  insured  by  accurately 
located  patented  upset  shoulders 
on  the  ties  which  position  the 
forms  correctly.  This  precise 
spreader  feature  is  an  exclusive 
Richmond  patent.  Fast  stripping 
and  clean  wall  faces  are  obtained 
by  the  special  snap  feature  of 
Snap-Tys.  Tie-ends  snapped  off  at 
predetermined  depth  the  small 
holes  may  be  readily  pointed.  A 
Snap-Ty  assembly  consists  of  one 
Snap-Ty  and  two  Tyholders,  the 
latter  can  be  used  over  and  over 


again.  The  Snap-Tys  are  made  of 
high-grade  steel  rod  and  are  gen¬ 
erally  equipped  with  form  spreader 
washers,  and  with  Break-Back 
feature  at  any  optional  depth  from 
1A"  to  2".  Tyholders,  Spreader 
Brackets,  wrenches  and  pullers 
are  loaned.  Standard  types  in¬ 
clude  Break-Back  Snap-Ty, 
Break-Back  Cone  Snap-Ty  and 
Break-Back  Wood  Cone  Snap-Ty. 
The  Waterseal  Snap-Ty,  to  pre¬ 
vent  water  seepage,  is  available  in 
Break  or  Wood  Cone  types.  Spe¬ 
cial  Snap-Tys  include  No-Spreader 
type,  Spandrel  Beam  type,  Fascia 
type,  Washer  End  Snap-Ty  and 
Snap-Ty  Anchor. 


Registered  U.  S.  Patent  Office  No.  31756.  Registered  Can¬ 
ada  No.  330565.  Patent  Numbers  1919751,  2020912,  2162592, 
2193078.  2218099,  2222339. 


RICHMOND  TYSCRU  SYSTEM 


T2 — 

-Tyscru  2 

Strut 

T4 — Tyscru  4 

Strut 

Safe 

Ultimate 

Safe 

Ultimate 

Nominal 

Road, 

Strength, 

Nominal  Load, 

Strength. 

Diani. 

Pounds 

Pounds 

Diam.  Pounds 

Pounds 

y2" 

6,000 

10,040 

1"  24,000 

37.410 

12,000 

20,145 

4-“ 

CO 

© 

5 

o 

50.427 

i" 

18,000 

27,700 

Richmond  Tyscrus  for  Tying  Concrete  Forms  in 
Heavy  Construction 

A  strong,  simple  and  fast  acting  tying  system  of 
2  or  4  high  strength  wire  struts  welded  to  two  helix 
coils.  The  coarse  threaded  coils  serve  as  effective 
form  reanchorage  units  when  cast  in  concrete  after 
use  as  ties.  Assembly  comprises  one  Tyscru,  two 
coarse  threaded  Tylag  bolts  which  transmit  the  load 
from  the  Tyscrus  to  the  wale  member  of  the  form, 
and  two  flat  washers.  Tylags  are  reusable  and 
loaned  as  are  the  flat  washers.  Tycones  of  wood 
or  malleable  iron  also  available.  Standard  Tyscrus 
include  2  struts  and  4  struts. 

Richmond  Waterseal  Tyscrus  are  available  with 
water  stop  washers  to  prevent  seepage  on  the 
two  strut  size. 


Richmond  Continuous  Threaded  Lagstud 

is  a  coarse,  tough  stud  which  supplements  the  Tyscru  system 
in  many  ways.  Cut  to  length  at  the  form  site  it  provides  the 
coupling  units  for  adjustable  Tyscrus  for  use  on  finished  or 
unfinished  work.  Lagstuds  make  ideal  form  fasteners  and  form 
ties  for  external  use  and  are  suitable  for  imbedment  in  con¬ 
crete  or  in  a  grouted  hole  in  rock  as  an  adjustable  anchorage. 
All  salvaged  pieces  can  be  re-used;  there  is  no  waste.  Through¬ 
out  any  job  Richmond  Continuous  Lag-Studs  have  scores  of 
regular  and  emergency  uses  for  adjustable  and  utility  anchor¬ 
age  and  form  holding. 

DATA  AND  HOW  TO  OBDKR 

Continuous  Threaded  Logstuds  are  available  in  V/',  1”. 

and  114"  diameters,  threaded  to  fit  the  contour  of  the  helix 
coil  of  the  Tyscru.  Safe  load  rating  is  equal  to  that  of 
Tyscrus  of  the  same  diameter.  Available  in  5'-0"  standard 
lengths  or  cut  to  length  as  required. 
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M  ^  ) 


T12— Tyloop  2  Strut 


Nominol 

Sofo  lood 

Diom. 

Ol  »lo 

o»  anchor 

'/»“ 

3000 

1500 

Vo" 

6000 

3000 

ML _ J 

HTl 

— Hoovy  Tyloop 

2  Strut 

Nominol 

Sofo  lood 

Diom. 

Ai  An  Anchor 

vr* 

5000 

Vo" 

9000 

T12F— Tyloop 

Flarod  2  Strut 

Nominol 

Sofo  load 

Diom. 

At  An  Anchor 

»/»" 

5000 

W 

9000 

T14F— Tyloop 

Flarod  4  Strut 

Nominol 

Sofo  lood 

Diom. 

At  An  Anchor 

1” 

14000* 

TO— Tyloop  Offtot  Flo  rod  4  Strut 
Nominol  Soft  lood 

Diom.  At  An  Anchor 


1"  Up  to  24000#— dopondt  on  concroto 
1 '/»"  Up  to  30000#— dopondt  on  concroto 


RICHMOND  TY-LOOPS 


RICHMOND  TY-LOOPS  are  a  simple  and  economical  means 
of  providing  rugged  anchorage  for  forms,  braces  and  brackets 
in  concrete.  Available  with  2  or  4  struts  in  various  styles,  the 
Ty-Loops  are  cast  in  place  in  the  concrete.  The  heavier  sizes 
are  extensively  used  for  anchorage  of  cantilever  lift  forms  in 
Dam  Construction  eliminating  the  necessity  for  through  ties  or 
heavy  diagonal  ties. 


RICHMOND  TY-FRAMES 

An  application  of  the  Ty-Scru  principle  to 
the  special  requirements  of  Stadium  Con¬ 
struction — serving  a  double  purpose  in  that 
the  TY-FRAME  supports  the  riser  form  rig¬ 
idly  and  in  exact  position  without  the  use  of 
raking  timbers  or  other  external  bracing, 
and  acts  as  an  anchorage  for  seat  brackets 
after  the  forms  have  been  stripped.  The 
design  of  the  TY-FRAME  conforms  with  the 
hole  spacing  of  the  bracket. 


'AG  Tylog 
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ONSTRUCTION 


RICHMOND  HANGING  SYSTEMS 


SNH— Spread*'  Tvp© 
Vj"  Breok  Snap- 1 /hanger 


Designed  to  support  the 
concrete  forms  for  decks, 
slabs  and  beam  and  girder 
fireproofing  from  struc¬ 
tural  steel  framework. 
The  series  of  Richmond 
Hanging  Devices  for  stan¬ 
dard  and  special  condi¬ 
tions  includes: 

SNAP-TY  HANGERS 
with  or  without  the 
spreader  feature  to  fit 
over  the  beam  suitable 
for  light  concrete  form 
hanging  with  2"  x  4"  lum¬ 
ber. 

TYHANGERS  are  Ty- 
scrus  type  hangers  for 
hanging  medium  or  heavy 
forms  to  fit  over  the  top 
flange  of  the  beam. 


. . . "'!  111 


lag  Tylog 


FW — Flat  Washer 


RICHMOND  SCREW  ANCHORS  AND  BOLTS 


Sab 


scab 


Anchor  Bolt  Setting  Template 


For  permanent  or  temporary  cast-in-place  an¬ 
chorage  to  concrete,  the  Screw  Anchor  provides  a 
steel  reinforced  thread  to  engage  the  coarse 
threaded  Anchor  Bolt.  The  Anchor  transmits  the 
load  to  the  surrounding  concrete  to  provide  anchor¬ 
age  exceeding  the  rupturing  strength  of  the  bolt. 
For  permanent  installations,  including  anchorage  of 
accessory  units,  such  as  cleats,  fender  systems; 


anchorage  of  column  bases;  anchorage  of  seat 
brackets  in  concrete  stadiums  and  seat  planks  on 
park  benches  and  a  great  variety  of  uses  in  railroad 
work  and  heavy  industry.  Temporary  installations 
include  anchorage  of  tunnel  forms  to  inverts;  can¬ 
tilever  lift  forms;  scaffold  brackets  and  for  pile 
lifting.  Setting  Templates  are  available. 


SIZE  AND  STRENGTH  DATA 


SIZE 

DIMENSION 

Approx.  Ultimote  Strength  (*) 

(Dio.) 

A 

B 

c 

Tension 

Shear 

*" 

2V," 

Vi" 

4,020  lb. 

3.015  lb. 

Vi" 

2" 

3" 

V' 

8.442  lb. 

6.332  lb. 

H" 

3" 

3  Vi" 

IV," 

12,395  lb. 

9.296  lb. 

V," 

4" 

3vy# 

1  Vi" 

1 8.291  lb. 

13.718  lb. 

%" 

5" 

3Vi" 

1H" 

26.331  lb. 

19.748  lb. 

1" 

6" 

4" 

1V4" 

34,505  lb. 

25.879  lb. 

1  Vi" 

7" 

5V5" 

2" 

51,590  lb. 

38.693  lb. 

1W 

8" 

7" 

2'4" 

80,602  lb. 

60.602  lb. 
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DCEUi 


DSH 


T-BAR 


RICHMOND  ADJUSTABLE  SCREED  CHAIRS 


Light  and  heavy  Screed  supports  for  posi¬ 
tioning  Screed  bars  for  specified  slab  eleva¬ 
tion  above  the  forms  available  with  various 
style  heads  for  adjustment  in  fixed  base, 
below  the  Screed  pipe,  or  from  above  the 
slab.  Other  support  chairs  made  by  Rich¬ 
mond  include  curb  form  supports,  hanger 
frame  screeds,  fixed  screed  chairs  where 
position  is  predetermined,  and  special  sup¬ 
port  chair  and  reinforcing  suports. 


Slab  Thickness  Holder 


Size 

Chair  Height 

Min. 

Max. 

Adjustment 

Length 

No.  0 

OSC  1V2" 

Off 

3%" 

W' 

SH  IV2" 

3%" 

4y2" 

%" 

SH  2W 

No.  1 

SC  2%" 

41/2" 

6" 

1V2" 

SH  3" 

No.  2 

SC  31/2" 

5V2" 

8" 

2V2" 

SH  4" 

No.  3 

SC  5Vz" 

7V4" 

12" 

4V2" 

SH  6" 

SSH— Available  in  1  %",  2%",  3",  4"  and  6"  heights 
D-SH — Available  in  3",  4",  5"  and  7"  heights 
T — Available  in  1%"  x  1%"  x  3/16"  or  2"  x  %"  sizes 
D-34SB — Available  in  6"  and  12"  lengths  with  full 
thread,  18"  long  with  12"  thread,  and  24"  and  30" 
long  with  18"  thread 

D-34SGC — Available  in  6",  12"  and  18"  heights 
D-34SS— Available  16"  high 


RICHMOND  TILT  LOCK  ASSEMBLIES  AND  ROD  CLAMPS 


Richmond  Tilt  Locks  Assemblies  have  all 
the  normal  features  of  a  Shebolt  System 
plus  the  advantages  of  a  coarse  threaded 
outside  rod,  engaged  by  fast  acting,  slide- 
able,  positive  locking  tilt-lock  clamp,  which 
locks  to  the  thread  within  three  turns  of 
the  wales.  Inside  rods  are  furnished  of 
cold  drawn  wire  with  a  rolled  thread — or  in 
a  mild  steel  or  cold  rolled  steel  with  cut 
threads — in  required  lengths  to  %"  toler¬ 
ance.  Outside  rods  have  11%"  of  tough 
coarse  %"  thread,  and  a  rectangular  upset 
at  the  end  for  turning. 


Richmond  Rod  Clamps  are  malleable 
castings  for  plain  Ty-Rod  Systems.  The 
rod  is  clamped  by  set  screw  and  nut  which 
tightens  grips  as  the  load  is  applied-  The 
clamp  housing  may  be  used  indefinitely. 
The  inexpensive  nut  and  set  screw  are  re¬ 
placeable.  Tightening  wrenches  which  posi¬ 
tion  the  clamps  and  draw  the  forms  into 
line — and  rod  pullers  are  also  available. 
Richmond  Rod  Clamps  available  in  No.  1 
for  %"  rods,  No.  2  for  %"  rods,  No.  3  for 
%"  rods,  and  No.  4  for  %"  rods. 


Diam. 

Size  of  of  tlie  Over-all  Outside 
Threaded  Outside  Length  of  Diam.  of  Area  of 

Tie  Rod  Rod  Outside  Rod  Casting  Casting 


Strength 

Safe  Load  Ultimate  Cold 

Mild  Steel  Cold  Drawn  Mild  Steel  Drawn 


%" 

%" 

20" 

4%" 

14.2  sq.  in. 

3000  lbs. 

5000  lbs. 

5000 

7500 

%" 

20"  and  26" 

5" 

19.6  sq.  in. 

5000  lbs. 

9000  lbs. 

7000 

12000 
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GREENLEE  HYDRAULIC  PIPE  PUSHERS  AND  PUMP 

For  Installing  Pipe  Under  Lawns,  Pavement  and  Other  Obstacles 


Pipe  for  gas,  water  supply,  sewer  and  other 
purposes,  conduit  for  electricity  and  tele¬ 
phone  cable  is  easily  installed  underground 
without  extensive  trenching,  with  a  Greenlee 
Hydraulic  Pipe  Pusher,  which  pushes  the 
pipe  under  the  ground. 

FEATURES 


Economy — Eliminates  tunneling,  extensive  trench¬ 
ing,  backfilling,  and  tamping;  tearing  up  lawns, 
streets,  sidewalks,  railroad  tracks,  repaving. 

Powerful — Hydraulic  unit  does  the  actual  push¬ 
ing,  develops  up  to  75  tons  piston  pressure. 

Ease  of  Operation — 1  or  2  men  can  easily  develop 
pressure  needed  to  push  pipe.  Saves  man-power. 

Portable — Unit  is  compact  and  simple  to  operate, 
portable  and  easy  to  set  up. 

Fast — Six  different  operating  speeds  to  match 
varying  soil  conditions. 


No.  790  Hydraulic  Pipe  Pusher 

For  pipe  %  to  4-inch  inclusive — six  operating 
speeds  with  pushing  pressures  from  6500  to  40.000 
pounds — power  unit  travels  on  notched  steel  base, 
permitting  pushes  from  4  to  7  feet — each  base 
equipped  with  backing  plate  and  two  pipe  supports. 
The  pipe  is  held  securely  by  a  quick-setting,  hinge- 
type  clamp  which  will  withstand  any  pressure  de¬ 
veloped  by  the  power  unit.  All  working  parts  are 
fully  enclosed.  Total  weight  140  pounds,  exclusive 
of  the  base. 


No.  790  pushes  up  to 
4-inch  pipe. 


No.  795  Hydraulic  Pipe  Pusher 

75-ton  pusher  handles  large  drainage  ducts,  con¬ 
crete  sewer  pipe  and  pipe  beyond  4-inch — six  oper¬ 
ating  speeds  develop  piston  pressure  from  25,000  to 
150,000  pounds — notched  steel  base  furnished  in 
lengths  to  suit  pipe  or  duct  to  be  handled.  All 
working  parts  are  fully  inclosed. 


No.  795  pushes  pipe 
larger  than  4-inch,  large 
drainage  ducts,  concrete 
sewer  pipe. 


No.  797  Power  Pump 

A  double-piston,  single-valve,  high-pressure  pump 
that  can  be  easily  and  quickly  connected  to  the  Nos. 
790  and  795  Hydraulic  Pipe  Pushers.  Pushes  pipe 
at  an  average  speed  of  2  feet  per  minute,  under 
normal  soil  conditions.  Requires  only  one  operator. 
Dual  control  either  from  pump  or  pusher.  Avail¬ 
able  with  41/4-H.P.  gasoline  engine  or  a  2-H.P. 
electric  motor  mounted  on  rigid  channel  iron  base. 
A  rubber  tired  undercarriage  is  available  for  the 
gasoline  driven  unit. 


718-1-53 
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GREENLEE  BENDERS 
FOR  PIPE  CONDUIT  AND  TUBING 


No.  770  Hydraulic  Bender 


The  No.  770  Hydraulic  Bender,  with  standard 
equipment,  bends  1%,  1 y2,  2,  2%  and  3-inch  conduit 
and  pipe.  Maximum  piston  pressure  50.000  pounds. 
Extra  attachments  available  for  bending  y2,  %, 
and  1-inch  sizes. 


No.  775  Hydraulic  Bender 

Similar  in  design  as  No.  770  Hydraulic  Bender 
but  of  larger  size.  Powered  to  bend  larger  size  of 
conduit  and  pipe:  3,  3%,  4  and  5-inch.  Maximum 
piston  pressure  80,000  pounds.  Extra  shoes  and 
supports  available  for  bending  8  sizes  of  pipe  from 
114"  to  5". 


No.  785  Power  Bender 


A  portable  bender  capable  of  handling  rigid  con¬ 
duit  or  standard  pipe  in  1 %  to  5-inch  sizes.  Hy¬ 
draulically  operated — 100-ton  ram  pressure — 20-inch 
stroke  permits  90  degree  bends  in  one  setting. 


Nos.  770-R  and  775-E  for  Small  Pipe 

Powered  with 
No.  770  unit,  but 
equipped  with  at¬ 
tachments  for  bend¬ 
ing  conduit  and  pipe 
in  these  sizes:  %, 

%.  1,  1%,  1  %  and 
2-inch.  Full  90  de¬ 
gree  bend  with  one 
forward  stroke  of 
ram.  Ideal  for 
radiant  heating  pipe 
installations. 

Radius  attach¬ 
ments  are  also  avail¬ 
able  for  use  with 
No.  775  Bender  for  bending  pipe  and  conduit  sizes 
y2,  %,  1,  1%,  1  y2,  2,  2 y2  and  3-inch.  In  bending 
2%  and  3-inch  sizes,  the  90  degree  bend  is  accom¬ 
plished  with  two  strokes  rather  than  one  as  above. 


Nos.  770-T  and  775-T  Thin-Wall 
Conduit  Benders 


Powered  with  the  No.  770  unit,  but  with  com¬ 
plete  attachments  for  perfectly  bending  thin-wall 
electric  metallic  tubing.  One  forward  stroke  of  ram 
makes  full  90  degree  bend.  Portable,  easily  set  up. 
With  regular  attachments  bends  %,  1.  1%,  1  y2  and 
2-inch  sizes  of  thin-wall  conduit. 

Thin-wall  bending  attachments  are  also  available 
for  No.  775  Benders. 

Hand  Benders 


No.  761 — For  fast,  easy  bending  of  pipe  or  rigid 
conduit  of  any  metal  in  %,  %,  %  and  %-inch  nomi¬ 
nal  sizes. 

No.  763 — For  steel,  copper,  brass  and  aluminum 
tubing — eight  sizes  available  for  bending  tubing 
with  outside  diameters  of  %,  -fi-,  %,  %,  %,  %, 
%  and  1-inch. 

No.  764 — For  thin-wall  conduit  (E.M.T.) — quickly 
bends  conduit  of  %,  y2  and  %-inch  nominal  sizes. 

No.  760 — Somewhat  similar  to  above,  but  for  soft 
copper,  aluminum,  and  other  nonferrous  tubing  of 
%  to  %-inch  sizes. 

No.  762 — Similar  to  No.  760,  but  for  %  to  1%-inch 
sizes  of  soft  copper,  aluminum  and  other  nonferrous 
tubing. 


718-2-58 
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GREENLEE  KNOCKOUT  TOOLS 


No.  735  Knockout  Punch  Set 


No.  741-2  Knockout  Punches 


Designed  primarily  for  the  electrical  trade  to 
permit  fast,  easy  enlarging  of  knockouts  and  cut¬ 
ting  of  holes  for  conduit  in  metal  boxes  and  cabi¬ 
nets.  No.  735  has  four  punches  for  cutting  %>  1A, 
1J4,  lli-inch  holes  for  %,  %,  1,  114 -inch  conduit. 
Tool  is  driven  by  a  few  turns  with  an  ordinary 
wrench.  Set  is  neatly  packed  in  leather  case. 


For  cutting  holes  4-inch 
diameter  (No.  741)  for  3%- 
inch  conduit  and  4%  -inch 
diameters  (No.  742)  for  4- 
inch  conduit.  Interchange¬ 
able  drive  screw  bushing  and 
drive  nut  for  both  punches. 


No.  7646  Hydraulic  Knockout  Driver 


Improved  Drive  for 
V2"  Punch 

To  increase  length  of 
Knockout  Punch  in  cutting 
gauge  sheet  metals. 


service  of  the  %-inch 
%-inch  holes  in  heavier 


No.  737  Knockout  Punch  Set 

Similar  to  the  No.  735,  but  consists  of  two 
punches  for  cutting  holes  HI  and  2 %-inch  diameter 
to  accommodate  1%  and  2-inch  conduit. 


Nos.  738  and  739  Knockout  Punches 

For  cutting  holes  2%- 
inch  diameter  (No.  738)  for 
2 %-inch  conduit  and  3 14- 
inch  diameter  (No.  739)  for 
3-inch  conduit. 


No.  740  Knockout  Cutter 


The  No.  7646  is  specially  designed  for  driving  the 
Standard  Greenlee  Knockout  Punches.  Powerful — 
portable — develops  over  eleven  tons  of  hydraulic 
pressure — capable  of  cutting  holes  up  to  4% -inches 
in  ten  gauge  metal.  Simple  operation  no  wrench 


space  required.  The  set 
consists  of  a  Hydraulic 
Pump,  a  High  Pressure 
Hose,  a  Ram,  and  attach¬ 
ments  to  operate  all  sizes 
of  standard  Greenlee 
Punches. 

The  set  is  packed  in  a 
strong  metal  case  for  easy 
transportation,  with  a 
compartment  provided  to 
store  2-inch  and  smaller 
punches. 


Companion  tool 
to  GREENLEE 
Knockout  Punches. 

Enlarges  knock¬ 
outs  to  take  1%, 

2,  2%  and  3-inch 
conduit  for  cutting- 
holes  Ilf,  2%,  2%, 

3 %-inch  diameters 
respectively.  Oper¬ 
ation  is  simple 
since  an  ordinary 
wrench  drives  the 
tool.  Special  discs 
can  be  furnished  for  cutting  odd  sizes  of  holes  from 
lig  to  3 %-inch  diameters. 


718-3-53 
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GREENLEE  WOOD-BORING 


No.  16  Unispur  Electricians'  Auger  Bit 


Smooth  boring — fast,  long,  double-twist  auger  bit 
— single  cutter  head — twist  514  inches  long — over¬ 
all  length  10-inches — TB-inch  and  larger.  Smaller 
sizes,  standard  auger  bit  lengths.  15  sizes  from 
4/16"  to  20/16". 


No.  44  Short  Unispur  Auger  Bit 


For  boring  holes  for  pipe  and  conduit — medium 
pitch  screw  point  for  small  sizes — finer  point  for 
the  larger — sizes  up  to  1-inch  have  3-inch  twist — 
larger  sizes,  2 14 -inch  twist.  Over-all  length  5V2", 
12  sizes  from  11/16"  to  40/16". 

No.  48  Bell  Hangers'  Drill 

: 

High  grade  steel — heat-treated  for  additional 
strength — twist  length  3% -inch — over-all  lengths  of 
12,  18  and  24  inches. 


Nos.  900  and  925  Bit  Extensions 


No.  900 — Capable  of  driving  a  bit  up  to  1-inch 
diameter — small  enough  to  follow  a  %-inch  size — 
positive  locking. 

No.  925 — Similar  to  No.  900 — extra  heavy — capa¬ 
ble  of  driving  a  bit  up  to  2  inches — small  enough  to 
follow  a  h<-inch  bit. 


No.  18  Electricians'  Unispur  Power  Bit 


Double  twist  bit — heat-treated  shank — 5% -inch 
twist  lengths — 3  milled  flats  120  degrees  apart, 
eliminates  slippage  in  3-jaw  chuck.  Shank  diameter 
jtf".  Two  set-screw  holes  in  shank  for  use  with  No. 
902  Extension.  Also  available  with  3-inch  twist  as 
No.  45. 


BITS  AND  EXTENSIONS 


Nos.  3  and  4  Plain  Expansive  Bits 


Fast,  clean  cutting — wide,  open  throat,  insures 
positive  chip  clearance — fully  polished — No.  3  bores 
b  to  1^4 -inch.  No.  4.  %  to  3-inch. 


Ncs.  5  and  6  Setfast  Expansive  Bits 


Quick,  easily  adjustable  locking  feature  of  simple, 
fool-proof  construction  permits  rapid,  accurate  set¬ 
ting.  Fully  polished — No.  5  bores  %  to  1%  inches 
and  No.  6  bores  %  to  3  inches.  Extra-length  cut¬ 
ter  available  for  No.  6  to  bore  up  to  4"  diameter. 


No.  22  Solid-Center  Auger  Bit 


Ideal  for  general  woodworking  requirements. 
Has  double-cutter  head  with  extension  lips.  Single 
spiral  easily,  cleanly  elevates  chips.  In  4/16  to 
24/16"  sizes. 

No.  56  Solid-Center  Car  Bit 

ESS; - - 

12-inch  twist — 18  inches  over-all — extension  lip 
head — single  spiral  and  center  stem  gives  broad 
channel  for  clearance  and  elevation  of  chips.  In 
6/16  to  20/16"  sizes. 

No.  57  Single-Spur  Car  Bit 

Designed  for  heavy  wood  construction — made  of 
alloy  steel,  heat-treated — head  fitted  with  single 
cutter  with  outlining  spur.  Single-spiral  twist  pro¬ 
vides  good  chip  clearance.  Available  in  12-inch 
twist,  sizes  6/16  to  17/16  inches — 18  and  24-inch 
twist  9/16  to  17/16  inches. 


No.  87  Pipe  Bits 


For  boring  holes  for  pipe  or  conduit — double  twist 
bit — twist  lengths  from  714  to  814  inches — over-all 
length  from  14  to  17  inches — 14-inch  shank  with  3 
milled  flats,  eliminates  slippage  in  3-jaw  chuck. 
Sizes  %,  1,  114,  114,  and  2-inch. 


No.  902  Power  Bit  Extension 


18  and  24-inch  lengths — j^-inch  body  section — 
for  Nos.  18  and  4b  power  bits — "  shank  milled  to 
fit  3-jaw  chucks — 2  or  more  extensions  may  be 
hooked  together  for  longer  reach. 


No.  64  12-inch  Ship  Auger  Car  Bit 


Strong,  rigid,  easy  cutting — 12-inch  twist — meas¬ 
ures  17  to  18  inches  over-all — in  4/16  to  24/16" 
sizes. 


No.  1440  Pipe  Bit  Set 

Set  of  six  fast-cutting  bits  for 
boring  holes  in  wood  for  pipe  and 
conduit — bit  sizes  %,  1%,  1%.  1%, 
2,  2 14 -inch  for  pipe  measuring  14. 
%,  1,  114,  114,  2  inches  all 

shanks  14 -inch,  furnished  in 
sturdy,  attractive  metal  box. 


718-4-53 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 


109 


St/mom  SAFETY  SHORES 


1.  It  is  lighter  than  other  Shores 
by  10  lbs.  in  the  shorter  lengths, 
and  by  as  much  as  15  lbs.  in  the 
longer  lengths. 

2.  The  Symons  Safety  Shore,  al¬ 
though  lighter,  has  a  load  capa¬ 
city  25%  greater  than  most 
other  Shores.  It  has  a  safe  load 
rating  as  per  schedule  below. 

3.  This  Shore  is  provided  with  a 
safety  wedge  which  may  be  in¬ 
serted  before  pouring,  taking 
away  the  possibility  of  slipping 
even  though  greased.  You  can 
sleep  nights  when  you  use  the 
Symons  Safety  Shore — it  can 
not  slip. 

4.  All  the  Shores  have  metal  scabs, 
worth,  so  the  contractors  tell  us, 
at  least  a  dime  every  time  used. 

5.  A  lifting  jack  that  works  like 
hydraulic  and  about  as  easy.  No 
other  Shore  has  a  jacking  device 
that  can  compare,  and  we  leave 
it  to  you  to  verify  this  state¬ 
ment.  One  man  can  easily  lift 
2,000  lbs.  Many  times  poured 
floors,  or  at  least  poured  bays, 
have  been  lifted  with  these  jacks 
by  combining  the  lifting  force  of 
several  simultaneously. 

6.  There  is  no  reaction  or  settle¬ 
ment  when  the  jack  is  removed 
because  the  wedge  takes  the 
load,  saving  the  last  small  frac¬ 
tion  of  lift.  This  feature,  you 
will  appreciate,  is  very  valuable 
in  reshoring. 

7.  All  the  Shores  are  provided  with 
means  for  quick  extension  up  to 
23  ft.  if  necessary.  This  is  done 
by  insertion  of  a  4x4  in  metal 
head — an  absolutely  rigid  splice 
in  two-seconds  time. 

8.  The  Symons  Safety  Shores  are 
provided  with  Tee  and  Ell  heads 
that  rent  at  7%c  per  month — 
compare  this  cost  with  the  ex¬ 
pense  of  making  a  Tee  or  Ell 
head  on  the  job. 


Accessories  for  Safety  Shores 


Metal  Scab — Pro¬ 
vided  for  quick  attach¬ 
ment  to  stringer  of  4x4 
Tee.  This  feature  elim¬ 
inates  making  wood 
scab  required  by  other 
Shores  saving  at  least 
a  dime  every  time 
used. 


Tee  Head — Placed 
in  position  almost  in¬ 
stantly,  is  absolutely 
rigid  and  requires  no 
knee  bracing. 


Extension 

The  extension  consisting  of  4x4 
(any  length  required)  with  steel  pipe 
inserted  in  metal  head  of  Shore  and 
secured  by  set  screw  makes  an  ab¬ 
solute  rigid  splice  in  two-seconds 
time. 

An  8'  Shore  fully  extended  with  an 
8'  extension  reaches  23'. 

Extensions  stocked  in  2',  4',  6',  and 
8'  lengths. 


The  Shore  is  made  in  lengths  of  4  ft.,  6  ft.,  7  ft.  and  8  ft.,  and  may  be  extended 

as  per  following  schedule: 


Shore 

Length 

Length 

Telescoped 

Length 

Extended 

Weight 

4' 

4'6" 

7'6" 

40  lbs. 

6' 

6'6" 

11'6" 

48  lbs. 

r 

7'  6" 

13' 

54  lbs. 

8' 

8'6" 

15' 

60  lbs. 

Safe  load  capacity  extended  to  various  heights 

without  any  sway  bracing 

as  per 

schedule: 

Extended  to  following  heights: 

Shore 

7'6” 

9' 

10' 

11' 

12' 

13' 

14' 

15' 

Length 

Lbs. 

Lbs. 

Lbs. 

Lbs. 

Lbs. 

Lbs. 

Lbs. 

Lbs. 

4' 

6,000 

6' 

6,000 

6,000 

5,500 

4,500 

T 

6.000 

6,000 

6,000 

5,500 

3,500 

3,000 

8' 

6,000 

6,000 

6,000 

6,000 

4,000 

3,500 

2,500 

2,000 

The  above  ratings  may  be  increased  100%  by  proper  bracing,  except  that 
maximum  load  at  any  height  must  not  exceed  6000  lbs. 
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Symons  Ever  Square  Column  Clamps 


Square  Up  The  Columns 


Rivet  prevents  bracket 
from  slipping  off. 


Rented  with 
90  Day 
Purchase 
Option 


Rivet 


Paid  Rentals 
Apply  on 
Purchase 


TEN  POINTS  OF  ADVANTAGE 


1.  One-piece  bracket,  long  bearing  surface,  90 
degree  angle.  The  only  clamp  on  the  market  that 
will  positively  square  up  the  column 

2.  Greatest  strength,  combined  with  the  lightest 
weight.  Arms  made  of  high  carbon  steel.  50-60 
points  carbon.  Corner  brackets  of  malleable  iron. 

3.  Only  two  units.  Both  alike. 

4.  No  detachable  parts. 


5.  No  tools  required  other  than  carpenter 
hammer. 

6.  Long  range  adjustment.  (No  dead  spots.) 

7.  Wedges  chained  to  brackets.  Can’t  lose. 

8.  Quickest  to  put  on.  Quickest  to  take  off. 

9.  Adjusting  clamp  squares  the  column. 

10.  Adjustable  to  smallest  fraction. 

It  is  the  one-piece  bracket  with  a  90-degree  angle 
that  does  the  trick. 


SIZES  AND  SPECIFICATIONS  OF  SYMONS  EVER  SQUARE 
COLUMN  CLAMPS 


•Size  of  Clamp 
Inches 

Size  of  column  (over  all)  including 
forms  (square  or  rectangular)  for  which 
Clamps  are  suitable. 

Inches 

Weight  per  set 
Lbs. 

36 

29x29  down  to  10x10 

30 

48 

40x40  down  to  14x14 

45 

60 

50x50  down  to  21x21 

80 

SPECIALS 

48x48 

36x36  down  to  10x10 

52 

48x60 

36x48  down  to  10x15 

70 

48x72 

36x60  down  to  10x36 

83 

48x84 

36x72  down  to  10x48 

93 

60x60 

48x48  down  to  15x15 

88 

60x72 

48x60  down  to  15x36 

101 

60x84 

48x72  down  to  15x48 

11 L 

72x72 

60x60  down  to  36x36 

114 

72x84 

60x72  down  to  36x48 

124 

84x84 

72x72  down  to  48x48 

134 

♦Over-all  length  same  as  size  of  Clamp. 

The  72"  and  84"  Special  sizes  are  reinforced  through  center. 
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Jordenserv"  and  Bbny~”  CLAMPS 

RLO  U  S  PAT  OFF  "  '  *" 

Designed  for  industrial  service — made  by  specialists  in  the  clamp  field.  They  will  give  you  greatest  satisfac¬ 
tion  in  service.  For  complete  details,  and  for  many  other  styles  and  sizes,  refer  to  complete  catalog  of 
JORGENSEN  and  PONY  Clamps. 


Style  70 


Steel  I-Bar  Clamps 


mnspEEO’ 


Steel  I  bar  of  extra  carbon  and  manganese  content,  size  lVix5/s 
xVi-inch  plus,  without  notches  or  deformity.  Multiple  disc  clutch 
grips  automatically  at  any  point.  Secure  hold  and  easy  release. 
Malleable  castings  with  orange  baked  enamel  finish.  Screws  of 
cold  drawn  steel.  %  inch  diameter  with  deep  smooth  threads  and 
hardened  thrust  bearing.  Jaws.  2  inches  high,  134  inches  wide. 

Solid  one-piece  handle  recommended;  plain  crank  with  loose 
wood  grip  optional. 


List 

Max. 

Lbs. 

List 

Max. 

Lbs. 

Stock 

per 

Opening 

per 

Stock 

per 

Opening 

per 

No. 

Doz. 

Feet 

Doz. 

No. 

Doz. 

Feet 

Doz. 

7024 

$45.60 

2 

88 

7060 

$60.0(1 

5 

130 

7030 

16.80 

2  Vi 

94 

7072 

66.00 

6 

146 

7036 

48.00 

3 

98 

7084 

72.00 

7 

162 

7048 

54.00 

4 

114 

7006 

78.0(1 

8 

178 

Style  45 


J 


TRADE  MARK 

ordervsetA 

REG  U  U  S  PAT  OFF  J 


If 


Steel  Bar  Clamps 


ings.  Iron  thumb  nut  optional  i 


List 

Max. 

Lbs. 

Stock 

per 

Opening 

per 

No. 

Doz. 

Inches 

Doz. 

4506 

$42.00 

6 

55 

4508 

43.20 

8 

58 

4510 

44.40 

10 

61 

4512 

45.60 

12 

64 

Sliding  head  and  fixed  foot 
with  5-inch  reach  from  edge  of 
bar  to  center  of  screw.  Instant 
adjustment  and  secure  hold  by 
automatic  multiple  disc  clutch. 
Easy  release  yet  head  is  never 
loose  on  the  bar. 

Bar  is  l%x5/  16-inch  spring 
steel.  Screw,  5s-inch  diameter. 
Orange  baked  enameled  cast- 
lieu  of  wood  handle. 


List 

Max. 

Lbs. 

Stock 

per 

Opening 

per 

No. 

Doz. 

Inches 

Doz. 

4518 

$46.80 

18 

72 

4524 

48.00 

24 

81 

4530 

51.00 

30 

89 

1536 

54.00 

36 

98 

Steel  Bar  Clamps 


J 


TRAOE  MARK 

OKQer\serA 

REG  U  S  PAT  OFF 


Style  43 


JHO  SPEED 


Movable  head  and  fixed  foot 
with  multiple  disc  clutch,  giving 
instant  adjustment  to  size,  se¬ 
cure  holding  power  and  easy 
release. 

Bar  is  l%x5/16-inch  spring 
steel.  Malleable  iron  jaws.  2% 
inches  from  edge  of  bar. 
Hardened  clutch  discs,  easily 
reversible  of  renewable.  Round  wood  handle  optional  in  lieu  of 
iron  thumb  nut. 


List 

Max. 

Lbs. 

Stock 

per 

Opening 

per 

No. 

Doz. 

Inches 

Doz. 

4306 

$40.80 

6 

46 

4308 

42.00 

8 

49 

4310 

48.20 

10 

52 

4312 

44.40 

12 

55 

List 

Max. 

Lbs. 

Stock 

per 

Opening 

per 

No. 

Doz. 

Inches 

Doz. 

4318 

$45.60 

18 

63 

4324 

46.80 

24 

72 

4330 

48.00 

30 

81 

4336 

51.00 

36 

89 

Style  8 


J 


TRADE  MARK 

ordervserv 

REG  L?  U  S  PAT  OF  f 


If 


Machinists'  Clamps 


Extra  heavy  design  of 
malleable  iron  frame, 
black  baked  enamel  fin¬ 
ish,  with  cold  drawn  steel 
screw,  dia-  and  deep¬ 
ly  cut  smooth  threads. 
Vise-type  handle  and 
ball-and-socket  swivel  of 
turned  steel.  Foot  ma¬ 
chined  to  a  smooth,  plane 
surface.  Depth  of  throat 
2‘ii"  in  all  sizes. 


Stock  No. 

List  Price,  each 
Max.  opening 
Min.  opening 


802  803  804 

$4.50  5.00  5.50 

2"  3"  4" 

0"  0 "  0" 


805 

6.00 

5" 

1" 


806 

7.00 

6" 

2" 


808  810  812 

8.00  9.00  10.00 

8"  10"  12" 

4"  6"  8" 


Style  50  .  Fhny  Steel  Bar  Clamp  Fixtures 

mn  SPEED 

Fixtures  to  be  used 
on  a  %-inch  pipe  as 
a  bar — Can  be  had 
either  unmounted  or 
mounted  on  any 
length  of  pipe.  No 
holes,  notches  or 
rivets  required  to  assemble;  just  screw  the  head  on  regular  pipe 
threads.  The  foot  has  a  multiple  disc  clutch  which  grips  the  bar 
automatically  at  any  point.  Most  rapid  action,  secure  holding 
power  and  easy  release.  Hardened  clutch  disc.  5/e-inch  diameter 
screw.  Clamp  faces  13A  inches  square.  Baked  enamel  finish.  One 
“set”  makes  one  clamp. 

Packed  1  dozen  sets  in  carton.  1  set  per  shelf  box.  Shipping 
weight.  32  pounds  per  dozen. 

No.  50  ''PONY”  Fixtures  Only . List,  per  dozen  sets  $30.00 

Complete  clamps  quoted  on  application 


Welders'  Clamps 


Shielded  Screw — Style  No.  120-S 


The  heavy  steel  Shield  over  the 
full  length  of  the  clamp  screw 
provides  POSITIVE  protection 
against  welding  spatter  and  other 
damage  to  the  clamp  screw.  The 
Shield  carries  no  part  of  the 
clamping  load — does  not  inter¬ 
fere  with  the  use  of  the  clamp 
in  the  conventional  manner. 
Frames  are  best  grade  malleable 
iron,  specially  treated  for  great 
strength  —  repeated  heating  and 
cooling  will  not  affect  them.  A 
V-notch  in  the  foot  of  the  frame  makes  it  possible  to  take  hold 
on  corners  or  rounded  sections.  Screws  are  of  cold-drawn  steel, 
full  diameter,  with  smoothly  cut  square  threads.  Swivels  are  of 
turned  steel,  put  on  to  stay.  Vise-type  handles  are  regularly 
furnished — iron  wing-nut  handles  optional  if  specified.  These 
clamps  will  reduce  the  mortality  rate  of  your  clamps  in  welding 
service. 


List 

Opening 

Inches  Extreme 

Weight 

Normal 

Stock 

Price 

Max¬ 

Min¬ 

Depth 

Dia.  of 

Each 

Load  Limit 

No. 

Each 

imum 

imum 

In. 

Screw 

Lbs. 

Lbs. 

122-S 

$3.00 

1% 

Close 

2% 

!•  // 

Til 

2 

2400 

123-S 

3.50 

2% 

Close 

2fft 

JL" 

2  Vi 

3200 

124-S 

4.00 

3% 

Close 

3  Vi 

%" 

3  Vi 

3300 

125-S 

4.50 

4  A, 

Close 

3% 

%" 

4 

3400 

126-S 

5.00 

5% 

Close 

3  Hi 

%" 

5 

3600 

128-S 

6.00 

7% 

Close 

4  Vi 

%" 

7  Vi 

4500 

130-S 

8.00 

9  Vi 

2 

4% 

1  3  // 

10 

4500 

132-S 

10.00 

11% 

4 

5 

Hi" 

11 

4500 

Style  No.  120 


J 


TRADE  MARK 

orQer\s©r\ 

REG  LP  U  S  PAT  OFF 


If 


Body  Clamps 


I g  _  J 


Extra  heavy  malleable  iron 
frame.  Has  V-notch  in  foot  of 
clamp.  Cold  drawn  steel  screw 
with  deep  smooth  threads.  Ball 
and  socket  swivel  is  regular; 
plain  riveted  swivel  when  or¬ 
dered.  Iron  wing  nut  handle 
optional.  Exceptianally  strong 
clamps  at  low  cost. 


Max. 

Throat 

Extreme 

Screw 

Load 

Lb. 

Stock 

List 

Opening 

Depth 

Depth 

Diam. 

Limit 

Per 

No. 

Each 

Inches 

Inches 

Inches 

Inches 

Lbs. 

Doz. 

122 

S 1 .50 

2 

2 

2% 

A 

2400 

18 

123 

1.80 

3 

2 ‘A 

2}jS 

j 

3200 

24 

124 

2.20 

4 

2  Vi 

3Vn 

/  8 

3300 

30 

1 25 

2.60 

5 

3 

3  5 1, 

% 

3400 

42 

126 

3.00 

6 

3  n. 

3!;; 

% 

3600 

48 

128 

1.00 

8 

3% 

4  Vi 

3A 

4500 

78 

136 

5.00 

10 

4 

43A 

Kt 

i  <: 

4500 

102 

132 

6.50 

12 

4 ‘A 

5 

« 

4500  116 

974-1-53 
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CINCH  ANCHORING  SPECIALTIES 


Cinch  anchoring  specialties,  which  include 
the  ring  wedge  Cinch  Anchor  and  Cinch 
Drive  Sleeve  machine  screw  anchors,  provide 
an  economical  and  sure  way  of  securing 
fixtures  of  all  types  to  masonry.  They  are 
being  successfully  used  to  anchor  machinery, 
overhead  shafting  and  sprinkling  systems, 
guard  rails,  theater  marquises,  signs,  orna¬ 
mental  fixtures  and  the  like. 

Cinch  Anchors  take  hold  quickly  and  posi¬ 
tively;  and  properly  installed,  cannot  pull 
out  or  work  loose.  Vibration  does  not  loosen 
the  grip.  The  lead-composition  parts  and 
ring  wedge  get  a  complete  surface  grip, 
filling  even  the  shallowest  irregularities  in 
the  wall  of  the  hole.  As  the  pull  increases, 


the  push  against  the  sides  of  the  hole  in¬ 
creases  more  than  proportionately  due  to 
the  wedging  action  of  the  cones. 

Cinch  anchor  specialties  give  these  advan¬ 
tages  : 

(1)  Easy  Installation  in  Any  Position: 
Bolt  head  in,  or  out  of,  hole. 

(2)  Reduced  Drilling  Costs:  Hole  of 
minimum  depth  is  sufficient  and  therefore 
a  shorter  length  of  bolt  is  needed. 

(3)  Strength  Exceeding  the  Strongest 

Bolt:  Guaranteed  to  hold  beyond  the 

tensile  and  shearing  strength  of  any 
wrought  iron  or  steel  bolt  provided  the 
proper  number  of  units  are  used. 

Cinch  Anchors  can  be  used  on  any  stand¬ 
ard  machine  bolt  or  machine  threaded  rod. 


Two-Unit  Ring  Wedge  Cinch  Anchor  and  Standard  Cinch  Anchor 


TYPE  1  TYPE  2 

Two-Unit  Ring  Wedge 


TYPE  1A  TYPE  2A 

Two-Unit  Standard 


Units  consist  of  cone,  ling  and  lead  alloy,  all 
integral.  Sets  supplied  with  one  plain  and  one 
threaded  unit,  or  both  plain. 


Units  consist  of  a  cone  and  a  lead  alloy.  Sets 
supplied  with  one  plain  and  one  threaded  unit,  or 
with  both  units  plain. 


List  Price  Per  Hundred  Sets  List  Price  Per  Hundred  Sets 


Dia. 

Price 

Minim. 

Ilia,  of 

Plain 

Threaded 

Dia. 

Price 

Minim. 

Dia.  of 

Plain 

Threaded 

of 

100 

Depth 

Hole 

Weight 

Weight 

Units 

of 

100 

Depth 

Hole 

Weight 

Weight 

Units 

Bolt 

sets 

of 

and 

per 

per 

per 

Bolt 

sets 

of 

and 

per 

per 

per 

Size 

of  2 

Holes 

Drill 

Carton 

Carton 

Carton 

Size 

of  2 

Holes 

Drill 

Carton 

Carton 

Carton 

lbs. 

ozs. 

lbs. 

ozs. 

lbs. 

ozs. 

lbs. 

ozs. 

M 

16.00 

U4 

A 

1 

10 

4 

1 

50 

l/i 

16.00 

1  Me 

A 

5 

14 

6 

9 

100 

Me 

18.00 

life 

A 

3 

10 

4 

2 

50 

Me 

18.00 

I'le 

A 

5 

14 

6 

14 

too 

A 

21.00 

U4 

‘Me 

6 

9 

8 

11 

50 

A 

22.00 

1 A 

‘Me 

5 

13 

7 

8 

50 

A 

.16.00 

\% 

1 

1  1 

ii 

13 

7 

50 

16.00 

i  M 

1 

10 

13 

12 

14 

50 

A 

48.00 

Wi 

16 

3 

18 

4 

50 

A 

48.00 

1 7/s 

\A 

14 

12 

17 

2 

50 

M 

70.00 

2 '<2 

<A 

15 

2 

18 

15 

25 

M 

70.00 

2  A 

Us 

14 

8 

18 

3 

25 

A 

88.00 

2 H 

i'A 

19 

23 

10 

25 

Vi 

88.00 

2M 

l  A 

18 

i 

22 

12 

25 

1 

126.00 

3M 

m 

22 

4 

27 

6 

25 

1 

126.00 

3'A 

1A 

19 

3 

26 

6 

25 

Plain 

Threaded 

Plain 

Threaded 

Weight 

of 

Weight 

of 

Weight  of 

Weight  of 

Each 

Each 

Each 

Each 

lbs. 

OZS. 

lbs. 

ozs. 

lbs. 

ozs. 

lbs. 

ozs. 

Wt 

280.00 

4  Yi 

2 

2 

3 

2 

7 

i 

280.00 

4^2 

1 

1 

15 

2 

3 

i  H 

100.00 

4M 

24<j 

2 

9 

3 

i  M 

100.00 

4M 

2  A 

2 

4 

2 

12 

i  V2 

440.00 

5  % 

2'\ „ 

3 

6 

-1 

1 

i  A 

440.00 

5  M 

2  A 

2 

IS 

3 

1 1 

I'M 

640.00 

8 

1 '  a 

12 

(> 

14 

5 

\% 

640.00 

8 

3  A 

11 

1 

13 

1 

NOTE:  If  no  Jf"  drill  is  available,  a  drill  can  be  used.  NOTE:  If  no  \l"  drill  is  available,  a  %"  drill  can  be  used. 
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CINCH  BRAND  CALKING  TOOLS  TYPE  24 

The  Cinch  Brand  calking  tool  is  regularly  used  for  expand¬ 
ing  two-unit  Standard  and  Ring  Wedge  Cinch  Anchor.  These 
tools  are  made  in  the  dimensions  shown  in  the  table  at  right 
below  tool  cut. 

Standard  Dimensions  of  Cinch  Calking  Tools  for  All  Bolt  Sizes 


List  Price  of  Tools,  Type  24 


Diameter 
of  Bolt, 
Inches 

List  Price 
Each  Tool 

Nominal 
Pipe  Size, 
Inches* 

34 

$1.00 

X 

He 

1.00 

X 

38 

1.20 

3  8  . 

X 

1.70 

'A 

H 

3.00 

X 

Vi 

3.60 

l 

Vs 

4.20 

l 

1 

6.80 

l 

*  Pipe  size  to  replace  calking  tools. 
Black  or  galvanized  standard  weight 
pipe.  Shelby  steel  tubing  can  also  be 
used  to  advantage. 


Sizes 

He 

X 

He 

Vs 

He 

34 

Vs 

X 

Vs 

1 

A 

A 

Vs 

Vs 

X 

X 

15He 

1  He 

1  He 

1  He 

IHe 

B 

X 

% 

% 

% 

vHi 

He 

'He 

13He 

uHe 

1  He 

C 

3 

334 

334 

5 

5 

6 

7 

7 

9 

12 

D 

6 

6 

6 

8 

8 

10 

12 

12 

15 

18 

NOTE:  Use  Pipe  or  Tubing  for  calking  tools  in  sizes  other  than  those 
listed  above. 


CINCH  DRIVE  SLEEVE  TYPE  28 


The  Cinch  Drive  Sleeve 
consists  of  the  extension 
threaded  male  cone  and  its 
single  alloy.  The  shield  is 
expanded  with  a  calking  tool 
which  is  included  in  each  box 
of  anchors. 


List  Price  Per  Hundred,  Type  28 


Size 

Bolt 

Price 
per  100 
Anchors 

Depth 

of 

hole* 

Diameter 
of  hole 
and  drill 
required 

Weight 

per 

Carton 

Units 

per 

Carton 

Price 
Per  100 
Calking 
Tools** 

Safe 

Working 

Load 

Lbs.*** 

10  x  24 

7.50 

5A" 

34" 

2  lbs. 

100 

23.00 

75 

Mx20 

11.00 

Vs" 

V' 

3 34  lbs. 

100 

25.00 

150 

He  x  18 

15.00 

r 

34" 

534  lbs. 

100 

33.00 

200 

3  8  x  16 

20.00 

134" 

34" 

1334  lbs. 

100 

40.00 

300 

34  X  13 

26.00 

134" 

Vs" 

2134  lbs. 

100 

50.00 

400 

Vs  x  11 

50.00 

i34" 

134" 

2034  lbs. 

50 

120.00 

600 

34  x  io 

75.00 

2" 

134" 

3534  lbs. 

50 

180.00 

750 

*  Holes  should  be  somewhat  deeper  if  masonry  is  of  doubtful  grade. 

**  One  calking  tool  supplied  gratis  with  each  standard  box  of  Type  28 
Drive  Sleeves. 

***  Loads  based  on  approx,  one-tenth  of  actual  holding  power  when  properly 
set  in  best  grades  of  stone  or  concrete. 


Installation  and  Load-Strength  Data 

Recommended  Number  of  Units 


Diameter 
of  Bolts 

Strength  of  Bolts 
(Breaking  Strain 
Pounds) 

Safe  Load  for  U.S. 
Standard  Steel 
Bolts  Pounds* 

Number  of  Units 
Required  to 
Equalize  Strength 
of  Bolt** 

Diameter  of 
Hole  and  Drill 
Required 

Minimum  Depth 
of  Hole  for 
Number  of  LInits 
Specified 

34 

2202 

172 

2 

34 

134 

He 

3427 

297 

2 

34 

IHe 

Vs 

4950 

451 

2 

34  or 

134 

34 

8803 

845 

2 

1 

134 

34 

13754 

1370 

3 

134 

234 

34 

19779 

2070 

3 

l3s 

334 

34 

26880 

2900 

3 

1 

4 

1 

35168 

3800 

4 

134 

634 

134 

42336 

4790 

4 

2 

734 

134 

52192 

6210 

4 

234 

8 

i  y, 

75264 

9060 

4 

234 

934 

*  Based  upon  approximately  one-tenth  actual  holding  power. 

**  When  masonry  is  of  doubtful  grade  additional  units  should  be  used.  Drill  holes  to  proper  depth  before  installing 
the  first  unit  Anchors  to  be  calked  in  tightly,  in  proper  size  holes. 


278-2-52 


114 


CONTRACTORS  SUPPLY  CORP.  OF  NEW  JERSEY 


C213D 

50 

15 

$10.20 


C215D 

75 

21 

$13.30 


C21fi 

C210I) 

100 

26 

$17.50 


<nTFFT  TAPF<n 

Lufkin  CHROME-CLAD  "Anchor 

Highest  grade  steel  tape. 

Chrome-clad  to  resist  rust 
and  wear.  Markings  are 
legible  and  durable — easy 
to  read  even  in  poor  light. 

Jet  black  markings  stand 
out  sharp  and  clear 
against  the  chrome-white 
background.  Surface  will 
not  crack,  chip  or  peel. 

Preceding  foot  number  repeated  each 
inch  for  instantaneous  reading. 

Mahogany  colored  genuine  leather 
case  is  closely  hand-stitched  over  sub¬ 
stantial  welded  steel  liner.  Folding  flush  handle  opened 
by  push  pins.  Packing:  One  in  a  box. 

Feet,  inches  and  8ths....No.  C210  C213  C215 

Feet,  10th  and  100ths..N».  C2101) 

Length,  feet  .  25 

Weight,  each,  ozs . .  9 

Price,  each  .  $8.40 

Lufkin  CHROME-CLAD  “Leader 

Popular  priced.  Accu- 
rate  Steel  Tapes,  chrome 
plated,  with  jet  black  "f  *  _ 

markings  against  chrome-  vSSSda.v?-) 
white  background.  Easy  to 

read.  Smooth  finish,  easy  to 

clean;  rust-resisting  and  ex¬ 
tra  strong.  Resists  wear  and 
will  not  crack,  chip  or  peel. 

Case  is  metal  lined  and  cov¬ 
ered  with  attractive  and  dura¬ 
ble  maroon-colored  Vinyl.  The  case  has 
a  flat,  flush  stainless  steel  edge  band. 

Folding  flush  handle  opened  by  push  pin. 

With  Standard  Ring 
C250  C253 

25  50 

.  9  15 

$  G.10  $  7.50 

With  Hook  Ring 
HC250  HC253 

$  0.40  $  7.80 

Packing:  One  in  a  box. 

Lufkin  "Royal"  Ni-Clad 


No. 

Length,  feet  ... 
Wt. ,  each,  ozs 
Price,  each  .. 


No. 

Price, 


each 


C255 

75 

20 

$10.20 

HC255 

$10.50 


0256 

100 

25 

$12.60 

HC256 

$12.90 


Now  at  popular  prices — a  good  qual¬ 
ity  accurate  steel  tape.  Long-wearing 
nickel  plated  line  is  %  of  an  inch  wide, 
and  rust  and  corrosion  resistant.  The 
durable  and  easy  to  read  jet-black  figures  and  graduations 
stand  out  clearly  on  the  nickel-white  background.  'In¬ 
stantaneous”  readings.  Case  is  covered  with  attractive 
and  durable  dark  green  vinyl.  Welded  metal  case  liner 
resists  rust  and  corrosion.  Nickel-plated  fittings.  Folding 
flush  handle  opened  by  push  pin.  Flush  drum.  Available 
with  standard,  or  hook  ring.  Marked  feet,  inches,  and 
eighths.  Packing:  One  in  a  box 

With  Standard  Ring 


No. 

430 

433 

435 

436 

Length,  feet  . 

25 

50 

75 

100 

Weight,  each,  ozs.. 

7 

10 

18 

23 

Price,  each  . 

$3.50 

$4.50 

$5.50 

$6.50 

With  Hook 

Ring 

No. 

H430 

H433 

H435 

H436 

Price,  each  . 

$3.50 

$4.50 

$5.50 

$0.50 

Lufkin  "Universal" 

The  steel  line 

is  of 

standard  weight,  %-inch 
wide,  clearly  marked  and 
has  “instantaneous”  read¬ 
ings  and  “Nubian”  finish.  Measure¬ 
ments  are  accurate.  The  case  has 
flat,  flush,  stainless  steel  edge  band 
tg-inch  wide,  is  metal  lined  and 
covered  with  maroon-colored  Vinyl. 
Folding  flush  handle  is  opened  by 
pressing  pin  on  opposite  side. 
Trimmings  are  nickel-plated.  Tape 
marked  feet,  inches  and  8ths,  one 
side  only.  Packing:  One  in  a  box. 

With  Standard  Ring 

No. 

Length,  feet  . 

Weight,  each,  ozs. 

Price,  each  . 


No. 

Price, 


each.. 


540 

543 

545 

546 

25 

50 

75 

100 

6 

10 

15 

17 

$  5.30 

$  (5.50 

$  8.50 

$10.60 

With  Hook 

Ring 

H540 

H543 

H545 

11546 

$  5.60 

$  6.80 

$  8.80 

$10.90 

Lufkin  "Metallic"  Tapes 

Tape  is  %  inch  wide,  of  linen 
with  metallic  strands  and  extra 
reinforcement  first  end.  Marked 
clearly  and  with  prominent  figures. 

Case  is  of  genuine  leather,  hand- 
stitched,  with  metal  liner  and  a 
substantial  folding  handle.  Trim¬ 
mings  nickel  plated. 

Patent  threader  which  makes 
the  removal  of  an  old  and  attach¬ 
ing  of  a  new  line  a  simple  opera¬ 
tion. 

Listings  for  the  “500”  series  (Lufkin  “Metallic”  Tapes) 

Feet,  inches,  half-inches  . No.  500  503  505  506 

Feet,  lOths,  and  half  tenths..  500D  503D  505D  506D 

Length,  feet  .  25  50  75  100 

Price,  each  .  $  7.60  $10.80  $13.80  $17.00 

Packing:  One  in  a  box 


jpi 

Lufkin  "Mezurall"  Chrome-Clad 
Tape-Rules 

Chrome -Clad  non -glare 
Blades  resists  rust  and 
wear — will  not  chip,  crack 
or  peel.  Black  markings — 
permanently  bonded  to 
steel  and  sunk  below  sur¬ 
face — stand  out  sharply  against  chrome-white  background. 
Easy  to  read.  Chrome-Clad  %"  wide  blade  is  manually 
operated — runs  smoothly  into  and  out  of  case — remains  set 
at  any  length  withdrawn.  Blade  is  held  in  case  by  a 
simple  stop  catch  guarding  against  breakage  when  not 
in  use.  Blades  are  replaceable  (instructions  packed  in 
every  box.)  Self-adjusting  end  hooks  afford  accurate 
butt-end  and  hooked-over  measurements.  Sturdy,  im¬ 

proved  design,  heavily  plated  cases  with  flush  inset  side 
plates  in  red  and  white.  Blade  marked  inches  to  16ths 
both  edges;  first  6"  upper  edge  to  32nds. 

No.  C-926.  6'.  Chrome-Clad  Mezurall . Each  $1.75 

No.  C-928.  8'  Chrome-Clad  Mezurall . Each  1.95 

No.  C-9210.  10'.  Chrome-Clad  Mezurall . Each  2.25 

Weight:  Per  carton  of  six,  1  lb.,  4  ozs.  Packing;  One 

in  a  box;  six  in  a  carton. 

REPLACEABLE  BLADES,  ONLY 
No.  RC6  for  No.  C-926  Chrome-Clad  Mezurall. ...Each  $0.95 

No.  RC8  for  No.  C-928  Chrome-Clad  Mezurall  ...Each  1.10 

No.  RC10  for  No.  C-9210  Chrome-Clad  Mezurall. ...Each  1.25 


Lufkin  "Red  End"  Spring  Joint  Rules 

Brass  strike  plates  pre¬ 
vent  wear.  Double  locking 
brass  joints  are  especially 
attached  to  prevent  end- 
play  and  maintain  accu¬ 
racy.  Durable  snow  white 
enamel  finish  is  further 
protected  by  tough  clear  plastic  coat.  Ends  sealed  with 
bright  gloss  red. 

Marked  consecutive  inches  to  16ths,  both  edges,  both 
sides.  6"  folds,  %"  wide. 

White  Enameled 

No .  064  065 

Length,  feet .  4  5 

Weight  each,  lbs .  214  2% 

Price,  per  doz . $15.60  $16.80 

Packing:  Six  in  a  box. 

Lufkin  "Red  End"  Rules  for 
and  Surveyors 

This  high  qual¬ 
ity  rule  has  all 
the  construction 
features  of  the  066 
series,  but  is 
especially  marked 
for  engineers  and 
surveyors.  Marked 
one  side  in  feet, 
lOths  and  lOOths; 
other  side  in  feet,  inches  and  16ths.  Length,  6  feet.  Weight 
per  dozen,  3  lbs. 

No.  066D.  White  enameled .  Per  dozen  $21.00 

Packing;  Six  in  a  box. 

Lufkin  Folding  Extension  Rules 

Extra  heavy  duty  rule 
made  of  50%  heavier  se¬ 
lect  hardwood  sections.  6" 
graduated  brass  slide  for 
accurate  inside  measure- 
m  e  n  t  s.  Triple-locking 
brass  joints  maintain  accuracy.  Durable  boxwood  finish 
further  protected  by  tough  clear  plastic  coatings.  Brass 
strike  plates  prevent  wear.  Bold  easy-to-read  figures. 
Rule  marked  both  sides,  consecutive  inches  to  16ths. 

No.  X46  6  feet  .  Per  doz.  $27.00 

No.  X46F  6  feet  (Flat  Readings)  Per  doz.  27.00 

Weight  dozen,  4%  lbs.  Packing :  Six  in  a  box. 

295-1-53 


066  068 

6  8 

3%  4% 

$18.00  $25.20 
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EVERHOT  BRANDING  IR0NS-T0RCHES- SOLDERING  ATTACHMENTS 


The  amount  of  money  you  spend  each  year  replacing  planking,  ham¬ 
mers,  shovels,  wheelbarrows  and  other  equipment  is  enormous.  Some 
tools  are  lost,  some  are  stolen  or  misappropriated  and  others  just  dis¬ 
appear.  But  regardless  of  why  or  how  your  tools  are  lost,  the  important 
fact  is  that  you  do  suffer  expensive  losses. 

Branding  your  name  on  your  tools  prevents  loss.  Say  it’s  conscience 
or  human  nature.  Put  it  any  way  you  want  to.  The  fact  remains  that 
branded  equipment  is  hot — too  hot  to  be  in  anyone  else’s  possession. 

Stop  misappropriation  of  your  equipment  now.  Start  branding  your 
name  on  your  tools  with  the  Everhot  branding  torch. 

The  Everhot  brander  is  light  in  weight,  and  portable.  It  can  be  used 
indoors  or  out  on  the  job — wherever  your  equipment  may  be.  The  fuel, 
gasoline,  is  contained  in  the  handle.  The  brander  heats  in  five  minutes 
and  stays  hot  for  continuous  branding.  Just  press  the  brand  against 
flat  surfaces  or  roll  around  shovel  handles  for  permanent  identification. 


Soldering  Attachments  for  Torches 

Sizes,  weight  and  prices  of  soldering  attachments 
will  be  furnished  upon  request. 


CEMENT  STAMPS 


Available  in  five  standard  shapes  and  ten  stand¬ 
ard  sizes,  with  or  without  interchangeable  year  date. 

Each  . $20.00 


EVERHOT 
STEEL  TOOL 
KITS 


Indestructible.  Ideal  for  keeping  branding  equip¬ 
ment  intact.  Easily  moved  from  job  to  job. 


EVERHOT  BRANDING  TORCHES 

Heat  Both  Branding  and  Soldering  Irons 


No.  20 — Length  16".  Capacity,  %  pint . $14.00 


No.  20 — Length  16".  Capacity,  %  pint . $14.00 

No.  30 — Length  18  V2".  Capacity,  1  pint . $15.50 


BRANDS 

Brands  have  a  $5.50  minimum  charge  which  in¬ 
cludes  1,  2,  3,  4,  or  5  standard  Gothic  characters  up 
to  1  in.  in  size.  Each  additional  character  is  priced 
at  $1.10. 

FOR  EXAMPLE: 

Brand  reading  C.L.J.  is  priced  at  $5.50. 

Brand  reading  PAT.  Co.  is  priced  at  $5.50. 
Brand  reading  JONES  Co.  is  priced  at  $7.70. 
Brands  with  1M,  1%  or  2  in.  characters  are  priced 
at  $1.40  per  character  with  a  $7.00  minimum  for 
5  characters  or  less.  Special  designs,  monograms, 
etc.,  will  be  priced  on  application. 


HOW  TO  ORDER 

If  you  want  an  equipment  for  general  sol¬ 
dering  and  a  brand  reading  W.J.P.  Jr.,  order 
the  torch,  soldering  attachment  and  brand. 


Cost  would  be: 

No.  20  Torch . $14.00 

Brand  reading  W.J.P.  Jr .  5.50 

1A  Soldering  Attachment .  1.75 


TOTAL — f.o.b.  factory  . $21.25 


42-1-53 


Each 


.$4.25 
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JUSTRITE  SAFETY  CANS  AND  OILY  WASTE  CANS 

The  safe  and  economical  way  to  handle  flammable  liquids  or  waste  and  rags.  These  Justrite 
cans  are  approved,  inspected  and  labeled  by  the  Underwriters’  Laboratories  and  the  Asso¬ 
ciated  Factory  Mutual  Fire  Insurance  Companies. 


2-Gal.  to  5-Gal.  Size 


Safety  Cans 


l-l't.  to  1-Gal.  Size 


For  gasoline,  benzine  and  other  flammable  liquids. 
Spring  controlled  spout  cap  acts  as  pressure  release 
valve.  Large  nozzles,  easily  filled  from  gasoline 
pump.  Easy  to  pour.  Strongly  constructed  of 
24-gauge  lead-coated  steel.  Finished  in  baked  red 
enamel.  Furnished  with  or  without  non-flash-back 
screen.  (Required  in  1-Gal.  to  5-Gal.  sizes  for  Fac¬ 
tory  Mutuals’  approval.)  Screens  may  be  purchased 
separately. 


WITH  “TRIGGER”  HANDLE 


Nozzle 

Catalog  Diameter,  Height,  Opening, 

No.  Capacity  Inches  Inches  Inches 

1000  1  Pt.  4%  6-)i  1 

1001  1  Pt. — Same — with  Non-Flash-Back  Screen 

1010  1  Qt.  4%  8(4  1 

1011  1  Qt. — Same — with  Non-Flash-Back  Screen 

1020  %  Gal  7(4  8%  1% 

1021  V2  Gal. — Same — with  Non-Flash-Back  Screen 

1030  1  Gal.  7(4  11%  1% 

10.31  1  Gal. — Same — with  Non-Flash-Back  Screen 

WITH  “SWINGING”  HANDLE 

1040  2  Gal.  9%  12%  1% 

1041  2  Gal. — Same — with  Non-Flash-Back  Screen 

1050  3  Gal.  9%  16%  1% 

1051  3  Gal. — Same — with  Non-Flash-Back  Screen 

1060  5  Gal.  11%  17  1% 

1061  5  Gal. — Same — with  Non-Flash-Back  Screen 

SAFETY  (NON-FLASH-BACK)  SCREENS 
Complete  with  Lock-Wire  to  Lock  Screen  in  Can 

1098  Screen — for  1  Pint  and  1  Quart  Cans 

1099  Screen — for  %  Gal.  through  5  Gal.  Cans 


Flexible  Hose  Attachment 


Converts  any  safety  can 
of  % -gallon  or  larger  capac¬ 
ity  into  a  flexible  hose  can. 
Fastens  by  one  bolt.  Fric¬ 
tion  washers  hold  hose  at 
angle  desired.  Includes  100 
mesh  brass  strainer.  Hose  is 
9V2",  %"  O.D. 

No.  1088  Attachment  (Wt. 
2  lbs.). 


Oily  Waste  Cans 

For  machine  shops, 
garages,  etc.  Especially 
made  to  hold  rags,  oily 
waste,  and  other  flammable 
materials.  Opens  to  60°  an¬ 
gle,  closes  automatically. 
Has  carrying  handle.  Made 
of  galvanized  sheet  steel 
(22-  and  24-gauge)  and 
band  iron.  Available  with  or 
without  foot  lever  in  four 
sizes: 


WITH  FOOT  LEVER 


Catalog 

No. 

Size  Exclusive  of  Legs  Nominal 
(I.egs  4  in.  High)  Capacity 

Approx. 

Shipping 

Weight 

9-1 

Il%xl3 

6  gallon 

14  lbs. 

9-3 

13y2xl5 

10  gallon 

17  lbs. 

9-5 

15%xl7 

14  gallon 

21  lbs. 

9-7 

19x20%. 

25  gallon 

26  lbs. 

WITHOUT  FOOT  LEVER 

For  those  desiring  a  lower-priced  Oily  W’aste  Can, 

we  can  furnish  a  Justrite  Oily  Waste 

Can  without 

foot  lever 

attachment.  In  this  can  the  cover  is  lifted 

by  hand. 

Other  features 

remain  the 

same.  The 

same  approvals  apply. 

9-1 A 

ll%xl3 

6  gallon 

12  lbs. 

9-3A 

13(4x15 

10  gallon 

15  lbs. 

9-7A 

19  x20%> 

25  gallon 

24  lbs. 

Justrite  Safety  Filling  Cans 

Listed  by  Under¬ 
writers’  Labora¬ 
tories  under  Re-ex¬ 
amination  service. 

Approved  by  Fac¬ 
tory  Mutuals.  For 
handling  liquids 
that  must  be  poured 
into  fuel  tanks,  etc., 
with  minimum  fire 
risk.  Flexible  metal 
hose  12"  long,  1" 

O.D.,  removable. 

Separate  large  filler 
opening.  Air  vent 
permits  rapid, 
steady  pouring.  Fur¬ 
nished  with  or  with- 
o  u  t  non-flash-back 
screens,  in  the  5  gal¬ 
lon  size. 


Catalog 

No. 

Capacity  Diameter 

Height 

1056 

3  Gal.  11%" 

12%" 

(No.  1056  is  equipped  with  Screens) 

1065 

5  Gal.  11%" 

16  %" 

1066 

Same — with  screens 

886-1-5: 
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JUSTRITE  FLASHLIGHTS  AND  LANTERNS 


Model  2188-S 


The  most  powerful  industrial  safety  flashlight 
made.  Approved  by  Underwriters  Laboratories 
for  safe  use  in  Class  1,  Group  D  hazards.  Uses 
eight  standard  flashlight  batteries.  Can  also  be 
used  with  one  lantern  battery.  More  convenient. 
Carries  easily  or  stands  firmly  on  square  base. 
Headpiece  tilts  to  any  angle.  Carrying  handles 
fold  against  case.  Only  8%"  long,  2%"  wide — 
fits  glove  compartment  or  tool  kit.  2%"  highly 
polished  reflector.  With  one  bulb  (for  8-cell 
operation)  less  batteries.  Shipping  weight,  1(4 
pounds. 


Two-Bulb  Signal 
Lantern 

A  warning  beam — visible  in 
all  directions.  Red  fresnel 
globe*  covers  bulb  and  emer¬ 
gency  bulb  mounted  in  lantern. 
For  railroad  flagmen,  truckers, 
watchmen.  Welded  wide-base 
guard.  Movable  aluminum 
handle.  Use  standard  lantern 
battery.  Space  for  two  spare 
bulbs.  Shipping  weight,  3% 
pounds. 


No.  2172-JR.  Red  Flagman's 
Lantern,  less  battery,  less 
bulbs  . Each  $7.60 

“Also  available  with  Blue, 
Yellow  and  White  Fresnel 
Globes. 


No.  2188-S.  Flashlight. 


Each  $8.00 


New! 

Inspector's  Lantern 

Entirely  new  and  different.  Can 
be  used  with  standard  lantern  battery 
(6  volts).  Furnished  with  both 
Honeycomb  “spread-beam"  Lens  and 
clear  lens  for  spot  beam.  Has  special 
lens  ring  that  permits  installing  or 
removing  Honeycomb  Lens  in  a  few 
seconds.  Has  movable  guard.  Shipping 
weight,  2)4  pounds  . 


No.  2111.  Inspector’s  Lantern.  With 
two  lens,  less  batteries.— Each  $6.60 


The  Justrite  Safety  Lights  Listed  Below 
Are  Approved  by  UNDERWRITERS' 
LABORATORIES  for  Use  in  Hazardous 
Locations  of  Class  1,  Group  D. 


New!  Safety  Flashing 
Signal  Lantern 

Completely  portable.  Protects 
construction  sites,  trucks  or  per¬ 
sonnel  with  a  bright  beam  visi¬ 
ble  to  all  sides.  Special  glass 
globe — designed  for  maximum 
visibility.  Has  two  standard 
bulbs — one  gives  flashing  light — 
the  other  a  steady  beam.  Uses 
standard  lantern  battery.  Flashes 
up  to  67  hours  continuously. 
Overall  size:  12"  x  5"  x  5".  Ship¬ 
ping  weight,  3  pounds. 

No.  2146-S.  Safety  Flashing  Lan¬ 
tern  with  Red  Glass  Globe, 
less  battery  . Each  $10.40 


All-Purpose 
Safety  Hand 
Lantern 


Uses  lantern  battery. 
Two  bulbs — either  gives 
both  “spot'’  and  direct 
light.  Tilts  on  base  to  any 
angle.  Wide  movable  han¬ 
dle.  334"  chrome  reflector 
and  glass  globe.  Shipping 
weight,  3  pounds. 


No.  2144-S  (Model  44-S). 

Lantern,  less  battery — 
Each  $7.80 


Justrite  3-Cell  Safety  Flashlight 

No.  1717-S  (Left).  Powerful.  Compact.  The  most  con¬ 
venient  design.  Stands  on  base.  Handles  easily.  Has  hook 
for  belt,  carrying  ring  on  bottom.  2(4"  reflector.  Uses  three 
standard  flashlight  batteries.  Plastic  case — metal  reinforced- 
guaranteed  against  breakage.  Overall  size:  5%"x3"x2(-»". 
Shipping  weight,  (4  pound.  Approved  by  Underwriters'. 
Bureau  of  Mines.  Use  writh  No.  1716  Honeycomb  Lens  for 
spread  beam  light. 

No.  1717-S.  Approved  Safety  Flashlight . Each  $4.:r> 

Justrite  Electric  Safety  Headlight 

No.  1905-S  (Right).  Uses  four  flashlight  batteries.  Batlcr.\ 
case  can  be  slipped  in  pocket.  Adjustable  elastic  headband. 
Shipping  weight.  1(4  pounds. 

No.  1905-S.  Headlight,  less  batteries . . . Each  $7.20 

No.  19B7.  Flat  Hook  Adapter.  Converts  headlamp  to  fit  lamp 

bracket  on  a  “Hard”  Hat.  With  screws . Each  $0.25 

No.  1716.  Honeycomb  Lens,  for  spread-beam  light  Each  $0.22 


886-2-53 
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WARNING  LIGHTS 

FOR  GREATER  SAFETY  AT  LOWER  COST 


costs  only  3c  a  night,  as  compared  to  30c  a  night  for  each  petroleum 
light.  (Pays  for  itself  in  90  days.) 

operates  up  to  1,000  hours  on  one  small  6  volt  battery. 

clearly  visible  for  over  one  mile  with  120  and  200  flashes  a  minute. 

requires  NO  WIRING,  NO  FUEL,  NO  MAINTENANCE,  NO 
CLEANING. 

cannot  be  extinguished  by  weather,  gas  tube  cannot  blow-out. 
available  in  either  red  or  yellow  tube,  black  or  red  case. 

available  in  20  different  models. 


-Model  No.  1-100  LSK. 

Model  No.  1-100  L-Series 

Red  case  with  contractor  clips. 
120  flashes  per  minute.  No  bail. 
Red  tube.  Available  with  lock  nut, 
tamper-proof  switch  and  switch 
wrench. 

Constructed  to  easily  bolt  and 
lock  to  barricades,  poles,  trees  and 
etc.,  this  light  is  especially  ideal  as 
a  guide  mark  to  direct  and  control 
traffic  around  construction  jobs. 
Model  No.  1-100  is  also  available 
in  the  R  series  which  is  equipped 
with  a  bail  and  designed  for  use  by 
ambulances  and  general  transpor¬ 
tation. 


Model  No.  4-100  I, SR. 


Model  No.  4-100  L-Series 

Red  case  with  contractor  clips. 
120  flashes  per  minute.  No.  bail. 
Red  tube.  Available  with  lock  nut, 
tamper-proof  switch  and  switch 
wrench. 

This  model  like  the  1-100  L- 
series  is  constructed  especially  for 
construction  jobs  to  easily  bolt  and 
lock  to  barricades,  poles,  trees  and 
etc.;  but  is  primarily  designed  as  a 
directional  warning  light.  By  the 
use  of  the  reflector,  the  beam  of 
directional  light  effectively  bring 
on-coming  traffic  under  control. 
The  light  is  visible  up  to  3  miles. 


3IodeI  No.  5-100. 


Model  No.  5-100  Series 

Red  lens  for  “stop”  and  yellow 
for  “caution”  light.  Flashes  at  the 
rate  of  120,  180,  or  250  per  minute. 
Lens  diameter,  8%".  Square  (out¬ 
side)  dimension,  10%". 

Three  small  6  volt  dry-cell  bat¬ 
teries  provide  continuous  flashes 
up  to  3,000  hours  (approx.  120 
days  and  nights).  This  self-con¬ 
tained,  portable  model  can  be 
mounted  in  a  matter  of  minutes, 
atop  a  normal  stop  or  caution  sign, 
as  well  as  barricades,  poles,  trees 
or  traffic  islands.  NO  WIRING, 
NO  TRENCHING,  NO  CONDUIT, 
NO  POWER,  NO  BATTERY  BOX 
are  required.  Meets  all  standard 
traffic  control  specifications  with 
8"  protective  hood,  and  is  com¬ 
pletely  waterproof. 


1026-1-53 
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MASTER-LIGHTS  by  CARPENTER 

Carpenter  manufactures  a  complete  line  of  Portable  and  Emergency  Flood  and  Searchlights 
including  all  kinds  of  colored  warning  lights  for  emergency  cars  and  automatic  emergency 
lighting  that  snaps  on  instantly  when  regular  lights  fail.  Detailed  information  on  any  of 
lights  shown  here  and  many  others,  on  request. 


Type  F'N'A— Fore'N'Aft 


2- Way  Colored  Warning 
Light  for  Trucks,  Snow 
Plows,  School  Buses,  and 
other  heavy  -  duty  auto¬ 
motive  equipment.  A  rug¬ 
ged  6"  diameter  Sim- 
Chrome  drum,  with  high 
quality  shatter  -  proof 
colored  lenses  front  and 
rear.  Choice  of  colors: 
Red,  Blue,  Green,  Amber, 
Clear.  Projects  powerful 
beam  fore  and  aft,  with 
or  without  flasher.  Built 
for  years  of  trouble-free 
heavy  -  duty  service.  In¬ 
cludes  push-pull  switch  for  dash  mounting.  Specify 
lens  colors  desired. 


Type  WW — Flashing,  Oscillating 
Wig-Wag  Redhead 

For  Fire,  Police  and 
Emergency  Cars,  Ambu¬ 
lances,  Trucks,  Airplanes, 
Etc.  The  oscillating  beam 
sweeps  street  from  side 
to  side,  far  ahead.  Clears 
the  whole  street  —  your 
side,  too.  Reduces  use  of 
siren  80%.  Effective  day 
or  night  for  safer,  faster, 
quieter  runs.  Oscillating 
mechanism  is  inside  sta¬ 
tionary  lamp  head.  Can¬ 
not  get  stuck  in  sleet  or 
snow.  Red  beam  range  1000-1500  feet,  visible  for 
miles.  Heavy  chromium  plate.  Shatterproof  lens. 
Available  in  6''  (WW-6)  or  8"  (WW-8)  diameter 
and  in  two  types:  Flashing  and  Oscillating  or 
Oscillating  only.  Specify  voltage  and  color  of  lens 
when  ordering.  (Type  166  the  same  except  flash 
ing  only.) 


Type  F-5 — High  Power  Portalite 


Finest  dry  battery  light 
made.  For  general  use.  Mile 
range.  Powerful  searchlight 
beam,  or  a  moderate  work 
light  for  24  hours  .  .  .  much 
longer  in  usual  intermittent 
use  .  .  .  with  each  battery. 
For  many  users  a  battery 
lasts  a  year.  Bulb  (No.  27C) 
two  filament  with  long-burn¬ 
ing,  low-power  consumption 
service  light  or  brilliant 
searchlight.  Single  switch 
operates  both  filaments.  Re¬ 
flector  6"  diameter.  Battery 
— standard  7  14  volt. 


Type  T-3 — Roofmaster  Automobile 
Searchlight 


Type  RA-1 — 360°  Colored 
Flashing  Light 


For  Trucks,  Snow  Plows, 
and  other  heavy  duty  road 
equipment.  Pistol  Grip: 
Gearless  finger-tip  control, 
nothing  to  get  out  of  order. 
High  power  Sealed-Beam 
penetrates  fog,  snow  and 
sleet.  Instant  one-hand  aim¬ 
ing.  Beam  always  parallel 
to  handle,  may  be  pointed 
in  any  direction.  Turns  in 
full  360°  circle.  Switch-in¬ 
lever  gives  instant  one-hand 
control  by  driver  or  pas¬ 
senger.  High  quality  re¬ 
flector.  6"  lens.  Lasting 
chrome  finish.  Specify  volt¬ 
age  when  ordering.  (Type 
SB — similar  except  for  side 
mounting  and  outside  con¬ 
trol.) 


For  roof  or  post  mounting 
on  Snow  Plows,  Fire  and  Po¬ 
lice  Cars,  Public  Utility  Ve¬ 
hicles,  Highway  Department 
Trucks,  Emergency  Vehicles. 

Approved  by  American  Associ¬ 
ation  of  State  Highway  Offi¬ 
cials  for  Snow  Plows.  Stream¬ 
lined  of  sturdy  cast  aluminum, 
with  Fresnel  lens  in  Red,  Blue, 

Green,  Amber  or  combination 
of  any  two  colors.  Long 
range  visibility  from  all  angles.  With  or  without 
built-in  flasher.  In  two  sizes:  314"  or  4 14"  lens. 
Specify  size  and  color  when  ordering. 


Type  RH — Portable  Flashing  Colored 
Warning  Beacon 


For  marking  road  hazards 
and  obstacles.  Mounted  on 
sturdy  cast  aluminum  box  to 
house  either  7% -volt  dry  or 
6-volt  rechargeable  battery. 
Has  toggle  switch.  Can  be 
placed  anywhere  without 
special  support.  Sturdy,  com¬ 
pact  and  practical.  Visible  a 
mile  or  more  in  any  direction. 
In  314"  lens  only.  Same  color 
range  as  RA-1.  Specify  color 
when  ordering.  (Type  NRF — 
similar  in  appearance,  greatly 
superior  in  performance  but 
higher  initial  cost.  Flashes  24 
hours  a  day  for  three  months 
on  one  set  of  batteries.) 


980-1-51 
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TRAFFIC  SIGNS 

REFLECTOR  RUTTONS  —  REFLECTOR  READS 


REFLECTOR  BUTTONS  of 
all  types.  Front  or  rear  en¬ 
trance,  five  sizes.  Metal  or 
wood  mounting.  Shown  is 
wood  mounting  for  guard  rails, 
etc. 


STOP  SIGNS.  18",  24",  or  30".  Black  on  Yellow. 
Plain  or  Reflectorized  with  Buttons,  “SCOTCHLITE” 
Overall  or  Panel,  and  “BEADED”  Overall  or  Panel. 
Night  and  Day  Overall  Reflection  shown. 


All  CATAPHOTE  Signs,  whether  Plain  or  Reflectorized,  are  made  of  16  or  18  Gauge,  Zinc-Coated  Steel, 
heavily  Embossed  throughout,  and  finished  with  three  separately -baked -on  coats  of  the  finest  Baking 
Enamels. 


//— ■ . 

ONE 

HOUR 

PARKING 

8A.H. 

TO  6P.M. 

V 


PARKING  SIGNS,  NO-PARKING  SIGNS,  and  TURN¬ 
ING  REGULATIONS.  Usually  12"xl8".  U.  S.  Standard 
Code  Colors  and  Specifications.  Many  legends  in  stock. 


—  - 

NO 

LEFT 

TURN 
*  . — 


- 

NO 

PARKING 

AT 

ANY 

TIME 
1  —— 


REFLECTOR  DAN¬ 
GER  SIGNALS.  Glass 
or  Plastic  reflector 
units  in  all  sizes  for  all 
uses.  Heavy  metal 
housings. 


“The  Sign  With  Nine  Lives" 


Sign  Posts  Available  in 
Standard  Sizes 


WARNING  SIGNS.  Meet  all  U.  S. 
Standard  Specifications.  Plain  or  Re¬ 
flectorized  in  same  ways  as  STOP  Signs 
above.  24"x24".  Black  on  Yellow. 
Many  legends  and  symbols  in  stock. 
SCHOOL  SIGNS  of  all  types,  with  or 
without  speed  designation.  Popular 
“Running  Boy”  sign  shown  is  18"x24". 
SCHOOL  Signs  are  Black  on  Yellow. 
Portable  Standards  for  street  use  avail¬ 
able. 


SLOW 


j 

SCHOOL 


ONE 

SPEED 

WAY. 

LIMIT 

9n 

S - - 

3 

cu 

MOVEMENT  SIGNS  and  SPEED 
SIGNS.  18"x24"  or  24"x30".  Black 
on  White.  Plain  or  Reflectorized  in 
same  ways  as  STOP  Signs  above. 
U.  S.  Standard  Specifications.  Any 
speed  desired.  REFLECTORIZE  for 
24-hour  duty. 


CATAPHOTE  STREET  NAME 
SIGNS  for  the  utmost  in  beauty, 
legibility,  and  long-life.  Proper 
marking  of  streets  adds  con¬ 
venience,  beauty,  and  safety  for 
your  town.  Select  from  a  variety 
of  styles  and  mountings  in  all  price  ranges.  All  plates 
fully  embossed  and  made  to  the  same  specifications  as  traffic 
signs.  Beautiful  STREET  NAME  SIGN  Brochure  available 
on  request.  (Shown  is  Four-Way  Intersection  sign  on 
Pedestal  Base.)  Any  colors  desired. 


800-1-51 
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"seA3AX  CUPS 

IMPRINTED  with  safety  messages 
along  with 

AJAX  PORTABLE  EQUIPMENT 


HELP  REDUCE  INSURANCE  COSTS 
CUT  DOWN  ABSENTEEISM 
IMPROVE  WORKER  MORALE 

Your  safety  messages  on  AJAX  Cups  go  right  into 
your  workers’  hands  —  when  they’re  relaxed,  re¬ 
ceptive,  ready  to  read.  And  the  National  Safety 
Council  confirms  that  safety  messages  which  get 
read  do  help  reduce  accidents.  That  can  mean 
lower  insurance  costs  for  you. 

An  AJAX  Portable  Drinking  Water  Tank  takes 
cool,  fresh  water  and  clean  AJAX  Cups  to  workers 
in  the  field.  Saves  man  hours  spent  walking  to 
water  supply;  reduces  hazard  of  transmitted  in¬ 
fection  from  unsanitary  buckets  and  dippers,  helps 
prevent  absenteeism  and  ups  worker  morale.  Good 
for  your  workers  —  profitable  for  you. 


The  AJAX  Cup  is  open  —  ready  to  use.  Tapered 
sides,  folded  bottom  are  features  giving  sturdy 
rigidity.  Made  from  pure  white  specially  treated 
paper.  All  sizes  designed  to  dispense  easily,  one  at 
a  time,  from  steel  AJAX  dispenser. 

250  Cups  to  Carton  —  5000  Cups  to  Case 
4  Ajax  —  4  oz. 

575  Ajax  —  6  oz. 

725  Ajax  —  7  oz. 


AJAX  Cups  in  all  sizes  are  available  for  immediate  shipment 
imprinted  with  these  Stock  Safety  designs,  assorted,  in  cartons 
and  cases,  at  no  extra  cost.  Your  own  special  messages  furnished 
at  a  slight  additional  charge.  This  is  the  most  effective  and  eco¬ 
nomical  system  yet  devised  for  getting  safety  messages  read.  Does 
not  require  time  out  for  safety  reminders.  ^ 


f - 

AJAX  Mobile  Stainless  Steel  Drinking  Water  Tank 


SPECIFICATIONS 

Weight  empty  11  lbs.  Capacity  S  gallons 

Dimensions  17"  high  14^4"  wide  7 %"  deep 


^  Tank  is  made  of  rugged 

Steel  firmly  welded  and  braced. 
Easy  to  sterilize  and  keep  clean. 

0  Strong  web  carrying  straps  with 
adjustable  buckles  and  snap 
hooks. 

0  Right  shoulder  strap  hooks  easily 
and  conveniently  under  edge  of 
tank. 

Q  Easily  opened  dust-tight  cover 
binged  to  tank. 

Q  Sturdy  Chrome-plated  Brass 
push-button  faucet. 

Q  Form-fitting  ventilated  plate  on 
back  protects  carrier  from  chill 
and  condensation. 

0  Steel  AJAX  Dispenser  holds  300 
cups.  Firmly  attached;  easily  re- 
moved. 

Q  Large  handle  lets  carrier  hold 
tank  like  a  suitcase. 

Q  Easily  emptied  receptacle  for 
waste  cups  in  bottom  of  tank. 


IMPRINTED  SAFETY  SLOGANS 
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DIETZ  LANTERNS ...  HIGHWAY  TORCHES ...  GLODES 


Dietz  RED  GLOBE  LANTERNS  and  HIGHWAY  Torches  can  be  specially  stamped 
with  name  or  initials  or  painted  in  any  special  color  at  small  extra  cost.  (Min.  10  Doz.) 


EMBURY  USERS  Please  Note: 

The  Dietz  equivalent  of  EMBURY  TUBULAR  LANTERNS  are  identified  under  each. 
No  change  in  Highway  Torches  or  Safety  Lantern. 


DIETZ 

Streamline 

"MONARCH'' 

(Replaces  EMBURY 
No.  0  Air  Pilot) 

HOT  BLAST  mi"  High, 
4C.  Power 

Burns  30  Hrs.  Kerosene 
Capacity  16  oz.  “Fitzall 
Loc-Nob”  Globe, 

%"  Wick. 

No.  411  Burner. 

Blue  Enamel  Finish 
Package  1  dozen 


DIETZ 

Streamline 

"LITTLE  WIZARD" 

(Replaces  EMBURY 
No.  1  Little  Air  Pilot) 

COLD  BLAST  11(4"  High, 
6C.  Power. 

Burns  30  Hrs.  Kerosene. 
Capacity  16  oz.  “Little 
Wizard”  Globe, 

%"  Wick. 

No.  211  Burner 
Blue  Enamel  Finish 
Package  1  dozen 


DIETZ 

Streamline 

"LITTLE  GIANT" 

(Replaces  EMBURY 
No.  350  Little  Supreme) 

(  OLD  BLAST  11V2"  High 
6C.  Power 

Burns  70  Hrs.  Kerosene 
Capacity  32  oz.  “Little 
Wizard”  Globe, 

%"  Wick. 

No.  211  Burner 
Blue  Enamel  Finish 
Package  1  dozen 


HIGHWAY  TORCHES 

DIETZ  No.  87 — (weighted  bottom)  Blue  Enamel  Finish. 
Burns  24-48  Hrs.  No.  87  Screw-Type  Burner  .  .  .  Kerosene. 
3-qt.  capacity.  Body  Height  6(4".  Diameter  8".  %"  Round 
Wick.  Carrying  ring.  Package  (4  dozen. 

DIETZ  No.  96 — (weighted  bottom)  Blue  Enamel  Finish. 
Burns  30-54  Hrs.  One-piece  No.  96  Screw-Type  Burner 
.  .  .  Other  specifications  same  as  No.  87.  Package  >4  dozen. 

DIETZ  No.  80 — (not  weighted) 


SAFETY  LANTERNS 

For  longer  burning, 
wider  safety  range 


NIGHT  WATCH 

Contractors  Yellow  Finish, 
(special  fresnel  globe  concen¬ 
trates  light  into  parallel,  ver¬ 
tical  'Pencil  Beams”  which 
can  be  seen  at  great  dis¬ 
tances,  and  any  angle.  Snap- 
action  lock.  Wide  base. 
Burns  a  generous  100  hrs.  on 
16  oz.  of  kerosene.  Height  8", 
base  diameter  694".  wick. 
Package  1  dozen. 


DIETZ-EMBURY 

No.  40  TRAFFIC-GARD 

Red  Enamel  Finish.  Features 
extra  wide  non-tip  base. 
Special  fresnel  globe,  magni¬ 
fies  light  into  far-reaching 
beam.  Burns  about  100  hrs. 
on  16  oz.  kerosene.  Height 
794".  base  diameter  7(4".  94" 
round  wick.  Package  1 
dozen. 


Dietz-Embury 
No.  750 

Weighted  Bottom 


Dietz  No.  80 
not  weighted 


Blue  Enamel  Finish.  Flat  Base. 
Burns  20-30  Hrs.  No.  87  Screw- 
Type  Burner.  2(4  qt.  capacity. 
Body  Height  4(4".  Diameter 
794".  %"  Round  Wick.  Package 
(4  dozen. 

DIETZ-EMBURY  No.  750  — 

(weighted  bottom).  Red  Enamel 
Finish.  Burns  24  to  48  Hrs. 
Kerosene.  Body  Height  8".  Di¬ 
ameter  7%".  Features  No.  701 
cam-lock  burner,  also  locked-on 
chain  and  carrying  ring.  94" 
Round  Wick.  Package  (4  dozen. 


DIETZ-EMBURY  No.  751  (non  weighted)  Red  Enamel 
Finish.  Flat  Base.  Burns  20-3(1  lies.  Body  Height  7". 
Other  specifications  same  as  No.  750.  Package  (4  dozen. 


DIETZ  GENUINE  REPLACEMENT  GLOBES 

RUBY,  CLEAR,  BLUE, 

GREEN,  AMBER 


DIETZ 

"Fitzall  Loc-Nob" 
for  "Monarch" 
Also  fits  Embury 
No.  0  "Air  Pilot." 


DIETZ 

"Little  Wizard" 
also  for 
"Little  Giant" 
Also  fits  Embury 
No.  1 

"Little  Air  Pilot", 
No.  350 

"Little  Supreme." 


DIETZ 

"Niqhtwatch" 

(Fresnel) 


DIETZ-EMBURY 
No.  40 
Traffic-Gard 
(Fresnel) 


74-1-53 
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CHAMPION  BALL  BEARING  FORGES 


No.  401 


No.  401  Champion  Steel  Rivet  Forge  is  used  by 
the  great  majority  of  contractors,  railroads, 
bridge-builders,  boiler  and  structural  iron  work¬ 
ers  of  the  world.  Constructed  from  structural 
steel,  making  it  strong  and  durable.  Its  gearing 
is  the  400  Champion  High-Speed  Spiral  Gearing. 
It  runs  noiseless.  Highest  grade  adjustable  ball 
bearings.  Quickly  taken  apart  and  assembled. 
Produces  blasts  to  weld  314  to  4-inch  iron  in  ten 
minutes. 


No. 

Dearth 

Fan 

Height 

Weight 

401 

18" 

9" 

30" 

135  lbs. 

401 1/2 

22" 

9" 

30" 

145  lbs. 

401  % 

24" 

12" 

30" 

150  lbs. 

No.  408 


SPECIFICATIONS 


Length  of  Blade . 14,  16  or  18" 

Stroke  of  Blade .  . 6" 

Cutting  Capacity  . 6  x  6" 

Vise  Jaws  . 614"  long 

No.  2  Motor  Driven  Hack  Saw  Machine  With  V2  H.  P.  Motor 

SPECIFICATIONS 

Length  of  Blades,  8,  12  or  14  inches.  Floor  Space,  36  inches  x  18  inches. 
Stroke  of  Blade,  6  inches.  Vise  Jaws,  3%  inches  high  x  5%  inches 

Cutting  Capacity,  6  inches  x  6  inches.  wide  x  6  inches  opening. 


Speed  of  Pulley — 

Adjustable  140  to  220  R.P.M. 

Floor  Space  . 18"  x  36" 

Size  of  Motor  . %  H.P. 

Weight  crated  . 425  lbs. 


No.  408  Champion  Steel  Blacksmiths'  Forge  is  the  400  Champion  Steel  Black¬ 
smith  Blower;  built  with  heavy  steel  plate  and  structural  steel  with  perpendicu¬ 
lar  sides  full  6  inches  deep;  braced  and  constructed  in  the  most  substantial 
manner.  With  Half  Hood,  Heal  th  30x36  inches,  height  30  inches,  Fan  12  inches 
in  diameter,  with  No.  400  Champion  Whirlwind  Blast  Anti-Clinker  Heavy  Nest 
Tuyere  Iron.  Weight  310  pounds.  Water  Tank  extra. 


No.  440  represents  the  No.  408  Champion  Blacksmith  Forge  with 
the  Whirlwind  Blast  Anti-Clinker  Heavy  Nest  Tuyere  Iron,  and 
the  Champion  One-Fire  Variable  Speed  Electric  Blower.  Hearth 
30x36",  with  Half  Hood  complete.  Weight,  285  lbs. 


No.  3  Wet  Cut  Motor  Driven 
Power  Hack  Saw  Machine 


CHAMPION  BALL  BEARING  DRILLS 


21-Inch  Electrically  Driven 


21"  Electric  Back  Geared  Drill  Press  Specifications 
Swings  to  center  of  21 V2"  circle.  Table  diameter 
16".  Spindle  travel  12".  Distance  between  table  and 
spindle  27% ".  Distance  between  spindle  and  base 
43".  Power  Feeds  per  revolution  of  spindle  for  vari¬ 
ous  cone  steps  on  power  feed  .002,  .005,  .008.  Three 
distinct  Spindle  Feeds.  Capacity — drills  0  to  1  % 
inches.  Phosphor  bronze  bearings  in  head.  Floor 
space  16"x46".  1  h.  p.  Weight  1,150  pounds. 

SPECIFICATIONS— No.  16B  DRILL 

Capacity  14"  Steel  or  Iron. 

Spindle  Speeds — 450,  950,  1600,  2800,  5100  with  1725  R.I'.M. 
motor. 

12"  x  12"  oil  grooved  tilting  table  with  10"  x  10"  machined 
surface. 

Base  1314"  x  19"  with  T-slots  machined  surface  10"  x  10". 
Depth  gauge  graduated  in  iV'  stop  collar  can  be  set  for  any 
depth  drill  up  to  4". 

Spindle  floating  type  %"  full  half  bearing  4”  up  and  down 
travel. 

Chuck  Jacobs  !4"  with  wrench.  Distance  between  chuck 
and  base,  16  inches. 

Column  2 %"  precision  ground  heavy  tubing. 

Height,  40  inches. 

Motor  required  %  H.P.  1725  R.P.M.  vertical  mounted. 
Shipping  weight,  225  pounds. 


No.  16B  Drill 

94-1-52 
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HYPRESSURE  JENNY 

(Trade  Mark  Registered) 

Instantaneous  Steam  Cleaner 


Saves  Up  To  90%  of  Time  and  Labor 
In  Cleaning  or  Preparing  For  Repainting 


Hypressure  Jenny  Steam  Cleaner  is  unequalled  for  speed,  thoroughness,  and  economy  of  removing  grease 
and  dirt  from  tractors,  trucks,  rollers,  compressors,  hoists,  booms,  cranes,  conveyors,  and  other  road-building 
or  construction  equipment.  Its  powerful  blast  of  hot  water,  steam,  and  chemical  cleans  eight  to  ten  times 

faster  than  cleaning  by  hand,  and  is  so  thorough  that  cracked 
or  worn  parts  are  revealed  for  repair  before  breakdowns 
occur. 


Hypressure  Jenny  is  made  under  twenty  or  more  active 
patents  to  assure  you  of  getting  the  most  in  time  and  money¬ 
saving  advantages.  It  is  as  simple  as  one-two-three  to 
operate;  starts  instantly  at  the  flip  of  a  switch;  and  has  full 
operating  pressure  in  ninety  seconds.  Pressure  atomizing 
burners,  scientific  updraft  combustion,  positive  displacement 
fuel  and  solution  pumps,  exclusive  pulsation  cushions,  hose 
protector  plugs,  and  quick  coupling  gun  swivel,  all  contribute 
to  Hypressure  Jenny’s  low-cost  trouble-free  operation. 

Models  shown,  are  only  three  of  more  than  fifty  different 
models,  sizes,  and  types  assuring  you  of  getting  the  RIGHT 
Model  “JO”  Hypressure  Jenny  Hypressure  Jenny  for  your  job.  Model  JO  is  a  powerful 

For  Heavy-Duty  Cleaning  heavy  duty  steam  cleaner  ideal  for  most  cleaning  work.  But 

where  greater  cleaning  power  is  needed,  the  doubly-powerful 
“Champion”,  or  the  “Super-Duty”  with  three  times  the 
cleaning  power  of  any  heavy-duty  steam  cleaner  may  be 
desirable. 


“Champion”  Hypressure  Jenny 
For  Extra-Heavy-Duty  Cleaning 


Where  extra  powerful  flushing  and  rinsing  action  is  essential 
for  best  results,  we  suggest  the  addition  of  an  inexpensive 
Adjusta-Blast  Gun  to  your  equipment.  Your  attention  is  also 
called  to  Steam  Thoro-Purge,  the  most  effective  means  of 
cleaning  cooling  systems — radiator  and  engine  block  without 
removal  from  vehicle — available  separately  or  as  part  of 
“Combination”  cleaning  and  flushing  unit. 

Units  are  furnished  complete  with  vapor  hose,  guns,  nozzles; 
electric  motor  or  gasoline  engine  drive;  oil  or  gas  fired. 
Streamlined  machinery  cover  and  stack  are  optional  equip¬ 
ment.  Only  ordinary  electric  lighting  circuit  and  service 
cold  water  supply  connection  are  necessary  for  installation. 

When  ordering,  give  specific  electric  lighting  current  avail¬ 
able  (not  power  circuit)  single  phase  A.C.  or  D.C.,  cycles 
and  voltage  and  complete  shipping  instructions. 


“Super-Duty”  Hypressure  Jenny 
For  Cleaning  or  Heat  Transfer 


Hypressure  Jenny  Compounds 

Hypressure  Jenny  Compounds  are  made  especially  for  use 
with  Hypressure  Jenny  and  are  the  best,  most  economical 
and  most  effective  cleaning  agents  you  can  employ.  They 
have  no  gritty  or  insoluble  matter  which  might  damage  the 
coils  and  pumping  mechanism,  and  contain  active  highly- 
concentrated  chemicals  for  100  per  cent  cleaning  and  maxi¬ 
mum  economy.  Be  sure  to  order  genuine  Hypressure  Jenny 
Compounds  with  your  Hypressure  Jenny. 


113-1-53 
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ONE  Quality  -  the  Finest . . .  ONE  Source  lor  all  your 
Neoprene  -  Lutex  Rubber -Oiled  Work  Clothing  Needs! 


MEDIUM  COAT— 

%  Length 

Colors:  Black,  Yellow 
STYLE  NO. 

507 — Oiled 
907— Latex  Rubber 
1000 — Neoprene 

Three-quarter  length,  patch 
pockets.  Corduroy  lined 
collar  on  Rubber  and  Neo¬ 
prene  Coats.  Flannel  lined 
collar  on  Oiled  coats. 


LONG  COAT 

Colors:  Black,  Yellow 
STYLE  NO. 

502 — Oiled 
902 — Latex  Rubber 
1 01 1 — Neoprene 

Full  length,  patch  pockets. 
Corduroy  lined  collar  on 
Rubber  and  Neoprene  Coats. 
Flannel  lined  collar  on  Oiled 
coats. 


SOU'WESTER 

Colors:  Black,  Yellow 
STYLE  NO. 

52 — Oiled 

952 — Latex  Rubber 
1006 — Neoprene 

Adjustable  button  cloth 
chin  strap. 


APRONS 

Colors: 

Oiled  Aprons — Yellow' 

Latex  Rubber  Aprons — 
Black,  Yellow 

Neoprene  Aprons — 
Black,  Yellow1 

Sizes:  33  x  45, 
unless  otherwise  stated 

STYLE  NO. 

100 — Oiled  sheeting  apron. 

102 —  Oiled  double  sheeting 

apron. 

103 —  Oiled  Duck — half  moon 

patch — size  40x48. 

104 —  Oiled  double  sheeting 

reversible. 

110 — Oiled  sheeting  —  half 
moon  patch. 

906 — Latex  Rubber  —  half 
moon  patch. 

1004 — Neoprene  —  half  moon 
patch. 


SUITS 

OVERALLS 


JACKETS 

Colors:  Black,  Yellow 

STYLE  NO. 

509— Oiled 
900 — Latex  Rubber 
1001  — N  eoprene 

Corduroy  lined  collar  on 
Rubber  and  Neoprene 
jackets.  Flannel  lined  collar 
on  Oiled  jackets. 


All  Neoprene  clothing  and 
aprons  are  resistant  to  oils, 
grease  and  most  acids.  All 
garments  are  not  just  coated 
but  heavily  double  coated 
and  impregnated. 


Colors:  Black,  Yellow 

style  NO. 

510 — Oiled 
910 — Latex  Rubber 
1002 — Neoprene 
1008 — Neoprene,  fly  front 


Solid  Brass  buttons  on  Oiled 
and  Neoprene  clothing.  Bone 
buttons  on  Rubber  clothing.  If 
Brass  snap  fasteners  are  desired 
instead  of  buttons  please  specify 
in  ordering  jackets. 


MEASUREMENTS 
000  00  0  1  2  3 

50-52  46-48  44  42  40-38  36 


Our  garments  will  be  found  to 
measure  actually  from  six  to  ten 
inches  larger  than  specified  on 
chest  measurements. 

Additional  charge  of  10%  for 
sizes  00  and  000. 
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POLLARD  (Ellis  Type)  PIPE  CUTTER 


Eliminates  the  old  expensive  way  of  cutting  pipe, 
where  in  many  cases  the  pipe  cut  was  broken  and 
not  fit  for  further  use. 

With  the  Pollard  cutter  every  wheel  in  contact 


with  the  pipe  is  a  cutting  disc  so  that  when  the 
cutter  is  adjusted  on  the  pipe  it  need  only  be  moved 
a  short  distance  to  cut  entirely  around  the  pipe,  thus 
saving  half  the  work. 


Doing  a  Quick,  Clean  Job 


Advantages  from  the  Use  of 
Pollard  (Ellis  Type) 

Pipe  Cutter 

1 —  All  cuts  are  made  clean 
without  danger  of  breaking 
pipe  or  disturbing  the  joints. 

2 —  Cut  can  be  made  in  the 
trench  without  extra  exca¬ 
vating. 

3 —  All  wheels  in  contact  with 
pipe. 

4 —  Cutter  wheels  are  made  from 
the  highest  grade  tool  steel 
and  are  hardened  and  tem¬ 
pered  in  oil. 

5 —  All  parts  interchangeable. 

6 —  Cuts  cast  iron  pipe  from  4  to 
12  inches. 

7 —  Light  in  weight  and  easy  to 
handle. 

8 —  Frame  and  links  drop-forged. 


Fig.  B55 


No.  01 — Cuts  Cast  Iron  Pipe .  4-inch  to  8-inch 

No.  1 — Cuts  Cast  Iron  Pipe .  4-inch  to  12-inch 


ASBESTOS  LEAD  JOINT  RUNNERS 

FOR  WATER  AND  GAS  PIPE 


No.  Size  of  Pipe 

1  .  2-  3-  4-inch 

2  .  4-  5-  6-inch 

3  .  6-  8-10-inch 

4  .  10-12-14-inch 

5  . 16-18-20-inch 

6  .  24-inch 

^ .  30-inch 

8  .  36-inch 

9  .  42-inch 

10 . 48-inch 


Asbestos  Joint  Runners 

For  Terra  Cotta  and  Concrete  Pipe 


No. 

Size  of 

Sewer  Pipe 

Diameter 

Runner 

19 . 

1*4 -inch  2  Braid 

20 . 

.  10-12-inch 

1*4 -inch  2  Braid 

21 . 

.  15-18-20-inch 

1%-inch  2  Braid 

22 . 

.  21-22-24-inch 

1%-inch  2  Braid 

23 . 

1%-inch  2  Braid 

24 . 

.  33-36-inch 

2  -inch  3  Braid 

182-1-50 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 
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POLLARD  PORTABLE  LEAD  MELTING 

FURNACE 


Gasoline  Burner 


For  melting  lead  we  particularly  advise  the  use 
of  our  Fig.  B9  Gasoline  Furnace.  Equipped  with 
newest  design  gasoline  vaporizing  type  burner 
which  melts  200  pounds  of  lead  in  15  minutes. 

The  torch  equipment  is  detachable  and  can  be 
used  for  melting  lead  out  of  pipe  joints,  and  thaw¬ 
ing  out  ground  in  winter  excavation. 

Specifications 

Complete  with  Melting-  Furnace,  Tank,  6  ft.  Oil  Hose  and 
Detachable  Burner 

Capacity  Pot,  Capacity  Tank,  Weight, 


No.  T,bs.  Gallons  Lbs. 

16  . . .  200  5  300 

17  .  450  12  375 


Fig.  B<* 


Lead  Melting  Furnaces — Kerosene  Burners 

For  Water  and  Gas  Mains 


Capacity  Oil  Capacity 


Pot,  Consumption,  Tank,  Weight, 

No.  Lbs.  Gals.  Per  Hour  Gals.  Lbs. 

10  .  200  2  12  400 

11  .  450  2  12  425 

12  .  850  2  15  500 


Capacity  125  Pounds  Lead 

A  sturdy  furnace  that  will  melt  125  pounds  lead  in  20  minutes. 
Equipped  with  a  single  burner  of  latest  improved  removable  coil 
type,  designed  for  efficient  and  long  service.  The  furnace  for  hold¬ 
ing  the  melting  pot  is  constructed  of  cast  iron.  The  fuel  tank  is 
welded  steel  tested  to  60  pounds  per  square  inch,  and  equipped 
with  a  powerful  brass  hand  pump  and  pressure  gauge.  Equipped 
with  cast  iron  pot  with  lip  for  pouring. 

Average  fuel  consumption  3  quarts  per  hour.  Tank  holds  suffi¬ 
cient  fuel  for  about  5  hours  continuous  operation  on  one  filling. 
Height  of  furnace  29  inches,  diameter  16  inches. 

Fig.  B8  — Kerosene  Lead  Melting  Furnace,  weight  150  pounds. 


POLLARD  KEROSENE  LEAD  MELTING 

FURNACE 


Fig.  B8 


182-2-50 
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POLLARD  TRIPOD  DERRICKS 


Fig.  B3li 


Constructed  of  black  steel  pipe  and 
steel  forged  fittings  for  long  life. 
Ends  of  pipe  are  pointed.  Light  but 
strong.  Easily  moved  about  and  set 
up.  Folds  up  close. 


Safe 

Weight,  Capacity, 

No.  Size  of  I’ipe  I.hs.  I.lis. 

1  .  1"  x  7'  38  1000 

•>  .  1"  x  8  V  4  5 

3  ...  .  iy2"xl0'  88  2500 

4  .  1 '2  "xl2'  100 

5  .  2"  xl2'  145  4000 

0  .  2"  xl  t  165  . 


Water  or  Gas  Main  Calking  Tool  Outfit 

The  Set  Consists  of: 


1— Calking  Tool,  %  Octagon  Steel, 
thickness  of  point, 

1 — Calking  Tool,  %  Octagon  Steel, 
thickness  of  point, 

1 — Calking  Tool,  7  s  Octagon  Steel, 
thickness  of  point, 

1 — Calking  Tool.  7s  Octagon  Steel, 
thickness  of  point,  74". 

1 — Calking  Tool,  %  Octagon  Steel, 
thickness  of  point, 


1 — Yarning  Iron,  %  Octagon  Steel, 
blade  5  74"  long. 

1  Cold  Chisel, 

1 — Calking  Hammer,  374  lbs. 

1 — Dog  Chisel,  3  lbs. 

1 — Dog  Diamond  Point,  3  lbs. 

1  Leather  Tool  Bag. 


Calking  Tool  outfit  complete  with  Leather  Bag,  weight  26  lbs. 


Fig.  B4(i 


Fig.  B41 


Drop-Forged  Adjustable  Hydrant 
Wrench  and  Spanner 

Weight,  3^  lbs. 


Fig.  B26 

Inside  diameter,  11 74"; 
depth,  6";  capacity,  200 
lbs.;  weight,  65  lbs 

Inside  diameter,  12  74"; 
depth,  974";  capacity,  450 
lbs.;  weight,  100  lbs. 

Inside  diameter,  1574"; 
depth,  1274";  capacity, 
700  lbs.;  weight,  185  lbs. 


Fig.  B2(i 


Fig.  B25 

Capacity  leadite,  120 
lbs. 

Capacity  lead,  850  lbs. 

Diameter  inside,  lS^". 

Inside  depth,  1174"- 

Weight,  approximately, 
110  lbs. 


Fig.  B25 


182-3-50 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 
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LEADITE  AND  TAR  MELTING  FURNACES 


Fig.  B2 — On  Legs 


Pollard  Wood  Burner  Type 


Specifications 


Capacity  of  Pot — Leadite . 200  lbs. 

Capacity,  Gallons  (Tar) . 15  gals. 

Weight,  on  Legs . 150  lbs. 

Weight,  on  Wheels . 230  lbs. 


Fig.  B3— On  Wheels 


Lead  Melting  Furnaces 


Fig.  B7 


Coke  or  Wood  Burner 


Size 

Cap. 

Diam. 

Diam. 

Weight 

Furnace 

Pot 

Pot 

Ladle 

On 

On 

Diam. 

Lbs. 

Inches  Inches 

Legs 

Wheels 

18-in. 

200 

13 

6 

200  lbs. 

280  lbs. 

24-in. 

450 

15 

8 

300  lbs. 

400  lbs. 

30-in. 

700 

18 

8 

450  lbs. 

520  lbs. 

Fig.  B6 


Pollard  Wood  Derricks 


B38,  No.  17 — Capacity  2 
selected  timber — without 
Weight  600  lbs. 

B38,  No.  17— With  two 
rope  blocks  and  70  feet  of 
Weight  700  lbs. 

B38,  No.  18 — Capacity  5 
selected  timber — without 
Weight  750  lbs. 

B38,  No.  18— With  two 
rope  blocks  and  125  feet 
rope.  Weight  950  lbs. 


tons — 4"  x  4"  x  12' 
blocks  or  rope. 

single  8-inch  wire 
y2"  steel  wire  rope. 

tons— 4"  x  6"  x  12' 
blocks  or  rope. 

double  8-inch  wire 
of  y2"  steel  wire 


Capacity 
No.  Ton 

22  iy2 

23  iy2 


Fig.  B39 

Timbers 

Inches 

Front  Leg  4x6 
Rear  Legs  4x4 
Front  Leg  4x6 
Rear  Legs  4x4 


14 


Equipped  with  geared  winch, 
6-inch  steel  block  and  100  feet 
of  %-inch  wire  rope. 


Fig.  B39 


Fig.  B38 


182-4-60 
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1. 

2. 

3. 

4. 

5. 

6. 
7. 


On  Sturdy  Skids 


Ask  for  AEROIL  Bulletin  No.  400AED  &  677AED 


-AEROIL- 


On  Pneumatic  Tires 


NEW  IMPROVED  TYPE 

HEET-MASTER 

Tar,  Pitch  and  Asphalt  Kettle 


Scwm  507°  on  J'li&l-  Jirm-Ttaboh 


Exclusive  Features 


The  Heat  is  placed  IN  the  materials  and  NOT  UNDER 
them.  This  makes  for  a  far  faster  heat  transmission 
and  a  greater  efficiency. 

The  heating  tube  unit  is  INSTANTLY  REMOVABLE 
for  cleaning  (Patented  Feature).  Saves  precious  hours 
in  cleaning. 

The  burner  is  IN  the  kettle  itself.  No  heat  robbing 
gap  to  jump.  Can  be  used  on  highest  buildings  in 
high  winds  SAFELY. 

INSULATION,  complete  and  held  in  proper  position 
for  the  life  of  the  kettle.  Keeps  materials  hot  hours 
after  burner  is  turned  off. 

Draw-off  cock,  sure  actioned,  poppet  valve  type,  located 
at  the  hottest  part  of  the  kettle.  No  preheating  neces¬ 
sary. 

Domed  cover  so  materials  can  be  piled  in  for  quick 
start. 

Hinged  covers  over  stacks  and  burner  well. 


Because  this  new  way  to  heat  tar,  pitch  and  asphalt  will 
do  the  work  of  two  ordinary  kettles  (bottom  fired)  of  the 
same  capacity,  the  HEET-MASTER  has  been  the  favorite 
of  the  Armed  Forces  as  well  as  roofers  and  pavers. 
Combined  with  an  unheard-of  speed  in  melting  and  heat¬ 
ing  of  bituminous  materials  is  a  safety  factor  in  the 
operation  of  this  unit  which  is  a  major  factor  in  pre¬ 
venting  loss  of  precious  man  hours.  The  INSULATION 
prevents  decks,  planking  and  other  surfaces  from  catch¬ 
ing  fire  and  eliminates  the  danger  of  burns.  The  tube 
placement  helps  prevent  "splashing”  of  hot  materials,  and 
the  burner  INSIDE  the  kettle  keeps  the  flame  and  sparks 
away  from  nearby  inflammable  materials.  The  fact  that 
YOU  CAN'T  BURN  OUT  THE  BOTTOM  of  a  HEET- 
MASTER  Kettle  means  that  less  time  is  lost  on  equip¬ 
ment  repairs. 


Sizes  and  Types 

PNEUMATIC  TIRED  HEET-MASTERS  for  high-speed 
trailing  behind  a  car  or  truck  are  available  in  55,  80, 
100,  165,  230,  275,  375  and  500  gallon  capacities. 

STEEL  WHEELED  HEET-MASTERS  are  used  where 
limited  portability  is  required.  Extra  wide  rims  can 
be  applied  for  soft  ground  work.  Available  in  30,  55, 
80,  110  and  165  gallons  sizes. 

HEET-MASTERS  MOUNTED  ON  STURDY.  QUICK 
LOAD  SKIDS  are  ideal  for  indoor  or  outdoor  use. 
Available  in  30,  55,  80.  115  and  165  gallon  sizes. 


AEROIL  SPECIALTY  KETTLES  - 

"JUMBO"  "HEET-MASTER" 

R  THE  BIG  JOBS 

►  375  &  500  GAL.  CAPACITY 

►  TANDEM  WHEEL  MOUNTING 

►  ROOF  PUMP  OPTIONAL 

Leaflet  67  7  A  El) 

The  “Jumbo”  Has  All  Regular  “Heet-Master”  Features  Outlined 
Above  and  Trails  Behind  Any  Fast  Moving  Truck  At  High  Speeds 


1 


O 


Thermostatically  Controlled  D.V.P.  Kettles 
For  Proper  Heating  of  Rubberized  Asphalt 

The  new  Rubberized  Asphalt  is  only  as  good  as  the  kettle  in  which 
it  is  heated.  Incorrectly  heated,  this  asphalt  is  hard,  brittle  and  has 
no  adhesive  qualities.  AEROIL  has  perfected  the  D.V.P  Series  of 
correctly  engineered  kettles,  thermostatically  controlled,  and  de¬ 
signed  to  operate  on  bottled  gas  ...  in  50,  80  and  120  gallon  sizes. 
This  unit  has  successfully  met  every  equipment  test  required  by  the 
Federal  Government  as  well  as  other  authorities  on  the  subject. 
It  will  not  burn  or  scorch  the  materials  .  .  .  because  the  heat  is 
transmitted  through  an  oil  jacket.  Already  in  use  on  leading  air¬ 
ports  .  .  .  express  highways  .  .  .  bridge  pavements,  etc.  Automatic 
control  eliminates  the  chance  of  manual  failure.  Heats  and  melts 
the  materials  as  fast  as  it  is  practical  and  economical  to  do  so. 

Bulletin  No.  3I0AED 


29-1-53 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 
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AEROIL  AUTO-STEAM  VAPOR  CLEANER  AND  HEATER 


jobbers  as 
roads,  oil 


Fully  Automatic — 100  Lbs.  of  Steam  in  90  Seconds. 

Ideal  for  cleaning  or  removing  old  paint  from  equipment. 

The  new  Aeroil  Vapor  Steam  Cleaner  and  Heater  presents  the  cheapest  and 
quickest  method  of  cleaning  paint  or  paint  stripping,  air  compressors, 
booms,  bull-dozers,  building  exteriors,  chassis,  engines,  floors,  graders,  lifts, 
radiators,  rollers,  seat  belts,  signs,  transmissions,  tools,  trucks,  tractors, 
walls,  wheels,  etc.,  etc. 

This  is  the  only  portable  vapor  steam 
cleaner  that  is  completely  automatic  in¬ 
corporating  quiet  operation,  scientifically 
balanced  swivel  gun  with  gun-control  shut¬ 
off,  economical  sootless  atomizing  burner 
with  flash  type  boiler,  and  requires  no 
pre-mixing  of  cleaning  compounds. 

Aeroil  supplies  this  in  several  differ¬ 
ent  models,  optional  accessories  and  extras 
including  low  water  cut-off,  hot  water 
attachment,  rubber  or  pneumatic  tired 
wheels,  special  fan  type  scraper  nozzles, 
trailer  unit  and  auto-rad  reverse  flush 
attachment. 

This  unit  is  a  MUST  for  all  equipment 

well  as  bus  lines,  and  fleet  service  shops,  airlines,  garages,  implement  and  tractor  dealers,  rail- 
and  gas  companies,  road  contractors,  shipyards,  industrial  plants,  etc.,  etc. 


Ask  for  AEROIL  Bulletin  No.  990AED 


- AEROIL  ASPHALT  SURFACE  HEATERS - 

Fold  Over  Type  —  For  Patching  Asphalt  Pavements  —  Drying  Ground  for  Concrete 

In  resurfacing  asphalt  pavements,  a  crew  of  five  men  will 
average  from  500  to  1,000  square  feet  per  dav  at  a  cost  of 
less  than  5  cents  per  square  foot.  After  top  o’f  asphalt  sur¬ 
face  has  been  thoroughly  heated,  it  can  be  easily  raked 
and  a  new  surface  applied. 

Substantially  built  and  carefully  balanced  so  that  one 
man  can  easily  move  it  from  place  to  place. 

Hood  on  the  heaters  made  of  three  pieces  of  heavy  sheet 
steel.  The  heating  pan  can  be  folded  over  the  handle, 
making  the  entire  heater  extremely  compact  for  trailing 
and  storing.  Sides  of  the  heating  pan  are  built  flush  with 
the  wheels  and  can  be  brought  right  close  against  the  curb 
or  car  rails.  Three  sizes:  8,  15  and  24  square  feet. 

- AEROIL  ASPHALT  PAVING  TOOL  HEATERS - 

Heats  15  to  20  Paving  Tools  Thoroughly  in  5  Minutes 

The  bottom  and  sides  of  the  heating  compartment  are  double  wall 
construction  with  1  inch  of  insulating  material  between.  12  gauge 
steel  plates  riveted  together  to  prevent  warping.  To  support  the 
weight  of  the  paving  tools  and  permit  the  flame  to  get  under  them, 
five  3"  x  5  lb.  channels  are  placed  inside  the  bottom  of  the  firebox  and 
riveted  through  at  close  intervals— this  type  construction  saves  oil 
and  permits  faster  heating.  Fuel  tank  is  all  welded,  galvanized 
inside  and  out  and  protected  from  the  heat  by  double  heat  guards. 
The  burners  are  easily  removed.  The  frame  is  3"  steel  channel,  axle 
iy2"  cold  rolled  high  carbon  steel.  Truck  type  leaf  springs  make 
heater  a  high-speed  trailer  as  well.  On  steel  or  hard  rubber  tired 
for  airport  and  road  work.  Used  also  to  heat  branding  irons. 
Handy  as  a  portable  forge  for  heating  metals  red  hot  for  bending  and  straightening. 

- - - Ask  for  AEROIL  Leaflet  No.  171 AED  - 


wheels  only.  Heats  paving  tools  and  tampers 


AEROIL  COMBINATION  ASPHALT  KETTLE  AND  PAVING  TOOL  HEATER 


The  AEROIL  2  COMBINATION  heats  and  melts  45  gallons 
of  asphalt  for  patching  and  at  the  same  time  heats  10  to  12 
paving  tools.  Tool  heating  compartment  is  insulated  and 
heavily  reinforced.  Equipment  mounted  on  semi-elliptic 
springs,  Alemite  fitted,  and  wheels  are  mounted  on  cage  type 
roller  bearings.  Heat  is  provided  by  two  No.  13KS  AEROIL 
removable  seamless  steel  coil  burners  with  20  gallon  heavy 
duty,  all  welded  steel  fuel  tank.  Steel  and  hard  rubber  tires 
only. 

This  outfit  is  ideal  for  small  repair  crews,  and  also  for 
smaller  townships,  parks,  cemeteries,  etc.,  where  larger  and 
more  numerous  pieces  of  equipment  would  not  be  practical. 
Trails  easily  behind  a  light  service  truck. 


- Ask  for  AEROIL  Leaflet  No.  437 AED - 

AEROIL  POURING  POTS,  BUCKETS,  LADLES 


Carefully  designed  for  particular  types  of  work.  Light,  yet  strong,  all  welded 
construction.  Can  be  "burned  out”  for  cleaning.  Special  pots  for  sheet  pouring 
asphalt,  for  pouring  expansion  joints,  carrying  pots,  for  pouring  pipe  joints,  mop 
buckets,  for  sprinkler  nozzle  coating,  for  sheet  pouring  and  expansion  joint  filling, 
etc.  Ladles  and  dippers  in  sizes  of  2,  4,  6  and  9  quart.  Also  special  pots  for  the 
spreading  of  slag,  sand,  gravel,  etc. 

- Ask  for  AEROIL  Bulletin  No.  1I8AED- - 


29-2-53 
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AEROIL  HAND  AND  POWER  SPRAYS  AND  BARREL  HOISTS 
for  Asphalt  Kettles 


A  spray  attachment  makes  a  small  bituminous  distributor  out  of  any  heating 
kettle  and  makes  it  possible  to  apply  bitumen  under  pressure  for  penetration 
work  on  small  road  or  street  repair  jobs.  By  removing  spray  tip  the  outfit 
can  be  used  for  filling  joints  in  concrete  roads.  Both  the  Power  and  Hand 
Spray  Attachments  are  easy  to  install  and  can  be  quickly  removed.  They  do 
not  interfere  with  the  use  of  the  kettle  for  other  purposes. 

■Rrrrrol  Hnictc:-  Barrel  Hoist,  complete  with  davit,  socket,  chain  block 
DUtlel  and  barrel  spreader  can  be  attached  to  all  standard 

kettles. 


Ask  for  AEROIL  Leaflet  No.  400AED 


AEROIL  SERIES  No.  99  KEROSENE  TORCHES 


No. 

99 

Giant 


No. 


No.  99  Giant.  Flame 
36"x4".  5-gal.  tank. 
Fuel  consumption, 
IV2  gals. 

No.  99  Senior.  Flame 
30"x3"  4-gal.  tank. 
Fuel  consumption, 
1  gal. 


Ask  for  AEROIL  Bulletin  No.  174AED 


FOR  THAWING,  MELTING.  HEATING,  DRYING,  FORGE  WORK 

Each  of  these  low  priced,  light  weight,  handy  torch  outfits 
produce  a  flame  of  2,000°  F.,  varying  in  length  and  diameter 
as  to  the  size  of  the  Torch.  All  tanks  are  made  of  steel,  welded 
throughout  and  tested  to  100  lbs.  pressure.  Outfits  include  13A" 
brass  pump,  60  lb.  pressure  gauge,  oil  resisting  hose  and  AEROIL 
seamless  steel  removable  coil  burner. 

SOME  OF  THE  99  USES 

BURNING  WEEDS  in  roads,  streets,  sidewalks,  gutters,  ditches, 
along  stone  walls,  etc.  THAWING  FROZEN  CULVERTS,  pipes, 
snow  plows,  trucks,  pumps,  switches,  frozen  ground,  etc.  PRE¬ 
HEATING  AND  DRYING  gas  and  Diesel  engines,  concrete 
paving  joints,  concrete  forms,  etc.  MELTING  ICE  AND  SNOW 
on  sidewalks,  manhole  covers,  ladders,  hydrants,  outdoor  equip¬ 
ment,  etc. 

HEATING  AND  MELTING  lead,  sewer  and  water  pipe  compounds, 
asphalt,  tar  and  pitch,  bituminous  paints,  tar  binders,  tree  wax,  etc. 
Forge  work,  to  heat  pipes  and  plates  red  hot  for  bending  or  straighten¬ 
ing.  DISINFECTING  animal  quarters,  poultry  runs,  dog  kennels, 
stables,  barns,  etc.  BURNING  tree  stumps,  splitting  rocks,  charring 
fence  posts  and  scores  of  other  uses. 


AEROIL  LEAD  MELTING  FURNACES 


A  quick,  sure  and  economical  way  of  melting  lead  is  found  in  the  Aeroil  Lead 
Melting  Furnace  equipped  with  Aeroil  Burners,  as  shown  in  illustration.  One 
of  the  outstanding  features  of  this  Portable  Furnace  is  that  the  Burner  may  be 
detached  from  the  Furnace  after  the  lead  is  melted  and  used  for  heating 
joints,  removing  old  lead  from  pipes,  loosening  tight  couplings  and  flanges, 
thawing  out  frozen  ground,  pipes,  etc. 

Every  Furnace  is  supplied  with  a  ladle  and  is  the  ideal  Melting  Furnace  for 
pipe  line  laying  and  repair  work.  Comes  in  three  sizes. 

No.  18W — With  a  capacity  of  200  lbs.  which  melts  200  lbs.  of  lead  in  8  minutes. 

No.  24W — With  a  capacity  of  450  lbs.  which  melts  450  lbs.  of  lead  in  20  minutes. 

No.  30W — With  a  capacity  of  850  lbs.  which  melts  850  lbs.  of  lead  in  35  minutes. 

Same  sizes  also  made  in  stationary  type  on  legs. 

Ask  for  AEROIL  Bulletin  No.  232AED 


AEROIL  CORK  DIPPING  KETTLES 


Easy  to  Move  Along  With  the  Job 

THE  AEROIL  4AS  CORK  DIPPING  KETTLE  is  designed  to 
meet  the  particular  needs  of  Cork  Insulators,  Flooring  Contractors 
and  Waterproofers  for  a  kettle  large  enough  to  dip  a  standard 
36"xl8"  slab,  and  yet  have  a  kettle  easy  to  move  along  as  the  job 
progresses.  In  addition  to  the  dipping  space,  a  screened  com¬ 
partment  10"x24"x9"  is  provided  for  “cold”  materials. 

Model  4AS  With  Detachable  4  Wheel  Truck 

The  4AS  Kettle  is  immediately  detachable  from  the  Truck  or  Carriage  and  can 
operate  as  a  stationary  cork  dipping  kettle  on  legs,  where  necessary.  A  one  piece 
cover  is  provided  over  the  entire  kettle  and  the  inside  lining  is  removable  for 
cleaning.  The  division  between  the  dipping  compartment  and  the  space  for  “cold” 
materials  is  provided  by  the  AEROIL  Patented  Dividing  Screen. 

- Ask  tor  AEROIL  Leaflet  No.  565AED 


AEROIL  HAND  SPRAY  OUTFITS  FOR  CONCRETE  CURING 

Particularly  adapted  to  the  curing  of  concrete  with  light  asphalt  emulsions,  the 
coating  of  white  concrete  surfaces  to  cut  visibility  from  the  air.  the  oiling  of 
concrete  forms,  road  forms,  prime  coating,  the  spraying  of  waterproofing  com¬ 
pounds,  cold  water  paints,  weed  killers,  etc.  They  can  also  be  used  for  spraying 
of  all  volatile  liquids.  To  spray  water,  kerosene,  gasoline,  insecticides,  dis¬ 
infectants,  paint  stripping  compounds,  solvents,  cleaners,  degreasers,  etc. 

Ask  for  AEROIL  Leaflet  No.  55 9AED 
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AEROIL  "Smokeless"  Oil  Burning  Salamanders 


Can  Be  Used  With 
or  Without  Flue 


Heavy  Duty  Outfits 


Temporary  heat  for  winter  construction  jobs.  No  smoke,  no  sparks,  no 
fumes,  no  dirt.  Produce  more  heat  than  four  coke  burning  salamanders.  Red- 
hot  dry  fire  in  less  than  five  minutes  after  lighting.  Made  in  various  sizes. 
The  single,  the  double  fuel  tank  combinations  can  be  used  with  or  without 
standard  6"  stovepipe  flue  connection. 


No.  77  SMOKELESS  SALAMANDER.  No.  77  Smokeless  Salamander 

The  Aeroil  No.  77  Smokeless  Salaman¬ 
der  is  ideal  for  heating  buildings  in 
course  of  construction  and  all  places 
where  quick,  clean,  odorless  heat  is  re¬ 
quired.  Produces  a  red-hot,  dry  fire  in 
less  than  five  minutes  after  lighting. 

Low  fuel  consumption — burns  only  1  to 
1%  gallons  per  hour  average.  Made  in 
one  size  only — equipped  with  the  fa. 
mous  No.  99  Aeroil  Burner  which  is  de¬ 
tachable  for  use  as  a  separate  heating 
and  thawing  torch. 


Kerosene  burners  used  in  Heavy  Duty  Salamanders  are  the  famous  AEROIL  upright  units,  and  can  be  quickly 
removed  from  the  Salamanders  for  other  uses  and  for  cleaning.  All  burners  have  removable  coils  and  are  equipped 
with  combination  fuel  valve  and  strainer.  Where  necessary,  two  Salamanders  can  be  operated  with  a  single  fuel 
tank.  AEROIL  Salamanders  are  used  as  portable  heating  units,  to  dry  out  equipment,  to  warm  interior  surfaces 
before  waterproofing  or  paint  coating,  etc. 


Ask  for  AEROIL  Bulletin  No.  2I2AED 


AEROIL  PORTABLE  COIL  WATER  HEATERS 


For  Winter  Construction  Jobs — Hot  Water  Instantly! 


Two  types — Oil  Burning  and  Coke  Burning.  Can  also  be  used  for  heating  or 
drying  compressed  air. 


No.  45NP — Oil-Burning  Coil  Water  Heater  produces  up  to  450  gallons  of  hot  water 
per  hour  at  180°  F.  Over-all  height  55".  Inside  the  fire  pot  are  15  one-inch 
pipe  coils,  a  total  of  60  feet  of  coiled  pipe  in  one  length,  without  joints. 
Equipped  with  a  No.  2A  Aeroil  Swinging  Burner  Outfit. 

No.  46 — Coke-Burning  Coil  Water  Heater  (not  shown)  produces  up  to  200  gallons 
of  hot  water  per  hour  at  180°  F.  Very  low  priced. 

No.  47NP — Oil-Burning  DOUBLE  COIL  Water  Heater  (illustrated)  produces  up  (o 
800  gallons  of  water  per  hour  at  180°  F.  High  speed  and  great  volume  in 
water  heating  is  made  possible  by  the  revolutionary  use  of  a  DOUBLE  COIL 
system,  wherein  over  150  feet  of  steel  pipe,  in  a  series  of  double  coils,  offers 
a  maximum  of  heating  surface  to  the  2000°  heat  delivered  by  the  new  Aeroil 
swinging  burner. 

- Ask  for  AEROIL  Bulletin  No.  210AED- 


AEROIL  KEROSENE  FLAME  CONCRETE  HEATERS 


For  Tilting  and  Non-Tilting  Concrete  Mixers 

Standard  and  Elbow  Type 

Can  be  easily  attached  to  almost  any  drum  type  mixer  on  the  market. 
Produces  hot  concrete  from  70-90°  F.  in  zero  weather,  which  stays  warm 
from  48-56  hours  after  it  has  been  poured,  hardening  and  setting  before 
it  has  a  chance  to  freeze.  The  Aeroil  Concrete  Heater  will  enable  you  to  do 
winter  construction  work  at  the  regular  rate  of  speed.  It  is  much  quicker  than 
heating  the  water  and  the  materials  separately,  as  the  Aeroil  Heater  delivers 
the  necessary  heat  right  into  the  mixer  drum  and  heats  the  whole  mix.  Made 
in  three  sizes.  Heaters  equipped  with  handle  for  use  as  a  thawing  torch. 

Nos.  21  and  24 — For  Concrete  Mixers  of  3  or  5  cubic  feet  capacity. 
Nos.  22  and  25 — For  Concrete  Mixers  of  7,  10  or  14  cubic  feet  capacity. 
Nos.  23  and  26 — For  Concrete  Mixers  of  21  or  28  cubic  feet  capacity. 
No.  26CA — For  Concrete  Mixers  of  21  or  56  cubic  feet  capacity. 


Used  on  old  concrete  mixers  to  dry  and  heat  sand,  gravel  and  slag  for  rush  jobs.  Burners  may  also  be  removed 
for  all  heating,  thawing  and  drying  purposes. 


Ask  for  AEROIL  Bulletin  No.  208AED 


AEROIL  STEAM  THAWER  No.  98 - 

Ideal  for  thawing  culverts,  hydrants,  gas,  fuel  and  water  pipes, 
truck  and  airplane  engines — anywhere  an  open  flame  would  be 
dangerous.  Steam  generator  has  25  gallon  capacity  and  is  tested  at 
125  lbs.  pressure;  equipped  with  safety  valve,  filler  cap-steam  release, 
60  lb.  gauge,  10  feet  of  steam  hose  with  18"  steam  jet.  Steaming  rate 
90  lbs.  per  hour  (10  gallons  of  water).  Steam  at  15  lbs.  pressure  in 
10  minutes.  Heating  unit  is  famous  No.  99  Torch  which  is  quickly 
detachable.  (Special  10  ft.  Culvert  Thawing  Nozzle  optional);  5  gal¬ 
lon  capacity  fuel  tank.  Supplied  complete  on  skids  as  shown. 

Used  to  thaw  out  airplane  engines  under  canvas  hoods.  To  thaw  out  underground  telephone  and  cable 
lines.  To  thaw  piping  and  equipment  in  sheds,  warehouses,  etc.  To  steam  clean  containers. 

- Ask  for  AEROIL  Leaflet  No.  377 AED - 


29-4-53 


134 


CONTRACTORS  SUPPLY  CORP.  OF  NEW  JERSEY 


Huuck  Combination  Asphalt  Tool  and  Cement  Heaters 

Burn  Kerosene  or  Light  Furnace  Oil 

For  heating  tampers,  smoothers,  shovels,  rakes,  etc.  Made  in  3 
styles— to  heat  4  to  16  tools  at  one  time  and  in  five  minutes — either 
with  or  without  Asphalt  Cement  Kettles.  Made  of  12  gauge  steel 
plate;  melting  tank  10  gauge.  Furnished  on  steel,  rubber  tired  or 
pneumatic  tired  wheels  suspended  by  semi-elliptical  springs. 

No.  145ST — Capacity  16  tools,  with  3  burners  with  rack  for  heating 
binder  pails — 20  gal.  fuel  tank  with  hand  pump  and  all  fittings  with 
steel  wheels. 

No.  146RT — Same  as  above  (heater  shown)  with  solid  rubber  tires, 
fenders  and  heat  guards. 

No.  147 PT — Same  as  above  (heater  shown)  with  heat  guards,  fenders 
and  pneumatic  tires. 


Houck  Bottom  Fired  Melting  Kettles 

For  Tar  Asphalt  Pitch  or  Bituminous  Compounds 

Bum  Kerosene  or  Light  Furnace  Oil 


Riveted  or  welded  construction  throughout  with 
melting  tank  of  10  gauge  thickness  steel. 

Kettle  is  efficiently  heated  on  “bottom-fired”  prin¬ 
ciple  with  double  heat  pass.  The  heat  travelling 
the  entire  length  of  the  kettle,  passes  upward  and 
returns  to  a  single  vent  stack  on  top  of  kettle. 

Full  Length  Channel  Iron  Chassis  Frame.  One- 
piece  construction  assures  rugged  support  and  pro¬ 
tection.  Especially  designed  for  hard  usage  and 
high  speed  trailing. 

Hauck  Straight  Flame  Heating  Burner,  improved 
torch  type  noted  for  its  long  service  with  minimum 


maintenance.  Burns  94  (/(  air  and  6%  kerosene. 
Built  on  removable  coil  principle  so  any  part  can 
be  replaced  at  small  expense,  when  after  long  use, 
a  burner  part  needs  to  be  renewed. 

Fuel  Tank  is  constructed  of  heavy  welded  steel, 
tested  at  300  lbs.  hydrostatic  pressure  (more  than 
6  times  the  working  pressure)  and  guaranteed  for 
100  lbs.  working  pressure.  Iron  straps  hold  tank  in 
place  on  frame. 

Wheels  for  pneumatic  tires  are  standard  auto- 
mative  disc  wheels  with  drop  center  rim  and  cast 
alloy  hubs  with  tapered  Timken  roller  bearings  and 
grease  retainers.  Steel  wheels  (non-trailer)  are 
heavy  spoke  type  with  cage  type  roller  bearings. 

Standard  Automobile  Tires  in  sizes  available 
everywhere  are  used  on  Hauck  trailer  kettles.  The 
regular  sizes  furnished  with  55  gallon  and  80  gallon 
kettles  are  6.00  x  16".  The  115  gallon  take  6.50  x 
16".  Any  set  of  automobile  tires  fitting  16"  d'ame- 
ter  wheels  can  be  used. 

Draw-off  cock  1V2".  No  drip  malleable  iron  cock 
can  be  locked  in  place. 


Hand  spraying  attachments  can  be  furnished  for  all  sizes  of  Hauck  Kettles. 


Specifications 


KETTLE  NUMBER 

1 

295 

i 

296 

297 

298 

1  ST  | 

RT 

i  PT 

ST 

RT 

PT 

ST 

RT 

PT 

ST 

RT 

PT 

Capacity — Gallons 

1 

55 

80 

115 

165 

Melting  Tank — Gauge 

10 

10 

10 

10 

Kettle  Shell — Gauge 

12 

12 

12 

12 

Kettle  Length — Overall,  In. 

1 

108 

120 

122 

133 

Kettle  Width — Overall,  In. 

1  40  | 

44 

48  | 

48  | 

52 

1  57 

50 

54 

|  60 

54 

58 

1  64 

Total  Height  above  ground.  Inches 

1 

44 

45 

50 

52 

Fuel  Consumption/Hr.,  Gal. 

1 

2 

2  y2 

3K 

i'A 

Oil  Tank  Capacity — Gal. 

1 

20 

20 

20 

20 

Steel  Wheel  Size 

30"x2 1 2 

" 

30"x2 1 2 

" 

32"x4" 

32"x4" 

Rubber  Tired  Wheel  Size 

1 

28"x3" 

28"x3" 

32"x3H 

" 

32”x3'X2 

// 

Pneumatic  Tired  Wheel  Size 

1 

16x6.00 ! 

1 6x6 . 00 

16x6 . 50 

16x6.50 

Shipping  Weight — Lbs. 

1  840 

920 

|  890 

995 

1080 

|  1050 

1 140 

1215 

1185 

1290 

i  1395 

1  it, 5 

Code  Word 

Yosic 

Yosod 

Yosuf 

Yosyg 

Yosza 

Yotab 

Yotec 

Yothy 

Yotid 

Yotof 

Yotug 

) 

Yotyh 

I 

ST — on  Steel  Wheels.  RT — on  Rubber  Tired  Wheels.  PT — on  Pneumatic  Wheels. 
Leg  Kettles  in  30-115  gallon  capacities  are  also  available. 
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PROOF  BY  THE 

BLOW  TORCH  TEST! 


ASK  US  FOR  A  BLOW 
TORCH  DEMONSTRA¬ 
TION  ON  FlameZel 


Meets  the  fire  resistant  requirements  of 
Federal  Specifications  CCC-D-746.  Manu¬ 
factured  under  Wenzel  Patents  No. 
2286744,  No.  2463983,  No.  2436216  and 
others. 

V, 


J 


Brother,  I  know  .  .  .  I’ve  seen  many  a  construction 
investment  go  up  in  smoke  because  of  tarpaulins  spread¬ 
ing  fire.  Sparks  from  a  welding  torch,  a  salamander  set  too 
close  to  a  canvas  windbreak,  cigarette  butts,  etc.,  were 
the  initial  cause,  but  it  was  the  inflammable  tarpaulins  that 
spread  the  fire  through  the  entire  job. 

No  need  to  take  this  risk  —  now  you  can  get  real  fire 
insurance  in  flame-resistant  tarps  and  at  practically  the 
same  cost  as  ordinary  tarps.  You  can  prevent  ruinous  fires 
and  costly  delays.  Yes,  with  FlameZel  Tarpaulins  you  can 
leave  the  job  knowing  that  your  tarps  won’t  kindle  costly 
fires. 

sir 

j  !  Section  showing 
j  i  Rope  Bound 
:  j  Edges. 

Construction 
Patent  No. 

2562005. 

New  this  season,  all  FlameZel  Tarps  are  equipped  with 
heavy  duty  rope  bound  in  edges  all  around.  Prevents  rips 
and  tears  from  starting;  grommets  won’t  pull  out. 

The  greatest  protection  and  longest  life,  yet 
priced  in  the  range  of  ordinary  tarpaulins. 


EXTRA  STRENGTH  AT 
NO  EXTRA  COST! 


FlameZel  Tarpaulins 

Fire,  Water  &  Mildew  Resistant 

Individually  Packaged  for  convenience  and  instant 
identification. 

Serially  Numbered  on  permanent  metal  tags  to  stop 
theft  .  .  .  save  you  money. 

STANDARD  SIZES  IN  STOCK 
AT  ALL  TIMES  FOR...  IM 


EDIATE  DELIVERY 

363-1-53 
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,1 

RainZel 

Treated  by  WenZel 
Water  &  Mildew  Resistant 

TARPAULINS 


Damages  to  equipment  and  building  materials 
along  with  waste  of  labor  time  can  mean  the  dif¬ 
ference  between  profit  and  loss.  Profits  quickly 
slide  to  the  other  side  of  the  ledger  if  your  invest¬ 
ment  is  not  safe  from  weather  hazards.  RainZel 
Tarpaulins  and  Windbreaks  offer  you  the  finest 
weather  protection  available.  And,  this  year  you 
get  .  .  . 


NEW  RainZel  FEATURES  AT  NO  EXTRA  COST 


Yes,  now  more  than  ever,  your  best  protection 
against  weather  hazards  is  RainZel  Tarpaulins. 
RainZel  Water-resistant  Tarpaulins  and  Wind¬ 
breaks  are  the  answer  because  they  represent 
quality  at  its  best.  Ruggedly  constructed  and 
built  to  stand  the  gaff,  RainZel  Tarps  will  give 
lasting  service  and  protection  against  the 
weather  at  low  cost. 


ROPE  IN  HEM 
GIVES  EXTRA 
STRENGTH 


Section  sh' 
Rope  Bound 
Edges. 
Construction 
Patent  No. 
2562005. 


All  RainZel  Tarpaulins  are  equipped  with 
heavy  duty  rope  bound  in  edges  all  around. 
Prevents  rips  and  tears  from  starting;  grom¬ 
mets  won’t  pull  out. 


RainZel  Tarpaulins 

Water  &  Mildew  Resistant 

STANDARD  SIZES  IN  STOCK 
AT  ALL  TIMES  FOR 


IDENTIFICATION  TAGS 
STOP  THEFT 

RainZel  Tarpaulins  now  have  permanent 
nameplates  serially  numbered  at  the  factory. 
This  enables  you  to  keep  a  record  of  your 
tarps  on  each  job;  minimizes  the  theft  nui¬ 
sance  and  saves  you  money. 

INDIVIDUALLY  PACKAGED 
FOR  YOUR  COVENIENCE 


IMMEDIATE 

DELIVERY 


RainZel  Tarpaulins  are  individually  pack¬ 
aged  at  the  factory  with  the  over-all  design 
of  the  famous  RainZel  trade  mark.  It’s  your 
protection  of  quality,  plus  ease  in  handling 
and  instant  identification. 


363-2-53 
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Scheii  HY*L0  Oil  Burning  Snlnmnnder 

"The  Salamander  with  the  patented  return  pipe" 

70,000  to  140,000  B.T.U.'s  per  hour  on  V2  to  1  gallon  of  fuel  oil 


Height 

62%" 


Shipping 
Weight 
28%  lbs. 


Extra  large 
radiating 
surface 
permits 
tremendous 
heat  output. 


CAPACITY 
10  gallons 


The  patented 
return  gas  pipe, 
the  secret  of 
its  amazing 
performance. 


Exceptionally  CLEAN  BURNING 

An  amazingly  efficient  heater  that  burns 
exceptionally  clean,  producing  a  large  volume 
of  Radiant  Heat  from  the  extra  large  heat- 
radiating  surface  of  the  stack,  heating  floor 
areas  as  well  as  circulating  convected  heat 
from  the  stack  to  the  surrounding  area.  Be¬ 
cause  it  burns  so  clean,  there  is  virtually  no 
residue  to  contend  with  in  either  stack  or 
bowl,  reducing  service  to  a  minimum.  The 
HY-LO’s  patented  return-stack  principle  al¬ 
lows  this  heater  to  be  highly  satisfactory 
even  for  interior  use.  It  is  the  favorite  of 
the  construction  industries,  also  used  in 
warehouses,  repair  shops,  foundries,  garages, 
nurseries,  etc.  No  pipe  outlet  is  required 
under  most  conditions.  However,  a  pipe  out¬ 
let  is  recommended  for  small  interiors. 


*  Amazingly  SIMPLE  TO  OPERATE 

Lights  with  a  match,  BURNS  FOR  10  TO 
20  HOURS  ON  10  GALLONS  OF  KERO¬ 
SENE  OR  FLTEL  OIL.  No  wicks  or  valves 
to  adjust  or  repair.  Burning  rate,  is  easily 
regulated.  The  shutoff  damper  makes  for 
quick  extinguishing.  Carrying  handles  make 
it  easily  portable,  at  the  same  time  acting  as 
clamps  to  insure  a  tight  cover-to-bowl  fit. 


*  Astonishingly  LOW  IN  PRICE 
SPECIFICATIONS 

Round  seamless  bowl,  24  gauge  iron,  upper 
section  heavy  galvanized  sheet  steel.  Sala¬ 
mander  can  be  assembled  or  dismantled  with¬ 
out  use  of  tools.  Usually  packed  4  heaters  to 
two  separate  cartons.  It  is  suggested  that 
orders  be  in  units  of  4. 


The  most  popular  Salamander  in  use.  No  other  can  approach  it  in  performance 
because  only  the  HY-LO  employs  the  patented  return  gas  pipe 


604-2-52 
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CHINOOK  WIND  PORTABLE  HEATERS 


MODEL  C.W.D.F. 

QUICKER,  CLEANER.  SAFER.  CHINOOK  WIND 
is  smoke-free,  fume-free  (no  carbon  monoxide).  Deluxe 
models  come  with  both  single  and  double  duct  adaptor. 
Heavy,  fire-resistant,  water-proofed  canvas  duct  pin 
points  the  heat,  slips  on  and  off  without  tools.  12" 
diameter,  12'  lengths.  Wt. ,  13  lbs.  per  length. 


and 


Torches 


CHINOOK  WIND  has  revolutionized  the  portable  heat  field. 
LP  Gas  fired,  it  is  HOTTER,  LIGHTER  and  CHEAPER.  Has 
hundreds  of  wintertime  uses  in  contracting  and  building  fields: 
DRYING  concrete,  plaster,  paint,  etc. ;  THAWING  gravel, 
pipes,  machinery,  etc. :  HEATING  shops,  warehouses,  tunnels, 
etc.  Convertible  to  natural  gas  fuel.  Fan  is  convertible  to 
gasoline  engine  where  power  is  not  available. 


THE  DUCT  DOES  THE  JOB  .  .  . 


MODEL  C.W.U. 

3500  CFM.  500.000  BTU 
PORTABLE  —  Bal- 


3IODEL  C.W.D.-Wt.,  170  lbs. 

2280  CFM,  325.000  BTU  thru  one  duct. 
2680  CFM,  375.000  BTU  thru  two  ducts. 
Dimensions,  2'x3'x4'  +  duct  adaptor. 


ALL-PURPOSE  TORCHES 


MODEL  W.B.T.  and 
W.B.C. 

This  versatile  CHINOOK 
WIND  Torch  furnishes 
precision -controlled  heat 
from  750,000  BTU’s  down 
to  50,000  BTU’s.  For  pre¬ 
heating,  thawing,  burning, 
melting,  etc.  Torch  and 
Cart  weigh  only  33  lbs. 
LP  bottle  gas  fired. 


Asphalt  kettles  can  be  fired 
cheaper  and  more  efficiently 
with  CHINOOK  WIND 
TORCH.  Steady,  controlled 
LP  Gas  heat.  Little  or  no 
modification  required  to  in¬ 
stall  CHINOOK  WIND 
TORCH. 


Heats  concrete  or  aggregate 
quickly.  Time  saver,  labor 
saver,  money  saver.  Stand¬ 
ard  hose  length  6',  any  length 
to  order.  Cart  welded  into 
single  sturdy  unit. 


anced  on  rubber-tired 
wheels,  CHINOOK 
WIND  handles  effort¬ 
lessly.  Weighs  only 
170  lbs.,  loads  onto 
truck  or  plane  without 
strain.  No  knock-down 
or  assembling,  ready 
to  operate  wherever  it 
stops. 


LITTLE  CHINOOK  WIND 


MODEL  L.C. 


LIGHT  WEIGHT  (35  lbs.)  gives  GIANT  PER¬ 
FORMANCE.  100.000  BTU’s.  Torch  is  removable 
when  direct  flame  is  needed.  Fan  delivers  600  CFM. 
Dimensions :  18"x23"xll".  Excellent  for  warming 

box  cars,  construction  shacks  and  tents,  drying, 
thawing,  etc.  Operates  from  any  Standard  LP  Gas 
bottle. 


ALL  RATINGS  ESTABLISHED  BY  LEADING  RESEARCH 
Complete  information  on  request.  Patents 


LABORATORY 

Pending. 


1099-1-53 
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sonic- R«y 

:  HEATER 
MODEL  F 


The  Portable 


SONIC-RAY  Heater 


Wherever  Heat  Is  Needed 


•  Clean 

•  Fast 

•  Safe 


•  Low-Cost 

•  Dependable 

•  Convenient 


Here’s  the  ideal,  low-cost,  temporary  portable 
space  heater,  combining  the  best  features  of  the 
larger,  more  expensive  heaters  with  the  low  price 
of  the  familiar  old  salamander.  The  SONIC-RAY 
Heater  is  unvented  and  operates  on  L.P.  gas  (85,000 
b.t.u.’s  per  hour  and  up).  Made  of  sturdy,  heavy- 
gauge  steel,  weighs  only  31  pounds  .  .  .  can  be 
taken  anywhere — gives  you  instantaneous  heat 
wherever  you  need  it,  whenever  you  want  it. 

The  SONIC-RAY  has  hundreds  of  uses  •  for  tem¬ 
porary  heat  in  commercial  and  residential  construc¬ 
tion  •  lathing  and  plastering  •  painting  •  plumbing 
•  electrical  work  •  masonry  •  scaffolding  •  furnace 


installation  •  linoleum,  ceramic  and  wall  tile  work 

•  heating  forms  for  concrete  •  defrosting  brick 
and  sand  •  industrial  space  heating  in  open  or 
partly-open  buildings  •  foundries  •  steel  mills 

•  saw  mills  •  warehouses  •  loading  platforms 

•  airports  •  cement  plants  •  trucks  •  freight 
cars  •  farm  outbuildings  •  orchard  and  nursery 
frost  protection  •  road  building  •  bridge  and  culvert 
work,  and  many  other  applications. 

Check  the  many  helpful  features  of  the  SONIC- 
RAY,  and  you  will  agree  the  SONIC-RAY  Heater 
is  the  ONLY  answer  to  your  need  for  low-cost, 
temporary  space  heating: 


•  CLEAN — No  smoke,  grease,  soot  or  fumes. 

•  FAST — Instant  heat — no  waiting,  no  de¬ 
lays. 

•  LABOR-SAVING— Cuts  overhead  ex¬ 
pense. 


•  SAFE — Eliminates  fire  and  refueling 
hazards. 

•  LOW-COST — Low  initial  cost,  no  main¬ 
tenance — average  operating  cost  11c  to 
17c  per  hour. 


•  BUILT  FOR  ROUGH  USAGE— Made  of  heavy-gauge 
steel,  spot  welded,  for  long,  trouble-free  operation. 


MODEL  D 

Includes  Heater,  7-Ft.  Hose,  Hand 
Control,  Regulator. 

Longer-length  hoses  available 


MODEL  F 

Includes  Heater,  7-Ft.  Hose,  Auto¬ 
matic  100%  Shut-Off  Control,  Pilot 
Light,  Thermocouple,  Regulator. 

Longer-length  hoses  available 


Prices  On  Request.  Other  Models  Available. 


1096-1-53 
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McCULLOCH  CHAIN  SAWS 

McCulloch  portable  power  chain  saws  possess  every  feature  to  make  fast  and  easy 
operations  out  of  timber  felling,  bucking,  ripping,  limbing,  and  angle  cutting.  This  is  the 
finest  tool  of  its  type  for  high  speed  economical  land  clearing,  as  well  as  for  forestry  and 
timber  work  in  all  of  their  respective  industries.  For  detailed  information  on  any  of  the  saws 
listed  here,  write  for  McCulloch  Motors  catalog  No.  701. 

MODEL  7-55  CHAIN  SAW 


SPECIFICATIONS 

Engine:  Single-cylinder,  air-cooled,  7  horse¬ 
power,  two-cycle  McCulloch  special  engine. 
High-pressure  die-cast  construction.  Easy 
starting  with  kickproof  recoil  starter. 
Operates  in  any  position.  Magneto  sup¬ 
plies  superhot  starting  spark.  Anti-fric¬ 
tion  bearings  throughout.  Complete  20" 
saw,  weighs  LESS  THAN  55  LBS. 

Transmission:  High-strength  Zerol  gears  of 
tough  alloy  steel.  With  a  five  to  one  gear 
ratio. 

Clutch:  Self-energizing,  fully  automatic 
clutch.  Positive  release  point  stops  motion 
of  chain  when  engine  is  idling.  Overload 
protection  prevents  damage  in  case  of  acci¬ 
dental  chain  stoppage. 

360°  Swivel:  Blade  can  be  quickly  set  and 
locked  at  any  angle  for  greatest  conven¬ 
ience  and  speed  in  felling,  undercutting, 
bucking,  or  ripping  logs. 

Blade:  Accurately  ground  Simonds  heat- 
treated  steel  blade.  Lengths  up  to  5  ft. 

Chains:  Special  fast-cutting  chains  avail¬ 
able,  for  cutting  through  timber  bind, 
roots,  very  hard  and  frozen  woods,  etc., 
and  either  crosscut  or  rip. 


Capacity 

Price 

20"  chain  saw .  . 

_ _ $450.00 

30"  chain  saw  _ _ _ 

. . . .  460.00 

40"  chain  saw . . . 

. . .  470.00 

50"  chain  saw  . 

_ _  480.00 

60"  chain  saw  . 

490.00 

20"  bow  saw _ 

_  490.00 

F.O.ti.  Los  Angeles 


SPECIFICATIONS 

Engine:  Single-cylinder,  2-cycle,  air  cooled; 
3  h.p.  at  4,500  r.p.m.  Anti-friction  bear¬ 
ings  throughout  assure  high  resistance  to 
wear.  All  castings  with  exception  of  the 
cylinder  are  cast  magnesium  for  minimum 
weight. 

Cylinder:  Die-cast  aluminum  with  cast-iron 
liner  for  long  life. 

Transmission:  3  matched  spur  gears  provide 

reduction  ratio  of  2.69:1  to  chain  sprocket. 

Clutch:  Fully  automatic,  centrifugal  type 
disengages  chain  when  engine  is  idling. 

Blade:  Heat-treated  and  case  hardened  Si¬ 
monds  steel,  hard  chrome  finished,  for  long 
wear. 

Chain  Oiler:  Manually  operated,  direct  from 
built-in  reservoir  to  blade  track;  no  ex¬ 
ternal  oil  lines. 

Chains:  Optional  types  available  for  hard 
and  soft  woods. 

Weight:  Complete  18"  saw,  weighs  LESS 
THAN  25  LBS. 


Capacity  Price 

14"  chain  saw . . .$285.00 

18"  chain  saw . . . . . .  295.00 

24"  chain  saw . . 305.00 

30"  chain  saw _ 315.00 

36"  chain  saw _ 325.00 

15"  bow  saw . . 335.00 


F.O.lt.  Los  Angeles 


981-1-53 


MODEL  3-25  CHAIN  SAW 


Englewood,  New  Jersey  —  Call  Englewood  4-0600 


141 


McCulloch  portable  pumps 


7  F.P. 


The  Fire  Pump  or  7  F.  P.  is  a  high  pressure 
type  designed  especially  for  Are  fighting  pur¬ 
poses.  It  is  identical  in  construction  to  the 
High  Capacity  pump,  except  for  the  pump 
assembly  internal  parts. 

The  7  F.  P.  is  equipped  with  a  higher 
pressure  impeller  than  the  High  Capacity 
pump.  The  pumping  unit  is  a  self-priming 
type  with  a  cast  impeller  and  replaceable 
wear  plates.  The  engine  for  both  models  is 
a  McCulloch  model  7-55  two  cycle  unit  rated 
at  seven  horsepower.  For  further  informa¬ 
tion.  write  McCulloch  Motors  for  Bulletin  No. 
400A. 


7  H.C. 


McCulloch  portable  pumps  are  the  lightest  for  their  volume  and  pressure 
now  on  the  market.  These  pumps  are  of  the  self-priming  centrifugal 
design.  The  capacity  rating  for  the  7  H.  C.  pump  is  18,000  gallons  per 
hour  with  10  feet  lift.  It  is  a  high  capacity  pump  at  60  P.  S.  I. 

These  figures  are  for  performance  at  sea  level  with  a  decrease  of  1.3  feet 
suction  lift  for  each  1000  feet  elevation  above  sea  level. 

The  7  H.  C.  is  equipped  with  a  closed  type  impeller  approximately  five 
inches  in  diameter.  The  impeller  has  large  non-clogging  passages.  The 
engine  is  prevented  from  overspeeding  and  full  throttle  may  be  applied 
only  when  the  pump  is  loaded.  The  governor  maintains  the  unloaded 
pump  speed  at  value  for  priming  and  after  the  pump  has  primed,  the 
governor  automatically  opens  the  throttle  to  pre-selected  power  setting. 


i'UBFOEMl  NCE  TABLK 


Model 

7  H.  C 

High 

Capacity 

I*  am]) 

Discharge  Pressure,  P.S.I. . . 

.  10 

20 

30 

40 

50 

60 

70 

Discharge  Head  in  Feet . 

.  23 

46 

69 

92 

115 

138 

162 

Gallons  (4.5)  Per  Minute . 

.  300 

250 

230 

160 

135 

90 

50 

PERFORMANCE 

TABLE 

Model 

7  F 

.  P. 

Fire 

Pump 

Discharge  Pressure,  P.S.I. 

....  10 

20 

30 

40 

50 

60 

70  80  90 

100 

Discharge  Head  in  Feet . 

....  23 

46 

69 

92 

115 

138 

161  184  207 

231 

Gallons  (4.5)  Per  Minute.  .. 

....  250 

240 

210 

175 

145 

115 

90  65  45 

20 

McCULLOGH 


EARTH  DRILL 


McCulloch  5  H.P.  and  7  H.P.  gasoline 
engines  are  the  same  engines  that 
power  the  McCulloch  5-49  and  7-55 
chain  saws.  Simple  clamp  permits 
swiveling  auger  and  transmission  to  any 
desired  position  for  angle  drilling  and 
convenience  when  starting.  Heavy-duty 
transmission,  with  60:1  reduction  gears, 
has  hollow  drive  to  allow  use  of  auger 
with  any  desired  shaft  length.  Height 
of  auger  shaft  can  be  adapted  to  suit 
specific  conditions.  Centrifugal  clutch 
automatically  disengages  auger  when 
engine  is  idling.  Kickproof  automatic; 
rewind  starter.  Durable  steel  auger 
has  replaceable  lead  screw  and  cutter. 


Capacity 

5  H.P. 

7  H.P. 

6"  Earth 

Drill 

$400 

$455 

9"  Earth 

Drill 

$405 

$460 

12"  Earth 

Drill 

$410 

$465 

McCulloch  5-49  chain  saw  assembly 
with  a  20"  blade  and  chain—  $120 

Blades  and  chains  in  other  lengths 
available  up  to  60".  All  prices  F.O.B. 
Los  Angeles.  For  further  information, 
write  McCulloch  Motors  for  Bulletin 
No.  500. 


981-2-53 
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GASOLINE  ENGINE  —  ELECTRIC  —  PNEUMATIC 

CHAIN  SAWS 

For  Faster  Cutting  of  Heavy  Timbers  on  All  Construction  lobs 


Mall  Model  2MG  One-Man  Gasoline 
Engine  Chain  Saw 

Most  powerful  and  light  weight  chain  saw  of 
its  size  on  the  market.  One  man  can  cut  tree 
after  tree  without  tiring.  Features  a  high  com¬ 
pression  5  hp.  engine  with  dust  and  rain  proof 
magneto,  easy  one-hand  rewind  starter.  Automatic 
chain,  sprocket  and  guideplate  oiler;  automatic 
clutch  that  requires  no  controls;  new  fingertip 
throttle  control  and  fingertip  indexing  lever  to 
swivel  cutting  bar  360  degrees.  Chrome  plated 
chain;  interchangeable  cutting  bars  from  18  to 
54  inches.  Completely  die  cast  aluminum  and 
magnesium  alloy  construction  reduces  weight,  adds 
strength.  Sparkling  chrome  plated  fittings.  Every¬ 
thing  about  this  streamlined  saw  spells  moderniza¬ 
tion,  good  looks  and  power.  The  18-inch  model  has 
a  sensational  weight  of  only  29  pounds. 


Model  2E  Electric  Chain  Saw 

A  lightweight  chain  saw  for  one  man  operation.  Power¬ 
ful.  ball-bearing  mounted  motor.  1%  h.p.  universal  electric 
for  use  on  AC  or  DC  current.  Can  be  supplied  for  115- 
volt,  230-volt  or  180  cycle  3  phase  current.  18  and  24-inch 
capacities.  Saw  weighs  26  pounds. 


Mall  Pneumatic  Chain  Saw 


Designed  for  use  on  any  cutting  job  where  air  com¬ 
pressors  are  available.  Powerful  rotary  type  air  motor. 
Available  in  cutting  capacities  of  24",  36"  and  48".  Can  be 
equipped  for  underwater  work.  Net  weight,  24"  model, 
50  pounds. 


Model  11  One  or  Two-Man  Gasoline 
Engine  Chain  Saw 

Built  for  use  by  one  man  or  two.  use  on  timber  up  to 
5-foot  in  diameter.  Chain  and  guide  plate  swivel  in  360 
degrees  and  can  be  secured  at  any  angle  for  any  type  of 
cutting.  Equipped  with  a  quick  starting  rewind  starter. 
Available  in  18  to  84-inch  capacities. 


Mall  Model  8  Gasoline  Engine 
Chain  Saw 

King  of  all  Mall  Chain  Saws — heavy-duty  one-  or  two- 
man  saw  to  take  on  the  biggest  timber.  Has  all  the 
fine  Mall  features  as  automatic  chain  oiler,  stall-proof 
clutch,  lightweight  design,  handlebar  thumb  throttle,  360 
degree  indexing.  Interchangeable  cutting  bars  from  18 
to  144  inches. 


Model  11  El 8  Electric  Hand  Chain 
Saw 

Here  is  a  chain  saw  that  will  operate  from  ordinary 
AC-DC.  house  current  or  a  1200-watt  generator.  Weighs 
a  mere  19  pounds.  Cuts  timber  up  to  18  inches  in  one 
cut — ideal  for  building  timbers  as  well  as  trees.  Light 
weight  coupled  with  balanced  design  and  sure-grip  handles 
makes  it  practical  for  limbing  and  pruning  operations. 


Chain  Saw  Sharpeners  Also  Available 
Specifications  Subject  to  Change  Without  Notice 


38-1-53 
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MODEL  AHW 


MODEL  CW 


cw 

AHW 

AH 

BHW 

BH 


100 

350 

350 

650 

650 


250 

875 

875 

1625 

1625 


95 

270 

240 

385 

345 


Cubic  Feet  Air 

Nozzle  Orifice  Per  Minute  Minimum  Size 

No.  Size  90-lb.  Pressure  Compressor 


CN-6 

3  " 

32 

13 

3 

h.p. 

CN-7 

A” 

17 

5 

h.p. 

CN-8 

Vs” 

24 

7 %  h.p. 

ABN-3 

3  " 

TS 

53 

60 

cu.  ft. 

ABN-4 

y4" 

94 

105 

cu.  ft. 

ABN-5 

5  " 

To 

146 

210 

cu.  ft. 

ABN-6 

%" 

211 

315 

cu.  ft. 

SANSTORM  MACHINE  DATA 


Models 


Sand 

Capacity 

Pounds 


Steel  Grit 
Capacity 
Pounds 


Net 

Weight 

Pounds 


Diameter 

Inches 


Height 
Over  All 
Inches 


SANSTORM 

SANDBLASTING  MACHINES 


MODEL  BHW 


NOTE:  The  maximum  size  of  blasting 
nozzle  usable  for  blast  cleaning  op¬ 
erations  is  determined  by  size  of  air 
compressor  available,  as  reflected  in 
the  above  table.  The  CN  nozzles  are 
for  the  Model  “CW”  machines  only, 
while  the  ABN  nozzles  are  for  Models 
“AH”,  “BH”,  “AHW”  and  “BHW” 
only. 


SANSTORM  Sandblasting  Machines  are  designed  for  any  blast  cleaning 
operation  required  to  completely  clean  rust,  scale,  corrosion,  old  paint, 
etc.  from  steel  fabrications,  bridges,  structures,  construction  equipment, 
trucks,  buses,  autos,  castings,  forgings,  heat  treated  articles,  materials 
to  be  metallized  and  many  other  objects — assuring  a  perfect  bond  for 
paint  or  coating  of  any  type.  Also,  to  etch,  carve  or  frost  glass,  mirrors, 
ceramics,  plastics  and  monumental  stone. 


The  SANSTORM  has  the  most  simple  and  rugged  construction  of  any 
blast  cleaning  equipment.  Its  unique  design  and  ease  of  operation  are  the 
secrets  to  Sanstorm’s  efficiency  and  economy.  Only  the  best  of  mate¬ 
rials  and  workmanship  are  incorporated  into  the  machine  to  assure  its 
long-life  and  trouble-free  operation. 


The  SANSTORM  will  not  stop  or  plug,  when  using  any  type  abrasive, 
because  the  abrasive  does  not  fall  into  the  air  stream,  but  is  picked  up 
by  it  and  forcibly  discharged  out  the  blasting  nozzle.  This  fact  provides 
a  definite  abrasive  control,  constant  abrasive  discharge  and  results  in  a 
powerful  blast  cleaning  action. 


SANSTORM  Stationary  Models  “AH”  and 
“BH”  are  also  available,  in  addition  to  the 
portable  models  shown — data  given  in  table 
below.  For  further  details  on  Sanstorm  Ma¬ 
chines,  consult  Sanstorm’s  “AB”  and  “CW” 
bulletins.  Refer  to  Sanstorm  “WET-JET” 
bulletin  for  unit  used  to  clean  buildings,  con¬ 
crete  structures,  etc.  where  dustless,  blast 
cleaning  operations  must  be  used. 


SANSTORM  NOZZLE  SIZES 


s^i-i-5:: 
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Your  FIRST  LINE  oi  Fire 


Protection 


always  begins  with 


Since  1916,  when  it  was  incorporated 
under  the  laws  of  the  State  of  Ohio, 
The  Fyr-Fyter  Company  has  devoted 
itself  exclusively  to  the  manufacture, 
improvement  and  better  engineering 
of  specialized  fire  extinguishers — your 
assurance  of  always  obtaining  the 
ultimate  in  modern  fire  protection. 


A  Complete  Range  of 
DRY  CHEMICAL 
Fire  Extinguishers 

Flammable  liquid  and  elec¬ 
trical  fires  are  checked  in 
seconds  with  Fyr-Fyter’s  ul¬ 
tra-efficient  Dry  Chemical 
models  .  .  .  effective  on  burn¬ 
ing  gasoline,  petroleum  prod¬ 
ucts,  paint,  alcohol,  bottled 
and  natural  gases,  etc.  The 
fine,  moisture-repellent,  anti¬ 
freeze  powder  in  these  mod¬ 
els  runs  free  as  water. 


Highest  Quality 
C02  Models 

Extremely  effective  on 
flies  around  machinery,  elec¬ 
trical  panels,  food  and  simi¬ 
lar  applications.  The  C02 
gas  stored  in  these  Fyr- 
F  y  t  e  r  safety-tested  extin¬ 
guishers  will  not  conduct 
electricity;  hence,  there  is  no 
danger  of  electrical  shock. 
Sizes  from  2*4  lbs.  to  100  lbs. 
are  available.  Recharge 
necessary  only  after  use. 


Only  Fyr-Fyter  Has 
INSTANTS 


These  multi-use  extin¬ 
guishers  kill  fires  faster  in 
wood,  paper,  textiles,  rubber, 
tar,  grease,  paint  and  spill 
fires  of  gasoline  and  other 
flammable  liquids.  The  Karb- 
aloy  chemical  in  these  mod¬ 
els  has  an  amazing  double- 
stop  action.  As  it  extin¬ 
guishes,  it  fireproofs.  Karb- 
aloy-extinguished  fires  don’t 
flash  back  or  rekindle.  Ap¬ 
proved  by  leading  authori¬ 
ties. 


. .  Soda-Acid  &  Foam  Models  .  . 


Excellent  protec¬ 
tion  against  all 
types  of  Class  A 
fire :  paper,  cloth, 
wood,  trash,  etc. 
For:  Schools, 
churches,  hospi¬ 
tals,  theaters,  of¬ 
fices,  heated  ware- 
houses,  etc. 
Rugged  stainless 
steel  construction 
assures  long,  effi¬ 
cient  service. 


DAYTON 

Vaporizing 

Liquid 

Fully  approved  by 
Underwriters’  Lab¬ 
oratories,  these 
heavy-duty  Vapor¬ 
izing  Liquid  models 
are  recommended 
both  for  burning 
liquid  and  electrical 
fires  ...  in  1- quart 
and  114 -quart  sizes. 
Wall-type  or  vehicle- 
type  brackets  avail¬ 
able. 


Another  Fyr- 
Fyter  stainless 
steel  model  .  .  . 
for  smothering 
burning  liquid 
fires  .  .  .  loaded 
with  quality  ex¬ 
tras!  Fyr-Fyter 
Foam  quickly 
spreads  protec¬ 
tive  blanket  of 
foam  over  the 
surfaces  of  the 
burning  liquids, 
cutting  off  oxy¬ 
gen. 
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ARMSTRONG 


WRENCHES 


Structural  Box  Pattern 

Double  Hexagon  (12  Point)  Opening 
Alloy  Steel 


- 

Nominal 

Nominal 

No. 

Opening 

No. 

Opening 

8905-A 

13" 

1  6 

8910 

1%" 

8905 

7/  " 
78 

8910-A 

lfe" 

8906 

1_§" 

1  6 

8911 

III" 

8906-B 

1" 

8911-A 

1%" 

8907 

1A" 

8912 

2" 

8907-A 

iy8" 

8913 

0  3" 
"16 

8908 

1U" 

8914 

2%  " 

8908-A 

1A" 

8915 

0  9" 
Z16 

8909 

1A" 

8916 

2%  " 

8909-A 

iy2" 

Structural  Pattern 

Straight  Opening 


Combination  Pattern 


Nominal 

Nominal 

No. 

Openings 

No. 

Openings 

1161 

A"  and 

7  " 

1  6 

1167 

Vs"  and  %" 

1162 

%"  and 

1/  " 

72 

1168 

tf"  and 

1163 

A"  and 

9  " 

1  6 

1170 

1"  and  1" 

1163-A 

P"  adn 

19  " 

32 

1171 

1A"  and  1A" 

1164 

%"  and 

%" 

1172 

iy8"  and  1  % " 

1165 

H"  and 

«" 

1173 

1 V4  "  and  1  Vi " 

1166 

%  "  and 

%" 

1174 

1A"  and  1A" 

1166- A 

H"  and 

25" 

32 

1175 

1%"  and  1  % 

1167-A 

A"  and 

13" 

16 

1176 

1A"  and  1A" 

Engineers'  Wrench  Sets 

15°  Angle,  Double  Head 


Nominal 

Nominal 

No. 

Opening 

No. 

Opening 

901-A 

Tg" 

906-B 

1" 

901 

V2  " 

907 

1A" 

901-B 

9  " 

1  6 

907-A 

iy8" 

902 

19" 

32 

908 

1%" 

903-A 

%" 

908-A 

1  _5_" 
-MG 

903 

11" 

16 

909 

17" 

-M  e 

904-A 

%" 

♦  909-A 

iy2" 

904 

25" 

32 

910 

1%" 

905-A 

13" 

1  6 

910-A 

1U" 

905 

Vs" 

911 

ifi" 

906 

3  1" 

32 

911-A 

i%" 

912 

2" 

Set  No.  9-38R 


Nine  Wrenches  with  openings  %"  to  1%". 


to. 

Openings 

Length 

723 

and 

7  " 

1  6 

5" 

25 

y2" 

and 

19" 

32 

6  y4" 

727 

9  " 
16 

and 

%" 

6%" 

29 

A" 

and 

25" 

32 

8%" 

731-A 

%" 

and 

Vs" 

9y4" 

33-C 

15" 

1  6 

and 

1" 

9  Vs" 

37 

1A" 

and 

1%" 

121/4" 

37-A 

iy8" 

and 

1A" 

121/4" 

41 

1A" 

and 

15i/2" 

Construction  Pattern 

15°  Angle 


Nominal 

Nominal 

No. 

Opening 

No. 

Opening 

201 -A 

7  " 

1  6 

206-B 

1" 

201 

l/2" 

207 

1A" 

201-B 

9  " 

1  6 

207-A 

li/s" 

202 

1  9" 

3  2 

208 

1  y " 

203-A 

%" 

208-A 

1  5  " 
-i-M? 

203 

11" 

1  6 

209 

17" 

-*■16 

204-A 

%" 

209-A 

iy2" 

204 

2  5" 

3  2 

210 

1%" 

205-A 

J  3" 

I  6 

2 10- A 

i»r 

205 

Vs" 

211 

1  13" 

1  U 

206 

21 1-A 

l7/s" 

212 

2" 

Selected  Grade  Alloy  Steel 


Set  No.  9A-38R 


No. 

Openings 

Length 

1723 

%" 

and 

4c" 

TS 

4%" 

1025 

%" 

and 

19" 

32 

6y8" 

1727 

A" 

and 

%" 

6%" 

1029 

A" 

and 

2  5" 

3^2 

8i/2" 

1731-A 

%" 

and 

Vs" 

914" 

1033-C 

1  5  " 

i  u 

and 

1" 

10%'' 

1037 

1A" 

and 

1* 14" 

12%  " 

1037-A 

1  %  " 

and 

1A" 

21  %" 

1041 

1A" 

and 

1%" 

15%'' 
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S.  A.  E.  Castellated  Hexagon  Nuts 


Semi  finished.  Tapped  S.  A. 
E.  thread.  In  bulk. 


Bolt  Dia., 

Per 

Weight, 

Bolt  Dia., 

Per 

Weight, 

Inches 

100 

100,  lbs. 

Inches 

100 

100,  lbs. 

% 

.75 

% 

7.11 

5/ir 

1.1 

% 

% 

10.6 

% 

1.52 

17.1 

1Le 

2.11 

1 

25.3 

Vi 

3.83 

Thumb  Nuts 


Threaded  Hexagon  Nuts 

Heavy 

Hot  pressed.  U.  S.  Stand¬ 
ard  threads.  Single  Cham¬ 
fer. 


Bolt  Dia., 

Per  Weight, 

Bolt  Dia., 

Per 

Weight. 

Inches 

100  100,  lbs. 

Inches 

100 

100,  lbs. 

% 

1.2 

1 

42.3 

%6 

.  2.02 

1% 

58.5 

% 

.  3.2 

IV 

81.2 

Vw 

.  4.7 

1% 

105.3 

1/, 

6  7 

l  U, 

136.5 

% 

% 

.  11.9 

.  19.2 

1% 

1% 

171. 

212. 

7/s 

.  29.2 

2 

308.5 

Threaded  Square  Nuts 

Heavy 

Hot  pressed.  U.  S.  Standard 
threads.  Single  Chamfer. 


Bolt  Dia., 
Inches 

Per 

100 

Weight, 
100,  lbs. 

% 

1.43 

5/l0 

% 

2.42 

3.84 

7/l6 

% 

% 

5.7 

7.98 

14.4 

% 

23.1 

7' 

78 

35.4 

Bolt  Dia., 

Per  Weight 

Inches 

100  100,  ibs 

1 

.  51.4 

1  % 

.  71.6 

1% 

.  99.7 

1% 

.  131.3 

iy. 

.  167.5 

i% 

.  210. 

i% 

.  259. 

2 

.  381. 

We  are  in  position  to  supply 
many  items  not  shown  in  this 
catalogue  and  shall  be  pleased 
to  receive  your  inquiries. 


Machine  Bolts 


American  standard  thread.  With  square  head  and 
square  nut.  Lengths,  1  to  30  inches.  Diameters, 
A  to  2  inches. 

Prices  upon  application. 


Carriage  Bolts 

American  stand¬ 
ard.  With  square 
nut.  Lengths,  % 
to  20  inches.  Di¬ 
ameters,  3jg  to  % 
inch. 

Prices  upon  application. 


Stove  Bolts 


Flat  Head 


Round  Head 

Furnished  in  round  or  flat  head.  Lengths,  %  to  6 
inches.  Diameter,  %  to  %  inch.  Square  nuts  in¬ 
cluded.  Lengths  of  round  head  bolts  are  measured 
from  under  head;  flat  head  are  measured  over  all. 

Prices  upon  application. 


Coach  and  Lag  Screws 


Cut  threads.  Gimlet  point.  Square  head.  Lengths, 
1  to  16  inches.  Diameters,  %  to  1  inch. 

Prices  upon  application. 
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COMMON  WIRE  NAILS 


BLACK  ANNEALED  WIRE 


Gauge 

No. 


1 

2 

5 
4 

6 
0 

7 

8 
8 
10 
11 
12 
u'A 

13 

14 

14H 

15 

16 


ACTUAL  SIZES  OF  WIRES 


o 

o 

o 

o 

o 

o 

o 

o 

o 

o 


o 


o 

o 

o 

o 

o 

o 


E 


3 


a 


Fig.  M-1290 


Size 

Decimal 

Feet  to 
Pound 

.2S30 

4.68 

.2625 

5.44 

.2437 

6.31 

.2253 

7.39 

.2070 

S.75 

.1920 

10.17 

.1770 

11.97 

.1620 

14.29 

.1483 

17.05 

.  1350 

20.57 

.  1205 

25.82 

.1055 

33.69 

.0985 

38.64 

.0915 

44.78 

.0800 

58.38 

.0760 

64.91 

.0720 

72 . 32 

.0625 

95.98 

Wire  Per  100  Pounds 


No.  1 

Base 

No.  10 

2 

$.20 

11 

3 

.10 

12 

4 

.10 

12 1/2 

5 

.10 

13 

6 

Base 

14 

7 

Base 

141/2 

8 

Base 

15 

9 

Base 

16 

60d.— 6  in  x  No.  2. 

This  nail,  as  actually  made,  is  >4  in.  longer  than  shown. 
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reliability 

integrity 


This  seal,  which  identifies  more  than  one 
thousand  leading  distributors  and  manufac¬ 
turers  of  construction  equipment  as  mem¬ 
bers  of  Associated  Equipment  Distributors,  is 
your  finest  assurance  of  reliable  delivery 
and  service  on  the  job. 

Each  of  these  member  companies  has  met  the 
Association's  requirements  for  membership, 
and  regularly  receives  information  which 
aids  that  distributor  to  better  serve  your  in¬ 
dividual  construction  equipment  needs. 


service 


This  catalog  has  been  originated  by  an 
A.E.D.  distributor  member,  who  has  care¬ 
fully  selected  the  products  shown  on  these 
pages.  He  knows  that  each  is  of  such  design 
and  quality  that  he  can  confidently  stand 
behind  it,  and  render  to  you  the  type  of  serv¬ 
ice  which  justifies  his  membership  in  Associ¬ 
ated  Equipment  Distributors. 

Place  your  confidence  in  the  distributor  who 
displays  the  official  A.E.D.  emblem.  His 
membership  in  this  Association  is  evidence 
of  his  reliability,  integrity,  and  ability  to 
serve  your  every  construction  equipment 
need. 


ASSOCIATED 

EQUIPMENT 

DISTRIBUTORS 


Printed  in  U.  S.  A. 


Associated  Equipment  Distributors, 

30  East  Cedar  St.,  Chicago  11,  III. 

G.  F.  Lowe,  612  N.  Michigan  Ave.,  Chicago  11, 
Chairman,  Catalog  Committee 
Von  Hoffmann  Press,  Inc.,  St.  Louis,  Mo.,  Printers 
George  J.  Boesch,  Manager,  Catalog  Department 
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